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, ,~, HANDEX® 
~ , Practical Environmental Solutions 

October 6, 1998 

Mr. Sam Waldo 
Director, Environmental Affairs 
AMPHENOL CORPORATION 
World Headquarters 
3 5 8 Hall A venue 
Wallingford, CT 06492 

US EPA RECORDS CE NTER REGIO N 5 

IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIII 
1008028 

Re: OPERATION AND MAINTENANCE OF THE INTERIM CORRECTIVE MEASURE 
Fonner Amphenol Facility 
980 Hurricane Road 
Franklin, Indiana 

Dear Mr. Waldo: 

Enclosed, please find a summary of the operation and maintenance (O&M) and gauging activities 
completed by Handex of Indiana (Handex) at the above-referenced site. This report summarizes the 
activities completed during the August 28 to September 25, 1998 reporting period. Handex personnel 
inspected the site on a biweekly basis to monitor system operations and ground water recovery and 
treatment. 

Groundwater Level Measurements 
On September 10, 1998, Handex personnel gauged the monitoring well network at the site using an 
electronic oil/water interface probe to detennine the depth to water and the presence or absence of liquid­
phase hydrocarbons. Depth to water beneath the site ranged from 8.87 feet below grade in MW-9 to 17.00 
feet below grade in MW-28. Liquid-phase hydrocarbons were not detected within the monitoring and 
recovery well network at the site. None of the recovery wells were operational while-.vell gauging activities 
were perfonned. Figure 1 is a site plan illustrating pertinent site features and well locations. The 
groundwater elevation data is summarized in Attachment A, and a groundwater contour map has been 
included as Figure 2. 

Groundwater Treatment System 
During this reporting period, approximately 212,218 gallons of groundwater were treated and discharged 
from recovery wells RW-1, RW-2, and RW-3 . Based on data provided by EMCON and Handex field data 
sheets, the total volume of groundwater recovered to date is approximately 15,027,254 gallons. Attachment 
B includes a table and a graph illustrating the recovery rates to date, and Attachment C contains copies of 
Field Data Sheets completed by Handex personnel. 

Handex mobilized to the site on September I 0, 1998 to perfonn biweekly and monthly O&M activities. 
Upon arrival at the site, the system was not operational. Handex inspected the system and discovered a 
rupture in the main air supply line leading from the air compressor. Handex cut and repaired the ruptured 
airline. After the repair was complete, Handex restarted the remediation system. At this time, Handex 
discovered that the pneumatic control junction box was also leaking air. Handex removed the junction box, 
dismantled it, and then detennined that the gasket seal inside the junction box was not seating properly . 
The gasket was wqm and had several small tears. Consequently, the gasket would need to be replaced. 
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Since the air supply was not capable of reaching the pneumatic pumps without the junction, the system had 
to remain deactivated until a new gasket could be obtained. 

Handex personnel mobilized to the site on September 14, 1998 to meet with a representative from a local 
gasket distributor. While onsite, the type and catalog number for the malfunctioning gasket was able to be 
determined. Handex obtained the new gasket on September 16, 1998 and reinstalled the gasket in the 
pneumatic junction box that day. After the repair, Handex restarted the remediation system. All of the 
wells were operational upon departure from the site. 

Handex personnel mobilized to the site on September 25, 1998 to perform biweekly O&M activities. The 
system was not operational upon arrival at the site. After inspecting the system, Handex personnel 
discovered that the main air supply line had ruptured. The line was cut and repaired and the system was 
restarted. All of the wells were operational upon departure from the site. 

Groundwater Sampling and Analysis 
No groundwater treatment system samples were collected during this reporting period. The next sampling 
event is scheduled for the week ending August 1, 1998. 

Schedule of Activities 
Biweekly and monthly site inspections and O&M activities will continue. Site visits are scheduled for the 
weeks ending October 10 and October 24, 1998. The information from these site inspections will be 
summarized in the October 1998 progress report. 

Should you have any questions regarding this site or information summarized within this report, please do 
not hesitate to contact this office at (317) 228-6240. Handex appreciates the opportunity to provide 
environmental services to Amphenol Corporation. 

Sincerely, 

HANDEX OF INDIANA 

~.:"' &_ ~~ 
Brad~;; .. Itfk-e~ 
Hydrogeologist Project Manager 

Attachments 
cc: Mr. William Gabriel, O'Brien & Gere Engineers, Inc., Syracuse, NY 

Mr. John Kneebone, Marine Corporation of America 
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FORMER AMPHENOL FACILITY 
GROUNDWATER TABLE CONTOUR MAP 

SEPTEMBER 10, 1998 
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ATTACHMENT A 

Groundwater Level Measurements 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

':ltm,11:oit 
8/29/95 732.25 12.36 
1117/95 13.07 
4/12/96 13.45 
5/29/96 10.82 

6/4/96 11 .08 
7/8/96 11 .84 
8/1/96 12.04 

9/12/96 12.58 
10/17/96 12.37 
11/25/96 12.26 
12/11/96 12.02 

1/24/97 11 .71 
2/21/97 11.85 
3/14/97 11.48 
4/11/97 11 .94 

517/97 11 .98 
6/5/97 11 .37 
7/3/97 11 .73 
8/4/97 12.25 

9/29/97 12.46 
10/10/97 12.68 
11/10/97 12.80 

12/1/97 12.93 
1/16/98 13.06 
2/4/98 13.11 

3/25/98 12.05 
4/10/98 12.00 

5/8/98 11.60 
6/5/98 11 .80 
7/2/98 11 .12 

7/30/98 11.65 
9/10/98 12.20 

719.89 
719.18 
718.80 
721.43 
721 .17 
720.41 
720.21 
719.67 
719.88 
719.99 
720.23 
720.54 
720.40 
720.77 
720.31 
720.27 
720.88 
720.52 
720.00 
719.79 
719.57 
719.45 
719.32 
719.19 
719.14 
720.20 
720.25 
720.65 
720.45 
721 .13 
720.60 
720.05 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 
11/7/95 
4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 

5/7/97 
6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

12/1/97 
1/16/98 

2/4/98 
3/25/98 
4/10/98 

5/8/98 
6/5/98 
7/2/98 

7/30/98 
9/10/98 

9.52 
11 .14 
12.09 

9.41 
10.11 
10.44 
10.63 
10.85 
10.97 
10.82 
10.79 
10.55 
10.80 
10.51 
10.76 
10.79 
10.18 
10.49 
10.78 
10.93 
11 .02 
11 .12 
11 .18 
11 .21 
11 .30 
10.78 
10.67 
10.48 
10.70 
10.24 
10.39 
10.80 

719.19 
717.57 
716.62 
719.30 
718.60 
718.27 
718.08 
717.86 
717.74 
717.89 
717.92 
718.16 
717.91 
718.20 
717.95 
717.92 
718.53 
718.22 
717.93 
717.78 
717.69 
717.59 
717.53 
717.50 
717.41 
717.93 
718.04 
718.23 
718.01 
718.47 
718.32 
717.91 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 736.44 15.23 
11nt95 16.40 
4/12/96 14.91 
5/29/96 13.16 

6/4/96 13.15 
7/8/96 14.03 
8/1/96 14.53 

9/12/96 15.33 
10/17/96 15.33 
11/25/96 15.29 
12/11/96 14.95 

1/24/97 14.50 
2/21/97 14.50 
3/14/97 14.06 
4/11/97 14.42 
5/12/97 14.59 

6/5/97 13.53 
7/3/97 14.09 
8/4/97 14.90 

9/29/97 15.53 
10/10/97 15.75 
11/10/97 16.08 

12/1/97 17.24 
1/16/98 16.32 
2/4/98 16.40 

3/25/98 15.39 
4/10/98 15.00 

5/8/98 14.27 
6/5/98 14.44 
7/2/98 13.38 

7/30/98 14.02 
9/10/98 15.08 

721 .21 
720.04 
721 .53 
723.28 
723.29 
722.41 
721 .91 
721.11 
721 .11 
721 .15 
721 .49 
721 .94 
721 .94 
722.38 
722.02 
721 .85 
722.91 
722.35 
721 .54 
720.91 
720.69 
720.36 
719.20 
720.12 
720.04 
721 .05 
721 .44 
722.17 
722.00 
723.06 
722.42 
721 .36 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 
11nt95 
4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
212.1/97 
3/14/97 
4/11/97 
5/12/97 

6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

12/1/97 
1/16/98 
2/4/98 

3/25/98 
4/10/98 

5/8/98 
6/5/98 
7/2/98 

7/30/98 
9/10/98 

9.70 
11.47 

9.46 
3.94 
5.81 
6.90 
7.65 
9.23 
9.64 
9.53 
9.18 
7.66 
7.70 
6.68 
7.54 
7.97 
5.63 
7.13 
8.44 
9.82 

10.17 
10.84 
11 .16 
11 .25 
11 .28 

9.70 
8.70 
6.95 
7.50 
6.07 
7.10 
8.87 

723.34 
721.57 
723.58 
729.10 
727.23 
726.14 
725.39 
723.81 
723.40 
723.51 
723.86 
725.38 
725.34 
726.36 
725.50 
725.07 
727.41 
725.91 
724.60 
723.22 
722.87 
722.20 
721 .88 
721 .79 
721.76 
723.34 
724.34 
726.09 
725.54 
726.97 
725.94 
724.17 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 
1117/95 
4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 

517197 
6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

12/1/97 
1/16/98 

2/4/98 
3/25/98 
4/10/98 

5/8/98 
6/5/98 
7/2/98 

7/30/98 
9/10/98 

16.43 
17.18 
16.21 
15.07 
15.31 
15.88 
16.16 
16.59 
16.47 
16.32 
16.12 
15.89 
15.96 
15.66 
16.07 
16.09 
15.85 
15.64 
16.36 
16.57 
16.70 
16.90 
17.00 
17.20 
17.20 
16.26 
16.12 
15.79 
16.00 
15.33 
15.70 
16.26 

719.95 
719.20 
720.17 
721 .31 
721.07 
720.50 
720.22 
719.79 
719.91 
720.06 
720.26 
720.49 
720.42 
720.72 
720.31 
720.29 
720.53 
720.74 
720.02 
719.81 
719.68 
719.48 
719.38 
719.18 
719.18 
720.12 
720.26 
720.59 
720.38 
721 .05 
720.68 
720.12 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

'~t~iJ):' 
8/29/95 734.03 10.35 
1117/95 12.16 
4/12/96 9.70 
5/29/96 6.30 

6/4/96 7.63 
7/8/96 8.58 
8/1/96 8.93 

9/12/96 10.39 
10/17/96 10.56 
11/25/96 9.82 
12/11/96 9.64 

1/24/97 8.57 
2/21/97 8.86 
3/14/97 8.00 
4/11/97 8.87 
5/12/97 9.13 

6/5/97 7.55 
7/3/97 8.70 
8/4/97 9.70 

9/29/97 10.85 
10/10/97 11 .08 
11/10/97 11 .66 

12/1/97 11 .80 
1/16/98 11 .68 

2/4/98 11 .80 
3/25/98 10.08 
4/10/98 9.26 

5/8/98 8.22 
6/5/98 8.78 
7/2/98 8.10 

7/30/98 8.72 
9/10/98 10.10 

723.68 
721 .87 
724.33 
727.73 
726.40 
725.45 
725.10 
723.64 
723.47 
724.21 
724.39 
725.46 
725.17 
726.03 
725.16 
724.90 
726.48 
725.33 
724.33 
723.18 
722.95 
722.37 
722.23 
722.35 
722.23 
723.95 
724.77 
725.81 
725.25 
725.93 
725.31 
723.93 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 
1117/95 
4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 
5/12/97 

6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

12/1/97 
1/16/98 

2/4/98 
3/25/98 
4/10/98 

5/8/98 
6/5/98 
7/2/98 

7/30/98 
9/10/98 

16.81 
17.92 
16.48 
14.82 
14.82 
15.67 
16.16 
16.89 
16.89 
16.85 
16.53 
16.10 
16.11 
15.64 
16.05 
16.20 
15.18 
15.72 
16.48 
17.10 
17.31 
17.61 
17.78 
17.87 
17.98 
16.92 
16.56 
15.92 
16.08 
15.06 
15.65 
16.64 

721 .10 
719.99 
721.43 
723.09 
723.09 
722.24 
721 .75 
721 .02 
721 .02 
721 .06 
721.38 
721 .81 
721.80 
722.27 
721.86 
721 .71 
722.73 
722.19 
721 .43 
720.81 
720.60 
720.30 
720.13 
720.04 
719.93 
720.99 
721 .35 
721 .99 
721 .83 
722.85 
722.26 
721 .27 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 
1117/95 
4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 

517/97 
6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

12/1/97 
1/16/98 
2/4/98 

3/25/98 
4/10/98 

5/8/98 
6/5/98 
7/2/98 

7/30/98 
9/10/98 

7.05 
17.90 
16.74 
15.52 
15.63 
16.22 
16.58 
17.15 
17.04 
16.99 
16.76 
16.46 
16.50 
16.15 
16.47 
17.55 
15.88 
16.34 
16.86 
17.26 
17.43 
17.65 
17.80 
18.00 
18.05 
17.00 
16.75 
16.35 
16.51 
15.84 
16.22 
16.91 

720.59 
719.74 
720.90 
722.12 
722.01 
721.42 
721 .06 
720.49 
720.60 
720.65 
720.88 
721 .18 
721.14 
721.49 
721 .17 
720.09 
721 .76 
721 .30 
720.78 
720.38 
720.21 
719.99 
719.84 
719.64 
719.59 
720.64 
720.89 
721 .29 
721 .13 
721.80 
721.42 
720.73 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 
11nt95 
4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 

5nt97 
6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

12/1/97 
1/16/98 
2/4/98 

3/25/98 
4/10/98 

5/8/98 
6/5/98 
7/2/98 

7/30/98 
9/10/98 

15.59 
16.41 
15.29 
13.77 
13.80 
14.54 
15.01 
15.61 
15.66 
15.61 
15.33 
14.96 
15.24 
14.62 
14.96 
15.04 
14.20 
14.62 
15.30 
15.79 
15.98 
16.18 
16.33 
16.48 
16.53 
15.65 
15.44 
14.83 
15.00 
14.00 
14.50 
15.38 

720.43 
719.61 
720.73 
722.25 
722.22 
721.48 
721 .01 
720.41 
720.36 
720.41 
720.69 
721 .06 
720.78 
721 .40 
721 .06 
720.98 
721 .82 
721 .40 
720.72 
720.23 
720.04 
719.84 
719.69 
719.54 
719.49 
720.37 
720.58 
721 .19 
721 .02 
722.02 
721 .52 
720.64 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 736.39 
1117/95 
4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 
5/12/97 

6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

12/1/97 
1/16/98 

2/4/98 
3/25/98 
4/10/98 

5/8/98 
6/5/98 
7/2/98 

7/30/98 
9/10/98 

13.46 
15.02 
13.17 
9.53 

10.47 
11 .62 
12.16 
13.48 
13.60 
13.42 
13.08 
12.14 
12.25 
11.48 
12.18 
12.41 
10.45 
11 .78 
12.78 
13.83 
14.09 
14.61 
14.86 
14.90 
15.00 
13.57 
12.92 
11.70 
12.06 
10.90 
13.16 
11 .69 

722.93 
721 .37 
723.22 
726.86 
725.92 
724.77 
724.23 
722.91 
722.79 
722.97 
723.31 
724.25 
724.14 
724.91 
724.21 
723.98 
725.94 
724.61 
723.61 
722.56 
722.30 
721 .78 
721.53 
721.49 
721.39 
722.82 
723.47 
724.69 
724.33 
725.49 
723.23 
724.70 

~ HANDEX® 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

MW-27 8/29/95 736.63 
11nt95 
4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 
5/12/97 

6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

12/1/97 
1/16/98 
2/4/98 

3/25/98 
4/10/98 

5/8/98 
6/5/98 
7/2/98 

7/30/98 
9/10/98 

15.37 
16.66 
15.01 
13.23 
13.44 
14.38 
14.79 
15.62 
15.56 
15.45 
15.11 
14.63 
14.75 
14.28 
14.71 
14.88 
13.78 
14.40 
15.12 
15.82 
16.02 
16.36 
16.52 
16.46 
16.58 
15.42 
15.06 
14.40 
14.67 
13.78 
14.34 
15.38 

721 .26 
719.97 
721 .62 
723.40 
723.19 
722.25 
721 .84 
721 .01 
721 .07 
721.18 
721 .52 
722.00 
721 .88 
722.35 
721 .92 
721 .75 
722.85 
722.23 
721 .51 
720.81 
720.61 
720.27 
720.11 
720.17 
720.05 
721.21 
721 .57 
722.23 
721.96 
722.85 
722.29 
721 .25 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

f 
8/29/95 738.04 17.03 
11nt95 18.19 
4/12/96 16.72 
5/29/96 15.21 

6/4/96 15.32 
7/8/96 16.12 
8/1/96 16.54 

9/12/96 17.25 
10/17/96 17.20 
11/25/96 17.10 
12/11/96 16.81 

1/24/97 16.39 
2/21/97 16.49 
3/14/97 16.05 
4/11/97 16.41 
5/12/97 16.57 

6/5/97 15.66 
7/3/97 16.17 
8/4/97 16.84 

9/29/97 17.41 
10/10/97 17.61 
11/10/97 17.91 

12/1/97 18.08 
1/16/98 18.10 

2/4/98 18.20 
3/25/98 17.10 
4/10/98 16.79 

5/8/98 16.20 
6/5/98 16.40 
7/2/98 15.60 

7/30/98 16.10 
9/10/98 17.00 

721 .01 
719.85 
721 .32 
722.83 
722.72 
721 .92 
721.50 
720.79 
720.84 
720.94 
721 .23 
721.65 
721.55 
721 .99 
721 .63 
721.47 
722.38 
721 .87 
721 .20 
720.63 
720.43 
720.13 
719.96 
719.94 
719.84 
720.94 
721.25 
721.84 
721 .64 
722.44 
721.94 
721 .04 

~:'.":-- HANDEX® 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 16.83 
11ll/95 17.99 
4/12/96 16.46 
5/29/96 15.01 

6/4/96 15.19 
7/8/96 16.04 
8/1/96 16.40 

9/12/96 17.15 
10/17/96 17.02 
11/25/96 16.93 
12/11/96 16.61 

1/24/97 16.24 
2/21/97 16.31 
3/14/97 15.91 
4/11/97 16.30 
5/12/97 16.41 

6/5/97 15.57 
7/3/97 16.06 
8/4/97 16.70 

9/29/97 17.25 
10/10/97 17.44 
11/10/97 17.86 

12/1/97 17.86 
1/16/98 17.81 

2/4/98 17.95 
3/25/98 16.80 
4/10/98 16.53 

5/8/98 15.98 
6/5/98 16.30 
7/2/98 15.50 

7/30/98 15.98 
9/10/98 16.89 

720.78 
719.62 
721 .15 
722.60 
722.42 
721 .57 
721.21 
720.46 
720.59 
720.68 
721 .00 
721 .37 
721 .30 
721.70 
721.31 
721 .20 
722.04 
721.55 
720.91 
720.36 
720.17 
719.75 
719.75 
719.80 
719.66 
720.81 
721.08 
721.63 
721 .31 
722.11 
721 .63 
720.72 

~~;:~ HANDEX® 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 734.84 
1117/95 
4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 

517/97 
6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

12/1/97 
1/16/98 

2/4/98 
3/25/98 
4/10/98 

5/8/98 
6/5/98 
7/2/98 

7/30/98 
9/10/98 

15.54 
15.93 
14.95 
14.10 
14.38 
14.84 
15.06 
15.28 
15.58 
15.13 
14.98 
14.71 
14.95 
14.70 
14.92 
14.93 
14.37 
14.75 
15.28 
15.33 
15.42 
15.52 
15.80 
15.70 
15.80 
15.44 
15.18 
15.05 
15.20 
14.30 
14.73 
15.12 

719.30 
718.91 
719.89 
720.74 
720.46 
720.00 
719.78 
719.56 
719.26 
719.71 
719.86 
720.13 
719.89 
720.14 
719.92 
719.91 
720.47 
720.09 
719.56 
719.51 
719.42 
719.32 
719.04 
719.14 
719.04 
719.40 
719.66 
719.79 
719.64 
720.54 
720.11 
719.72 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 730.97 
11nl95 
4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 

5nl97 
6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

12/1/97 
1/16/98 

2/4/98 
3/25/98 
4/10/98 

5/8/98 
6/5/98 
7/2/98 

7/30/98 
9/10/98 

2.58 (1 

NR (2 

11 .02 
10.84 
11.12 
11 .28 

NR (2l 

11 .55 
12.50 
11 .23 
11 .06 
10.90 
11 .06 
10.73 
10.98 
11.02 
10.48 
10.86 
11 .72 
12.75 
11 .50 
11 .60 
13.00 
11 .90 
11 .90 
12.96 
12.50 
12.10 
12.30 
10.60 
11.60 
11 .22 

728.39 
NA 

719.95 
720.13 
719.85 
719.69 

NA 
719.42 
718.47 
719.74 
719.91 
720.07 
719.91 
720.24 
719.99 
719.95 
720.49 
720.11 
719.25 
718.22 
719.47 
719.37 
717.97 
719.07 
719.07 
718.01 
718.47 
718.87 
718.67 
720.37 
719.37 
719.75 

~ -, HANDEX® 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 4.42 (1 

1117/95 NR (2 

4/12/96 12.72 
5/29/96 11 .50 

6/4/96 11 .88 
7/8/96 12.48 
8/1/96 12.76 

9/12/96 13.25 
10/17/96 12.86 
11/25/96 12.26 
12/11/96 11 .89 

1/24/97 11 .76 
2/21/97 11 .80 
3/14/97 11.45 
4/11/97 11.84 

517/97 11 .85 
6/5/97 11 .43 
7/3/97 11 .61 
8/4/97 12.10 

9/29/97 12.90 
10/10/97 12.42 
11/10/97 13.10 

12/1/97 12.62 
1/16/98 12.90 
2/4/98 12.95 

3/25/98 13.10 
4/10/98 13.10 

5/8/98 12.80 
6/5/98 12.20 
7/2/98 12.40 

7/30/98 12.80 
9/10/98 11 .96 

727.63 
NA 

719.33 
720.55 
720.17 
719.57 
719.29 
718.80 
719.19 
719.79 
720.16 
720.29 
720.25 
720.60 
720.21 
720.20 
720.62 
720.44 
719.95 
719.15 
719.63 
718.95 
719.43 
719.15 
719.10 
718.95 
718.95 
719.25 
719.85 
719.65 
719.25 
720.09 

• 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

11/25/96 
12/11 /96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 

517197 
6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

12/1/97 
1/16/98 
2/4/98 

3/25/98 
4/10/98 

5/8/98 
6/5/98 
7/2/98 

7/30/98 
9/10/98 

NR C2l 
13.07 
11 .73 
12.68 
13.26 
13.10 
13.40 
12.78 
12.68 
12.51 
12.26 
12.20 
11.90 
12.23 
12.23 
11.68 
12.00 
14.00 
14.20 
13.18 
14.52 
15.60 
13.76 
13.80 
15.46 
15.00 
13.50 
14.10 
12.74 
13.60 
12.30 

(1) Ground water elevation based on measurements from top 
of bubbler tip. 
(2) NR - Not Recorded 

729.11 
NA 

720.12 
72 46 
72 51 
719.93 
720.09 
719.79 
720.41 
720.51 
720.68 
720.93 
720.99 
721 .29 
720.96 
720.96 
721.51 
721 .19 
719.19 
718.99 
720.01 
718.67 
717.59 
719.43 
719.39 
717.73 
718.19 
719.69 
719.09 
720.45 
719.59 
720.89 
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Groundwater Recovery Summary 
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7/3/97 1,954,658 2,609,124 3,135,756 7,720,764 

7/17/97 1,975,303 2,680,948 3,199,801 7,877,279 

8/4/97 2,025,486 2,806,996 3,364,397 8,218,106 

8/15/97 2,052,962 2,958,721 3,461,264 8,494,174 

8/28/97 2,083,623 3,093,542 3,569,012 8,767,404 

9/12/97 2,083,684 3,119,818 3,692,072 8,916,801 

9/29/97 2,083,905 3,120,840 3,839,556 9,065,528 

10/10/97 2,101,637 3,231,288 3,924,600 9,278,752 

10/31/97 2,101 ,662 3,254,766 4,062,129 9,439,784 

11/10/97 2,101,662 3,394,895 4,102,900 9,620,684 

12/1/97 2,101,662 3,626,479 4,211 ,530 9,960,898 

12/28/97 2,102,033 3,627,036 4,212,021 9,962,317 

1/16/98 2,145,973 3,914,074 4,365,837 10,447,111 
1/27/98 2,146,228 3,915,067 4,366,295 10,448,817 

2/4/98 2,146,228 4.068,235 4,412,344 10,648,034 
2/17/98 2,189,727 4,222,732 4,539,755 10,973 ,441 

3/18/98 2,293,340 4,743,314 4,774,847 11,832,728 

3/25/98 2,309,656 4,805,528 4,802,993 11,939,404 

4/10/98 2,383,929 5,043,344 4,927,777 12,376,277 

4/24/98 2,453,055 5,233,074 5,019,725 12,727,081 

5/8/98 2,525,463 5,474,383 5,106,293 13,127,366 
5/22/98 2,593,232 5,670,794 5,210,326 13,495,579 
6/5/98 2,659,709 5,852,839 5,315,076 13,848,851 

6/19/98 2,698,743 6,047,156 5,406,842 14,173,968 

7/2/98 2,700,428 6,135,172 5,453 ,010 14,309,837 

7/16/98 2,701 ,261 6,336,772 5,654,610 14,713,870 

7/30/98 2,702,469 6,378,927 5,700,300 14,802,923 

8/6/98 2,702,469 6,381,833 5,702,810 14,808,339 

8/7/98 2,702,469 6,381,833 5,709,497 14,815,026 

8/26/98 2,702,469 6,381,833 5,709,507 14,815,036 

9/10/98 2,763,725 6,446,571 5,779,418 15,010,941 

9/25/98 2,770,423 6,451,177 5,784,427 15,027.254 

Notes: 
- Data prior to 4/12/96 was collected by EMCON. 
- A new flow baseline (zero cumulative flow) was established on 

August 3, 1995, due to flow meter replacement. 
- Erroneous flow meter reading from RW-3 on 10/1/96. 
- Due to a flow meter malfunction, the totalizer for RW-2 showed a 

negative flow of 1,051 gallons on January 14, 1997. 
- Due to a flow meter malfunction, the totalizer for RW-3 showed a 

negative flowage of 1,538 gallons, 19,689 gallons, and 20,197 
gallons on March 14, March 28, and May 7, 1997, respectively. 

- Due to a flow meter malfunction, the total gallons pumped between 
July 2 and July 16, 1998 was estimated at 10 gpm for RW-2 and RW-3. 

{ HANDEX® 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 
Cumulative Ground Water Flow Readings 
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2/24/95 - - - -
3/3/95 

3/29/95 
4/14/95 

5/3/95 
5/14/95 
5/18/95 
5/23/95 
5/26/95 
6/19/95 
813/95 
8/4/95 
8/9/95 

8/11/95 
8/14/95 
8/29/95 
10/6/95 
11/7/95 
12/8/95 
1/15/96 
4/12/96 
5/29/96 
6/26/96 

7/8/96 
7/18/96 

8/1/96 
8/16/96 
8/27/96 
9/12/96 
9/24/96 
10/1/96 

10/17/96 
11/2/96 

11/15/96 
11/25/96 
12/11/96 
12/27/96 

1/3/97 
1/14197 
1/24/97 
2/7/97 

2/21/97 
3/14197 
3128/97 
4/11/97 
4/25/97 
517197 

5/22/97 
6/5/97 

6/20/97 

20,984 
84,695 

136,654 
200,683 
237,115 
255,043 
255,043 
276,211 
445,555 
445,555 
448,963 
473 ,414 
482,414 
496,474 
561,302 
664,814 
665,305 
686,316 
778,585 
778,585 
873,365 
915,555 
972,328 

1,006,046 
1,049,996 
1,091,112 
1,118,169 
1,146,432 
1,159,035 
1,174,178 
1,253,727 
1,315,165 
1,365,973 
1,396,032 
1,430,595 
1,452,912 
1,456,304 
1,470,242 
1,470,505 
1,518,975 
1,571,273 
1,646,678 
1,692,834 
1,734,064 
1,773,261 
1,798,995 
1,825,676 
1,867,121 
1,912,764 

31,644 
88,774 

133,675 
193,729 
228,577 
245,727 
245,727 
266,031 
428,463 
428,463 
431 ,997 
453,496 
461 ,556 
474,106 
533,550 
629,975 
763,804 
766,356 
873,570 

1,170,564 
1,376,384 
1,414,873 
1,474,048 
1,516,919 
1,577,801 
1,638,683 
1,684,621 
1,754,050 
1,796,140 
1,825,149 
1,855,632 
1,906,634 
1,908,623 
1,91J., 188 
1,935,775 
1,937,132 
1,939,518 
1,949,120 
1,949,124 
1,950,754 
1,952,209 
1,952,209 
2,039,011 
2,124,196 
2,182,646 
2,336,981 
2,393 ,705 
2,472,696 
2,540,269 

80,228 
152,228 
224,228 
284,420 
319,268 
354,116 
354,116 
374,420 
536,852 
536,852 
543,600 
590,792 
609,202 
637,152 
768,644 
985,749 

1,159,950 
1,253,348 
1,263,941 
1,651,617 
1,823,668 
1,884,622 
1,987,350 
2,060,742 
2,164,916 
2,246,037 
2,314,606 
2,360,521 
2,409,496 
2,408,298 
2,411,539 
2,420,559 
2,502,342 
2,552,717 
2,611 ,374 
2,649,962 
2,655,775 
2,684,864 
2,702,272 
2,796,872 
2,835,673 
2,835,673 
2,835,673 
2,835,673 
2,842,124 
2,842,124 
2,905,414 
2,988,177 
3,061 ,814 

132,856 
325,697 
494,557 
678,832 
784,960 
854,886 
854,886 
916,662 

1,410,870 
1,410,870 
1,424,560 
1,517,702 
1,553 ,172 
1,607,732 
1,863 ,496 
2,280,538 
2,589,059 
2,706,020 
2,916,096 
3,600,766 
4,073,417 
4,215,050 
4,433,726 
4,583,707 
4,792,713 
4,975,832 
5,117,396 
5,261 ,003 
5,364,671 
5,407,625 
5,520,898 
5,642,358 
5,776,938 
5,859,937 
5,977,744 
6,040,006 
6,051 ,597 
6,104,226 
6,121,901 
6,266,601 
6,359,155 
6,436,098 
6,588,745 
6,715,160 
6,819,258 
6,999,327 
7,146,022 
7,349,221 
7,536,074 
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ATTACHMENT C 

Site Inspection Forms 
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Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure Time: 

ALARM RESPONSE VISIT: 

Bubbler Pressure: RW-1 
Air Stripper Pressure: 13 
Effluent Flow Rate: w A 
Effluent Clarity: C.( ecd't 
Building Temperature: '>o 
Compressor Checked: v 
Compressor Oil Level Checked: 

System Operational Upon Arrival: 
\ 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

RW-2 

Inches of Water 

Gallons Per Minute 

Degrees F 

Condesate Released: /4viro 
v Oil Changed: 

Yes 

eol-<'cVl r-'.\.,'a.. ,f'\, low 

RW-3 _____ _ 

AirfNater Leaks: RW-1 RW-2 RW-3 (please circle appropriate controller(s)) 

Manholes 

Controllers 

Lines 

Stripper 

Compressor 

If yes, explain: 

Filter Cartridges Replaced: 

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

v' No 

v" No 

~ No 
v--- No 

No 

~RW-1 

~ 

Yes 

Yes 

I/"' Yes 

Yes 

;?yes 

L---"RW-2 ---

Recommendations for system optimization or general comments: 

,. 

Repaired 

Repaired 

Repaired 

Repaired 

Repaired 

L--RW-3 



.. 
•. \t. ' I .. 

Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure Time: 

ALARM RESPONSE VISIT: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

Flow Meter Readings: RW-12: ,.'.l 1/- '8(9, o 
Bubbler Pressure: RW-1 ______ RW-2 ______ RW-3. ____ _ 

Air Stripper Pressure: / 3 Inches of Water 

Effluent Flow Rate: [ f Gallons Per Minute 

Effluent Clarity: Cl .e ~ l'L ____ ..;;...;;_.;;; ____________________ --I 

Building Temperature: Degrees F 
Compressor Checked: _V ___ Condesate Released: /1 ,,..:/- o ----
Compressor Oil Level Checked: ,.,..-- Oil Changed: r/ o -----------
System Operational Upon Arrival: Yes V No, {if no, please explain below) 

\A. h ·/ 

Airl'Mater Leaks: RW-1 RW-2 RW-3 (please circle appropriate controller(s)) 

Manholes V- No ___ Yes 

Controllers / No 

Lines No 

Stripper 

Compressor 

---v No 

V No 

Yes ---
i..,..,---- Yes 

Yes ---
Yes 

Repaired ---
Repaired 

--,/--,-Repaired 

Repaired ---
Repaired ---

If yes, explain: itol{t"" l•1

1A-R ___ ..;.;:;.;;;.;._..a..;.;...__.;.:..i...:.=--=-'-"""'-------------------1 

.fii. ----··--·· ·· · ··· ······ ·· ·· - · · ·· ... :· · · · . · · . - . · · . f~tt~it i'~fF(!f1!\1r.:;.~ -. · : .- · . . · . · . · . · 

Filter Cartridges Replaced: RW-1 RW-2 RW-3 

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

Recommendations for system optimization or general comments: 

- :5 -., 
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October 6, 1998 

Mr. Sam Waldo 
Director, Environmental Affairs 
AMPHENOL CORPORATION 
World Headquarters 
358 Hall Avenue 
Wallingford, CT 06492 

Practical Environmental Solutions 

Re: OPERATION AND MAINTENANCE OF THE INTERIM CORRECTIVE MEASURE 
Former Amphenol Facility 
980 Hurricane Road 
Franklin, Indiana 

Dear Mr. Waldo: 

Enclosed, please find a summary of the operation and maintenance (O&M) and gauging activities 
completed by Handex of Indiana (Handex) at the above-referenced site. This report summarizes the 
activities completed during the July 30 to August 28, 1998 reporting period. Handex personnel inspected 
the site on a biweekly basis to monitor system operations and ground water recovery and treatment. 

Groundwater Level Measurements 
On July 30, 1998, Handex personnel gauged the monitoring well network at the site using an electronic 
oil/water interface probe to determine the depth to water and the presence or absence of liquid-phase 
hydrocarbons. Depth to water beneath the site ranged from 7.10 feet below grade in MW-9 to 16.22 feet 
below grade in MW-22. Liquid-phase hydrocarbons were not detected within the monitoring and recovery 
well network at the site. The submersible pumps for recovery wells RW-2 and RW-3 were pumping while 
well gauging activities were performed. Figure 1 is a site plan illustrating pertinent site features and well 
locations. The groundwater elevation data is summarized in Attachment A, and a groundwater contour map 
has been included as Figure 2. 

Groundwater Treatment System 
During this reporting period, approximately 12,113 gallons of groundwater were treated and discharged 
from recovery wells RW-1, RW-2, and RW-3. Based on data provided by EMCON and Handex field data 
sheets, the total volume of groundwater recovered to date is approximately 14,815,036 gallons. Attachment 
B includes a table and a graph illustrating the recovery rates to date, and Attachment C contains copies of 
Field Data Sheets completed by Handex personnel. 

Handex mobilized to the site on July 30, 1998 to perform biweekly, monthly, and quarterly O&M activities. 
Upon arrival at the site, the system was not operational. Handex inspected the system and discovered a 
rupture in the main air supply line leading from the air compressor. Handex cut and repaired the ruptured 
airline. After the repair was complete, Handex restarted the remediation system. Initially, none of the wells 
were operational. Handex was able to determine that the air supply line from the S-2 controller to recovery 
well RW-2 was blocked. Consequently, Handex increased the control pressure for RW-2's S-2 controller 
and was able to dislodge the obstruction from the air supply line. After repairing the air leak in recovery 
well RW-2, recovery well RW-3 began operating correctly. Additionally, Handex removed the submersible 

8579 Zionsville Road, Indianapolis, IN 46268 • (317) 228-6240 • Fax: (317) 228-6243 
.. -~ : -

r 



./ 

Mr. Sam Waldo 
October 6, I 998 
Page2 

pump for recovery well RW-1 and transported the pump back to the shop for repairs. Recovery wells RW-2 
and RW-3 were operational upon departure. 

Handex personnel mobilized to the site o~ August 6, 1998 to perform a site check. The system was not 
operational upon arrival at the site. Handex personnel attempted to restart the system and determined that 
the S-2 controller for recovery well RW-2 was malfunctioning. Handex was not able to repair the S-2 
controller and decided that the S-2 controller would need to be sent back to the manufacturer for repairs. In 
addition, recovery well R W-1 was not operational because the manufacturer of the submersible pump was 
still making repairs to the pump. Upon departure, only recovery well RW-3 was operational. 

Handex personnel mobilized to the site on August 7, 1998 to perform an out-of-scope site check. The 
system was not operational upon arrival at the site. After inspecting the system, Handex personnel 
discovered that the main air supply line had ruptured and that the S-2 controller for recovery well RW-3 
was malfunctioning. Because the main air supply line has ruptured and been repaired several times in the 
past, there was not anymore slack remaining in the line. Consequently, a new section of air supply line 
would need to be purchased and brought back to the site. None of the recovery wells were operational upon 
departure from the site. 

Handex personnel mobilized to the site on August 11 , 1998 to remove the malfunctioning S-2 controllers. 
The S-2 controllers were removed from the system and shipped to the manufacturer for repairs . 

Handex personnel mobilized to the site on August 26, 1998 to reinstall the submersible pump for recovery 
well RW-1, the repaired S-2 controllers for recovery wells RW-2 and RW-3, and to replace the ruptured 
main air supply line. Handex personnel were able to reinstall the S-2 controllers and to replace the ruptured 
air supply line. However, Handex was not able to reinstall the submersible pump for recovery well RW-1 
because several fittings were missing from the submersible pump. The fittings apparently were lost during 
shipment/repairs of the submersible pump. Consequently, Handex restarted the system utilizing only 
recovery wells RW-2 and RW-3. Recovery wells RW-2 and RW-3 were operational upon departure from 
the site. 

Handex personnel mobilized to the site on August 28, 1998 to reinstall the submersible pump for recovery 
well R W-1. The system was operational upon arrival at the site. After Handex personnel reinstalled the 
submersible pump for recovery well RW-1 , the system was restarted utilizing all of the recovery wells. 
Upon departure, all of the recovery wells were operational 

Groundwater Sampling and Analysis 
On July 30, 1998, Handex personnel collected influent groundwater samples from recovery wells RW-1, 
RW-2, and RW-3, and one effluent sample from the air stripper unit. The recovery well influent 
groundwater samples were collected from sample ports located within the equipment enclosure prior to 
treatment through the air stripper. The air stripper effluent sample was collected from the discharge pipe 
prior to entering the sewer. The samples were placed into laboratory prepared 40-milliliter (ml) glass 
sample vials and placed into a cooler on ice. The samples were submitted under chain of custody control to 
National Environmental Testing, In~. (NET) located in Indianapolis, Indiana. The samples were analyzed 
for volatile organic compounds (VOCs) using EPA Method 8240. 

{_ ~--a.- HANDEX® 
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Laboratory analytical results indicate the presence of 1, 1 - dichloroethane, tetrachloroethene, 1, 1, 1 -
trichloroethane, and trichloroethene in the samples collected from recoveiy wells RW-1, RW-2, and RW-3. 
VOCs were not detected above the laboratory method detection limits from the air stripper effluent sample. 
Laboratory analytical results are summarized in Table 1, and the laboratory analytical reports are included 
in Attachment D. 

Schedule of Activities 
Biweekly and monthly site inspections and O&M activities will continue. Site visits are scheduled for the 
weeks ending September 12 and September 26, 1998. The information from these site inspections will be 
summarized in the September 1998 progress report. 

Should you have any questions regarding this site or information summarized within this report, please do 
not hesitate to contact this office at (317) 228-6240. Handex appreciates the opportunity to provide 
environmental services to Amphenol Corporation. 

Sincerely, 

HANDEX OF INDIANA 

~~:~ J~l1[~ 
Hydrogeologist Project Manager 

Attachments 
cc: Mr. William Gabriel, O'Brien & Gere Eng!lleers, Inc., Syracuse, NY 

Mr. John Kneebone, Marine Corporation of America 

,, 
~- HANDEX® 
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RW-1 I 5/3/95 33 ND<1J 
8/3/95 31 ND 

11/7/95 30 ND 
4/12/96 NS <2> NS 

7/8/96 14 ND 
10/17/96 15 ND 

2/7/97 18 ND 
5/7/97 9.9 ND 
8/4/97 9.8 ND 

11/10/97 NS NS 
12/1/97 28 ND 
2/4/98 24 ND 
5/8/98 ND ND 

7/30/98 16 ND 
RW-2 I 5/3/95 47 8.1 

8/3/95 48 ND 
11/7/95 58 9.1 
4/12/96 ND ND 

7/8/96 31 7.3 
10/17/96 33 ND 

217/97 27 ND 
5/7/97 24 ND 
8/4/97 18 ND 

11/10/97 21 ND 
2/4/98 22 ND 
5/8/98 ND ND 

7/30/98 16 ND 
RW-3 I 5/3/95 28 ND 

8/3/95 53 ND 
11/7/95 48 6.9 
4/12/96 ND ND 

7/8/96 39 6.5 
10/17/96 34 ND 

2/7/97 28 ND 
5/7/97 24 ND 
8/4/97 17 ND 

11/10/97 25 ND 
2/4/98 30 ND 
5/8/98 ND ND 

7/30/98 33 ND 
Notes: 
Results in micrograms per liter (ugn). 

TABLE 1 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Laboratory Analytical Results 

ND 100 
ND 170 
ND ND 
NS NS 
ND 31 
ND 29 
ND ND 
ND 20 
ND 35 
NS NS 
27 180 
ND ND 
ND 350 
ND 180 
3.9 1,500 
ND 1,500 
5.3 2,100 
ND 980 
ND 2,100 
ND 2,600 
ND 37 
ND 880 
ND 400 
ND 250 
ND 310 
ND 750 
ND 870 
ND 160 
ND 16 
ND 1,400 
ND 93 
ND 45 
ND 2,600 
ND 37 
ND 1,000 
ND 110 
ND 76 
ND 180 
ND 260 
ND 27 

(1) ND - Not Detected - analyte not detected above laboratory method detection limit. 
(2) NS - Not Sampled, RW-1 not in operation during April 1996 and November 1997 sampling events. 

e 

200 520 853 
180 400 781 
190 390 610 
NS NS NS 
120 350 515 
150 1,800 1994 
140 260 278 
91 250 370.9 
160 210 414.8 
NS NS NS 
190 320 745 
150 270 444 
240 540 1130 
160 140 496 
960 4,300 6819 

1,100 3,000 5648 
1,300 2,200 5672.4 
530 1,500 3010 

1,200 2,100 5438.3 
680 2,900 6213 
400 410 874 
340 860 2104 
310 560 1288 
260 550 1081 
260 590 1182 
330 790 1870 
270 890 2046 
540 2,900 3628 
560 870 1499 
950 1,700 4104.9 
450 1,200 1743 
820 1,100 2010.5 
720 2,900 6254 
410 410 885 
400 990 2414 
330 490 947 
400 600 1101 
460 840 1510 
380 640 1280 
450 190 700 

Q liandczx® -
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Groundwater Level Measurements 
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. Weli .i ; 
Number., 

IT-2 

e 

.:-'" :: -
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

, TOC Depth to·· ' '. ·. ~·Corrected .Ground .. 
1
Gauglng · Elev. water ·. ~ Water Ei~v·ation . .. ' 

'· bate\.>· (feet) : (feet) . (feet> ·: 
8/29/95 732.25 12.36 719.89 
11n195 13.07 719.18 
4/12/96 13.45 718.80 
5/29/96 10.82 721 .43 

6/4/96 11 .08 721.17 
7/8/96 11 .84 720.41 
8/1/96 12.04 720.21 

9/12/96 12.58 719.67 
10/17/96 12.37 719.88 
11/25/96 12.26 719.99 
12/11/96 12.02 720.23 

1/24/97 11 .71 720.54 
2/21/97 11.85 720.40 
3/14/97 11.48 720.77 
4/11/97 11.94 720.31 

5n191 11 .98 720.27 
6/5/97 11 .37 720.88 
7/3/97 11 .73 720.52 
8/4/97 12.25 720.00 

9/29/97 12.46 719.79 
10/10/97 12.68 719.57 
11/10/97 12.80 719.45 

12/1/97 12.93 719.32 
1/16/98 13.06 719.19 
2/4/98 13.11 719.14 

3/25/98 12.05 720.20 
4/10/98 12.00 720.25 

5/8/98 11 .60 720.65 
6/5/98 11 .80 720.45 
7/2/98 11.12 721.13 

7/30/98 11 .65 720.60 

'==--~ HANDEX® 
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Welf f 

Number 
IT-3 

_.. ~-
' 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

•' , .J' ...; . TOC t:; H,!P~,to Corrected Ground 
.~ 'f uiiin~ 

. 
t·};· ·:.;·~;~~.-: \ Wateric: Water Elevation 

,: ·> . . .... .,. .... . ,: :·'' :~,~!~"·: f ~-~:", .. :;..n ,. 1 .' ~-:· 

·.· ,Date '1. ·(feet) :/:- , ·.:.(feet)/,, (feet) · 
8/29/95 728.71 9.52 719.19 
11n195 11.14 717.57 
4/12/96 12.09 716.62 
5/29/96 9.41 719.30 
6/4/96 10.11 718.60 
7/8/96 10.44 718.27 
8/1/96 10.63 718.08 

9/12/96 10.85 717.86 
10/17/96 10.97 717.74 
11/25/96 10.82 717.89 
12/11/96 10.79 717.92 

1/24/97 10.55 718.16 
2/21/97 10.80 717.91 
3/14/97 10.51 718.20 
4/11/97 10.76 717.95 

5n197 10.79 717.92 
6/5/97 10.18 718.53 
7/3/97 10.49 718.22 
8/4/97 10.78 717.93 

9/29/97 10.93 717.78 
10/10/97 11.02 717.69 
11/10/97 11.12 717.59 

12/1/97 11.18 717.53 
1/16/98 11.21 717.50 
2/4/98 11 .30 717.41 

3/25/98 10.78 717.93 
4/10/98 10.67 718.04 

5/8/98 10.48 718.23 
6/5/98 10.70 718.01 
7/2/98 10.24 718.47 

7/30/98 10.39 718.32 

th.,;; HANDEX® 
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Well 
Number 

MW-3 

..;,.. .::: -

' 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

.. TOC Depth to Corrected Ground 
Gauglrig . Elev. w~ier::: Water Elevation 
· bate (feet) (feet) · · (feet) 

8/29/95 736.44 15.23 721 .21 
11n195 16.40 720.04 
4/12/96 14.91 721 .53 
5/29/96 13.16 723.28 
6/4/96 13.15 723.29 
7/8/96 14.03 722.41 
8/1/96 14.53 721 .91 

9/12/96 15.33 721.11 
10/17/96 15.33 721 .11 
11/25/96 15.29 721.15 
12/11/96 14.95 721.49 

1/24/97 14.50 721 .94 
2/21/97 14.50 721 .94 
3/14/97 14.06 722.38 
4/11/97 14.42 722.02 
5/12/97 14.59 721.85 
6/5/97 13.53 722.91 
7/3/97 14.09 722.35 
8/4/97 14.90 721.54 

9/29/97 15.53 720.91 
10/10/97 15.75 720.69 
11/10/97 16.08 720.36 

12/1/97 17.24 719.20 
1/16/98 16.32 720.12 

2/4/98 16.40 720.04 
3/25/98 15.39 721 .05 
4/10/98 15.00 721.44 

5/8/98 14.27 722.17 
6/5/98 14.44 722.00 
7/2/98 13.38 723.06 

7/30/98 14.02 722.42 

~ HANDEX® 
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· Well . . 
Number 

MW-9 

-- :: -

' 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

TOC Depthto Corrected Ground ' 

Gauging Elev. water:··. .. Water Elevation 
Date ·· (feet) (feet) (feet) 

8/29/95 733.04 9.70 723.34 
11n195 11.47 721 .57 
4/12/96 9.46 723.58 
5/29/96 3.94 729.10 
6/4/96 5.81 727.23 
7/8/96 6.90 726.14 
8/1/96 7.65 725.39 

9/12/96 9.23 723.81 
10/17/96 9.64 723.40 
11/25/96 9.53 723.51 
12/11/96 9.18 723.86 

1/24/97 7.66 725.38 
2/21/97 7.70 725.34 
3/14/97 6.68 726.36 
4/11/97 7.54 725.50 
5/12/97 7.97 725.07 

6/5/97 5.63 727.41 
7/3/97 7.13 725.91 
8/4/97 8.44 724.60 

9/29/97 9.82 723.22 
10/10/97 10.17 722.87 
11/10/97 10.84 722.20 

12/1/97 11 .16 721 .88 
1/16/98 11 .25 721.79 
2/4/98 11.28 721.76 

3/25/98 9.70 723.34 
4/10/98 8.70 724.34 

5/8/98 6.95 726.09 
6/5/98 7.50 725.54 
7/2/98 6.07 726.97 

7/30/98 7.10 725.94 
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Well < 
Number 

MW-12 

e 

,, 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

'• TOC Depth to Corrected Ground . . . . 

Gauging Elev. Water ,, Water Elevation 
Date ;-

. . ~ . 
(feet) (feet) · · (feet) 

8/29/95 736.38 16.43 719.95 
11/7/95 17.18 719.20 
4/12/96 16.21 720.17 
5/29/96 15.07 721.31 

6/4/96 15.31 721 .07 
7/8/96 15.88 720.50 
8/1/96 16.16 720.22 

9/12/96 16.59 719.79 
10/17/96 16.47 719.91 
11/25/96 16.32 720.06 
12/11/96 16.12 720.26 

1/24/97 15.89 720.49 
2/21/97 15.96 720.42 
3/14/97 15.66 720.72 
4/11/97 16.07 720.31 

5/7/97 16.09 720.29 
6/5/97 15.85 720.53 
7/3/97 15.64 720.74 
8/4/97 16.36 720.02 

9/29/97 16.57 719.81 
10/10/97 16.70 719.68 
11/10/97 16.90 719.48 

12/1/97 17.00 719.38 
1/16/98 17.20 719.18 

2/4/98 17.20 719.18 
3/25/98 16.26 720.12 
4/10/98 16.12 720.26 

5/8/98 15.79 720.59 
6/5/98 16.00 720.38 
7/2/98 15.33 721 .05 

7/30/98 15.70 720.68 
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Well 
Number 

MW-20 

~·- ~-
., 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

TOC Depth to .. Corrected . Ground 
Gauging · Elev. water\· Water Elevation 

Date . (feet) (feet) · (feet) 
8/29/95 734.03 10.35 723.68 
11n195 12.16 721 .87 
4/12/96 9.70 724.33 
5/29/96 6.30 727.73 
6/4/96 7.63 726.40 
7/8/96 8.58 725.45 
8/1/96 8.93 725.10 

9/12/96 10.39 723.64 
10/17/96 10.56 723.47 
11/25/96 9.82 724.21 
12/11/96 9.64 724.39 

1/24/97 8.57 725.46 
2/21/97 8.86 725.1 7 
3/14/97 8.00 726.03 
4/11/97 8.87 725.16 
5/12/97 9.13 724.90 
6/5/97 7.55 726.48 
7/3/97 8.70 725.33 
8/4/97 9.70 724.33 

9/29/97 10.85 723.18 
10/10/97 11 .08 722.95 
11/10/97 11.66 722.37 

12/1/97 11 .80 722.23 
1/16/98 11.68 722.35 
2/4/98 11.80 722.23 

3/25/98 10.08 723.95 
4/10/98 9.26 724.77 

5/8/98 8.22 725.81 
6/5/98 8.78 725.25 
7/2/98 8.10 725.93 

7/30/98 8.72 725.31 
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.· Well . 
'Number 
MW-21 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

TOC Depth to ', Corrected Ground 
Gauging Elev. 

, .... • : .i 

Water i:Ievation Water , . . , 

Date ,-· (feet) -_ (feet) (feet) ·· 
8/29/95 737.91 16.81 721 .10 
11/7/95 17.92 719.99 
4/12/96 16.48 721.43 
5/29/96 14.82 723.09 
6/4/96 14.82 723.09 
7/8/96 15.67 722.24 
8/1/96 16.16 721.75 

9/12/96 16.89 721.02 
10/17/96 16.89 721.02 
11/25/96 16.85 721.06 
12/11/96 16.53 721.38 

1/24/97 16.10 721.81 
2/21/97 16.11 721.80 
3/14/97 15.64 722.27 
4/11/97 16.05 721 .86 
5/12/97 16.20 721 .71 

6/5/97 15.18 722.73 
7/3/97 15.72 722.19 
8/4/97 16.48 721.43 

9/29/97 17.10 720.81 
10/10/97 17.31 720.60 
11/10/97 17.61 720.30 

12/1/97 17.78 720.13 
1/16/98 17.87 720.04 
2/4/98 17.98 719.93 

3/25/98 16.92 720.99 
4/10/98 16.56 721.35 

5/8/98 15.92 721.99 
6/5/98 16.08 721 .83 
7/2/98 15.06 722.85 

7/30/98 15.65 722.26 

~ HANDEX® 
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Well ,.· 
Number. 

MW-22 

- ::.-

., 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

. ,>/ ' TOC Depth to Corrected Ground . . 

~auglng 
-~~ •/, ,· '· {. 

Water_ El~'v~tion Elev. Water. 
·cate , 

_,.,_,' 
(feet) . (feet) .. ' (feet) · 

8/29/95 737.64 17.05 720.59 
11n195 17.90 719.74 
4/12/96 16.74 720.90 
5/29/96 15.52 722.12 
6/4/96 15.63 722.01 
7/8/96 16.22 721.42 
8/1/96 16.58 721 .06 

9/12/96 17.15 720.49 
10/17/96 17.04 720.60 
11/25/96 16.99 720.65 
12/11/96 16.76 720.88 

1/24/97 16.46 721.18 
2/21/97 16.50 721.14 
3/14/97 16.15 721.49 
4/11/97 16.47 721.17 

5n191 17.55 720.09 
6/5/97 15.88 721 .76 
7/3/97 16.34 721 .30 
8/4/97 16.86 720.78 

9/29/97 17.26 720.38 
10/10/97 17.43 720.21 
11/10/97 17.65 719.99 

12/1/97 17.80 719.84 
1/16/98 18.00 719.64 

2/4/98 18.05 719.59 
3/25/98 17.00 720.64 
4/10/98 16.75 720.89 

5/8/98 16.35 721.29 
6/5/98 16.51 721 .13 
7/2/98 15.84 721 .80 

7/30/98 16.22 721.42 

d~ HANDEX® 
~ 



Well 
Number 

MW-24 

- .; -

' 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

TOC Deptt1:t~ . Corrected Ground 

Ga~ging Elev. Water.,: Water Elevation 
Date (feet) (feet) (feet) 
8/29/95 736.02 15.59 720.43 
11n195 16.41 719.61 
4/12/96 15.29 720.73 
5/29/96 13.77 722.25 
6/4/96 13.80 722.22 
7/8/96 14.54 721.48 
8/1/96 15.01 721 .01 

9/12/96 15.61 720.41 
10/17/96 15.66 720.36 
11/25/96 15.61 720.41 
12/11/96 15.33 720.69 

1/24/97 14.96 721.06 
2/21/97 15.24 720.78 
3/14/97 14.62 721.40 
4/11/97 14.96 721.06 

5nt97 15.04 720.98 
6/5/97 14.20 721 .82 
7/3/97 14.62 721 .40 
8/4/97 15.30 720.72 

9/29/97 15.79 720.23 
10/10/97 15.98 720.04 
11/10/97 16.18 719.84 

12/1/97 16.33 719.69 
1/16/98 16.48 719.54 
2/4/98 16.53 719.49 

3/25/98 15.65 720.37 
4/10/98 15.44 720.58 

5/8/98 14.83 721 .19 
6/5/98 15.00 721 .02 
7/2/98 14.00 722.02 

7/30/98 14.50 721 .52 

~-~ HANDEX® 
~ 



Well 
Number 

MW-26 

~- :: -

{ 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

TOC D!pth to Corrected Ground 
Gauging Elev. Water Water Elevation 

Date - (feet) (feet) (feet) 
8/29/95 736.39 13.46 722.93 
11ll/95 15.02 721 .37 
4/12/96 13.17 723.22 
5/29/96 9.53 726.86 
6/4/96 10.47 725.92 
7/8/96 11.62 724.77 
8/1/96 12.16 724.23 

9/12/96 13.48 722.91 
10/17/96 13.60 722.79 
11/25/96 13.42 722.97 
12/11/96 13.08 723.31 

1/24/97 12.14 724.25 
2/21/97 12.25 724.14 
3/14/97 11.48 724.91 
4/11/97 12.18 724.21 
5/12/97 12.41 723.98 

6/5/97 10.45 725.94 
7/3/97 11 .78 724.61 
8/4/97 12.78 723.61 

9/29/97 13.83 722.56 
10/10/97 14.09 722.30 
11/10/97 14.61 721 .78 

12/1/97 14.86 721.53 
1/16/98 14.90 721.49 
2/4/98 15.00 721 .39 

3/25/98 13.57 722.82 
4/10/98 12.92 723.47 

5/8/98 11 .70 724.69 
6/5/98 12.06 724.33 
7/2/98 10.90 725.49 

7/30/98 13.16 723.23 

L H ® ;;2·.-:-- ANDEX ....... -



Well ' 
Number · 

MW-27 

-- : -

' 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

··· .. ·. > . ,· .. 
. TOC Dep!h~o Corrected Ground 

Gauging Elev. Water . Water Elevation 
Date ,' (feet) (feet) . (feet) 
8/29/95 736.63 15.37 721 .26 
11n19s 16.66 719.97 
4/12/96 15.01 721 .62 
5/29/96 13.23 723.40 
6/4/96 13.44 723.19 
7/8/96 14.38 722.25 
8/1/96 14.79 721 .84 

9/12/96 15.62 721 .01 
10/17/96 15.56 721 .07 
11/25/96 15.45 721. 18 
12/11/96 15.11 721 .52 

1/24/97 14.63 722.00 
2/21/97 14.75 721.88 
3/14/97 14.28 722.35 
4/11/97 14.71 721 .92 
5/12/97 14.88 721 .75 
6/5/97 13.78 722.85 
7/3/97 14.40 722.23 
8/4/97 15.12 721 .51 

9/29/97 15.82 720.81 
10/10/97 16.02 720.61 
11/10/97 16.36 720.27 

12/1/97 16.52 720.11 
1/16/98 16.46 720.17 

2/4/98 16.58 720.05 
3/25/98 15.42 721 .21 
4/10/98 15.06 721.57 

5/8/98 14.40 722.23 
6/5/98 14.67 721 .96 
7/2/98 13.78 722.85 

7/30/98 14.34 722.29 

~-:- HAND EX® 
~ 
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Well 
Number 

MW-28 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

TOC · D~pth to Corrected Ground 
Gauging Elev. Water Water Elevation 

Date (feet) (feet) (feet) 
8/29/95 738.04 17.03 721.01 
11n195 18.19 719.85 
4/12/96 16.72 721 .32 
5/29/96 15.21 722.83 

6/4/96 15.32 722.72 
7/8/96 16.12 721.92 
8/1/96 16.54 721 .50 

9/12/96 17.25 720.79 
10/17/96 17.20 720.84 
11/25/96 17.10 720.94 
12/11/96 16.81 721 .23 

1/24/97 16.39 721.65 
2/21/97 16.49 721 .55 
3/14/97 16.05 721.99 
4/11/97 16.41 721.63 
5/12/97 16.57 721.47 

6/5/97 15.66 722.38 
7/3/97 16.17 721 .87 
8/4/97 16.84 721.20 

9/29/97 17.41 720.63 
10/10/97 17.61 720.43 
11/10/97 17.91 720.13 

12/1/97 18.08 719.96 
1/16/98 18.10 719.94 
2/4/98 18.20 719.84 

3/25/98 17.10 720.94 
4/10/98 16.79 721 .25 

5/8/98 16.20 721 .84 
6/5/98 16.40 721 .64 
7/2/98 15.60 722.44 

7/30/98 16.10 721 .94 

t:: :-:- HAND EX® 
~ 
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' Well 
Number 

MW-29 

e 

' 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

.. TOC Depth to :• . Corre,ct~d Ground 
' ~ :.. . 

~auglng Elev . . Water ·· Water Elevation 
· .. oate · (feet) (feet) (feet) . 

8/29/95 737.61 16.83 720.78 
11n195 17.99 719.62 
4/12/96 16.46 721.15 
5/29/96 15.01 722.60 
6/4/96 15.19 722.42 
7/8/96 16.04 721.57 
8/1/96 16.40 721.21 

9/12/96 17.15 720.46 
10/17/96 17.02 720.59 
11/25/96 16.93 720.68 
12/11/96 16.61 721 .00 

1/24/97 16.24 721.37 
2/21/97 16.31 721.30 
3/14/97 15.91 721.70 
4/11/97 16.30 721 .31 
5/12/97 16.41 721.20 
6/5/97 15.57 722.04 
7/3/97 16.06 721.55 
8/4/97 16.70 720.91 

9/29/97 17.25 720.36 
10/10/97 17.44 720.17 
11/10/97 17.86 719.75 

12/1/97 17.86 719.75 
1/16/98 17.81 719.80 
2/4/98 17.95 719.66 

3/25/98 16.80 720.81 
4/10/98 16.53 721.08 

5/8/98 15.98 721 .63 
6/5/98 16.30 721 .31 
7/2/98 15.50 722.11 

7/30/98 15.98 721 .63 

..::·~~ ·. HAND EX® 
~ 



Well 
Number 

MW-30 

I 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

... TOC Depth to Corrected .Ground ;•. 

Gauging Elev. Water . Water Elevation 
Date ·' ·. (feet) (feet) (feet) 
8/29/95 734.84 15.54 719.30 
11/7/95 15.93 718.91 
4/12/96 14.95 719.89 
5/29/96 14.10 720.74 

6/4/96 14.38 720.46 
7/8/96 14.84 720.00 
8/1/96 15.06 719.78 

9/12/96 15.28 719.56 
10/17/96 15.58 719.26 
11/25/96 15.13 719.71 
12/11/96 14.98 719.86 

1/24/97 14.71 720.13 
2/21/97 14.95 719.89 
3/14/97 14.70 720.14 
4/11/97 14.92 719.92 

5/7/97 14.93 719.91 
6/5/97 14.37 720.47 
7/3/97 14.75 720.09 
8/4/97 15.28 719.56 

9/29/97 15.33 719.51 
10/10/97 15.42 719.42 
11/10/97 15.52 719.32 

12/1/97 15.80 719.04 
1/16/98 15.70 719.14 
2/4/98 15.80 719.04 

3/25/98 15.44 719.40 
4/10/98 15.18 719.66 

5/8/98 15.05 719.79 
6/5/98 15.20 719.64 
7/2/98 14.30 720.54 

7/30/98 14.73 720.11 

b;-;:- HANDEX ® 
~ 



Well , 
Number 

RW-1 

--- .;. -

' 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

; T~C Depth to Corrected Ground 
Gauging Elev: ... Water . Water Elev·atlon 

Date ·' ·(feet) (feet) ·"· (feet) . 

8/29/95 730.97 2.58 (1) 728.39 
11/7/95 NR (2) NA 
4/12/96 11.02 719.95 
5/29/96 10.84 720.13 
6/4/96 11 .12 719.85 
7/8/96 11 .28 719.69 
8/1/96 NR (2) NA 

9/12/96 11.55 719.42 
10/17/96 12.50 718.47 
11/25/96 11 .23 719.74 
12/11/96 11.06 719.91 

1/24/97 10.90 720.07 
2/21/97 11.06 719.91 
3/14/97 10.73 720.24 
4/11/97 10.98 719.99 

5/7/97 11 .02 719.95 
6/5/97 10.48 720.49 
7/3/97 10.86 720.11 
8/4/97 11 .72 719.25 

9/29/97 12.75 718.22 
10/10/97 11.50 719.47 
11/10/97 11.60 719.37 

12/1/97 13.00 717.97 
1/16/98 11.90 719.07 
2/4/98 11 .90 719.07 

3/25/98 12.96 718.01 
4/10/98 12.50 718.47 

5/8/98 12.10 718.87 
6/5/98 12.30 718.67 
7/2/98 10.60 720.37 

7/30/98 11.60 719.37 

--=::· HANDEX® 
~ 
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Well :,_:· 

Number 
RW-2 

' 

Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

.t ......... : .· TOC ' D~p~h to : ·· ,, · Corrected Ground 
:_Ga~~-.~9 El~~- Water , t . · .. ' .. Wate/ Er~vation . . 

~ ·t. .. ~' • (fe~'t> _· ' '.• . ._.- -~ ~ . . - .. .. ~ 

Date · (feet) (feet) · 
8/29/95 732.05 4.42 (1) 727.63 
11/7/95 NR (2) NA 
4/12/96 12.72 719.33 
5/29/96 11.50 720.55 
6/4/96 11 .88 720.17 
7/8/96 12.48 719.57 
8/1/96 12.76 719.29 

9/12/96 13.25 718.80 
10/17/96 12.86 719.19 
11/25/96 12.26 719.79 
12/11/96 11.89 720.16 

1/24/97 11.76 720.29 
2/21/97 11.80 720.25 
3/14/97 11 .45 720.60 
4/11/97 11 .84 720.21 

5/7/97 11.85 720.20 
6/5/97 11.43 720.62 
7/3/97 11.61 720.44 
8/4/97 12.10 719.95 

9/29/97 12.90 719.15 
10/10/97 12.42 719.63 
11/10/97 13.10 718.95 

12/1/97 12.62 719.43 
1/16/98 12.90 719.15 
2/4/98 12.95 719.10 

3/25/98 13.10 718.95 
4/10/98 13.10 718.95 

5/8/98 12.80 719.25 
6/5/98 12.20 719.85 
7/2/98 12.40 719.65 

7/30/98 12.80 719.25 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

; .. /4·,);· :;1· TOC D~pth to_ -~~ Corrected Ground .. 
Water. Elevation Well ,· Gauging Elev. Water," .· 

, . 
· · cate~ (feet) Number (feet) (feet) 

RW-3 8/29/95 733.19 4.08 (1) 

11/7/95 NR c2> 
4/12/96 13.07 
5/29/96 11.73 
6/4/96 12.68 
7/8/96 13.26 
8/1/96 13.10 

9/12/96 13.40 
10/17/96 12.78 
11/25/96 12.68 
12/11/96 12.51 

1/24/97 12.26 
2/21/97 12.20 
3/14/97 11.90 
4/11/97 12.23 

5/7/97 12.23 
6/5/97 11 .68 
7/3/97 12.00 
8/4/97 14.00 

9/29/97 14.20 
10/10/97 13.18 
11/10/97 14.52 

12/1/97 15.60 
1/16/98 13.76 
2/4/98 13.80 

3/25/98 15.46 
4/10/98 15.00 

5/8/98 13.50 
6/5/98 14.10 
7/2/98 12.74 

7/30/98 13.60 
(1) Ground water elevation based on measurements from top 
of bubbler tip. 
(2) NR - Not Recorded 

729.11 
NA 

720.12 
721.46 
720.51 
719.93 
720.09 
719.79 
720.41 
720.51 
720.68 
720.93 
720.99 
721.29 
720.96 
720.96 
721.51 
721.19 
719.19 
718.99 
720.01 
718.67 
717.59 
719.43 
719.39 
717.73 
718.19 
719.69 
719.09 
720.45 
719.59 

~~ HANDEX® 
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AITACHMENT B 

Groundwater Recovery Summary 
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2/24/95 
3/3/95 

3/29/95 
4/14/95 

5/3/95 
5/14/95 
5/18/95 
5/23/95 
5/26/95 
6/19/95 
8/3/95 

8/4/95 
8/9/95 

8/11/95 
8/14/95 
8/29/95 
10/6/95 
11/7/95 
12/8/95 
1/15/96 
4/12/96 
5/29/96 
6/26/96 
7/8/96 

7/18/96 
8/1/96 

8/16/96 
8/27/96 
9/12/96 
9/24/96 
10/1/96 

10/17/96 
11/2/96 

11/15/96 
11/25/96 
12/11/96 
12/27/96 

1/3/97 
1/14/97 
1/24/97 
2/7/97 

2/21/97 
3/14197 
3128197 
4/11/97 
4/25/97 
517197 

5/22/97 
6/5/97 

6/20 197 
- s -,-

' 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 
Cumulative Ground Water Flow Readings 

- - -
20,984 31,644 80,228 
84,695 88,774 152,228 

136,654 133,675 224,228 
. 200,683 193,729 284,420 
237,115 228,577 319,268 
255,043 245,727 354,116 
255,043 245,727 354,116 
276,211 266,031 374,420 
445,555 428,463 536,852 
445,555 428,463 536,852 

448,963 431,997 543,600 
473,414 453,496 590,792 
482,414 46.1,556 609,202 
496,474 474,106 637,152 
561,302 533,550 768,644 
664,814 629,975 985,749 
665,305 '763,804 1,159,950 
686,316 766,356 1,253,348 
778,585 873,570 1,263,941 
778,585 1,170,564 1,651 ,617 
873,365 1,376,384 1,823 ,668 
915,555 1,414,873 1,884,622 
972,328 1,474,048 1,987,350 

1,006,046 1,516,919 2,060,742 
1,049,996 1,577,801 2,164,916 
1,091,112 1,638,683 2,246,037 
1,118,169 1,684,621 2,314,606 
1,146,432 1,754,050 2,360,521 
1,159,035 1,796,140 2,409,496 
1.174,178 1,825,149 2,408,298 
1,253,727 1,855,632 2,411,539 
1,315,165 1,906,634 2,420,559 
1,365,973 1,908,623 2,502,342 
1,396,032 l,911,i88 2,552,717 
1,430,595 1,935,775 2,611 ,374 
l ,45_2,912 1,937,132 2,649,962 
1,456,304 1,939,518 2,655,775 
1,470,242 1,949,120 2,684,864 

1,470,505 1,949,124 2,702,272 
1,518,975 1,950,754 2,796,872 
1,571,273 1,952,209 2,835,6'73 
1,646,678 1,952,209 2,835,673 
1,692,834 2,039,011 2,835,673 
1,734,064 2,124,196 2,835,673 
1,773 ,261 2,182,646 2,842,124 
1,798,995 2,336,981 2,842,124 
1,825,676 2,393,705 2,905,414 
1,867,121 2,.472,696 2,988,177 
1,912,764 2,~40,269 3,061 ,814 

-
132,856 
325,697 
494,557 
678,832 
784,960 
854,886 
854,886 
916,662 

1,410,870 
1,410,870 
1,424,560 
1,517,702 
1,553,172 
1,607,732 
1,863 ,496 
2,280,538 
2,589,059 
2,706,020 
2,916,096 
3,600,766 
4,073 ,417 
4,215,050 
4,433,726 
4,583,707 
4,792,713 
4,975,832 
5,117,396 
5,261,003 
5,364,671 
5,407,625 
5,520,898 
5,642,358 
5,776,938 
5,859,937 
5,977,744 
6,040,006 
6,051 ,597 
6,104,226 
6,121,901 
6,266,601 
6,359,155 
6,436,098 
6,588,745 
6,715,160 
6,819,258 
6,999,327 
7,146,022 
7,349,221 
7,536,074 ~-::- HANDEX® .._.,. ,_ 



t :: :r6ta1 tt=r 
7/3/97 1,954,658 2,609,124 3,135,756 7,720,764 

7/17/97 1,975,303 2,680,948 3,199,801 7,877,279 

8/4/97 2,025,486 2,806,996 3,364,197 8,218,106 

8/15/97 2,052,962 2,958,721 3,461,264 8,494,174 

8/28/97 2,083 ;623 3,093,542 3,569,012 8,767,404 

9/12/97 2,083 ,684 3,119,818 3,692,072 8,916,801 

9/29/97 2,083,905 3,120,840 3,839,556 9,065,528 

10/10/97 2,101,637 3;231,288 3,924,600 9,278,752 

10/31/97 2,101,662 3,254,766 4,062,129 9,439,784 

11/10/97 2,101,662 3,394,895 4,102,900 9,620,684 

12/1/97 , 2,101,662 3,626,479 4,211,530 9,960,898 

12/28/97 2,102,033 3,627,036 4,212,021 9,962,3 17 

1/16/98 2,145,973 3,914,074 4,365,837 10,447,111 

1/27/98 2,146,228 3,915,067 4,366,295 10,448,817 

2/4/98 2,146,228 4,068,235 4,412,344 10,648,034 

2/17/98 2,189,727 4,222,732 4,539,755 10,973 ,441 

3/18/98 2,293 ,340 4,743,314 4,774,847 11,832,728 

3/25/98 2,309,656 4,805,528 4,802,993 11 ,939,404 

4/10/98 2,383,929 5,043,344 4,927,777 12,376,277 
4/24/98 2,453 ,055 5,233,074 5,019,725 12,727,081 

5/8/98 2,525,463 5,474,383 5,106,293 13,127,366 

5/22/98 2,593,232 5,670,794 5,210,326 13,495,579 

6/5/98 2,659,709 5,852,839 5,315,076 i3 ,848,851 

6/19/98 2,698,743 6,047,156 5,406,842 14,173,968 

7/2/98 2,700,428 6,135,172 5,453,010 14,309,837 

7/16/98 2,701 ,261 6,336,772 5,654,6 10 14,713 ,870 

7/30/98 2,702,469 6,378,927 5,700,300 14,802,923 

8/6/98 2,702,469 6,381,833 5,702,810 14,808,339 

8/7/98 2,702,469 6,381,833 5,709,497 14,815,026 

8/26/98 2,702,469 6.381.833 5,709.50'7 14.815,036 

Notes: 
- Data prior to 4/12/96 was collected by EMCON, 
- A new flow baseline (zero cumulative flow) was established on 

August 3, 1995, due to flow meter replacement. 
- Erroneous flow meter reading from RW-3 on 10/1/96. 
- Due to a flow meter malfunction, the totalizer for RW-2 showed a 

negative flow of 1,051 gallons on January 14, 1997. 
- Due to a flow meter malfunction, the totalizer for RW-1 showed a 

negative flowage of 1,538 gallons, 19,689 gallons, and 20,197 
gallons on March 14, March 28, and May 7, 1997, 1espectively. 

- Due to a flow meter malfunction, the total gallons pumped between 
July 2 and July 16, 1998 was estimated at 10 gpm for RW-2 and RW-3 . 
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ATTACHMENT C 

Site Inspection Forms 

® ~ -- HANDEX 
'-" 

' -
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I' 

,., 
1, : 

Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

I,; /0 t+1N' n 
Departure Time: / I : <./o ff,,v--

ALARM RESPONSE VISIT: rv'ES') NO 
l~t1tit11mi~~~~ilit~~iimij~~~~i~1~~~~wi~~~t!~it~~1m~tl~~ !~1trwa.:Kt.ttrnArAt~tf~~~~~t~~it~~i~~~ffi~it~r~~~~~~ii~i~ti~i~~~~tii~i~~~t~l~~!fi~t~~~~~filt~ 
Flow Meter Readings: RW-1 - RW-2 f'2 Z3"'Er°rl .o RW-3 s.3l'f..L~,() 
Bubbler Pressure: RW-1 RW-2 RW-3 

Air Stripper Pressure: Inches of Water 

Effluent Flow Rate: Gallons Per Minute 
' Effluent Clarity: . 

Building Temperature: Degrees F 

Compressor Checked: Condesate Released: 

Compressor Oil Level Checked: Oil Changed: 

System Operational Upon Arrival: Yes No, (if no, please explain below) 

AirNJater Leaks: RW-1 RW-2 RW-3 (please circle appropriate controller(s)) 

Manholes No Yes Repaired 

Controllers No Yes Repaired 

Lines No Yes Repaired 

Stripper No Yes Repaired 

Compressor No Yes Repaired 

If yes, explain: ,r, 

:::ij,i:i:1;::4~;::::;;;;:;;;g;+hFiiAMk::;,;:;,::;;;;i;;;{1;;dbMtiN.'.tHUY:::pAtA::;::~::;::;;;;i::::::;::;;<::::;::::::;;:;,:;:;;;;fr;;;;;;;;;;::::::::::::;;;:::;;;;;;;:;;;;q~;; 
Filter Cartridges Replaced: ___ RW-1 ___ RW-2 ___ RW-3 

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

Recommendations for system optimization or general comments: 

/IN'/ : 7:>•wfl 



Site Inspection Date: 

Handex Personnel: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

Arrival Time: S-.' I 5-_...;..._;;.._ _____________________ _ 
Departure Time: S ! 3 5 _ 

__,;.:;;_ __ .,....~--------------------
A LA RM RESPONSE VISIT: ('rES ) NO 

FlowMeterReadings: RW-1 ______ RW-2 µ,,'J,_8'7/.0 RW-3 ~SJ2s-~V~.o 
Bubbler Pressure: RW-1 _______ RW-2 ______ RW-3 _____ _ 

Air Stripper Pressure: Inches of Water 

Effluent Flow Rate: Gallons Per Minute 
Effluent Clarity: ____________________________ --1 

Building Temperature: Degrees F ----
Compressor Checked: Condesate Released: 

Compressor Oil Level Checked: Oil Changed: ------------System Operational Upon Arrival: Yes --- No, (if no, please explain below) ---

Air/Water Leaks: RW-1 RW-2 RW-3 (please circle appropriate controller(s)) 

Manholes No Yes Repaired 

Controllers No Yes Repaired 

Lines No Yes Repaired 

Stripper No Yes Repaired 

Compressor No Yes Repaired 

If yes, explain: 

Filter Cartridges Replaced: RW-1 RW-2 RW-3 ---
Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

Recommendations for system optimization or general comments: 

- TCJn,c~ sv.<:f'7?'.' e#. 5·2 'o"1r"'//e."f..s ~ ~I/ bo //''-' IIQ.d plJe2.., I- ,·9 ~ 

- M• ;:• r;; 1 
:.{;', ~~:; ';'. e':.ii-. ",L . !,},,ls ,';,,!«d_ . ' 

- :: -

' 



Site Inspection Date: 

Handex Personnel: 
Arrival Time: 

Departure nme: 
ALARM RESPONSE VISIT: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

Flow Meter Readings: RW-1 ______ RW-2 ______ RW-3 _____ _ 

Bubbler Pressure: RW-1 RW-2 RW-3 _____ _ 

Air Stripper Pressure: Inches of Water 

Effluent Flow Rate: Gallons Per Minute 

Effluent Clarity: ---------------------------~ Building Temperature: Degrees F 

Compressor Checked: Condesate Released: ----
Compressor Oil Level Checked: Oil Changed: ----------~ System Operational Upon Arrival: Yes <, No, (if no, please explain below) 

AirM/ater Leaks: RW-1 RW-2 RW-3 (please circle appropriate controller(s)) 

Manholes ___ No ___ Yes Repaired ---
Controllers No ___ Yes Repaired ---

Lines No Yes Repaired --- --- ---
Stripper No Yes --- Repaired ---

Compressor No Yes Repaired ---

If yes, explain: -----------------------------1 

··. .. . ... . . . . . . ---- --· .. - :· -_-- -. 'r~;t_ci}fir.~fU•t:cl!\if.::f~---=- .. ·.- ·. ··.. . ... .. -- ·:··· · .- . : . 

Filter Cartridges Replaced: RW-1 RW-2 RW-3 

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

Recommendations for system optimization or general comments: 

1it4/J;/;h) ../c +t..e s,-H --/-o remove w,ql f"/\{,./too,"1 S· 2 cv11fr;)lkrr 

' 



• Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure Time: 

ALARM RESPONSE VISIT: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

Flow Meter Readings: RW-1 _ __,...._ ......... _._._~ RW-2 ~ 2.. 31t, 8ci I. 4 RW-3 __ --=---'--"'""-'-

Bubbler Pressure: RW-1 ______ RW-2 U - 2. 8 RW-3 4o - ~ o 
Air Stripper Pressure: q:' ' Inches of Water 

Effluent Flow Rate: ____ Gallons Per Minute 

Effluent Clarity: ---------------------------~ Building Temperature: Degrees F ----
Compressor Checked: ----
Compressor Oil Level Checked: 

System Operational Upon Arrival: Yes 

- ~ t ro+, 

AirM/ater Leaks: RW-1 RW-2 RW-3 (please circle appropriate controller(s)} 

Manholes No Yes Repaired ---
Controllers No Yes Repaired ---

Lines No Yes Repaired ---
Stripper No Yes Repaired ---

Compressor No Yes Repaired ---
If yes, explain: -----------------------------1 

Filter Cartridges Replaced: RW-1 RW-2 RW-3 ---
Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 



Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure nme: 

ALARM RESPONSE VISIT: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

NO 

Flow Meter Readings: RW-1 ________ RW-2. ___ .,.--_· __ RW-3 _____ _ 

Bubbler Pressure: RW-1 RW-2 RW-3 ------
Air Stripper Pressure: Inches of Water 

Effluent Flow Rate: Gallons Per Minute ----
Effluent Clarity: ---------------------------~ Building Temperature: Degrees F 

Compressor Checked: Condesate Released: ----
Compressor Oil Level Checked: Oil Changed: -----------System Operational Upon Arrival: No, (if no, please explain below) ---

,I- fl- \,v • '? 

AirM/ater Leaks: RW-1 RW-2 RW-3 (please circle appropriate controller(s}} 

Manholes No Yes Repaired ---
Controllers No Yes Repaired ---

Lines No Yes Repaired ---
Stripper No Yes Repaired ---

Compressor No Yes Repaired ---

If yes, explain: ------------------------------1 

Filter Cartridges Replaced: RW-1 RW-2 RW-3 

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

Recommendations for system optimization or general comments: 

/1!?.•fl s~o lie,J 5" J#tns,·/J le (..L ~ (2,lv • f. e/U, 
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ATTACHMENT D 

Groundwater Analytical Results 

' 
L. HANDEX® -:__ 
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NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN. 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

ANALYTICAL REPORT 

Mr. Brad Gentry 
HANDEX OF INDIANA 
8579 Zionsville Rd. 
Indianapolis, IN 46268 

08/07/1998 

NET Job Number: 98.05275 
Page 1 of 13 

Enclosed are the Analytical Results for the following samples 
submitted to NET, Inc. Indianapolis Division for analysis: 

Project Description: AMPHENOL SITE/ 111291-04 

Sample Date Date 
Number Sample Description Taken Received 

214352 RW-1 07/30/1998 07/31/1998 
214353 RW-2 07/30/1998 07/31/1998 
214354 RW-3 07/30/1998 07/31/1998 
214355 EFFLUENT 07/30/1998 07/31/1998 

I 

National Environmental Testing, Inc. certifies that the analytical 
results contained herein apply only to the specific samples 
analyzed. 

Reproduction of this analytical report is permitted only in its 
entirety. 

Project Representative 

- - ·. !:..-,-,, 
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Mr. Brad Gentry 

HANDEX OF INDIANA 

8579 Zionsville Rd . 

Indianapolis, IN 46268 

Date Received: 07/31/1998 

Job Description: AMPHENOL SITE/ 

Sample Number / Sample I.D . 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

08/07/1998 

Job No . : 98.05275 

Page 2 of 13 

111291-04 

Sample Date/ Analyst & 

Parameters Result Flag Units Date Analyzed 

214352 RW-1 07/30/1998 

VOLATILE-8240 (AQ) I 
Acetone <50 . ug/L xia I 08/06/1998 

Acrolein <250 ug/L xia I 08/06/1998 

Acrylonitrile <250 ug/L xia I 08/06/1998 

Benzene <5.0 ug/L xia I 08/06/1998 

Bromodichloromethane <5 . 0 ug/L xia I 08/06/1998 

Bromoform <5.0 ug/L xia I 08/06/1998 

Bromomethane <10 . ug/L xia I 08/06/1998 

2-Butanone (MEK) <50. ug/L xia I 08/06/1998 

Carbon disulfide <50. ug/L xia I 08/06/1998 

Carbon tetrachloride <5.0 ug/L xia I 08/06/1998 

Chlorobenzene <5 . 0 ug/L xia I 08/06/1998 

Chloroethane <10. ug/L xia I 08/06/1998 

2-Chloroethyl vinyl ether <50 . ug/L xia I 08/06/1998 

Chloroform <5.0 ug/L xia I 08/06/1998 

Chloromethane <10. ug/L xia I 08/06/1998 

Dibromomethane <10. ug/L xia I 08/06/1998 

Dibromochloromethane <5.0 ug/L xia I 08/06/1998 
1,2-Dibromo-3-chloropropane <10. ug/L xia I 08/06/1998 

1,2 - Dibromoethane (EDB) <5.0 ug/L xia I 08/06/1998 

Dichlorodifluoromethane <10. ug/L xia I 08/06/1998 

1,1-Dichloroethane 16. ug/L xia I 08/06/1998 

1,2-Dichloroethane <5.0 ug/L xia I 08/06/1998 

1,1-Dichloroethene <5 . 0 ug/L xia I 08/06/1998 

- · ?--

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Reporting 

Method Limit 

SW 8240 <50. 
SW 8240 <250 

SW 8240 <250 

SW 8240 <5.0 

SW 8240 <5.0 

SW 8240 <5.0 
SW 8240 <10 . 

SW 8240 <50. 

SW 8240 <50 . 
SW 8240 <5 . 0 

SW 8240 <5.0 

SW 8240 <10 . 
SW 8240 <50. 

SW 8240 <5.0 

SW 8240 <10. 
SW 8240 <10 . 

SW 8240 <5.0 

SW 8240 <10 . 

SW 8240 <5 . 0 
SW 8240 <10 . 

SW 8240 <5 . 0 
SW 8240 <5 . 0 

SW 8240 <5 . 0 



e 

Mr. Brad Gentry 

HANDEX OF INDIANA 
8579 Zionsville Rd. 

Indianapolis, IN 46268 

Date Received: 07/31/1998 

Job Description: AMPHENOL SITE 

Sample Number / Sample I.D. 

Parameters 

214352 RW-1 

trans-1,2-Dichloroethene 

cis-1,2-Dichloroethene 

1,2-Dichloropropane 

cis-1,3-Dichloropropene e trans-1,3-Dichloropropene 

Ethyl ether 

Ethyl acetate 

Ethylbenzene 

Ethyl methacrylate 

2-Hexanone 

Methyl-tert-butyl-ether (MTBE) 

Iodomethane 

Methylene chloride 

4-Methyl-2-pentanone (MIBK) 

Styrene 

1,1,2,2-Tetrachloroethane 

Tetrachloroethene 

Toluene 

1,2,3-Trichloropropane 

1,1,1-Trichloroethane 

1,1,2-Trichloroethane 
Trichloroethene 
Trichlorofluoromethane 

Vinyl acetate 

'f 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

08/07/1998 

Job No. : 98 . 05275 

Page 3 of 13 

/ 111291-04 

Sample Date/ Analyst & 

Result Flag Units Date Analyzed 

07/30/1998 

<5.0 ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 
<5,0 ug/L xia I 08/06/1998 
<5 , 0 ug/L xia I 08/06/1998 

<10, ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

<10. ug/L xia I 08/06/1998 

<50. ug/L xia I 08/06/1998 

<10. ug/L xia I 08/06/1998 

<10. ug/L xia I 08/06/1998 

<10. ug/L xia I 08/06/1998 

<25 . ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

180. ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

<10. ug/L xia I 08/06/1998 

160. ug/L xia I 08/06/1998 
<5.0 ug/L xia I 08/06/1998 
140. dlx5 ug/L xia I 08/07/1998 
<5.0 ug/L xia I 08/06/1998 
<10. ug/L xia I 08/06/1998 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Reporting 
Method Limit 

SW 8240 <5.0 

SW 8240 <5.0 
SW 8240 <5 . 0 
SW 8240 <5 . 0 

SW 8240 <5,0 

SW 8240 <5.0 

SW 8240 <10. 

SW 8240 <5.0 

SW 8240 <10. 

SW 8240 <50 , 

SW 8240 <10. 

SW 8240 <10. 

SW 8240 <10 . 

SW 8240 <25 . 

SW 8240 <5 , 0 

SW 8240 <5,0 

SW 8240 <5.0 
SW 8240 <5.0 

SW 8240 <10. 

SW 8240 <5.0 
SW 8240 <5.0 
SW 8240 <25. 
SW 8240 <5.0 
SW 8240 <10. 



e 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

Mr. Brad Gentry 

HANDEX OF INDIANA 

8579 Zionsville Rd. 

Indianapolis, IN 46268 

Date Received: 07/31/1998 

Job Description: AMPHENOL SITE/ 111291-04 

Sample Number/ Sample I.D. 

Parameters 

214352 

Vinyl chloride 

Xylenes, (Total) 

RW-1 

SURR : l,2-Dichloroethane-d4 

SURR : Toluene-dB 

SURR : 4-Bromofluorobenzene 

Result 

<2.0 

<5 . 0 

93 
106 

108 

Sample Date/ 

Flag Units 

07/30/1998 

ug/L 

ug/L 

76-114\ 

88-110\-

86-115\-

08/07/1998 

Job No.: 98 . 05275 

Page 4 of 13 

Analyst & 

Date Analyzed 

xia I 08/06/1998 

xia I 08/06/1998 

xia I 08/06/1998 

xia I 08/06/1998 

xia I 08/06/1998 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

SW 8240 

SW 8240 

SW 8240 

SW 8240 

SW 8240 

Reporting 

Limit 

<2.0 

<5.0 



NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

Mr . Brad Gentry 
HANDEX OF INDIANA 

8579 Zionsville Rd . 
Indianapolis, IN 46268 

Date Received: 07/31/1998 

Job Description: AMPHENOL SITE/ 111291-04 

Sample Number/ Sample I.D . 
Parameters 

214353 RW-2 

VOLATILE-8240 (AQ) 

Acetone 
Acrolein 

-· Acrylonitrile 
Benzene 

Bromodichloromethane 

Bromoform 

Bromomethane 

2-Butanone (MEK) 

Carbon disulfide 
Carbon tetrachloride 

Chlorobenzene 

Chloroethane 

2-Chloroethyl vinyl ether 

Chloroform 

Chloromethane 
Dibromomethane 
Dibromochloromethane 

1,2-Dibromo-3-chloropropane 
1,2-Dibromoethane (EDB) 

Dichlorodifluoromethane 
1 , 1-Dichloroethane 
1,2- Dichloroethane 
1 , 1-Di chloroethene 

- ~-, 
., 

Result 

<50. 
<250 

<250 
<5.0 

<5 . 0 
<5.0 
<10 . 

<50. 

<50. 
<5.0 

<5.0 

<10. 

<50. 
<5.0 

<10. 
<10. 

<5.0 
<10. 
<5 . 0 
<10. 
16. 

<5.0 
<5.0 

Sample Date/ 
Flag Units 

07/30/1998 

ug/L 
ug/L 

ug/L 
ug/L 
ug/L 

ug/L 

ug/L 
ug/L 

ug/L 
ug/L 

ug/L 

ug/L 

ug/L 

ug/L 
ug/L 

ug/L 

ug/L 
ug/L 
ug/L 
ug/L 
ug/L 
ug/L 

ug/L 

08/07/1998 

Job No .: 98 . 05275 

Page 5 of 13 

Analyst " 
Date Analyzed 

I 
xia I 08/06/1998 

xia I 08/06/1998 
xia I 08/06/1998 
xia I 08/06/1998 

xia I 08/06/1998 

xia I 08/06/1998 
xia I 08/06/1998 
xia I 08/06/1998 

xia I 08/06/1998 
xia I 08/06/1998 

xia I 08/06/1998 

xia I 08/06/1998 

xia I 08/06/1998 
xia I 08/06/1998 
xia I 08/06/1998 
xia I 08/06/1998 
xia I 08/06/1998 
xia I 08/06/1998 
xia I 08/06/1998 
xia I 08/06/1998 
xia I 08/06/1998 
xia I 08/06/1998 
xia I 08/06/1998 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Reporting 
Method Limit 

SW 8240 <50. 
SW 8240 <250 
SW 8240 <250 
SW 8240 <5.0 
SW 8240 <5 . 0 
SW 8240 <5 . 0 
SW 8240 <10 . 
SW 8240 <50. 
SW 8240 <50. 
SW 8240 <5 . 0 
SW 8240 <5 . 0 
SW 8240 <10. 
SW 8240 <50. 
SW 8240 <5 . 0 
SW 8240 <10. 
SW 8240 <10. 
SW 8240 <5.0 
SW 8240 <10. 
SW 8240 <5.0 
SW 8240 <10 . 
SW 8240 <5 . 0 
SW 8240 <5.0 
SW 8240 <5.0 



e 

Mr . Brad Gentry 

HANDEX OF INDIANA 
8579 Zionsville Rd. 

Indianapolis, IN 46268 

Date Received: 07/31/1998 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

08/07/1998 

Job No.: 98.05275 
Page 6 of 13 

Job Description: AMPHENOL SITE/ 111291-04 

Sample Number / Sample I.D. 

Parameters 

214353 RW-2 

trans-1,2-Dichloroethene 
cis-1,2-Dichloroethene 

1,2-Dichloropropane 

cis-1,3-Dichloropropene 
trans-1,3-Dichloropropene 
Ethyl ether 
Ethyl acetate 
Ethylbenzene 
Ethyl methacrylate 

2-Hexanone 
Methyl-tert-butyl-ether (MTBE) 

Iodomethane 
Methylene chloride 

4-Methyl-2-pentanone (MIBK) 

Styrene 
1,1,2,2-Tetrachloroethane 

Tetrachloroethene 

Toluene 
1,2,3-Trichloropropane 
1,1,1-Trichloroethane 

l,l,2-Trichloroethane 
Trichloroethene 
Trichlorofluoromethane 

Vinyl acetate 

- . =­,~ ., 

Result Flag 

<5 . 0 
<5.0 

<5.0 
<5 . 0 

<5.0 
<5.0 

<10. 

<5.0 

<10. 
<50. 
<10. 
<10 . 

<10. 
<25. 

<5 . 0 
<5.0 
870. dlxlO 
<5.0 
<10 . 
270. dlxlO 
<5.0 
890. dlxlO 
<5.0 
<10. 

Sample Date/ Analyst & 

Units Date Analyzed 

07/30/1998 

ug/L xia I 08/06/1998 

ug/L xia I 08/06/1998 

ug/L xia I 08/06/1998 

ug/L xia I 08/06/1998 

ug/L xia I 08/06/1998 

ug/L xia I 08/06/1998 

ug/L xia I 08/06/1998 

ug/L xia I 08/06/1998 

ug/L xia I 08/06/1998 
ug/L xia I 08/06/1998 
ug/L xia I 08/06/1998 
ug/L xia I 08/06/1998 

ug/L xia I 08/06/1998 
ug/L xia I 08/06/1998 

ug/L xia I 08/06/1998 
ug/L xia I 08/06/1998 

ug/L xia I 08/07/1998 
ug/L xia I 08/06/1998 

ug/L xia I 08/06/1998 
ug/L xia I 08/07/1998 

ug/L xia I 08/06/1998 
ug/L xia I 08/07/1998 
ug/L xia I 08/06/1998 

ug/L xia I 08/06/1998 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Reporting 

~ Limit 

SW 8240 <5.0 
SW 8240 <5.0 
SW 8240 <5 . 0 

SW 8240 <5.0 
SW 8240 <5.0 
SW 8240 <5.0 
SW 8240 <10 . 
SW 8240 <5 . 0 
SW 8240 <10. 
SW 8240 <50 . 
SW 8240 <10. 
SW 8240 <10. 
SW 8240 <10. 
SW 8240 <25. 
SW 8240 <5.0 
SW 8240 <5 . 0 
SW 8240 <50. 
SW 8240 <5.0 
SW 8240 <10. 
SW 8240 <50. 
SW 8240 <5.0 
SW 8240 <50 . 
SW 8240 <5.0 
SW 8240 <10 . 



e 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

Mr. Brad Gentry 

HANDEX OF INDIANA 

8579 Zionsville Rd. 

Indianapolis, IN 46268 

Date Received: 07/31/1998 

Job Description: AMPHENOL SITE/ 111291-04 

Sample Number/ Sample I . D. 

Parameters 

214353 

Vinyl chloride 

Xylenes, (Total) 

RW-2 

SURR: l,2-Dichloroethane-d4 

SURR: Toluene-dB 

SURR : 4-Bromofluorobenzene 

- ::­,-

Result 

<2.0 

<5 . 0 

93 

106 
106 

Sample Date/ 

Flag Units 

07/30/1998 

ug/L 

ug/L 

76-114\' 

88-110\ 

86-115\ 

08/07/1998 

Job No.: 98.05275 

Page 7 of 13 

Analyst & 

Date Analyzed 

xia I 08/06/1998 

xia I 08/06/1998 

xia I 08/06/1998 

xia I 08/06/1998 
xia I 08/06/1998 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

SW 8240 

SW 8240 

SW 8240 

SW 8240 

SW 8240 

Reporting 

Limit 

<2.0 

<5.0 



Mr. Brad Gentry 
Hl\NDEX OF INDIANA 
8579 Zionsville Rd. 

Indianapolis, IN 46268 

Date Received: 07/31/1998 

Job Description: AMPHENOL SITE 

Sample Number / Sample I.D. 
Parameters 

214354 RW-3 

VOLATILE-8240 (AQ) 

Acetone 

Acrolein 

e Acrylonitrile 

Benzene 
Bromodichloromethane 

Bromoform 
Bromomethane 

2-Butanone (MEK) 

Carbon diaulfide 
Carbon tetrachloride 

Chlorobenzene 

Chloroethane 
2-Chloroethyl vinyl ether 

Chloroform 
Chloromethane 
Dibromomethane 
Dibromochloromethane 

l,2-Dibromo-3-chloropropane 

l,2-Dibromoethane (EDB) 

Dichlorodifluoromethane 
l,l-Dichloroethane 
l,2-Dichloroethane 

l,l-Dichloroethene 

- ~-
'I' 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

08/07/1998 

Job No.: 98 . 05275 

Page 8 of 13 

/ 111291-04 

Sample Date/ Analyst r. 
Result Flag Units Date Analyzed 

07/30/1998 

I 
<50. ug/L xia I 08/07/1998 

<250 ug/L xia I 08/07/1998 
<250 ug/L xia I 08/07/1998 

<5.0 ug/L xia I 08/07/1998 

<5.0 ug/L xia I 08/07/1998 

<5.0 ug/L xia I 08/07/1998 

<10. ug/L xia I 08/07/1998 
<50. ug/L xia I 08/07/1998 
<50. ug/L xia I 08/07/1998 
<5.0 ug/L xia I 08/07/1998 

<5.0 ug/L xia I 08/07/1998 
<10. ug/L xia I 08/07/1998 
<50. ug/L xia I 08/07/1998 
<5.0 ug/L xia I 08/07/1998 
<10. ug/L xia I 08/07/1998 
<10. ug/L xia I 08/07/1998 

<5.0 ug/L xia I 08/07/1998 
<10. ug/L xia I 08/07/1998 

<5.0 ug/L xia I 08/07/1998 
<10. ug/L xia I 08/07/1998 
33. ug/L xia I 08/07/1998 
<5.0 ug/L xia I 08/07/1998 

<5.0 ug/L xia I 08/07/1998 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Reporting 
Method Limit 

SW 8240 <50 . 
SW 8240 <250 
SW 8240 <250 
SW 8240 <5.0 
SW 8240 <5.0 

SW 8240 <5 . 0 
SW 8240 <10 . 

SW 8240 <50. 
SW 8240 <50. 
SW 8240 <5.0 
SW 8240 <5 . 0 
SW 8240 <10. 

SW 8240 <50. 
SW 8240 <5.0 
SW 8240 <10 . 
SW 8240 <10. 
SW 8240 <5.0 
SW 8240 <10. 

SW 8240 <5.0 
SW 8240 <10. 
SW 8240 <5.0 
SW 8240 <5.0 
SW 8240 <5 . 0 
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HANDEX OF INDIANA 
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Indianapolis, IN 46268 

Date Received: 07/31/1998 
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Page 9 of 13 

Job Description : AMPHENOL SITE/ 111291-04 

Sample Number / Sample I.D. Sample Date/ Analyst & 

Parameters Result Flag Units Date Analyzed 

214354 RW-3 07/30/1998 

trans-1,2-Dichloroethene <5 , 0 ug/L xia I 08/07/1998 

cis-1,2-Dichloroethene <5.0 ug/L xia I 08/07/1998 
1,2-Dichloropropane <5.0 ug/L xia I 08/07/1998 

cis-1,3-Dichloropropene <5.0 ug/L xia I 08/07/1998 

trans-1,3-Dichloropropene <5.0 ug/L xia I 08/07/1998 

Ethyl ether <5 , 0 ug/L xia I 08/07/1998 

Ethyl acetate <10. ug/L xia I 08/07/1998 

Ethyl benzene <5.0 ug/L xia I 08/07/1998 
Ethyl methacrylate <10. ug/L xia I 08/07/1998 

2-Hexanone <50, ug/L xia I 08/07/1998 

Methyl-tert-butyl-ether (MTBE) <10. ug/L xia I 08/07/1998 
Iodomethane <10. ug/L xia I 08/07/1998 

Methylene chloride <10. ug/L xia I 08/07/1998 

4-Methyl-2-pentanone (MIBK) <25. ug/L xia I 08/07/1998 
Styrene <5.0 ug/L xia I 08/07/1998 
1,1,2,2-Tetrachloroethane <5.0 ug/L xia I 08/07/1998 
Tetrachloroethene 27. ug/L xia I 08/07/1998 
Toluene <5.0 ug/L xia I 08/07/1998 
1,2,3-Trichloropropane <10. ug/L xia I 08/07/1998 
1,1,1-Trichloroethane 450, dlxlO ug/L xia I 08/07/1998 
1,1,2-Trichloroethane <5.0 ug/L xia I 08/07/1998 
Trichloroethene 190. ug/L xia I 08/.07 /1998 
Trichlorofluoromethane <5 . 0 ug/L xia I 08/07/1998 
Vinyl acetate <10. ug/L xia I 08/07/1998 

- ;E,-
., 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Reporting 

Method Limit 

SW 8240 <5 . 0 
SW 8240 <5 . 0 

SW 8240 <5 , 0 

SW 8240 <5.0 

SW 8240 <5 , 0 

SW 8240 <5.0 

SW 8240 <10. 

SW 8240 <5.0 
SW 8240 <10. 

SW 8240 <50. 
SW 8240 <10. 

SW 8240 <10. 

SW 8240 <10. 
SW 8240 <25. 

SW 8240 <5.0 

SW 8240 <5.0 
SW 8240 <5,0 

SW 8240 <5.0 

SW 8240 <10. 
SW 8240 <50 , 

SW 8240 <5.0 
SW 8240 <5.0 
SW 8240 <5.0 

SW 8240 <10. 
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® TESTING, INC. 

ANALYTICAL REPORT 

08/07/1998 

Job No . : 98 . 05275 
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Job Description: AMPHENOL SITE/ 111291-04 

Sample Number/ Sample I.D. 

Parameters 

214354 RW-3 

Vinyl chloride 

Xylenes, (Total) 

SURR: 

SURR: 

SURR : 

1,2-Dichloroethane-d4 

Toluene-dB 

4 - Bromofluorobenzene 

- ::. ­,~ ,, 

Result 

<2 . 0 

<5 . 0 

90 

106 

109 

Sample Date/ Analyst, 

Flag Units Date Analyzed 

07/30/1998 

ug/L xia I 08/07/1998 

ug/L xia I 08/07/1998 

76-110 xia I 08/07/1998 

88-110% xia I 08/07/1998 

86-115% xia I 08/07/1998 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Reporting 

Limit 

SW 8240 <2.0 

SW 8240 <5 . 0 

SW 8240 

SW 8240 

SW 8240 
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HANDEX OF INDIANA 

8579 Zionsville Rd . 

Indianapolis, IN 46268 

Date Rece i ved : 07/31/1998 

Job Description: AMPHENOL SITE 

Sample Number / Sample I.D . 

Parameters 

214355 EFFLUENT 

VOLATILE - 8240 (AQ) 

Acetone 

Acrolein 

Acrylonitrile 

Benzene 

Bromodichloromethane 

Bromoform 

Bromomethane 

2 - Butanone (MEK) 

Carbon disulfide 

Carbon tetrachloride 

Chlorobenzene 

Chloroethane 

2-Chloroethyl vinyl ether 

Chloroform 

Chloromethane 

Dibromomethane 

Dibromochloromethane 

1,2-Dibromo-3-chloropropane 

1 , 2-Dibromoethane (EDB) 

Dichlorodifluoromethane 

1 , 1-Dichloroethane 

1 , 2-Dichloroethane 

1,1-Dichloroethene 

-. ::. - ­,~ ., 
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/ 111291-04 

Sample Date/ Analyst, 
Result Flag Units Date Analyzed 

07/30/1998 

I 
<50. ug/L xia I 08/06/1998 

<250 ug/L xia I 08/06/1998 

<250 ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

<5 . 0 ug/L xia I 08/06/1998 

<5 . 0 ug/L xia I 08/06/1998 

<10. ug/L xia I 08/06/1998 

<50 . ug/L xia I 08/06/1998 

<50 . ug/L xia I 08/06/1998 

<5 . 0 ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

<10 . ug/L xia I 08/06/1998 

<50. ug/L xia I 08/06/1998 

<5 . 0 ug/L xia I 08/06/1998 

<10 . ug/L xia I 08/06/1998 

<lO . ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

<lO. ug/L xia I 08/06/1998 

<5 . 0 ug/L xia I 08/06/1998 

<10. ug/L xia I 08/06/1998 
<5.0 ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Reporting 

~ Limit 

SW 8240 <50 . 

SW 8240 <250 

SW 8240 <250 
SW 8240 <5 . 0 

SW 8240 <5.0 

SW 8240 <5.0 

SW 8240 <10. 

SW 8240 <50. 

SW 8240 <50. 

SW 8240 <5 . 0 

SW 8240 <5.0 

SW 8240 <10 . 

SW 8240 <50. 

SW 8240 <5 . 0 
SW 8240 <10. 

SW 8240 <lO. 

SW 8240 <5.0 

SW 8240 <10. 

SW 8240 <5.0 

SW 8240 <10 . 
SW 8240 <5 . 0 

SW 8240 <5 . 0 

SW 8240 <5 . 0 
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Job Description : AMPHENOL SITE/ 111291-04 

Sample Number / Sample I.D . Sample Date/ Analyst, 
Parameters Result Flag Units Date Analyzed 

214355 EFFLUENT 07/30/1998 

trans-1,2-Dichloroethene <5.0 ug/L xia I 08/06/1998 
cis-1,2-Dichloroethene <5 . 0 ug/L xia I 08/06/1998 
1,2-Dichloropropane <5 . 0 ug/L xia I 08/06/1998 
cis-1,3-Dichloropropene <5.0 ug/L xia I 08/06/1998 
trans-1,3-Dichloropropene <5.0 ug/L xia I 08/06/1998 
Ethyl ether <5.0 ug/L xia I 08/06/1998 
Ethyl acetate <10. ug/L xia I 08/06/1998 
Ethylbenzene <5.0 ug/L xia I 08/06/1998 
Ethyl methacrylate <10. ug/L xia I 08/06/1998 
2-Hexanone <50. ug/L xia I 08/06/1998 
Methyl-tert-butyl-ether (MTBE) <10. ug/L xia I 08/06/1998 
Iodomethane <10. ug/L xia I 08/06/1998 
Methylene chloride <10. ug/L xia I 08/06/1998 

4-Methyl-2-pentanone (MIBK) <25. ug/L xia I 08/06/1998 

Styrene <5.0 ug/L xia I 08/06/1998 

1,1,2,2-Tetrachloroethane <5.0 ug/L xia I 08/06/1998 

Tetrachloroethene <5.0 ug/L xia I 08/06/1998 

Toluene <5.0 ug/L xia I 08/06/1998 

1,2,3-Trichloropropane <10. ug/L xia I 08/06/1998 

1,1,1-Trichloroethane <5 . 0 ug/L xia I 08/06/1998 

1,1,2-Trichloroethane <5.0 ug/L xia I 08/06/1998 

Trichloroethene <5 . 0 ug/L xia I 08/06/1998 

Trichlorofluoromethane <5.0 ug/L xia I 08/06/1998 

Vinyl acetate <10. ug/L xia I 08/06/1998 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Reporting 
Method Limit 

SW 8240 <5.0 
SW 8240 <5.0 
SW 8240 <5.0 
SW 8240 <5.0 
SW 8240 <5 . 0 
SW 8240 <5.0 
SW 8240 <10. 
SW 8240 <5.0 
SW 8240 <10. 
SW 8240 <50 . 
SW 8240 <10 . 
SW 8240 <10. 
SW 8240 <10. 
SW 8240 <25. 
SW 8240 <5.0 
SW 8240 <5.0 

SW 8240 <5.0 

SW 8240 <5.0 

SW 8240 <10. 
SW 8240 <5.0 
SW 8240 <5.0 
SW 8240 <5.0 

SW 11240 <5.0 
SW 8240 <10. 
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HANDEX OF INDIANA 
8579 Zionsville Rd . 
Indi anapolis, IN 46268 

Date Received : 07/31/1998 

Job Description : AMPHENOL SITE/ 111291-04 

Sample Number / Sample I .D . 
Parameter s 

214355 EFFLUENT 

Result 

Vinyl chloride <2.0 
Xylenes , (Total) 

SURR : l,2-Dichloroethane-d4 

SURR : Toluene- dB 
SURR: 4-Bromofluorobenzene 

,, 

<5 . 0 

94 

108 
107 

Sample Date/ 
Flag Units 

07/30/1998 

ug/L 

ug/L 
76-114\ 

88-110\-
86-115\-

08/07/1998 

Job No .: 98 . 05275 
Page 13 of 13 

Analyst & 

Date Analyzed 

xia I 08/06/1998 

xia I 08/06/1998 

xia I 08/06/1998 

xia I 08/06/1998 
xia I 08/06/1998 

SW 
SW 

SW 

SW 

SW 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

8240 
8240 

8240 

8240 

8240 

Reporting 

Limit 

<2.0 

<5.0 
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rrg/L 

ug/L 

rrg/kg 

ug/kg 

a 

b 

C 

dl 

d2 
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f 

e g 
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l 

m 

0 

p 

q 

r 

s 

u 

uj 

TCLP 

ICP 
GFAA 
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NET 
NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

KEY TO ABBREVIATIONS 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Less than; when appearing in the results column indicates the analyte was not detected 
at or above the reported value, 

Concentration in units of milligrams of analyte per Liter of sample, Measurement used 
for aqueous samples. can also be expressed as parts per million (ppm). 

Concentration in units of micrograms of analyte per Liter of sample. Measurement used 
for aqueous samples, Can also be expressed as parts per billion (ppb). 

Concentration in units of milligrams of analyte per kilogram of sample. Measurement 
used for non-aqueous samples. Can also be expressed as parts per million (ppm). 

Concentration in units of micrograms of analyte per kilogram of sample, Measurement 
used for non-aqueous samples. Can also be expressed as parts per billion (ppb). 

Indicates the sample concentration was quantitated using a diesel fuel standard. 

Indicates the analyte of interest was also found in the method blank. 

Samples resembles unknown Hydrocarbon. 

Indicates the analyte has elevated reporting limit due to high concentration. 

Indicates the analyte has elevated reporting limit due to matrix. 

Indicates the reported concentration is estimated. 

Indicates the sample concentration was quantitated using a fuel oil standard. 

Indicates the sample concentration was quantitated using a gasoline standard. 

Indicates the sample was analyzed past holding time, 

Indicates the sample spike concentration was insufficient, due to high analyte concentration in the sample. 

Indicates the reported concentration is below the Reporting Limit. 

Indicates the sample concentration was quantitated using a kerosene standard. 

Indicates an MS/MSD was not analyzed du~ to insufficient sample. An LCS duplicate has been provided. 

Indicates the sample concentration was quantitated using a mineral spirits standard. 

Indicates the sample concentration was quantitated using a motor oil standard. 

Indicates the sample was post spiked due to sample matrix. 

Indicates MS/MSD exceeded control limits. All other QCis were in control. 

Indicates the sample was received past holding time. 

Indicates the sample concentration was quantitated using a stoddard solvent standard. 

Indicates the sample was received improperly preserved and/or contained. 

tndicates the result is under the reporting limit and considered an estimated concentration. 

Indicates the Toxicity Characteristic Leaching Procedure was performed for this analysis • . 

Indicates the analysis was performed using Inductively Coupled Plasma Spectroscopy. 
Indicates the analysis was performed using Graphite Furnace Atomic Absorption Spectroscopy . 

Percent; To convert ppm to,, divide the result by 10,000. 
To convert, to ppm, multiply the result by 10,000. 

Reporting limits are elevated due to insufficient sample submitted by client. 

Dry Weight When indicated, the results are reported on a dry weight basis. The contribution of the 
moisture content in the sample is subtracted when calculating the concentration of the analyte. - ,_ 

,-
·r 
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CHAIN OF CUSTOD't,ECORD 
coMPANY Hc,..,~x. 
ADDRESS ssj?[ 'Z-.100:S.Y ; I le (Q I..Jpb \1':) 4l.].lJ\ 
PHONE 3 n- 2."l.:"fs-41..'-{ ° FAX '3 ,1- 21..czs -lc"'2..'i > 

REPORT TO: 

-' .. _, ,· 
Beo-d~+r1· : .. _: 

' ~\ . ,I\ PROJECT NAME/LOCATION Q::,\f+\~~C)L ~'--'-;---'-'-------------
PROJECT NUMBER I I I 1.. 9 \ - (:)':\ 

INVOICE TO:--=S_9....,Y"''-'--~-=-------­

P.0 . NO . 
I 

PROJECT MANAGER jx~ (Si'x,1: (' \( NET QUOTE NO. 

SAMPLED BY~ ANALYSES To assist us in selecting the eroeer method 
1od..! c..rC.. 

(PRINT NAME) 
Is this work being conducted for regulatory 

Yes~ No __ 0 compliance monijoring? 

(PRINT NAME) SIGNATURE y Is this work being conducted for regulatory 
f and Type of rJ enforcement action? Yes __ No..lS1_ 

Containers 
\)0 

I 
Which regulations apply: RCRA ....lG.... NPDES Wastewater __ 

)( 

! n. .., 0 a: 
UST __ Drinking Water __ 

cc J: UJ 
· ~ DATE TIME SAMPLE ID/DESCRIPTION 

i 
:::. u 0 0 en 5 

Other __ None __ 

8 J: .. z N C, z J: J: ::> COMMENTS 

l\'.11 
10·.s-~ 

No,('(\""I~ 
.(,yo,T x 

...... ~ 

CONDITION OF SAMPLE: BOTILESINTACT~ COC SEALS PRESENT AND INTA~O TEMPERATURE UPON ~T: ..:5' <. 

FIELD FILTERED? VOLATILES FREE OF HEADSPAC . / NO Bottles supplied by NET? NO 

SAMPLE REMAINDER DISPOSAL: RETURN SAMPLE REMAINDER TO CLIENT VIA 
I REQUEST NET TO DISPOSE OF ALL SAMPLE REMAINDERS DATE 

~ 

PT 1 • ORIGINAL - WHITE PT 2 • NET PROJECT MANAGER · YELLOW PT 3 • CUSTOMER COPY - PINK 
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August 19, 1998 

Mr. Sam Waldo 

Q1-1andC?X® 

Director, Environmental Affairs 
AMPHENOL CORPORATION 
World Headquarters 
358 Hall Avenue 
Wallingford, CT 06492 

Re: OPERATION AND MAINTENANCE OF THE INTERIM CORRECTIVE MEASURE 
Former Amphenol Facility 
980 Hurricane Road 
Franklin, Indiana 

Dear Mr. Waldo: 

Enclosed, please find a summary of the operation and maintenance (O&M) and gauging act1v1tJes 
completed by Handex Environmental, Inc. (Handex) at the above-referenced site. This report summarizes 
the activities completed during the June 19 to July 30, 1998 reporting period. Handex personnel inspected 
the site on a biweekly basis to monitor system operations and ground water recovery and treatment. 

Groundwater Level Measurements 
On July 2, 1998, Handex personnel gauged the monitoring well network at the site using an electronic 
oil/water interface probe to determine the depth to water and the presence or absence of liquid-phase 
hydrocarbons. Depth to water beneath the site ranged from 6.07 feet below grade in MW-9 to 15.84 feet 
below grade in MW-22. Liquid-phase hydrocarbons were not detected within the monitoring and recovery 
well network at the site. The submersible pumps for all of the recovery wells were pumping while well 
gauging activities were performed. Figure 1 is a site plan illustrating pertinent site features and well 
locations. The groundwater elevation data is summarized in Attachment A, and a groundwater contour map 
has been included as Figure 2. 

Groundwater Treatment System 
During this reporting period, approximately 628,956 gallons of groundwater were treated and discharged 
from recovery wells RW-1, RW-2, and RW-3. Based on data provided by EMCON and Handex field data 
sheets, the total volume of groundwater recovered to date is approximately 14,802,923 gallons. Attachment 
B includes a table and a graph illustrating the recovery rates to date, and Attachment C contains copies of 
Field Data Sheets completed by Handex personnel. 

Handex personnel mobilized to the site on July 2, 1998 to perform biweekly and monthly O&M activities. 
The system was not operational upon arrival at the site. Handex personnel determined that the S-2 
controllers for recovery wells RW-2 and RW-3 were malfunctioning, apparently the result of oil entering 
into individual air supply lines and then being deposited on the S-2 controllers filter elements. The filters 
were cleaned in the field and the system was restarted. The recovery system was fully operational upon 
departure. 

Handex personnel mobilized to the site on the morning of July 16, 1998 to perform biweekly O&M 
activities. The system was not operational upon arrival at the site. Handex personnel inspected the system 

8579 Zionsville Road, Indianapolis, IN 46268 • (317) 228-6240 • Fax: (317) 228-6243 

,· 
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and discovered two leaks in the air supply lines. One of the air leaks was located in the main air supply line 
coming from the air compressor to the recovery wells. The second air leak was located in the individual air 
supply line for recovery well RW-1. Handex personnel cut and repaired the ruptured air lines and restarted 
the remediation system. Initially, all of the wells were operational, however, the submersible Gladiator 
pump for recovery well RW-1 began to malfunction. Handex was not able to determine the reason for the 
malfunction and could not reach the manufacturer of the submersible pump before departing the site. 
Consequently, only two of the recovery wells (RW-2 and RW-3) were operational upon departure. 

Handex personnel mobilized to the site the evening of July I 6, 1998 after contacting the manufacturer of the 
Gladiator submersible pump. Upon arrival at the site, recovery wells RW-2 and RW-3 were fully 
operational. During the site visit, Handex personnel removed the Gladiator submersible pump from 
recovery well RW-1 for inspection. During the inspection, it was discove:-ed that the air discharge line for 
recovery well RW-1 was full of water. The water was drained from the air discharge line and the 
submersible pump was placed back into the recovery well. The system was then restarted and the 
submersible pump for recovery well RW-1 was operating correctly. 

After restarting the system, Handex adjusted the empty times of the S-2 controllers for recovery wells RW-
2 and RW-3. According to flow meter readings collected the morning of July 16, 1998, recovery wells 
RW-2 and RW-3 were pumping at a rate of 24.1 and 19.5 gallons per minute (gpm), respectively. Because 
the pumps are only rated to recover water at a rate of approximately 10 gpm, Handex believes that air may 
have been entering into the water discharge line for the recovery wells during the empty cycle. If this was 
the case, the totalizer readings could indicate a higher influent flow rate than 10 gpm. By reducing the 
empty time on the S-2 controllers, Handex was able to eliminate the potential for air entering into the water 
discharge line. All of the recovery wells were operational upon departure. 

Handex mobilized to the site on July 30, 1998 to perform biweekly, monthly, and quarterly O&M activities. 
Upon arrival at the site, the system was not operational. Handex inspected the system and discovered a 
rupture in the main air supply line leading from the air compressor. Handex cut and repaired the ruptured 
air line. After the repair was complete, Handex restarted the remediation system. Initially, none of the 
wells were operational. Handex was able to determine that the air supply line from the S-2 controller to 
recovery well RW-2 was blocked. Consequently, Handex increased the control pressure for RW-2's S-2 
controller and was able to dislodge the obstruction from the air supply line. After repairing the air leak in 
recovery well RW-2, recovery well RW-3 began operating correctly. Additionally, Handex removed the 
submersible pump for recovery well RW-1 and transported the pump back to the shop for repairs. Recovery 
wells RW-2 and RW-3 were operational upon departure. 

Groundwater Sampling and Analysis 
On July 30, 1998, Handex personnel collected influent groundwater samples from recovery wells RW-1, 
RW-2, and RW-3, and one effluent sample from the air stripper unit. The recovery well influent 
groundwater samples were collected from sample ports located within the equipment enclosure prior to 
treatment through the air stripper. The air stripper effluent sample was collected from the discharge pipe 
prior to entering the sewer. The samples were placed into laboratory prepared 40 milliliter (ml) glass 
sample vials and placed into a cooler on ice. The samples were submitted under chain of custody control to 
National Environmental Testing, Inc. (NET) located in Indianapolis, Indiana. The samples were analyzed 
for volatile organic compounds (VOCs) using EPA Method 8240. 



e Mr. Sam Waldo 
August 19, 1998 
Page 3 

Laboratory analytical results indicate the presence of 1, 1 - dichloroethane, tetrachloroethene, 1, 1, 1 -
trichloroethane, and trichloroethene in the samples collected from recovery wells RW-1, RW-2, and RW-3 . 
VOCs were not detected above the laboratory method detection limits from the air stripper effluent sample. 
Laboratory analytical results are summarized in Table 1, and the laboratory analytical reports are included 

in Attachment D. 

Schedule of Activities 
Biweekly and monthly site inspections and O&M activities will continue. Site visits are scheduled for the 
weeks ending August 15 and August 29, 1998. The information from these site inspections will be 
summarized in the August 1998 progress report. 

Should you have any questions regarding this site or information summarized within this report, please do 
not hesitate to contact this office at (317) 228-6240. Handex appreciates the opportunity to provide 
environmental services to Amphenol Corporation. 

Sincerely, 

HANDEX ENVIRONMENTAL, INC. 

e~~~ 
Hydrogeologist 

Attachments 
cc: Mr. William Gabriel, O'Brian & Geere, Syracuse, NY 

Mr. John Kneebone, Marine Corporation of America 

- ~-
' 

)4£?~ 
Project Manager 

~ HANDEX® 
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1'Nuinber 
RW-1 

RW-2 

RW-3 

Notes: 

T-1 
Former Amphenol Facllity 

980 Hurricane Road 
Franklln, Indiana 

Laboratory Analytical Results 

·)iii \\)~, i-,;;;.,.;;;,:.;.=....,...,.;..:...:.:.;....,,..:.:.~..;:.;:-:--,,:;,;.;__;__;,..;;...,.....,-=---::,.,..-:-f-;__..:.;:;::.:~=-,::,.,.--"-.-~~--=:-f--,- ;__,.;..:-=-,;,'-;-,-..:.:.;.;.,:,.;..:~....,....,...:: 
, sample . 

·l:Oate '"" 
5/3/95 33 ND<1> ND 100 200 520 853 
8/3/95 31 ND ND 170 180 400 781 

1117/95 30 ND ND ND 190 390 610 
4/12/96 NS <2> NS NS NS NS NS NS 
7/8/96 14 ND ND 31 120 350 515 

10/17/96 15 ND ND 29 150 1,800 1994 
2/7/97 18 ND ND ND 140 260 278 
517/97 9.9 ND ND 20 91 250 370.9 
8/4/97 9.8 ND ND 35 160 210 414.8 

11/10/97 NS NS NS NS NS NS NS 
12/1/97 28 ND 27 180 190 320 745 
2/4/98 24 ND ND ND 150 270 444 
5/8/98 ND ND ND 350 240 540 1130 

7/30/98 16 ND ND 180 160 140 496 
5/3/95 47 8.1 3.9 1,500 960 4,300 6819 
8/3/95 48 ND ND 1,500 1,100 3,000 5648 

1117/95 58 9.1 5.3 2,100 1,300 2,200 5672.4 
4/12/96 ND ND ND 980 530 1,500 3010 

7/8/96 31 7.3 ND 2,100 1,200 2,100 5438.3 
10/17/96 33 ND ND 2,600 680 2,900 · 6213 

2/7/97 27 ND ND 37 400 410 874 
517/97 24 ND ND 880 340 860 2104 
8/4/97 18 ND ND 400 310 560 1288 

11/10/97 21 ND ND 250 260 550 1081 
2/4/98 22 ND ND 310 260 590 1182 
5/8/98 ND ND ND 750 330 790 1870 

7/30/98 16 ND ND 870 270 890 2046 
5/3/95 28 ND ND 160 540 2,900 3628 
8/3/95 53 ND ND 16 560 870 1499 

1117/95 48 6.9 ND 1,400 950 1,700 4104.9 
4/12/96 ND ND ND 93 450 1,200 1743 

7/8/96 39 6.5 ND 45 820 1,1 00 2010.5 
10/17/96 34 ND ND 2,600 720 2,900 6254 

2/7/97 28 ND ND 37 410 410 885 
517/97 24 ND ND 1,000 400 990 2414 
8/4/97 17 ND ND 110 330 490 947 

11/10/97 25 ND ND 76 400 600 1101 
2/4/98 30 ND ND 180 460 840 1510 
5/8/98 ND ND ND 260 380 640 1280 

7/30/98 33 ND ND 27 450 190 700 

Results in micrograms per liter (ug/1). 
(1) ND - Not Detected - analyte not detected above laboratory method detection limit. 
(2) NS- Not Sampled, RW-1 not in operation during April 1996 and November 1997 sampling events. 

- - . 
·-

-
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Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

De th to: ; Corrected Ground · 
; Wati r,El~v,Hoii":. d 

i!' ~, : tf~ifif ;1: ~-' i1f8':if}:~i:· ~ ,t ~· 
12.36 719.89 
13.07 719.18 

4/12/96 13.45 718.80 
5/29/96 10.82 721.43 

6/4/96 11 .08 721 .17 
7/8/96 11 .84 720.41 
8/1/96 12.04 720.21 

9/12/96 12.58 719.67 
10/17/96 12.37 719.88 
11/25/96 12.26 719.99 
12/11/96 12.02 720.23 

1/24/97 11.71 720.54 
2/21/97 11 .85 720.40 
3/14/97 11.48 720.77 
4/11/97 11 .94 720.31 

517/97 11 .98 720.27 
6/5/97 11 .37 720.88 
7/3/97 11 .73 720.52 
8/4/97 12.25 720.00 

9/29/97 12.46 719.79 
10/10/97 12.68 719.57 
11/10/97 12.80 719.45 
12/1/97 12.93 719.32 
1/16/98 13.06 719.19 
2/4/98 13.11 719.14 

3/25/98 12.05 720.20 
4/10/98 12.00 720.25 

5/8/98 11 .60 720.65 
6/5/98 11.80 720.45 
7/2/98 11 .12 721 .13 

~ HANDEX® 
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Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

11.14 
4/12/96 12.09 
5/29/96 9.41 

6/4/96 10.11 
7/8/96 10.44 
8/1/96 10.63 

9/12/96 10.85 
10/17/96 10.97 
11/25/96 10.82 
12/11/96 10.79 

1/24/97 10.55 
2/21/97 10.80 
3/14/97 10.51 
4/11/97 10.76 
5nl97 10.79 
6/5/97 10.18 
7/3/97 10.49 
8/4/97 10.78 

9/29/97 10.93 
10/10/97 11 .02 
11/10/97 11 .12 

12/1/97 11 .18 
1/16/98 11 .21 
2/4/98 11 .30 

3/25/98 10.78 
4/10/98 10.67 

5/8/98 10.48 
6/5/98 10.70 
7/2/98 10.24 

717.57 
716.62 
719.30 
718.60 
718.27 
718.08 
717.86 
717.74 
717.89 
717.92 
718.16 
717.91 
718.20 
717.95 
717.92 
718.53 
718.22 
717.93 
717.78 
717.69 
717.59 
717.53 
717.50 
717.41 
717.93 
718.04 
718.23 
718.01 
718.47 

~~-HANDEX® 
~ 



e Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

11nt95 
4/12/96 14.91 
5/29/96 13.16 

6/4/96 13.15 
7/8/96 14.03 
8/1/96 14.53 

9/12/96 15.33 
10/17/96 15.33 
11/25/96 15.29 
12/11/96 14.95 

1/24/97 14.50 
2/21/97 14.50 
3/14/97 14.06 
4/11/97 14.42 
5/12/97 14.59 

6/5/97 13.53 
7/3/97 14.09 
8/4/97 14.90 

9/29/97 15.53 
10/10/97 15.75 
11/10/97 16.08 

12/1/97 17.24 
1/16/98 16.32 
2/4/98 16.40 

3/25/98 15.39 
4/10/98 15.00 

5/8/98 14.27 
6/5/98 14.44 
7/2/98 13.38 

722.41 
721 .91 
721 .11 
721 .11 
721 .15 
721.49 
721 .94 
721 .94 
722.38 
722.02 
721 .85 
722.91 
722.35 
721 .54 
720.91 
720.69 
720.36 
719.20 
720.12 
720.04 
721 .05 
721.44 
722.17 
722.00 
723.06 
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Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

733.04 9.70 
11.47 
9.46 
3.94 

6/4/96 5.81 
7/8/96 6.90 
8/1/96 7.65 

9/12/96 9.23 
10/17/96 9.64 
11/25/96 9.53 
12/11/96 9.18 

1/24/97 7.66 
2/21/97 7.70 
3/14/97 6.68 
4/11/97 7.54 
5/12/97 7.97 

6/5/97 5.63 
7/3/97 7.13 
8/4/97 8.44 

9/29/97 9.82 
10/10/97 10.17 
11/10/97 10.84 

12/1/97 11.16 
1/16/98 11.25 
2/4/98 11.28 

3/25/98 9.70 
4/10/98 8.70 

5/8/98 6.95 
6/5/98 7.50 
7/2/98 6.07 

723.58 
729.10 
727.23 
726.14 
725.39 
723.81 
723.40 
723.51 
723.86 
725.38 
725.34 
726.36 
725.50 
725.07 
727.41 
725.91 
724.60 
723.22 
722.87 
722.20 
721 .88 
721.79 
721.76 
723.34 
724.34 
726.09 
725.54 
726.97 

~ HANDEX® 
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Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

r_.:,1_"'t'i{:"_._·_:·•_. ',"":;~ :,4:;t'J;. J .JOC,1 pep\Jl .to:· ,;,Correc_ted G __ roun_ d_ 
>~ >, .,,c,·,3,,' ""' .,:;1-:"1; ·:; ·,~: ; ""'"' -,:;c,··;,. V ··:>'L },:E: . . ',;-;-~:- . ->,:v •. '· .. .. -,w:'"--- --·.·.. .. T" :;·cc •.. > 

·J,.XV,ell.t:' +G~ugi119 ~lev,;J Wat~t :·, ; V\f~ter ~lev_~~-o~.:-, 
Number 11 Date • I x (feet):;:1 (feet)'SF "l'Jm, (feet)'.' ,, , 

MW-12 8/29/95 736.38 16.43 719.95 
11nt95 17.18 719.20 
4/12/96 16.21 720.17 
5/29/96 15.07 721 .31 
6/4/96 15.31 721 .07 
7/8/96 15.88 720.50 
8/1/96 16.16 720.22 

9/12/96 16.59 719.79 
10/17/96 16.47 719.91 
11/25/96 16.32 720.06 
12/11/96 16.12 720.26 

1/24/97 15.89 720.49 
2/21/97 15.96 720.42 
3/14/97 15.66 720.72 
4/11/97 16.07 720.31 
5nt97 16.09 720.29 
6/5/97 15.85 720.53 
7/3/97 15.64 720.74 
8/4/97 16.36 720.02 

9/29/97 16.57 719.81 
10/10/97 16.70 719.68 
11/10/97 16.90 719.48 
12/1/97 17.00 719.38 
1/16/98 17.20 719.18 
2/4/98 17.20 719.18 

3/25/98 16.26 720.12 
4/10/98 16.12 720.26 

5/8/98 15.79 720.59 
6/5/98 16.00 720.38 
7/2/98 15.33 721 .05 

~ HANDEX® 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

::'? ;f)(T ~f' 1rI't7·~";; }:TO.CJ, .Deptti .to . Corre.cted Ground 
· •.. Wen >t, ~G~'ug°iri'S' / Elev;{jlt li;; Water1( ., \IVater Elevatibn 
./Nu~be; . ti0: oate.t7 ,{ (feet)!·· ··,,(feet)1~ l,;i T ' '. (f~et) i1'a.]l. 

MW-20 8/29/95 734.03 10.35 723.68 
1117/95 12.16 721 .87 
4/12/96 9,70 724.33 
5/29/96 6.30 727.73 

6/4/96 7.63 726.40 
7/8/96 8.58 725.45 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 
5/12/97 

6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

12/1/97 
1/16/98 

2/4/98 
3/25/98 
4/10/98 

5/8/98 
6/5/98 
7/2/98 

8.93 
10.39 
10.56 
9.82 
9.64 
8.57 
8.86 
8.00 
8.87 
9.13 
7.55 
8.70 
9.70 

10.85 
11.08 
11.66 
11.80 
11 .68 
11.80 
10.08 
9.26 
8.22 
8.78 
8.10 

725.10 
723.64 
723.47 
724.21 
724.39 
725.46 
725.17 
726.03 
725.1 6 
724.90 
726.48 
725.33 
724.33 
723.18 
722.95 
722.37 
722.23 
722.35 
722.23 
723.95 
724.77 
725.81 
725.25 
725.93 

~: H ® ~ - ANDEX -
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

Corrected Ground 
'i'·'-',r'·';""i;">' :WJ; • ''f"·'v·;J.)1/!I, ).. • •. 

k Water Elevation ·· 
'·"'. ' . ,•. . ' . i4. . 

, · (feet) Ai 
737.91 721 .10 

719.99 
4/12/96 721.43 
5/29/96 723.09 

6/4/96 723.09 
7/8/96 15.67 722.24 
8/1/96 16.16 721 .75 

9/12/96 16.89 721 .02 
10/17/96 16.89 721 .02 
11/25/96 16.85 721 .06 
12/11/96 16.53 721 .38 

1/24/97 16.10 721 .81 
2/21/97 16.11 721.80 
3/14/97 15.64 722.27 
4/11/97 16.05 721 .86 
5/12/97 16.20 721 .71 

6/5/97 15.18 722.73 
7/3/97 15.72 722.19 
8/4/97 16.48 721.43 

9/29/97 17.10 720.81 
10/10/97 17.31 720.60 
11/10/97 17.61 720.30 

12/1/97 17.78 720.13 
1/16/98 17.87 720.04 
2/4/98 17.98 719.93 

3/25/98 16.92 720.99 
4/10/98 16.56 721.35 

5/8/98 15.92 721.99 
6/5/98 16.08 721 .83 
7/2/98 15.06 722.85 

~ - HANDEX® ,__.. -



e 

' 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

16.74 
15.52 

6/4/96 15.63 
7/8/96 16.22 
8/1/96 16.58 

9/12/96 17.15 
10/17/96 17.04 
11/25/96 16.99 
12/11/96 16.76 

1/24/97 16.46 
2/21/97 16.50 
3/14/97 16.15 
4/11/97 16.47 

517/97 17.55 
6/5/97 15.88 
7/3/97 16.34 
8/4/97 16.86 

9/29/97 17.26 
10/10/97 17.43 
11/10/97 17.65 
12/1/97 17.80 
1/16/98 18.00 
2/4/98 18.05 

3/25/98 17.00 
4/10/98 16.75 

5/8/98 16.35 
6/5/98 16.51 
7/2/98 15.84 

719.74 
720.90 
722.12 
722.01 
721.42 
721 .06 
720.49 
720.60 
720.65 
720.88 
721 .18 
721 .14 
721.49 
721.17 
720.09 
721 .76 
721 .30 
720.78 
720.38 
720.21 
719.99 
719.84 
719.64 
719.59 
720.64 
720.89 
721 .29 
721 .13 
721 .80 



e 

e 

- --= -
r 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

ee 
15.59 
16.41 

4/12/96 15.29 
5/29/96 13.77 

6/4/96 13.80 
7/8/96 14.54 
8/1/96 15.01 

9/12/96 15.61 
10/17/96 15.66 
11/25/96 15.61 
12/11/96 15.33 
1/24/97 14.96 
2/21/97 15.24 
3/14/97 14.62 
4/11/97 14.96 

5nt97 15.04 
6/5/97 14.20 
7/3/97 14.62 
8/4/97 15.30 

9/29/97 15.79 
10/10/97 15.98 
11/10/97 16.18 

12/1/97 16.33 
1/16/98 16.48 
2/4/98 16.53 

3/25/98 15.65 
4/10/98 15.44 

5/8/98 14.83 
6/5/98 15.00 
7/2/98 14.00 

720.73 
722.25 
722.22 
721.48 
721 .01 
720.41 
720.36 
720.41 
720.69 
721 .06 
720.78 
721.40 
721.06 
720.98 
721.82 
721.40 
720.72 
720.23 
720.04 
719.84 
719.69 
719.54 
719.49 
720.37 
720.58 
721 .19 
721 .02 
722.02 

~ HANDEX® 



e 

. .E. -
f 

Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

11n/95 
4/12/96 13.17 
5/29/96 9.53 

6/4/96 10.47 
7/8/96 11.62 
8/1/96 12.16 

9/12/96 13.48 
10/17/96 13.60 
11/25/96 13.42 
12/11/96 13.08 

1/24/97 12.14 
2/21/97 12.25 
3/14/97 11 .48 
4/11/97 12.18 
5/12/97 12.41 

6/5/97 10.45 
7/3/97 11 .78 
8/4/97 12.78 

9/29/97 13.83 
10/10/97 14.09 
11/10/97 14.61 

12/1/97 14.86 
1/16/98 14.90 
2/4/98 15.00 

3/25/98 13.57 
4/10/98 12.92 

5/8/98 11.70 
6/5/98 12.06 
7/2/98 10.90 

721 .37 
723.22 
726.86 
725.92 
724.77 
724.23 
722.91 
722.79 
722.97 
723.31 
724.25 
724.14 
724.91 
724.21 
723.98 
725.94 
724.61 
723.61 
722.56 
722.30 
721 .78 
721 .53 
721.49 
721 .39 
722.82 
723.47 
724.69 
724.33 
725.49 

~~· HANDEX® 
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Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

15.37 
16.66 

4/12/96 15.01 
5/29/96 13.23 

6/4/96 13.44 
7/8/96 14.38 
8/1/96 14.79 

9/12/96 15.62 
10/17/96 15.56 
11/25/96 15.45 
12/11/96 15.11 

1/24/97 14.63 
2/21/97 14.75 
3/14/97 14.28 
4/11/97 14.71 
5/12/97 14.88 

6/5/97 13.78 
7/3/97 14.40 
8/4/97 15.12 

9/29/97 15.82 
10/10/97 16.02 
11/10/97 16.36 

12/1/97 16.52 
1/16/98 16.46 

2/4/98 16.58 
3/25/98 15.42 
4/10/98 15.06 

5/8/98 14.40 
6/5/98 14.67 
7/2/98 13.78 

721 .01 
721.07 
721.18 
721.52 
722.00 
721 .88 
722.35 
721 .92 
721 .75 
722.85 
722.23 
721 .51 
720.81 
720.61 
720.27 
720.11 
720.17 
720.05 
721.21 
721.57 
722.23 
721 .96 
722.85 

~ HANDEX® ......... -
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

Water Elevation 
. -,,.\,t "it'f,'f?f''; 
(feet) ,,;,v; 

721 .01 
719.85 

4/12/96 16.72 721 .32 
5/29/96 15.21 722.83 

6/4/96 15.32 722.72 
7/8/96 16.12 721.92 
8/1/96 16.54 721 .50 

9/12/96 17.25 720.79 
10/17/96 17.20 720.84 
11/25/96 17.10 720.94 
12/11/96 16.81 721.23 

1/24/97 16.39 721 .65 
2/21/97 16.49 721.55 
3/14/97 16.05 721 .99 
4/11/97 16.41 721 .63 
5/12/97 16.57 721.47 

6/5/97 15.66 722.38 
7/3/97 16.1 7 721 .87 
8/4/97 16.84 721 .20 

9/29/97 17.41 720.63 
10/10/97 17.61 720.43 
11/10/97 17.91 720.13 

12/1/97 18.08 719.96 
1/16/98 18.10 719.94 
2/4/98 18.20 719.84 

3/25/98 17.10 720.94 
4/10/98 16.79 721.25 

5/8/98 16.20 721 .84 
6/5/98 16.40 721 .64 
7/2/98 15.60 722.44 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 17.02 
11/25/96 16.93 
12/11/96 16.61 

1/24/97 16.24 
2/21/97 16.31 
3/14/97 15.91 
4/11/97 16.30 
5/12/97 16.41 

6/5/97 15.57 
7/3/97 16.06 
8/4/97 16.70 

9/29/97 17.25 
10/10/97 17.44 
11/10/97 17.86 

12/1/97 17.86 
1/16/98 17.81 

2/4/98 17.95 
3/25/98 16.80 
4/10/98 16.53 

5/8/98 15.98 
6/5/98 16.30 
7/2/98 15.50 

721 .15 
722.60 
722.42 
721 .57 
721 .21 
720.46 
720.59 
720.68 
721 .00 
721 .37 
721.30 
721 .70 
721.31 
721 .20 
722.04 
721 .55 
720.91 
720.36 
720.17 
719.75 
719.75 
719.80 
719.66 
720.81 
721.08 
721 .63 
721 .31 
722.11 

~- HANDEX® 
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Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 15.54 
11n/95 15.93 
4/12/96 14.95 
5/29/96 14.10 

6/4/96 14.38 
7/8/96 14.84 
8/1/96 15.06 

9/12/96 15.28 
10/17/96 · 15.58 
11/25/96 15.13 
12/11/96 14.98 

1/24/97 14.71 
2/21/97 14.95 
3/14/97 14.70 
4/11/97 14.92 

5n!97 14.93 
6/5/97 14.37 
7/3/97 14.75 
8/4/97 . 15.28 

9/29/97 15.33 
10/10/97 15.42 
11/10/97 15.52 
12/1/97 15.80 
1/16/98 15.70 

2/4/98 15.80 
3/25/98 15.44 
4/10/98 15.18 

5/8/98 15.05 
6/5/98 15.20 
7/2/98 14.30 

718.91 
719.89 
720.74 
720.46 
720.00 
719.78 
719.56 
719.26 
719.71 
719.86 
720.13 
719.89 
720.14 
719.92 
719.91 
720.47 
720.09 
719.56 
719.51 
719.42 
719.32 
719.04 
719.1 4 
719.04 
719.40 
719.66 
719.79 
719.64 
720.54 

&.. HANDEX® :.::·~ 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

NR (2) 

4/12/96 11.02 
5/29/96 10.84 

6/4/96 11 .12 
7/8/96 11.28 
8/1/96 NR (2) 

9/12/96 11 .55 
10/17/96 12.50 
11/25/96 11 .23 
12/11/96 11.06 

1/24/97 10.90 
2/21/97 11.06 
3/14/97 10.73 
4/11/97 10.98 

517/97 11.02 
6/5/97 10.48 
7/3/97 10.86 
8/4/97 11.72 

9/29/97 12.75 
10/10/97 11.50 
11/10/97 11 .60 

12/1/97 13.00 
1/16/98 11.90 
2/4/98 11 .90 

3/25/98 12.96 
4/10/98 12.50 

5/8/98 12.10 
6/5/98 12.30 
7/2/98 10.60 

NA 
719.95 
720.13 
719.85 
719.69 

NA 
719.42 
718.47 
719.74 
719.91 
720.07 
719.91 
720.24 
719.99 
719.95 
720.49 
720.11 
719.25 
718.22 
719.47 
719.37 
717.97 
719.07 
719.07 
718.01 
718.47 
718.87 
718.67 
720.37 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

NR (2) 

12.72 
11 .50 
11 .88 
12.48 
12.76 

9/12/96 13.25 
10/17/96 12.86 
11/25/96 12.26 
12/11/96 11.89 

1/24/97 11.76 
2/21/97 11 .80 
3/14/97 11.45 
4/11/97 11.84 

517197 11.85 
6/5/97 11.43 
7/3/97 11 .61 
8/4/97 12.10 

9/29/97 12.90 
10/10/97 12.42 
11/10/97 13.10 

12/1/97 12.62 
1/16/98 12.90 
2/4/98 12.95 

3/25/98 13.10 
4/10/98 13.10 

5/8/98 12.80 
6/5/98 12.20 
7/2/98 12.40 

NA 
719.33 
720.55 
720.17 
719.57 
719.29 
718.80 
719.19 
719.79 
720.16 
720.29 
720.25 
720.60 
720.21 
720.20 
720.62 
720.44 
719.95 
719.15 
719.63 
718.95 
719.43 
719.15 
719.10 
718.95 
718.95 
719.25 
719.85 
719.65 

.~ HANDEX® 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

/{wen·. ·-~~uging .. 
Number Ii· Date.· 

RW-3 8/29/95 
1117/95 
4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 

517/97 
6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

12/1/97 
1/16/98 
2/4/98 

3/25/98 
4/10/98 

5/8/98 
6/5/98 
7/2/98 

TOC Depth to ·gorrected Ground 
Elev.: • ·: rv'atet,tj ijj. WaterEle~~tion 
(feet) .·; ' '·(feet):,::e >· · · (feet) 
733.19 4.08 (1) 729.11 

NR (2> NA 
13.07 720.12 
11.73 
12.68 
13.26 
'3.10 
13.40 
12.78 
12.68 
12.51 
12.26 
12.20 
11 .90 
12.23 
12.23 
11 .68 
12.00 
14.00 
14.20 
13.18 
14.52 
15.60 
13.76 
13.80 
15.46 
15.00 
13.50 
14.10 
12.74 

721.46 
720.51 
719.93 
720.09 
719.79 
720.41 
720.51 
720.68 
720.93 
720.99 
721 .29 
720.96 
720.96 
721 .51 
721.19 
719.19 
718.99 
720.01 
718.67 
717.59 
719.43 
719.39 
717.73 
718.19 
719.69 
719.09 
720.45 

(1) Ground water elevation based on measurements from top 
of bubbler tip. 
(2) NR - Not Recorded 

L HANDEX® ~=~~-
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Groundwater Recovery Summary 
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3/3/95 
3/29/95 
4/14/95 

5/3/95 
5/14/95 
5/18/95 
5/23/95 
5/26/95 
6/19/95 
8/3195 

8/4/95 
8/9/95 

8/11/95 
8/14/95 
8/29/95 
10/6/95 
11/7/95 
12/8/95 
1/15/96 
4/12/96 
5/29/96 
6/26/96 
· 7/8/96 
7/18/96 

8/1/96 
8/16/96 
8/27/96 
9/12/96 
9/24/96 
10/1/96 

10/17/96 
11/2/96 

11/15/96 
11/25/96 
12/11/96 
12/27/96 

e 
.;,. . .;. -

,. 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 
Cumulative Ground Water Flow Readings 

20,984 31,644 80,228 
84,695 88,774 152,228 

136,654 133,675 224,228 
200,683 193,729 284,420 

237,115 228,577 319,268 

255,043 245,727 354,116 

255,043 245,727 354,116 

276,211 266,031 374,420 

445,555 428,463 536,852 
445,555 428,463 536,852 

448,963 431,997 543,600 

473,414 453,496 590,792 
482,414 461,556 609,202 

496,474 474,106 637,152 
561,302 533,550 768,644 
664,814 629,975 985,749 

665,305 763,804 1,159,950 
686,316 766,356 1,253,348 

778,585 873,570 1,263,941 

778,585 1,170,564 1,651,617 
873,365 1,376,384 1,823,668 
915,555 1,414,873 1,884,622 
972,328 1,474,048 1,987,350 

1,006,046 1,516,919 2,060,742 

1,049,996 1,577,801 2,164,916 

1,091,112 1,638,683 2,246,037 

1,118,169 1,684,621 2,314,606 

1,146,432 1,754,050 2,360,521 

1,159,035 1,796,140 2,409,496 

1,174,178 1,825,149 2,408,298 

1,253,727 1,855,632 2,411,539 

1,315,165 1,906,634 2,420,559 

1,365,973 1,908,623 2,502,342 

1,396,032 1,911,188 2,552,717 

1,430,595 1,935,775 2,611,374 

1,452,912 1,937,132 2,649,962 

132,856 
325,697 
494,557 
678,832 
784,960 
854,886 
854,886 
916,662 

1,410,870 
1,410,870 

1,424,560 
1,517,702 
1,553,172 
1,607,732 
1,863,496 
2,280,538 
2,589,059 
2,706,020 
2,916,096 
3,600,766 
4,073,417 
4,215,050 
4,433,726 
4,583,707 
4,792,713 
4,975,832 
5,117,396 
5,261,003 
5,364,671 
5,407,625 
5,520,898 
5,642,358 
5,776,938 
5,859,937 
5,977,744 
6,040,006 

~ HANDEX® -
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;1. ;~f l!fa:if :' 
~,?ifxS0J~vW1,;s i.'1,' i Cumulative Punipage (gallons)' ,, ·. 

:>I 

,{,;] RW-1 ,>J:t r:./ RW~2:',l'J;,~ ,::t~ RW-3 <t;;t. Z .. , Total f· 

1/3/97 1,456,304 1,939,518 2,655,775 6,051,597 

1/14197 1,470,242 1,949,120 2,684,864 6,104,226 

1/24/97 1,470,505 1,949,124 2,702,272 6,121,901 

2/7/97 1,518,975 1,950,754 2,796,872 6,266,601 

2/21/97 1,571,273 1,952,209 2,835,673 6,359,155 

3/14197 1,646,678 1,952,209 2,835,673 6,436,098 

3128/97 1,692,834 2,039,011 2,835,673 6,588,745 

4/11/97 1,734,064 2,124,196 2,835,673 6,715,160 

4/25/97 1,773,261 2,182,646 2,842,124 6,819,258 

517197 1,798,995 2,336,981 2,842,124 6,999,327 

5/22/97 1,825,676 2,393,705 2,905,414 7,146,022 

6/5/97 1,867,121 2,472,696 2,988,177 7,349,221 

6/20/97 1,912,764 2,540,269 3,061,814 7,536,074 

7/3/97 1,954,658 2,609,124 3,135,756 7,720,764 

7/17/97 1,975,303 2,680,948 3,199,801 7,877,279 

8/4/97 2,025,486 2,806,996 3,364,397 8,218,106 

8/15/97 2,052,962 2,958,721 3,461,264 8,494,174 

8/28/97 2,083,623 3,093,542 3,569,012 8,767,404 

9/12/97 2,083,684 3,119,818 3,692,072 8,916,801 

9/29/97 2,083,905 3,120,840 3,839,556 9,065,528 

10/10/97 2,101,637 3,231,288 3,924,600 9,278,752 

10/31/97 2,101,662 3,254,766 4,062,129 9,439,784 

11/10/97 2,101,662 3,394,895 4,102,900 9,620,684 

12/1/97 2,101,662 3,626,479 4,211,530 9,960,898 

12/28/97 2,102,033 3,627,036 4,212,021 9,962,317 

1/16/98 2,145,973 3,914,074 4,365,837 10,447,111 

1/27/98 2,146,228 3,915,067 4,366,295 10,448,817 

2/4/98 2,146,228 4,068,235 4,412,344 10,648,034 

2/17/98 2,189,727 4,222,732 4,539,755 10,973,441 

3/18/98 2,293,340 4,743,314 4,774,847 11,832,728 

3/25/98 2,309,656 4,805,528 4,802,993 11,939,404 

4/10/98 2,383,929 5,043,344 4,927,777 12,376,277 

4/24/98 2,453,055 5,233,074 5,019,725 12,727,081 

5/8/98 2,525,463 5,474,383 5,106,293 13,127,366 

5/22/98 2,593,232 5,670,794 5,210,326 13,495,579 

6/5/98 2,659,709 5,852,839 5,315,076 13,848,851 

6/19/98 2,698,743 6,047,156 5,406,842 14,173,968 

7/2/98 2,700,428 6,135,172 5,453 ,010 14,309,837 

7/16/98 2,701,261 6,336,772 5,654,610 14,713,870 

7/30/98 2,702,469 6,378,927 5,700,300 14,802,923 

No.ru.:. 
- Data prior to 4/12/96 was collected by EMCON. 
- A new flow baseline (zero cumulative flow) was established on 

August 3, 1995, due to flow meter replacement. 
- Erroneous flow meter reading from RW-3 on 10/1/96. 
- Due to a flow meter malfunction, the totalizer for RW-2 showed a 

negative flow of 1,051 gallons on January 14, 1997. 
- Due to a flow meter malfunction, the totalizer for RW-3 showed a 

negative flowage of 1,538 gallons, 19,689 gallons, and 20,197 
gallons on March 14, March 28, and May 7, 1997, respectively. 

- Due to a flow meter malfunction, the total gallons pumped between 
July 2 and July 16, 1998 was estimated at 10 gpm for RW-2 and RW-3. 

~ HANDEX® 
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ATIACHMENT C 

Site Inspection Forms 
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FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

Site Inspection Date: 0 - 2-9 8"' --,.....------------------------
Hand ex Personnel: VI/\.. -=-------------------------
Arri v a I Time: . 

Departure nme: 

ALARM RESPONSE VISIT: 

Flow Meter Readings: RW-1 Z2S:l,£%"?3, o RW-2 S:-'x=>Ste>~. oRW-3 lt-J:9Y..??J,r:; 
Bubbler Pressure: RW-1 ______ RW-2 ______ RW-3 _____ _ 

Air Stripper Pressure: I J . 5 Inches of Water 

Effluent Flow Rate: 2, . ..C/- Gallons Per Minute 

Effluent Clarity: C. I e q re. 
Building Temperature: ~O Degrees F 

Compressor Checked: ~ Condesate Released: ./7¼ /2, 
Compressor Oil Level Checked: ~ Oil Changed: ~ -------------System Operational Upon Arrival: Yes '~ No, (if no, please explain below} ---

5' .?-f-<.,..,.,_ ~ - z_ l-v"l s: er b ,' ( 

AirM/ater Leaks: RW-1 RW-2 RW-3 (please circle appropriate controller(s}) 

Manholes v No Yes Repaired 

Controllers v No Yes Repaired 

Lines v No Yes Repaired 

Stripper V No Yes Repaired 

Compressor v' No Yes Repaired 

If yes, explain: 

Filter Cartridges Replaced: ~W-1 L--- RW-3 

Stripper Trays and Tubes Checked: ~ --"-------------------
Stripper Trays and Tubes Cleaned: ~ -------------------
Monitoring/Recovery Wells Gauged: V------------------------1 

Recommendations for system optimization or general comments: 

4 , r /) ' ~ , - '/ ,tzotty2££(:f<;~r<. (5l-(5t;",..,_J o, V<,<y: 
B.,~J, 1\\ e o, \ . s cJo 3s ,' .,c, tc... e.. 5-2. c.o~-freolea.s 

:::> .. . ., 



e 
Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

Departure Time: q; )-0 
ALARM RESPONSE VISIT: 

Flow Meter Readings: RW-1 7-7.5'S-tJvo. o RW-2 1o1'jl 010 

BubblerPressure: RW-1 'l...<>-~O"w, RW-2 'io-\.:>o'\uL 

Air Stripper Pressure: JO Inches of Water ~ ...,A 
Effluent Flow Rate: p;MJ ")..~lftl. Gallons Per MinutelS'yJf:.'>--·;,.,.,) 

Effluent Clarity: ~/ ,. / v 
Building Temperature: '}o Degrees F 

Condesate Released: J}/A 

RW-3 ~ z 1- 0'-180 

RW-3 

Compressor Checked: yc!-5 
Compressor Oil Level Checked: \le 5 Oil Changed: ,I,) D 

r Yes ct' _N_o_,, .... (i-f n-0-.-p-le_a_s_e_e_x_pl-a-in_be_l_ow--1) System Operational Upon Arrival: 

.l. q ,r /,/1~ /~ t5. · 

/,-,,,.zs-

~-. (' 

Air/Water Leaks: RW-2 RW-3 (please circle appropriate controller(s)) 

Manholes ___ No ___ Yes Repaired ---
Controllers ---

Lines ---
Stripper ---

Compressor ---

No Yes Repaired 

No 6 Yes ~Repaired 

No Yes Repaired 

No ~ Yes /~yU, Repaired 

If yes, explain: 

Filter Cartridges Replaced: ~D RW-1 NO RW-2 rJD RW-3 

Stripper Trays and Tubes Checked: J.)0 _....:.=, ________________ --,! 

Stripper Trays and Tubes Cleaned: AJO 
Monitoring/Recovery Wells Gauged: AJD 

Recommendations for system optimization or general comments: 

/-IJJ ~, 5t,161,1us, !J/e fief cpn,/;.,,., o-1. SJ,c,.;/J Jkt/ .,, ell~,'\ u-elel-el( 

--- :: -

., . ~. 
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e Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure nme: 

ALARM RESPONSE VISIT: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

Flow Meter Readings: RW-1 ________ RW-2 <a I 'f Q.(cO 3 · O RW-3 __ ~~--=-= 

Bubbler Pressure: RW-1 _______ RW-2 ______ RW-3 _____ _ 

Air Stripper Pressure: J S:::: Inches of Water 

Effluent Flow Rate: 2-3, 3 ? Gallons Per Minute Ntw ..._ I~ 7/y,< 

Effluent Clarity: o trt"' _ __,."--'-"-------------------------~ 
Building Temperature: / {) z 
Compressor Checked: "--

Degrees F 

Condesate Released: 

Compressor Oil Level Checked: Oil Changed: '---' -----------~ 
System Operational Upon Arrival: _____ X_Yes ___ No, (ifno, please explain below) 

i' 1.-<s\;t) S"·'2 

AirNJater Leaks: RW-1 RW-2 RW-3 (please circle appropriate controller(s)) 

Manholes ___ No ___ Yes ____ Repaired 

Controllers No Yes Repaired --- --- ---
Lines No Yes Repaired --- ---

Stripper No Yes --- Repaired ---
Compressor No Yes Repaired ---

If yes, explain: 

Filter Cartridges Replaced: RW-1 RW-2 RW-3 

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

Recommendations for system optimization or general comments: 

., 



e 

p.:,..,.., 14,0.~ 

Site Inspection uate: 

Handex Personnel: 

Arrival nme: 

Departure nme: 

ALARM RESPONSE v1:;IT: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

,h., - I ~Y(Al<.t. low Me~er Readings: 

11"" -z .._C..z.H~ &3ubbler Pressure: 

1?...,,,-3 ~s31 C..5"io. ·r Stripper Pressure: 

----=--=~- RW-2 le ZJ2 > 'I l Q 

RW-1 ______ RW-2 4--<jl) ;'we_ RW-3 .·.¥tJ-C;,of 

Inches of Water ~e.s-t-.rt • [s\qa.,,.....,,.. 

Effluent Flow Rate: e: Gallons Per Minute 

Effluent Clarity: -~..._ _________________________ _ 
Building Temperature: Bo0 

Compressor Checked: yeS 
Compressor Oil level Checked: 

Degrees F 

Condesate Released: t:2//c (a"'f..~,\ 

System Operational Upon Arrival: 
tS,\I In 

\(e, ~ Oil Changed: · t ~ 
I \ ', ' Yes ;( -N-o-+,-(if_n_o_.-p-le_a_s_e_e_x_pl-a-in_be_lo_w_)_ 

bl,£ c; it/ I · iii r, e J, 'M,...C" • Co Y't~Sb-1 , 

' . .... ... 

rr: ater Leaks: RW-1 RW~2 RW-3 

Manholes ?( 
Controllers 

lines ~ ; 

Stripper x' 
Compressor 

Filter\Catttjdge~ Re.placed: yef 
Strip~ys and Tubes Checked: 

Strip~ys ~nd Tubes Cleaned:, 

Monitoring/Recovery Wells Gauged: 

(please circ(e appropriate controller(s)) 

No .::·, Yes Repaired 

No G)'/.. Yes X Repaired 

No Yes Repaired 

No Yes Repaired 

No Cv ~ )'..es 
.:,,:::,1-;,." ' 

~0- Repaired 

RW-2 RW-3 

Recommendations for system optimization or general comments: 

* fti].tsle/ t:o"fr" I t-a1t,W prs44af W f+·Z.. t (..,1,.,-?,. 

~u.. SsJ.•M(l\-t: r-. 15. _________________ ,;_ 
..:--· .:;.- -
., 

)!'..w · I':: -

(.w·l...:, 8:Ji'·"' 

,_.., . .,, "' 89r,.. 



e 

Recovery Wells Sampled: 

Air Stripper Effluent Sampled: 

Pumps Checked/Cleaned 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

o..iA 
'Jt5 RW-1 y0 RW-2 

\JI-$ 
yeJ RW-1 }'.lS RW-2 

Filter elements on S-2 controllers inspected and replaced as necessary: 

Air compressor inspection and overhaul as necessary: 

\£ ~ .5 RW-3 
) 

vcs RW-3 

----------------------------------

\ ~ . ~reak down air stripper blower and check for lubrication and bearing integrity 
1 i per manufacturers specifications. 

Break down S-2 controllers and check and replace where necessary filters, valves, 

springs, and cylinder bores. 

Pull pumps and clean well screens. 

Recommendations for system optimization or general comments: 
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A'ITACHMENT D 

Groundwater Analytical Results 

~ HANDEX® 
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NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

ANALYTICAL REPORT 

Mr. Brad Gentry 
HANDEX OF INDIANA 
8579 Zionsville Rd. 
Indianapolis, IN 46268 

08/07/1998 

NET Job Number: 98.05275 
Page 1 of 13 

Enclosed are the Analytical Results for the following samples 
submitted to NET, Inc. Indianapolis Division for analysis: 

Project Description: AMPHENOL SITE/ 111291-04 

Sample Date Date 
Number Sample Description Taken Received 

214352 RW-1 07/30/1998 07/31/1998 
214353 RW-2 07/30/1998 07/31/1998 
214354 RW-3 07/30/1998 07/31/1998 
214355 EFFLUENT 07/30/1998 07/31/1998 

National Environmental Testing, Inc. certifies that the analytical 
results contained herein apply only to the specific samples 
analyzed. 

Reproduction of this analytical report is permitted only in its 
entirety. 

Project Representative 

- . .E. -,, 
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e 

I 

NET 

Mr. Brad Gentry 

HANDEX OF INDIANA 

8579 Zionsville Rd . 

Indianapolis, IN 46268 

Date Received: 07/31/1998 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

08/07/1998 

Job No . : 98 . 05275 

Page 2 of 13 

Job Description : AMPHENOL SITE/ 111291-04 

Sample Number / Sample I.D . Sample Date/ Analyst&. 
Parameters Result Flag Units Date Analyzed 

214352 RW-1 07/30/1998 

VOLATILE-8240 (AQ) I 
Acetone <50 . ug/L xia I 08/06/1998 
Acrolein <250 ug/L xia I 08/06/1998 
Acrylonitrile <250 ug/L xia I 08/06/1998 
Benzene <5.0 ug/L xia I 08/06/1998 

Bromodichloromethane <5.0 ug/L xia I 08/06/1998 

Bromoform <5.0 ug/L xia I 08/06/1998 

Bromomethane <10. ug/L xia I 08/06/1998 

2-Butanone (MEK) <50. ug/L xia I 08/06/1998 

Carbon disulfide <50. ug/L xia I 08/06/1998 
Carbon tetrachloride <5.0 ug/L xia I 08/06/1998 

Chlorobenzene <5.0 ug/L xia I 08/06/1998 
Chloroethane <10 . ug/L xia I 08/06/1998 
2-Chloroethyl vinyl ether <50. ug/L xia I 08/06/1998 

Chloroform <5 . 0 ug/L xia I 08/06/1998 
Chloromethane <10. ug/L xia I 08/06/1998 
Dibromomethane <10. ug/L xia I 08/06/1998 

Dibromochloromethane <5.0 ug/L xia I 08/06/1998 
l,2-Dibromo-3-chloropropane · <10. ug/L xia I 08/06/1998 

1,2-Dibromoethane (EDB) <5.0 ug/L xia I 08/06/1998 
Dichlorodifluorometha.ne <10 . ug/L xia I 08/06/1998 
l,1-Dichloroethane 16. ug/L xia I 08/06/1998 
1,2-Dichloroethane <5 . 0 ug/L xia I 08/06/1998 
1,1-Dichloroethene <5.0 ug/L xia I 08/06/1998 

-. .-: -,.. 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Reporting 

~ Limit 

SW 8240 <50. 

SW 8240 <250 
SW 8240 <250 

SW 8240 <5 . 0 

SW 8240 <5.0 

SW 8240 <5.0 

SW 8240 <10. 

SW 8240 <50 . 

SW 8240 <50 . 

SW 8240 <5.0 

SW 8240 <5.0 

SW 8240 <10. 

SW 8240 <50. 

SW 8240 <5.0 

SW 8240 <10. 

SW 8240 <10 . 

SW 8240 <5.0 

SW 8240 <10. 

SW 8240 <5.0 
SW 8240 <10. 

SW 8240 <5.0 
SW 8240 <5.0 

SW 8240 <5.0 



e 

Mr . Brad Gentry 

HANDEX OF INDIANA 

8579 Zionsville Rd . 

Indianapolis, IN 46268 

Date Received: 07/31/1998 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

08/07/1998 

Job No .: 98 . 05275 

Page 3 of 13 

Job Description: AMPHENOL SITE/ 111291-04 

Sample Number / Sample I.D. Sample Date/ Analyst &c 

Parameters Result Flag Units Date Analyzed 

214352 RW-1 07/30/1998 

trans-1,2-Dichloroethene <5.0 ug/L xia I 08/06/1998 

cis-l,2-Dichloroethene <5.0 ug/L xia I 08/06/1998 

1,2-Dichloropropane <5.0 ug/L xia I 08/06/1998 

e cis-1,3-Dichloropropene <5.0 ug/L xia I 08/06/1998 
trans-l,3-Dichloropropene <5.0 ug/L xia I 08/06/1998 

Ethyl ether <5.0 ug/L xia I 08/06/1998 

Ethyl acetate <10. ug/L xia I 08/06/1998 

Ethylbenzene <5.0 ug/L xia I 08/06/1998 

Ethyl methacrylate <10. ug/L xia I 08/06/1998 

2-Hexanone <50. ug/L xia I 08/06/1998 

Methyl-tert-butyl-ether (MTBE) <10. ug/L xia I 08/06/1998 

Iodomethane <10. ug/L xia I 08/06/1998 

Methylene chloride <10 . ug/L xia I 08/06/1998 

4-Methyl-2-pentanone (MIBK) <25 . ug/L xia I 08/06/1998 

Styrene <5.0 ug/L xia I 08/06/1998 

1,1,2,2-Tetrachloroethane <5.0 ug/L xia I 08/06/1998 

Tetrachloroethene 180. ug/L xia I 08/06/1998 

Toluene <5.0 ug/L xia I 08/06/1998 

1,2,3-Trichloropropane <10. ug/L xia I 08/06/1998 

1,1,l-Trichloroethane 160. ug/L xia I 08/06/1998 
1,1,2-Trichloroethane <5 . 0 ug/L xia I 08/06/1998 
Trichloroethene 140 . dlx5 ug/L xia I 08/07/1998 
Trichlorofluoromethane <5.0 ug/L xia I 08/06/1998 
Vinyl acetate <10 . ug/L xia I 08/06/1998 

,, ~--' 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Reporting 

Method Limit 

SW 8240 <5.0 

SW 8240 <5.0 
SW 8240 <5.0 

SW 8240 <5.0 

SW 8240 <5.0 

SW 8240 <5.0 

SW 8240 <10. 

SW 8240 <5.0 

SW 8240 <10. 

SW 8240 <50. 

SW 8240 <10. 

SW 8240 <10. 

SW 8240 <10. 

SW 8240 <25 . 

SW 8240 <5.0 

SW 8240 <5.0 

SW 8240 <5 . 0 

SW 8240 <5 . 0 

SW 8240 <10. 

SW 8240 <5.0 
SW 8240 <5.0 

SW 8240 <25. 
SW 8240 <5 . 0 

SW 8240 <10. 
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NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

Mr. Brad Gentry 

HANDEX OF INDIANA 

8579 Zionsville Rd. 

Indianapolis, IN 46268 

Date Received : 07/31/1998 

Job Description: AMPHENOL SITE/ 111291-04 

Sample Number/ Sample I.D. 
Parameters 

214352 

Vinyl chloride 

Xylenes, (Total) 

RW-1 

SURR: l,2-Dichloroethane-d4 

SURR : Toluene-dB 

SURR: 4-Bromofluorobenzene 

Result 

<2 . 0 

<5.0 

93 

106 

108 

Sample Date/ 
Flag Units 

07/30/1998 

ug/L 

ug/L 

76-110 

88-llOt 

86-115\ 

08/07/1998 

Job No.: 98.05275 

Page 4 of 13 

Analyst&. 

Date Analyzed 

xia I 08/06/1998 

xia I 08/06/1998 

xia I 08/06/1998 
xia I 08/06/1998 

xia I 08/06/1998 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

SW 8240 

SW 8240 

SW 8240 

SW 8240 

SW 8240 

Reporting 

Limit 

<2.0 

<5.0 



e 

Mr . Brad Gentry 

HANDEX OF INDIANA 

8579 Zionsville Rd . 

Indi anapolis , IN 46268 

Date Received: 07/31/1998 
Job Descripti on: AMPHENOL SITE 

Sample Number / Sample I.D. 

Parameters 

214353 RW-2 

VOLATILE-8240 (AO) 

Acetone 

Acrolein 

e Acrylonitrile 

Benzene 

Bromodichloromethane 

Bromoform 

Bromomethane 

2-Butanone (MEK) 

Carbon disulfide 

Carbon tetrachloride 

Chlorobenzene 

Chloroethane 

2 - Chloroethyl vinyl ether 

Chloroform 

Chloromethane 

Dibromomethane 

Dibromochloromethane 

l,2-Dibromo-3-chloropropane 

l,2-Dibromoethane (EDB) 

Dichlorodifluoromethane 

l,l-Dichloroethane 

l,2-Dichloroethane 

1 , 1-Dichloroethene 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

08/07/1998 

Job No.: 98.05275 

Page 5 of 13 

/ 111291-04 

Sample Date/ Analyst & 

Result Flag Units Date Analyzed 

07/30/1998 

I 
<50. ug/L xia I 08/06/1998 

<250 ug/L xia I 08/06/1998 

<250 ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

<10 . ug/L xia I 08/06/1998 

<50. ug/L xia I 08/06/1998 

<50. ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

<5 . 0 ug/L xia I 08/06/1998 

<10 . ug/L xia I 08/06/1998 

<50. ug/L xia I 08/06/1998 
<5.0 ug/L xia I 08/06/1998 

<lO. ug/L xia I 08/06/1998 
<10. ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 
<10. ug/L xia I 08/06/1998 
<5 . 0 ug/L xia I 08/06/1998 
<10 . ug/L xia I 08/06/1998 
16 . ug/L xia I 08/06/1998 
<5 . 0 ug/L xia I 08/06/1998 
<5.0 ug/L xia I 08/06/1998 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Reporting 

Method Limi t 

SW 8240 <50 . 
SW 8240 <250 

SW 8240 <250 
SW 8240 <5 . 0 

SW 8240 <5 . 0 
SW 8240 <5.0 

SW 8240 <10. 
SW 8240 <50. 

SW 8240 <50. 
SW 8240 <5 . 0 

SW 8240 <5.0 

SW 8240 <lO. 

SW 8240 <50. 

SW 8240 <5.0 

SW 8240 <10. 
SW 8240 <10. 

SW 8240 <5.0 
SW 8240 <10. 
SW 8240 <5.0 
SW 8240 <10. 
SW 8240 <5.0 
SW 8240 <5 . 0 
SW 8240 <5.0 



e 

Mr. Brad Gentry 

HANDEX OF INDIANA 

8579 Zionsville Rd. 

Indianapolis, IN 46268 

Date Received: 07/31/1998 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

08/07/1998 

Job No.: 98.05275 

Page 6 of 13 

Job Description: AMPHENOL SITE/ 111291-04 

Sample Number / Sample I.D. Sample Date/ Analyst & 

Parameters Result Flag Units Date Analyzed 

214353 RW-2 07/30/1998 

trans-1,2-Dichloroethene <5.0 ug/L xia I 08/06/1998 
cis-1,2-Dichloroethene <5.0 ug/L xia I 08/06/1998 

1,2-Dichloropropane <5.0 ug/L xia I 08/06/1998 

cis-1,3-Dichloropropene <5.0 ug/L xia I 08/06/1998 
trans-1,3-Dichloropropene <5.0 ug/L xia I 08/06/1998 

Ethyl ether <5.0 ug/L xia I 08/06/1998 

Ethyl acetate <10. ug/L xia I 08/06/1998 

Ethylbenzene <5.0 ug/L xia I 08/06/1998 

Ethyl methacrylate <10. ug/L xia I 08/06/1998 

2-Hexanone <50. ug/L xia I 08/06/1998 
Methyl-tert-butyl-ether (MTBE) <10. ug/L xia I 08/06/1998 

Iodomethane <10. ug/L xia I 08/06/1998 

Methylene chloride <10. ug/L xia I 08/06/1998 

4-Methyl-2-pentanone (MIBK) <25. ug/L xia I 08/06/1998 

Styrene <5.0 ug/L xia I 08/06/1998 

1,1,2,2-Tetrachloroethane <5.0 ug/L xia I 08/06/1998 

Tetrachloroethene 870. dlxlO ug/L xia I 08/07/1998 

Toluene <5 . 0 ug/L xia I 08/06/1998 

1,2,3-Trichloropropane <10. ug/L xia I 08/06/1998 

1,1,1-Trichloroethane 270. dlxlO ug/L xia I 08/07/1998 
1,1,2-Trichloroethane <5.0 ug/L xia I 08/06/1998 

Trichloroethene 890. dlxlO ug/L xia I 08/07/1998 
Trichlorofluoromethane <5.0 ug/L xia I 08/06/1998 
Vinyl acetate <10. ug/L xia I 08/06/1998 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Reporting 

Method Limit 

SW 8240 <5.0 

SW 8240 <5.0 

SW 8240 <5.0 

SW 8240 <5.0 
SW 8240 <5.0 
SW 8240 <5.0 

SW 8240 <10. 

SW 8240 <5.0 
SW 8240 <10. 

SW 8240 <50. 
SW 8240 <10. 

SW 8240 <10. 

SW 8240 <10. 

SW 8240 <25. 

SW 8240 <5.0 

SW 8240 <5.0 

SW 8240 <50. 

SW 8240 <5.0 

SW 8240 <10. 

SW 8240 <50. 
SW 8240 <5.0 

SW 8240 <50. 
SW 8240 <5.0 

SW 8240 <10. 
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NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

Mr. Brad Gentry 

HANDEX OF INDIANA 

8579 Zionsville Rd. 

Indianapolis, IN 46268 

Date Received: 07/31/1998 

Job Description: AMPHENOL SITE/ 111291-04 

Sample Number/ Sample I.D. 

Parameters 

214353 

. Vinyl chloride 

Xylenes, (Total) 

RW-2 

SURR : l,2-Dichloroethane-d4 

SURR: Toluene-dB 

SURR: 4-Bromofluorobenzene 

- . !:­.-
·r - . 

Result 

<2.0 

<5.0 

93 

106 

106 

Flag 

Sample Date/ 

Units 

07/30/1998 

ug/L 

ug/L 

76-114\ 

88-110\ 

86-115\ 

08/07/1998 

Job No.: 98.05275 

Page 7 of 13 

Analyst & 

Date Analyzed 

xia I 08/06/1998 

xia I 08/06/1998 

xia I 08/06/1998 

xia I 08/06/1998 

xia I 08/06/1998 

Indianapolis Division · 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

SW 8240 

SW 8240 

SW 8240 

SW 8240 

SW 8240 

Reporting 

Limit 

<2.0 

<5.0 
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NET 

Mr . Brad Gentry 

HANDEX OF INDIANA 

8579 Zionsville Rd . 

Indianapolis, IN 46268 

Date Received: 07/31/1998 

Job Description: AMPHENOL SITE 

Sampl e Number / Sample I.D. 
Parameters 

214354 RW-3 

VOLATILE-8240 (AQ) 

Acetone 

Acr olein 

e Acrylonitrile 

Benzene 

Bromodichloromethane 

Bromoform 

Bromomethane 

2-Butanone (MEK) 

Carbon disulfide 

Carbon tetrachloride 

Chlorobenzene 

Chloroethane 

2-Chloroethyl vinyl ether 

Chloroform 

Chloromethane 
Dibromomethane 

Dibromochloromethane 

l , 2-Dibromo-3-chloropropane 

1,2-Dibromoethane (EDB) 

Dichlorodifluoromethane 

1,1-Dichloroethane 

1 , 2-Dichloroethane 

1 , 1-Dichloroethene 

e 
-· :::­.-
' 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

08/07/1998 

Job No .: 98.05275 

Page 8 of 13 

/ 111291-04 

Sample Date/ Analyst&: 

Result Flag Units Date Analyzed 

07/30/1998 

I 
<50. ug/L xia I 08/07/1998 

<250 ug/L xia I 08/07/1998 

<250 ug/L xia I 08/07/1998 
<5.0 ug/L xia I 08/07/1998 

<5.0 ug/L xia I 08/07/1998 

<5.0 ug/L xia I 08/07/1998 

<10. ug/L xia I 08/07/1998 

<50. ug/L xia I 08/07/1998 

<50 . ug/L xia I 08/07/1998 

<5 . 0 ug/L xia I 08/07/1998 

<5.0 ug/L xia I 08/07/1998 

<10. ug/L xia I 08/07/1998 
<50. ug/L xia I 08/07/1998 

<5.0 ug/L xia I 08/07/1998 

<10. ug/L xia I 08/07/1998 

<10. ug/L xia I 08/07/1998 

<5 . 0 ug/L xia I 08/07/1998 

<10. ug/L xia I 08/07/1998 
<5 . 0 ug/L xia I 08/07/1998 
<10. ug/L xia I 08/07/1998 
33 . ug/L xia I 08/07/1998 

<5.0 ug/L xia I 08/07/1998 

<5.0 ug/L xia I 08/07/1998 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Reporting 

~ Limit 

SW 8240 <50. 

SW 8240 <250 

SW 8240 <250 
SW 8240 <5.0 

SW 8240 <5 . 0 

SW 8240 <5.0 

SW 8240 <10 . 

SW 8240 <50 . 

SW 8240 <50. 

SW 8240 <5.0 
SW 8240 <5 . 0 

SW 8240 <10 . 

SW 8240 <50 . 
SW 8240 <5.0 

SW 8240 <10. 
SW 8240 <10. 
SW 8240 <5 . 0 

SW 8240 <10 . 
SW 8240 <5 . 0 
SW 8240 <10 . 
SW 8240 <5.0 

SW 8240 <5.0 

SW 8240 <5.0 



Mr. Brad Gentry 

HANDEX OF INDIANA 

8579 Zionsville Rd. 

Indianapolis, IN 46268 

Date Received: 07/31/1998 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

08/07/1998 

Job No.: 98.05275 

Page 9 of 13 

Job Description: AMPHENOL SITE/ 111291-04 

Sample Number / Sample I.D. Sample Date/ Analyst&. 
Parameters Result Flag Units Date Analyzed 

214354 RW-3 07/30/1998 

trans-1,2-Dichloroethene <5.0 ug/L xia I 08/07/1998 

cis-1,2-Dichloroethene <5.0 ug/L xia I 08/07/1998 
1,2-Dichloropropane <5.0 ug/L xia I 08/07/1998 

e cis-1,3-Dichloropropene <5.0 ug/L xia I 08/07/1998 
trans-1,3-Dichloropropene <5.0 ug/L xia I 08/07/1998 

Ethyl ether <5 . 0 ug/L xia I 08/07/1998 

Ethyl acetate <10. ug/L xia I 08/07/1998 

Ethylbenzene <5.0 ug/L xia I 08/07/1998 

Ethyl methacrylate <10. ug/L xia I 08/07/1998 

2-Hexanone <50. ug/L xia I 08/07/1998 
Methyl-tert-butyl-ether (MTBE) <10. ug/L xia I 08/07/1998 

Iodomethane <10. ug/L xia I 08/07/1998 
Methylene chloride <10. ug/L xia I 08/07/1998 
4-Methyl-2-pentanone (MIBK) <25. ug/L xia I 08/07/1998 

Styrene <5.0 ug/L xia I 08/07/1998 
1,1,2,2-Tetrachloroethane <5.0 ug/L xia I 08/07/1998 
Tetrachloroethene 27. ug/L xia I 08/07/1998 
Toluene <5.0 ug/L xia I 08/07/1998 
1,2,3-Trichloropropane <10 . ug/L xia I 08/07/1998 

1,1,1-Trichloroethane 450 . dlxlO ug/L xia I 08/07/1998 
1 , 1,2-Trichloroethane <5.0 ug/L xia I 08/07/1998 
Trichloroethene 190. ug/L xia I 08/07/1998 
Trichlorofluoromethane <5 . 0 ug/L xia I 08/07/1998 
Vinyl acetate <10. ug/L xia I 08/07/1998 

. .s.-

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Reporting 

Method Limit 

SW 8240 <5.0 

SW 8240 <5.0 

SW 8240 <5 . 0 

SW 8240 <5.0 
SW 8240 <5.0 

SW 8240 <5.0 

SW 8240 <10. 

SW 8240 <5.0 

SW 8240 <10. 

SW 8240 <50 . 
SW 8240 <10. 

SW 8240 <10. 

SW 8240 <10. 

SW 8240 <25. 

SW 8240 <5.0 

SW 8240 <5.0 
SW 8240 <5.0 

SW 8240 <5.0 
SW 8240 <10. 

SW 8240 <50. 
SW 8240 <5.0 
SW 8240 <5.0 
SW 8240 <5.0 

SW 8240 <10 . 



e 
NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

Mr. Brad Gentry 

HANDEX OF INDIANA 

8579 Zionsville Rd. 

Indianapolis, IN 46268 

Date Received: 07/31/1998 

Job Description: AMPHENOL SITE/ 111291-04 

Sample Number/ Sample I.D. 

Parameters 

e 

214354 

Vinyl chloride 

Xylenes, (Total) 

RW-3 

SURR: l,2-Dichloroethane-d4 

SURR : Toluene-de 

SURR: 4-Bromofluorobenzene 

Result 

<2 . 0 

<5.0 

90 

106 

109 

Flag 

Sample Date/ 

Units 

07/30/1998 

ug/L 

ug/L 

76-114\ 

88-110\ 

86-115\ 

08/07/1998 

Job No.: 98.05275 

Page 10 of 13 

Analyst & 

Date Analyzed 

xia I 08/07/1998 

xia I 08/07/1998 

xia I 08/07/1998 

xia I 08/07/1998 

xia I 08/07/1998 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

SW 8240 

SW 8240 

SW 8240 

SW 8240 

SW 8240 

Reporting 

Limit 

<2.0 

<5.0 
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Mr . . Brad Gentry 

HANDEX OF INDIANA 
8579 Zionsville Rd. 

Indianapolis, IN 46268 

Date Received: 07/31/1998 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

08/07/1998 

Job No.: 98.05275 

Page 11 of 13 

Job Description: AMPHENOL SITE/ 111291-04 

Sample Number / Sample I.D. Sample Date/ Analyst & 

Parameters Result Flag Units Date Analyzed 

214355 EFFLUENT 07/30/1998 

VOLATILE-8240 (AQ) I 
Acetone <50. ug/L xia I 08/06/1998 

Acrolein <250 ug/L xia I 08/06/1998 

Acrylonitrile <250 ug/L xia I 08/06/1998 

Benzene <5.0 ug/L xia I 08/06/1998 

Bromodichloromethane <5 . 0 ug/L xia I 08/06/1998 

Bromoform <5.0 ug/L xia I 08/06/1998 

Bromomethane <10. ug/L xia I 08/06/1998 

2-Butanone (MEK) <50. ug/L xia I 08/06/1998 

Carbon disulfide <50. ug/L xia I 08/06/1998 
Carbon tetrachloride <5.0 ug/L xia I 08/06/1998 

Chlorobenzene <5.0 ug/L xia I 08/06/1998 

Chloroethane <10 . ug/L xia I 08/06/1998 

2-Chloroethyl vinyl ether <50. ug/L xia I 08/06/1998 

Chloroform <5.0 ug/L xia I 08/06/1998 
Chloromethane <10. ug/L xia I 08/06/1998 

Dibromomethane <10, ug/L xia I 08/06/1998 
Dibromochloromethane <5.0 ug/L xia I 08/06/1998 

l ,2 -Dibromo-3-chloropropane <10. ug/L xia I 08/06/1998 

1,2-Dibromoethane (EDB) <5.0 ug/L xia I 08/06/1998 
Dichlorodifluoromethane <10. ug/L xia I 08/06/1998 
1,1-Dichloroethane <5 . 0 ug/L xia I 08/06/1998 
1,2-Dichloroethane <5.0 ug/L xia I 08/06/1998 
1,1-Dichloroethene <5.0 ug/L xia I 08/06/1998 

-. ,.;:-

., -·-· 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Reporting 

Method Limit 

SW 8240 <50. 

SW 8240 <250 

SW 8240 <250 
SW 8240 <5.0 

SW 8240 <5.0 

SW 8240 <5.0 

SW 8240 <10. 

SW 8240 <50. 
SW 8240 <50. 
SW 8240 <5.0 
SW 8240 <5.0 

SW 8240 <10. 
SW 8240 <50. 

SW 8240 <5.0 
·SW 8240 <10. 

SW 8240 <10. 
SW 8240 1 <5, 0 

SW 8240 <10. 

SW 8240 <5 . 0 
SW 8240 <10 , 

SW 8240 <5 , 0 

SW 8240 <5.0 

SW 8240 <5.0 
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Mr. Brad Gentry 

HANDEX OF INDIANA 

8579 Zionsville Rd. 

Indianapolis, IN 46268 

Date Received: 07/31/1998 

Job Description: AMPHENOL SITE 

Sample Number / Sample I.D. 
Parameters 

214355 EFFLUENT 

trans-1,2-Dichloroethene 

cis-1,2-Dichloroethene 

1,2-Dichloropropane 

cis - 1,3-Dichloropropene 

trans-1,3-Dichloropropene 

Ethyl ether 

Ethyl acetate 

Ethylbenzene 

Ethyl methacrylate 

2-Hexanone 

Methyl-tert-butyl-ether (MTBE) 

Iodomethane 

Methylene chloride 

4-Methyl-2-pentanone (MIBK) 

Styrene 

1,1,2,2-Tetrachloroethane 

Tetrachloroethene 

Toluene 

1,2,3-Trichloropropane 

1,1,1-Trichloroethane 

1,1,2-Trichloroethane 

Trichloroethene 

Trichlorofluoromethane 

Vinyl acetate 

-. ::..-
:-

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

08/07/1998 

Job No.: 98.05275 

Page 12 of 13 

/ 111291-04 

Sample Date/ Analyst & 

Result Flag Units Date Analyzed 

07/30/1998 

<5.0 ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

<10. ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

<10. ug/L xia I 08/06/1998 

<50. ug/L xia I 08/06/1998 

<10. ug/L xia I 08/06/1998 
<10. ug/L xia I 08/06/1998 

<10. ug/L xia I 08/06/1998 

<25. ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

<10. ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

<5 . 0 ug/L xia I 08/06/1998 

<5.0 ug/L xia I 08/06/1998 

<10 . ug/L xia I 08/06/1998 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Reporting 

Method Limit 

SW 8240 <5.0 

SW 8240 <5.0 

SW 8240 <5.0 
SW 8240 <5.0 

SW 8240 <5.0 
SW 8240 <5.0 

SW 8240 <10. 
SW 8240 <5.0 

SW 8240 <10. 

SW 8240 <50. 

SW 8240 <10. 

SW 8240 <10. 

SW 8240 <10. 

SW 8240 <25. 

SW 8240 <5 . 0 

SW 8240 <5 . 0 

SW 8240 <5.0 

SW 8240 <5.0 

SW 8240 <10. 

SW 8240 <5.0 

SW 8240 <5.0 
SW 8240 <5.0 
SW 8240 <5.0 

SW 8240 <10. 
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NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

Mr. Brad Gentry 

HANDEX OF INDIANA 

8579 Zionsville Rd. 

Indianapolis, IN 46268 

Date Received: 07/31/1998 

Job Description: AMPHENOL SITE/ 111291-04 

Sample Number/ Sample I.D. 

Parameters 

. 214355 

Vinyl chloride 

Xylenes, (Total) 

EFFLUENT 

SORR: l,2-Dichloroethane-d4 

SURR: Toluene-dB 

SURR: 4 - Bromofluorobenzene 

-1,:..•· 

Result 

<2.0 

<5.0 

94 

108 

107 

Flag 

Sample Date/ 

Units 

07/30/1998 

ug/L 

ug/L 

76-114\ 

88-110\ 

86-115\ 

08/07/1998 

Job No .: 98.05275 

Page 13 of 13 

Analyst & 

Date Analyzed 

xia I 08/06/1998 

xia I 08/06/1998 

xia I 08/06/1998 

xia I 08/06/1998 

xia I 08/06/1998 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

SW 8240 

SW 8240 

SW 8240 

SW 8240 

SW 8240 

Reporting 

Limit 

<2.0 

<5.0 
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< 

mg/L 

ug/L 

mg/kg 

ug/kg 

a 

b 

C 

dl 

d2 

e 

f 

h 

i 

j 

k 

l 

m 

0 

p 

q 

r 

s 

u 

uj 

TCLP 

ICP 
GFAA 

\ • Dry Weight 

f 

:: ­.. ~ 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

KEY TO ABBREVIATIONS 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Less than; when appearing in the results column indicates the analyte was not detected 
at or above the reported value. 

Concentration in units of milligrams of analyte per Liter of sample. Measurement used 
for aqueous samples. Can also be expressed as parts per million (ppm). 

Concentration in units of micrograms of analyte per Liter of sample. Measurement used 
for aqueous samples. Can also be expressed as parts per billion (ppbl. 

Concentration in units of milligrams of analyte per kilogram of sample. Measurement 
used for non-aqueous samples. Can also be expressed as parts per million (ppm). 

Concentration in units of micrograms of analyte per kilogram of sample. Measurement 
used for non- aqueous samples. Can also be expressed as parts per billion (ppb). 

Indicates the sample concentration was quantitated using a diesel fuel standard. 

Indicates the analyte of interest was also found in the method blank. 

Samples resembles unknown Hydrocarbon. 

Indicates the analyte has elevated reporting limit due to high concentration. 

Indicates the analyte has elevated reporting limit due to matrix. 

Indicates the reported concentration is estimated. 

Indicates the sample concentration was quantitated using a fuel oil standard. 

Indicates the sample concentration was quantitated using a gasoline standard. 

Indicates the sample was analyzed past holding time. 

Indicates the sample spike concentration was insufficient, due to high analyte concentration in the sample. 

Indicates the reported concentration is below the Reporting Limit. 

Indicates the sample concentration was quantitated using a kerosene standard . 

Indicates an MS/MSD was not analyzed du,e to insufficient sample . An LCS duplicate has been provided. 

Indicates the sample concentration was quantitated using a mineral spirits standard. 

Indicates the sample concentration was quantitated using a motor oil standard. 

Indicates the sample was post spiked due to sample matrix. 

Indicates MS/MSD exceeded control limits. All other QCis were in control. 

Indicates the sample was received past holding time. 

Indicates the sample concentration was quantitated using a stoddard solvent standard. 

Indicates the sample was received improperly preserved and/or contained. 

lndicates the result is under the reporting limit and considered an estimated concentration. 

Indicates the Toxicity Characteristic Leaching Procedure was performed for this analysis . . 

Indicates the analysis was performed using Inductively Coupled Plasma Spectroscopy. 
Indicates the analysis was performed using Graphite Furnace Atomic Absorption Spectroscopy. 

Percent; To convert ppm tot, divide the result by 10,000. 
To convert\ to ppm, multiply the result by 10,000 . 

Reporting limits are elevated due to insufficient sample submitted by client. 

When indicated, the results are reported on a dry weight basis. The contribution of the 
moisture content in the sample is subtracted when calculating the concentration of the analyte. 
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NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

SAMPLED BY~ 
I cd~ c..rC. 

(PRINT NAME) 

(PRINT NAME) 

DATE TIME SAMPLE ID/DESCRIPTION 

~ 10·.S"(., 

~--t 

CHAIN OF CUSTODY.CORD 
COMPANY J:!c,...~x 
ADDRESS 8SJ?( :Z..100SY; I/<::. n...j 10dpb \1':> Yl..1./o'& 
PHONE 3 \]- 2."1.:?5- ¼ 1-'-{ 0 FAX ~ \J- 7....'L l$ - lc""2.. 'f > 
PROJECT NAME/LOCATION ~A"\~{'~+\~£.-~_D_L _________ _ 
PROJECT NUMBER I I I 1.. q I - <::)'-\ 
PROJECT MANAGER Y:>c9d (:,.en:t { '( 

ANALYSES 

0 
SIGNATURE y 

# andTyP& of rJ Containers \)0 
I 

X CD 0. 8 
.... a: 

ii: :i:: 0 w 
· ~ ~ 

::; 0 0 
~ 0 z V) i:: :c .. "' ::; (!) 0 z :i:: :i:: 0 ::> 

X 

CONDITION OF SAMPLE: BOTILESINTACT~ COC SEALS PRESENT AND INTA~O 
FIELD FILTERED? VOLATILES FREE OF HEADSPAC . / NO 

SAMPLE REMAINDER DISPOSAL: RETURN SAMPLE REMAINDER TO CLIENT VIA 
I REQUEST NET TO DISPOSE OF ALL SAMPLE REMAINDERS 

~ .v-

PT 1 • ORIGINAL - WHITE PT 2 • NET PROJECT MANAGER · YELLOW PT 3 · CUSTOMER COPY · PINK 

REPORT TO: 

.. I • • 

'Bro.d l<-V\±r~ ~~ .,_ 
INVOICE TO: 55 Y"'<'~ . ., 

P.O. NO. ___________ _ 

NET QUOTE NO. _________ _ 

To assist us in selecting the eroeer method 

Is this wor1< being conducted tor regulatory 
compliance monijoring? Yes~ No __ 

Is this wor1< being conducted tor regulatory 
enforcement action? Yes __ No.lSJ_ 

Which regulations apply: RCRA .Ja_ NPDES Wastewater __ 
UST __ Drinking Water __ 
Other __ None __ 

COMMENTS 

Nol"""'"" 

,.., 
~ 

TEMPERATURE UPON ~T: .:S' <-
Bottles supplied by NET? NO 

DATE 

I J3t> 
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June 29, 1998 

Mr. Sam Waldo 
Director, Environmental Affairs 
AMPHENOL CORPORATION 
World Headquarters 
358 Hall Avenue 
Wallingford, CT 06492 

Re: OPERATION AND MAINTENANCE OF THE INTERIM CORRECTIVE MEASURE 
Former Amphenol Facility 
980 Hurricane Road 
Franklin, Indiana 

Dear Mr. Waldo: 

Enclosed, please find a summary of the operation and maintenance (O&M) and gauging activities 
completed by Handex Environmental, Inc. (Handex) at the above-referenced site. This report summarizes 
the activities completed during the May 22 to June 19, 1998 reporting period. Handex personnel inspected 
the site on a biweekly basis to monitor system operations and ground water recovery and treatment. 

Groundwater Level Measurements 
On June 5, 1998, Handex personnel gauged the monitoring well network at the site using an electronic 
oil/water interface probe to determine the depth to water and the presence or absence of liquid-phase 
hydrocarbons. Depth to water beneath the site ranged from 7.5 feet below grade in MW-9 to 16.51 feet 
below grade in MW-22. Liquid-phase hydrocarbons were not detected within the monitoring and recovery 
well network at the site. The submersible pumps for all of the recovery wells were pumping while well 
gauging activities were performed. Figure 1 is a site plan illustrating pertinent site features and well 
locations. The groundwater elevation data is summarized in Attachment A, and a groundwater contour map 
has been included as Figure 2. 

Groundwater Treatment System 
During this reporting period, approximately 678,389 gallons of groundwater were treated and discharged 
from recovery wells RW-1, RW-2, and RW-3. Based on data provided by EMCON and Handex field data 
sheets, the total volume of groundwater recovered to date is approximately 14,173,968 gallons. Attachment 
B includes a table and a graph illustrating the recovery rates to date, and Attachment C contains copies of 
Field Data Sheets completed by Handex personnel. 

Handex personnel mobilized to the site on June 5, 1998 to perform biweekly and monthly O&M activities. 
The recovery system was fully operational upon arrival. 

Handex mobilized to the site on June 19, 1998 to perform biweekly O&M activities. The recovery system 
was fully operational upon arrival at the site. Currently, all of the recovery wells are operational. 

Groundwater Sampling and Analysis 
No groundwater treatment system samples were collected during this reporting period. The next sampling 
event is scheduled for the week ending August I, 1998. 

8579 Zionsville Road, Indianapolis, IN 46268 • (317) 228-6240 • Fax: (317) 228-6243 



-Amphenol 
.phenol Corporation 

World Headquarters 
358 Hall Avenue 
P.O. Box 5030 
Wallingford , CT 06492 
Telephone (203) 265-8900 
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July 7, 1998 

Mr. William Buller - DRE-9J 
Enforcement and Compliance Assurance Branch 
U. S. Environmental Protection Agency, Region 5 
77 West Jackson Boulevard 
Chicago, IL 60604-3590 

Re: Franklin Power Products/ Amphenol Corporation, Franklin, IN 
IND 044 587 848 

Dear Mr. Buller: 

Pursuant to our conversation on Friday, March 13, 1998, I have enclosed a copy of the most 
recent O & M summary for the ICM. As I noted in my earlier letters, I am prepared to continue to 
send these reports to you on a voluntary basis although I would suggest that the submittal 
frequency coincide with the schedule presented in the draft AOC, e.g., every six months. 

Please let me know if you have any questions regarding the above. 

Samuel S. Waldo 
Director, Environmental Affairs 



Mr. Sam Waldo 
June 29, 1998 
Page 2 

Influent and effluent water samples were collected from the remediation system on May 8, 1998. The 
results of the sampling event were summarized in the May 1998 Operation and Maintenance of the Interim 
Corrective Measure report. Since the report was issued, Handex has received a revised version of the 
laboratory analytical report from National Environmental Testing, Inc. CNEn located in Indianapolis, 
Indiana. The revised analytical report indicates that the detection limits for some of the constituents listed 
for recovery well RW-3 were actually lower than originally reported. A complete copy of the revised 
analytical report is included as Attachment D. 

Schedule of Activities 
Biweekly and monthly site inspections and O&M activities will continue. Site visits are scheduled for the 
weeks ending July 4 and July 18, 1998. The infonnation from these site inspections will be summarized in 
the July 1998 progress report. 

Should you have any questions regarding this site or information summarized within this report, please do 
not hesitate to contact this office at (317) 228-6240. Handex appreciates the opportunity to provide 
environmental services to Amphenol Corporation. 

Sincerely, 

HANDEX ENVIRONMENTAL, INC. 

;~fld,e_~ 
Bradley~try . 
Hydrogeologist 

Attachments 
cc: Mr. Jim Keith, Earth Tech, Bloomington, IN 

Mr. John Kneebone, Marine Corporation of America 

½~ 
Jay T. Simonds 
Project Manager 
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FORMER AMPHENOL FACILITY 
GROUNDWATER TABLE CONTOUR MAP 
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Groundwater Level Measurements 
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e 
Fonner Amphenol Facility 

980 Hurricane Road 
Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 
11n/95 
4/12/96 
5/29/96 
6/4/96 
7/8/96 11 .84 
8/1/96 12.04 

9/12/96 12.58 
10/17/96 12.37 
11/25/96 12.26 
12/11/96 12.02 
1/24/97 11.71 
2/21/97 11.85 
3/14/97 11.48 
4/11/97 11 .94 

517/97 11 .98 
6/5/97 11.37 
7/3/97 11 .73 
8/4/97 12.25 

9/29/97 12.46 
10/10/97 12.68 
11/10/97 12.80 

12/1/97 12.93 
1/16/98 13.06 
2/4/98 13.11 

3/25/98 12.05 
4/10/98 12.00 

5/8/98 11 .60 
6/5/98 11.80 

720.41 
720.21 
719.67 
719.88 
719.99 
720.23 
720.54 
720.40 
720.77 
720.31 
720.27 
720.88 
720.52 
720.00 
719.79 
719.57 
719.45 
719.32 
719.19 
719.14 
720.20 
720.25 
720.65 
720.45 

~ HANDEX® 
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Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

11.14 
4/12/96 12.09 
5/29/96 9.41 
6/4/96 10.11 
7/8/96 10.44 
8/1/96 10.63 

9/12/96 10.85 
10/17/96 10.97 
11/25/96 10.82 
12/11/96 10.79 

1/24/97 10.55 
2/21/97 10.80 
3/14/97 10.51 
4/11/97 10.76 

5n/97 10.79 
6/5/97 10.18 
7/3/97 10.49 
8/4/97 10.78 

9/29/97 10.93 
10/10/97 11 .02 
11/10/97 11.12 

12/1/97 11.18 
1/16/98 11 .21 
2/4/98 11.30 

3/25/98 10.78 
4/10/98 10.67 

5/8/98 10.48 
6/5/98 10.70 

716.62 
719.30 
718.60 
718.27 
718.08 
717.86 
717.74 
717.89 
717.92 
718.16 
717.91 
718.20 
717.95 
717.92 
718.53 
718.22 
717.93 
717.78 
717.69 
717.59 
717.53 
717.50 
717.41 
717.93 
718.04 
718.23 
718.01 
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Fonner Amphenol Facility 

980 Hurricane Road 
Franklin, Indiana 

Ground Water Level Measurements 

13.15 
7/8/96 14.03 
8/1/96 14.53 

9/12/96 15.33 
10/17/96 15.33 
11/25/96 15.29 
12/11/96 14.95 
1/24/97 14.50 
2/21/97 14.50 
3/14/97 14.06 
4/11/97 14.42 
5/12/97 14.59 
6/5/97 13.53 
7/3/97 14.09 
8/4/97 14.90 

9/29/97 15.53 
10/10/97 15.75 
11/10/97 16.08 

12/1/97 17.24 
1/16/98 16.32 
2/4/98 16.40 

3/25/98 15.39 
4/10/98 15.00 

5/8/98 14.27 
6/5/98 14.44 

721 .21 
720.04 
721 .53 
723.28 
723.29 
722.41 
721 .91 
721 .11 
721 .11 
721.15 
721.49 
721.94 
721 .94 
722.38 
722.02 
721.85 
722.91 
722.35 
721 .54 
720.91 
720.69 
720.36 
719.20 
720.12 
720.04 
721.05 
721 .44 
722.17 
722.00 

&. H ® ¥ ANDEX 
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MW-9 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

9.70 
11.47 
9.46 
3.94 
5.81 
6.90 
7.65 
9.23 

10/17/96 9.64 
11/25/96 9.53 
12/11/96 9.18 

1/24/97 7.66 
2/21/97 7.70 
3/14/97 6.68 
4/11/97 7.54 
5/12/97 7.97 
6/5/97 5.63 
7/3/97 7.13 
8/4/97 8.44 

9/29/97 9.82 
10/10/97 10.17 
11/10/97 10.84 

12/1/97 11 .16 
1/16/98 11.25 
2/4/98 11 .28 

3/25/98 9.70 
4/10/98 8.70 

5/8/98 6.95 
6/5/98 7.50 

723.40 
723.51 
723.86 
725.38 
725.34 
726.36 
725.50 
725.07 
727.41 
725.91 
724.60 
723.22 
722.87 
722.20 
721 .88 
721.79 
721 .76 
723.34 
724.34 
726.09 
725.54 

~ HANDEX® 



e 
Former Amphenol Facility 

980 Hurricane Road 
Franklin, Indiana 

Ground Water Level Measurements 

16.47 
16.32 

12/11/96 16.12 
1/24/97 15.89 
2/21/97 15.96 
3/14/97 15.66 
4/11/97 16.07 

517/97 16.09 
6/5/97 15.85 
7/3/97 15.64 
8/4/97 16.36 

9/29/97 16.57 
10/10/97 16.70 
11/10/97 16.90 

12/1/97 17.00 
1/16/98 17.20 
2/4/98 17.20 

3/25/98 16.26 
4/10/98 16.12 

5/8/98 15.79 
6/5/98 16.00 

721 .31 
721.07 
720.50 
720.22 
719.79 
719.91 
720.06 
720.26 
720.49 
720.42 
720.72 
720.31 
720.29 
720.53 
720.74 
720.02 
719.81 
719.68 
719.48 
719.38 
719.18 
719.18 
720.12 
720.26 
720.59 
720.38 
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Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 734.03 10.35 
11n195 12.16 
4/12/96 9.70 
5/29/96 6.30 
6/4/96 7.63 
7/8/96 8.58 
8/1/96 8.93 

9/12/96 10.39 
10/17/96 10.56 
11/25/96 9.82 
12/11/96 9.64 

1/24/97 8.57 
2/21/97 8.86 
3/14/97 8.00 
4/11/97 8.87 
5/12/97 9.13 
6/5/97 7.55 
7/3/97 8.70 
8/4/97 9.70 

9/29/97 10.85 
10/10/97 11.08 
11/10/97 11.66 

12/1/97 11 .80 
1/16/98 11 .68 
2/4/98 11.80 

3/25/98 10.08 
4/10/98 9.26 

5/8/98 8.22 
6/5/98 8.78 

723.68 
721.87 
724.33 
727.73 
726.40 
725.45 
725.10 
723.64 
723.47 
724.21 
724.39 
725.46 
725.17 
726.03 
725.16 
724.90 
726.48 
725.33 
724.33 
723.18 
722.95 
722.37 
722.23 
722.35 
722.23 
723.95 
724.77 
725.81 
725.25 
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MW-21 

Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 737.91 
11/7/95 
4/12/96 
5/29/96 
6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 16.11 
3/14/97 15.64 
4/11/97 16.05 
5/12/97 16.20 
6/5/97 15.18 
7/3/97 15.72 
8/4/97 16.48 

9/29/97 17.10 
10/10/97 17.31 
11/10/97 17.61 

12/1/97 17.78 
1/16/98 17.87 
2/4/98 17.98 

3/25/98 16.92 
4/10/98 16.56 

5/8/98 15.92 
6/5/98 16.08 

721.10 
719.99 
721.43 
723.09 
723.09 
722.24 
721.75 
721 .02 
721.02 
721 .06 
721 .38 
721 .81 
721.80 
722.27 
721.86 
721.71 
722.73 
722.19 
721.43 
720.81 
720.60 
720.30 
720.13 
720.04 
719.93 
720.99 
721.35 
721.99 
721.83 
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MW-22 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

16.74 
5/29/96 15.52 
6/4/96 15.63 
7/8/96 16.22 
8/1/96 16.58 

9/12/96 17.15 
10/17/96 17.04 
11/25/96 16.99 
12/11/96 16.76 

1/24/97 16.46 
2/21/97 . 16.50 
3/14/97 16.15 
4/11/97 16.47 

517/97 17.55 
6/5/97 15.88 
7/3/97 16.34 
8/4/97 16.86 

9/29/97 17.26 
10/10/97 17.43 
11/10/97 17.65 

12/1/97 17.80 
1/16/98 18.00 
2/4/98 18.05 

3/25/98 17.00 
4/10/98 16.75 

5/8/98 16.35 
6/5/98 16.51 

721.14 
721.49 
721.17 
720.09 
721 .76 
721 .30 
720.78 
720.38 
720.21 
719.99 
719.84 
719.64 
719.59 
720.64 
720.89 
721.29 
721 .13 
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Former Amphenol Facility 

e 980 Hurricane Road 
Franklin, Indiana 

Ground Water Level Measurements 

,J;?!I>,,. 
trWa 

., 

;,i)'(f ~r.:1 

8/29/95 736.02 15.59 720.43 
11/7/95 16.41 719.61 
4/12/96 15.29 720.73 
5/29/96 13.77 722.25 
6/4/96 13.80 722.22 
7/8/96 14.54 721.48 
8/1/96 15.01 721 .01 

9/12/96 15.61 720.41 
10/17/96 15.66 720.36 
11/25/96 15.61 720.41 
12/11/96 15.33 720.69 

1/24/97 14.96 721 .06 
2/21/97 15.24 720.78 
3/14/97 14.62 721.40 
4/11/97 14.96 721 .06 

5/7/97 15.04 720.98 
6/5/97 14.20 721 .82 
7/3/97 14.62 721.40 
8/4/97 15.30 720.72 

9/29/97 15.79 720.23 
10/10/97 15.98 720.04 
11/10/97 16.18 719.84 

12/1/97 16.33 719.69 
1/16/98 16.48 719.54 
2/4/98 16.53 719.49 

3/25/98 15.65 720.37 
4/10/98 15.44 720.58 

5/8/98 14.83 721 .19 
6/5/98 15.00 721 .02 

er.. H ® 
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e Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 
11rT/95 
4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 12.16 

9/12/96 13.48 
10/17/96 13.60 
11/25/96 13.42 
12/11/96 13.08 

1/24/97 12.14 
2/21/97 12.25 
3/14/97 11.48 
4/11/97 12.18 
5/12/97 12.41 
6/5/97 10.45 
7/3/97 11.78 
8/4/97 12.78 

9/29/97 13.83 
10/10/97 14.09 
11/10/97 14.61 

12/1/97 14.86 
1/16/98 14.90 
2/4/98 15.00 

3/25/98 13.57 
4/10/98 12.92 

5/8/98 11.70 
6/5/98 12.06 

722.93 
721 .37 
723.22 
726.86 
725.92 
724.77 
724.23 
722.91 
722.79 
722.97 
723.31 
724.25 
724.14 
724.91 
724.21 
723.98 
725.94 
724.61 
723.61 
722.56 
722.30 
721.78 
721.53 
721.49 
721.39 
722.82 
723.47 
724.69 
724.33 

_;~·- HANDEX® -~~ 



e 
Fonner Amphenol Facility 

980 Hurricane Road 
Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 15.37 
11nt95 16.66 
4/12/96 15.01 
5/29/96 13.23 
6/4/96 13.44 
7/8/96 14.38 
8/1/96 14.79 

9/12/96 15.62 
10/17/96 15.56 
11/25/96 15.45 
12/11/96 15.11 

1/24/97 14.63 
2/21/97 14.75 
3/14/97 14.28 
4/11/97 14.71 
5/12/97 14.88 
6/5/97 13.78 
7/3/97 14.40 
8/4/97 15.12 

9/29/97 15.82 
10/10/97 16.02 
11/10/97 16.36 

12/1/97 16.52 
1/16/98 16.46 
2/4/98 16.58 

3/25/98 15.42 
4/10/98 15.06 

5/8/98 14.40 
6/5/98 14.67 

721 .26 
719.97 
721 .62 
723.40 
723.19 
722.25 
721 .84 
721.01 
721.07 
721.18 
721 .52 
722.00 
721 .88 
722.35 
721 .92 
721 .75 
722.85 
722.23 
721 .51 
720.81 
720.61 
720.27 
720.11 
720.17 
720.05 
721.21 
721 .57 
722.23 
721 .96 
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Former Amphenol Facility 

980 Hurricane Road 
Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 17.03 
1117/95 18.19 
4/12/96 16.72 
5/29/96 15.21 
6/4/96 15.32 
7/8/96 16.12 
8/1/96 16.54 

9/12/96 17.25 
10/17/96 17.20 
11/25/96 17.10 
12/11/96 16.81 
1/24/97 16.39 
2/21/97 16.49 
3/14/97 16.05 
4/11/97 16.41 
5/12/97 16.57 
6/5/97 15.66 
7/3/97 16.17 
8/4/97 16.84 

9/29/97 17.41 
10/10/97 17.61 
11/10/97 17.91 

12/1/97 18.08 
1/16/98 18.10 
2/4/98 18.20 

3/25/98 17.10 
4/10/98 16.79 

5/8/98 16.20 
6/5/98 16.40 

719.85 
721.32 
722.83 
722.72 
721 .92 
721.50 
720.79 
720.84 
720.94 
721 .23 
721 .65 
721.55 
721 .99 
721.63 
721 .47 
722.38 
721 .87 
721.20 
720.63 
720.43 
720.13 
719.96 
719.94 
719.84 
720.94 
721.25 
721 .84 
721.64 
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Former Amphenol Facility 

980 Hurricane Road 
Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 737.61 16.83 
1117/95 17.99 
4/12/96 16.46 
5/29/96 15.01 
6/4/96 15.19 
7/8/96 16.04 
8/1/96 16.40 

9/12/96 17.15 
10/17/96 17.02 
11/25/96 16.93 
12/11/96 16.61 

1/24/97 16.24 
2/21/97 16.31 
3/14/97 15.91 
4/11/97 16.30 
5/12/97 16.41 
6/5/97 15.57 
7/3/97 16.06 
8/4/97 16.70 

9/29/97 17.25 
10/10/97 17.44 
11/10/97 17.86 

12/1/97 17.86 
1/16/98 17.81 
2/4/98 17.95 

3/25/98 16.80 
4/10/98 16.53 

5/8/98 15.98 
6/5/98 16.30 

720.78 
719.62 
721 .15 
722.60 
722.42 
721.57 
721 .21 
720.46 
720.59 
720.68 
721.00 
721.37 
721.30 
721 .70 
721 .31 
721 .20 
722.04 
721.55 
720.91 
720.36 
720.17 
719.75 
719.75 
719.80 
719.66 
720.81 
721.08 
721.63 
721 .31 
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- Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

15.93 
14.95 

5/29/96 14.10 
6/4/96 14.38 
7/8/96 14.84 
8/1/96 15.06 

9/12/96 15.28 
10/17/96 15.58 
11/25/96 15.13 
12/11/96 14.98 

1/24/97 14.71 
2/21/97 14.95 
3/14/97 14.70 
4/11/97 14.92 

5/7/97 14.93 
6/5/97 14.37 
7/3/97 14.75 
8/4/97 15.28 

9/29/97 15.33 
10/10/97 15.42 
11/10/97 15.52 
12/1/97 15.80 
1/16/98 15.70 
2/4/98 15.80 

3/25/98 15.44 
4/10/98 15.18 

5/8/98 15.05 
6/5/98 15.20 

719.30 
718.91 
719.89 
720.74 
720.46 
720.00 
719.78 
719.56 
719.26 
719.71 
719.86 
720.13 
719.89 
720.14 
719.92 
719.91 
720.47 
720.09 
719.56 
719.51 
719.42 
719.32 
719.04 
719.14 
719.04 
719.40 
719.66 
719.79 
719.64 
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RW-1 

Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 
1117/95 
4/12/96 
5/29/96 10.84 
6/4/96 11.12 
7/8/96 11.28 
8/1/96 NR (2) 

9/12/96 11 .55 
10/17/96 12.50 
11/25/96 11 .23 
12/11/96 11 .06 
1/24/97 10.90 
2/21/97 11 .06 
3/14/97 10.73 
4/11/97 10.98 

517/97 11 .02 
6/5/97 10.48 
7/3/97 10.86 
8/4/97 11.72 

9/29/97 12.75 
10/10/97 11.50 
11/10/97 11 .60 

12/1/97 13.00 
1/16/98 11.90 
2/4/98 11 .90 

3/25/98 12.96 
4/10/98 12.50 

5/8/98 12.10 
6/5/98 12.30 

728.39 
NA 

719.95 
720.13 
719.85 
719.69 

NA 
719.42 
718.47 
719.74 
719.91 
720.07 
719.91 
720.24 
719.99 
719.95 
720.49 
720.11 
719.25 
718.22 
719.47 
719.37 
717.97 
719.07 
719.07 
718.01 
718.47 
718.87 
718.67 
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e 
Former Amphenol Facility 

980 Hurricane Road 
Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 732.05 4.42 (1) 

1117/95 NR (2) 

4/12/96 12.72 
5/29/96 11.50 
6/4/96 11 .88 
7/8/96 12.48 
8/1/96 12.76 

9/12/96 13.25 
10/17/96 12.86 
11/25/96 12.26 
12/11/96 11 .89 

1/24/97 11.76 
2/21/97 11.80 
3/14/97 11.45 
4/11/97 11 .84 

517/97 11.85 
6/5/97 11.43 
7/3/97 11.61 
8/4/97 12.10 

9/29/97 12.90 
10/10/97 12.42 
11/10/97 13.10 

12/1/97 12.62 
1/16/98 12.90 
2/4/98 12.95 

3/25/98 13.10 
4/10/98 13.10 

5/8/98 12.80 
6/5/98 12.20 

727.63 
NA 

719.33 
720.55 
720.17 
719.57 
719.29 
718.80 
719.19 
719.79 
720.16 
720.29 
720.25 
720.60 
720.21 
720.20 
720.62 
720.44 
719.95 
719.15 
719.63 
718.95 
719.43 
719.15 
719.10 
718.95 
718.95 
719.25 
719.85 
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e Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

NR (2) 

13.07 
11.73 
12.68 
13.26 
13.10 
13.40 
12.78 
12.68 
12.51 
12.26 
12.20 
11 .90 
12.23 

517197 12.23 
6/5/97 11.68 
7/3/97 12.00 
8/4/97 14.00 

9/29/97 14.20 
10/10/97 13.18 
11/10/97 14.52 

12/1/97 15.60 
1/16/98 13.76 
2/4/98 13.80 

3/25/98 15.46 
4/10/98 15.00 

5/8/98 13.50 
6/5/98 14.10 

720.41 
720.51 
720.68 
720.93 
720.99 
721.29 
720.96 
720.96 
721.51 
721.19 
719.19 
718.99 
720.01 
718.67 
717.59 
719.43 
719.39 
717.73 
718.19 
719.69 
719.09 

(1) Ground water elevation based on measurements from top 
of bubbler tip. 
(2) NR - Not Recorded 
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ATTACHMENT B 

Groundwater Recovery Summary 



Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

e Cumulative Ground Water Flow Readings 
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2/24/95 
3/3/95 20,984 31,644 80,228 132,856 

3/29/95 84,695 88,774 152,228 325,697 

4/14/95 136,654 133,675 224,228 494,557 

5/3/95 200,683 193,729 284,420 678,832 

5/14/95 237,115 228,577 319,268 784,960 

5/18/95 255,043 245,727 354,116 854,886 

5/23/95 255,043 245,727 354,116 854,886 

5/26/95 276,211 266,031 374,420 916,662 

6/19/95 445,555 428,463 536,852 1,410,870 

813/95 445,555 428,463 536,852 1,410,870 

8/4/95 448,963 431,997 543,600 1,424,560 

8/9/95 473,414 453,496 590,792 1,517,702 

8/11/95 482,414 461,556 609,202 1,553,172 

8/14/95 496,474 474,106 637,152 1,607,732 

8/29/95 561,302 533,550 768,644 1,863,496 

10/6/95 664,814 629,975 985,749 2,280,538 

11/7/95 665,305 763,804 1,159,950 2,589,059 

12/8/95 686,316 766,356 1,253,348 2,706,020 

1/15/96 778,585 873,570 1,263,941 2,916,096 

4/12/96 778,585 1,170,564 1,651,617 3,600,766 

5/29/96 873,365 1,376,384 1,823,668 4,073,417 

6/26/96 915,555 1,414,873 1,884,622 4,215,050 

7/8/96 972,328 1,474,048 1,987,350 4,433,726 

7/18/96 1,006,046 1,516,919 2,060,742 4,583,707 

8/1/96 1,049,996 1,577,801 2,164,916 4,792,713 

8/16/96 1,091,112 1,638,683 2,246,037 4,975,832 

8/27/96 1,118,169 1,684,621 2,314,606 5,117,396 

9/12/96 1,146,432 1,754,050 2,360,521 5,261,003 

9/24/96 1,159,035 1,796,140 2,409,496 5,364,671 

10/1/96 1,174,178 1,825,149 2,408,298 5,407,625 

10/17/96 1,253,727 1,855,632 2,411,539 5,520,898 

11/2/96 1,315,165 1,906,634 2,420,559 5,642,358 

11/15/96 1,365,973 1,908,623 2,502,342 5,776,938 

11/25/96 1,396,032 1,911,188 2,552,717 5,859,937 

12/11/96 1,430,595 1,935,775 2,611,374 5,977,744 

12/27/96 1,452,912 1,937,132 2,649,962 6,040,006 
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1/3/97 1,456,304 1,939,518 2,655,775 6,051,597 

e 1/14197 1,470,242 1,949,120 2,684,864 6,104,226 

1/24/97 1,470,505 1,949,124 2,702,272 6,121,901 

2/7/97 1,518,975 1,950,754 2,796,872 6,266,601 

2/21/97 1,571,273 1,952,209 2,835,673 6,359,155 

3/14197 1,646,678 1,952,209 2,835,673 6,436,098 

3/28197 1,692,834 2,039,011 2,835,673 6,588,745 

4/11/97 1,734,064 2,124,196 2,835,673 6,715,160 

4/25/97 1,773,261 2,182,646 2,842,124 6,819,258 

5/7197 1,798,995 2,336,981 2,842,124 6,999,327 

5/22/97 1,825,676 2,393,705 2,905,414 7,146,022 

6/5/97 1,867,121 2,472,696 2,988,177 7,349,221 

6/20/97 1,912,764 2,540,269 3,061,814 7,536,074 

7/3/97 1,954,658 2,609,124 3,135,756 7,720,764 

7/17/97 1,975,303 2,680,948 3,199,801 7,877,279 

8/4/97 2,025,486 2,806,996 3,364,397 8,2 18,106 

8/15/97 2,052,962 2,958,721 3,461,264 8,494,174 

8/28/97 2,083,623 3,093,542 3,569,012 8,767,404 

9/12/97 2,083,684 3,119,818 3,692,072 8,916,801 

9/29/97 2,083,905 3,120,840 3,839,556 9,065,528 

10/10/97 2,101,637 3,231,288 3,924,600 9,278,752 

10/31/97 2,101,662 3,254,766 4,062,129 9,439,784 

11/10/97 2,101,662 3,394,895 4,102,900 9,620,684 

12/1/97 2,101,662 3,626,479 4,211,530 9,960,898 

12/28/97 2,102,033 3,627,036 4,212,021 9,962,317 

1/16/98 2,145,973 3,914,074 4,365,837 10,447,111 

1/27/98 2,146,228 3,915,067 4,366,295 10,448,817 

2/4/98 2,146,228 4,068,235 4,412,344 10,648,034 

2/17/98 2,189,727 4,222,732 4,539,755 10,973,441 

3/18/98 2,293,340 4,743,314 4,774,847 11,832,728 

3/25/98 2,309,656 4,805,528 4,802,993 11,939,404 

4/10/98 2,383,929 5,043,344 4,927,777 12,376,277 

4/24/98 2,453,055 5,233,074 5,019,725 12,727,081 

5/8/98 . 2,525,463 5,474,383 5,106,293 13,127,366 

5/22/98 2,593,232 5,670,794 5,210,326 13,495,579 

6/5/98 2,659,709 5,852,839 5,315,076 13,848,851 

5/22/98 2,698,743 6,047,156 5,406,842 14,173,968 

NQ1n.:. 

- Data prior to 4/12/96 was collected by EMCON. 
- A new flow baseline (zero cumulative flow) was established on 

August 3, 1995, due to flow meter replacement. 
- Erroneous flow meter reading from RW-3 on 10/1/96. 
- Due to a flow meter malfunction, the totalizer for RW-2 showed a 

negative flow of 1,05 I gallons on January 14, 1997. 
- Due to a flow meter malfunction, the totalizer for RW-3 showed a 

negative flowage of 1,538 gallons, 19,689 gallons, and 20,197 
gallons on March 14, March 28, and May 7, 1997, respectively. 
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ATIACHMENT C 

Site Inspection Forms 

~ HANDEX~ 
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e 

e 

Site Inspection Date: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

b -1 Cf-?<;/ -------------------
Handex Personnel: o2 ~ 
Arrival Time: 

Departure Time: 

ALARM RESPONSE VISIT: YES . 
_·---~ .. ~ _---~-~-· ~- .. _: - -· · ··~W ,~1_;-,f;~-:;; \· Jfo1-:..\ -- .. - . . . . . . . - . 

Flow Meter Readings: RW-1 2 2 5' s / g?, ~ RW-2 S' 1;11} ~IL-/, S: RW-3 Y?.?3 s~ t;;., o 
Bubbler Pressure: RW-1 ___ -___ RW-2 3:$t: -Y J£. RW-3 So- sl:. 
Air Stripper Pressure: J '.3 , 5 
Effluent Flow Rate: / <( 
Effluent Clarity: (', I e&< /C 
Building Temperature: ([' 0 

Inches of Water 

Gallons Per Minute 

Degrees F 

Condesate Released: A"" I o Compressor Checked: v7 
Compressor Oil Level Checked: i,/"_ Oil Changed: ___ ;v_o _______ ~ 
System Operational Upon Arrival: /Yes 

_......;;...._ 
No, (if no, please explain below) ---

AirNvater Leaks: RW-1 RW-2 RW-3 (please circle appropriate controller(s)) 

If yes, explain: 

Manholes 

Controllers 

Lines 

Stripper 

Compressor 

V No 

~No 
No 

t/ No 

I. /No 

---------

Yes 

Yes 

Yes 

Yes 

Yes 

Repaired 

Repaired 

Repaired 

Repaired 

Repaired 

. 
Filter Cartridges Replaced: RW-1 RW-2 RW-3 

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

Recommendations for system optimization or general comments: 



e 
Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure Time: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

,,'-e{L 

ALARM RESPONSE VISIT: 

Bubbler Pressure: RW-1 ______ RW-2 ____ .___ RW-3_..._._......._ __ 

Air Stripper Pressure: / 3 Inches of Water 

Effluent Flow Rate: / 'r{' Gallons Per Minute 

Effluent Clarity: C / e c. Z-____ __,;.. ______________________ --1 

Building Temperature: &,3; Degrees F 

Compressor Checked: V Condesate Released: /1"' r-o ----
Compressor Oil Level Checked: V Oil Changed: e 5 -~---'-;.._------~ 
System Operational Upon Arrival: ~ Yes No, (if no, please explain below) ---

AirM/ater Leaks: RW-1 RW-2 RW-3 (please circle appropriate controller(s)) 

Manholes 

Controllers 

Lines 

Stripper 

Compressor 

~No Yes ---
v"° No 

~ No 

/ No 

t/'No 

Yes ---
Yes ---
Yes ---
Yes 

Repaired ---
Repaired ---
Repaired ---
Repaired ---
Repaired ---

If yes, explain: ----------------------------

Filter Cartridges Replaced: ~ RW-1 L--RW-2 ~RW-3 

Stripper Trays and Tubes Checked: z./"' ---,------------------1 
Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

Reco[Tlmendations for system optimization or general comments: 
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ATIACHMENT D 
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Groundwater Analytical Results 
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NATIONAL 
ENVIRONMENTAL 

@ TESTING, INC. 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

ANALYTICAL REPORT 

Mr. Jay Simmonds 
HANDEX OF INDIANA 
8579 Zionsville Rd. 
Indianapolis, IN 46268 

05/18/1998 

NET Job Number: 98.03129 
Page 1 of 9 

Enclosed are the Analytical Results for the following samples 
submitted to NET, Inc. Indianapolis Division for analysis: 

Project Description: FORMER AMPHENOL 

Sample 
Number 

207020 
207021 
207022 
207023 

Sample Description 

RW-1 (INFLUENT) 
RW-2 (INFLUENT) 
RW-3 (INFLUENT) 
(EFFLUENT) 

Date 
Taken 

05/08/1998 
05/08/1998 
05/08/1998 
05/08/1998 

Date 
Received 

05/08/1998 
05/08/1998 
05/08/1998 
05/08/1998 

National Environmental Testing, Inc. certifies that the analytical 
results contained herein apply only to the specific samples 
analyzed. 

Reproduction 
entirety. 

of this analytical report is pt: :-y--1-· n-

Project Representative 

Revised report for elevated reporting limits for RW-3. 

its 
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NATIONAL Indianapolis Division 

6964 Hillsdale Ct. 

ENVIRONMf;NTAL Indianapolis, IN 46250 

TESTING, INC. Tel: (317) 842-4261 
® Fax: (317) 842-4286 

e 
ANALYTICAL REPORT 

Mr . Jay Simmonds 05/18/1998 

HJ\NDEX OF INDIANA 

8579 Zionsville Rd. Sample No .: 207020 

Indianapolis, IN 46268 Job No. : 98.03129 

P.O. NO .: 

Page 2 of 9 

Sample Description : RW-1 (INFLUENT) 

Job Description: FORMER AMPHENOL 

Date Taken : 05/08/1998 Date Received : 05/08/1998 

Analyst/ Method Reporting 
Parameter Result Flag Units Date of Analysis ~ Limit 

VOLATILE-8240 (AQ) 

Ac etone <250 d2x5 ug/L xia I 05/15/1998 s - 8240 <250 
Acrolein <1, 200 d2x5 ug/L xia I 05/15/1998 s - 8240 <1200 
Acrylonitrile <1 , 200 d2x5 ug/L xia I 05/15/1998 s - 8240 <1200 
Benzene <25. d2x5 ug/L xia I 05/15/1998 s - 8240 <25. 
Bromodichloromethane <25 . d2x5 ug/L xia I 05/15/1998 s - 8240 <25 . 

e Bromoform <25 . d2x5 ug/L xia I 05/15/1998 s - 8240 <25 . 
Bromomethane <50 . d2x5 ug/L xia I 05/15/1998 s - 8240 <50. 
2-Butanone (MEK) <250 d2x5 ug/L xia I 05/15/1998 s - 8240 <250 
Carbon disulfide <250 d2x5 ug/L xia I 05/15/1998 s - 8240 <250 
Carbon tetrachloride <25 . d2x5 ug/L xia I 05/15/1998 s - 8240 <25 . 
Chlorobenzene <25 . d2x5 ug/L xia I 05/15/1998 s - 8240 <25 . 
Chloroethane <50 . d2x5 ug/L xia I 05/15/1998 s - 8240 <50 . 
2-Chlor oe thyl vinyl ether <250 d2x5 ug/L xia I 05/15/1998 s - 8240 <250 
Chloroform <25 . d2x5 ug/L xia I 05/15/1998 s - 8240 <25 . 
Chloromethane <50. d2x5 ug/L x ia I 05/15/1998 s - 8240 <50 . 
Dibromomethane <50 . d2x5 ug/L xia I 05/15/1998 s - 8240 <50. 
Dibromochloromethane <25. d2x5 ug/L xia I 05/15/1998 s - 8240 <25 . 
1,2-Dibromo-3-chloropropane <50 . d2x5 ug/L xia I 05/15/1998 s - 8240 <50. 
1 , 2-Dibromoethane (EDB) <25 . d2x5 ug/L xia I 05/15/1998 s - 8240 <25. 
Dichlorodifluoromethane <50. d2x5 ug/L xia I 05/15/1998 s - 8240 <50. 
1,1-Dichloroethane <25 . d2x5 ug/L xia I 05/15/1998 s - 8240 <25. 
1,2-Dichloroethane <25 . d2x5 ug/L xia I 05/15/1998 s - 8240 <25 . 
1 , 1-Dichloroethene <25. d2x5 ug/L xia I 05/15/1998 s - 8240 <25 . 
trans-1,2-Dichloroethene <25 . d2x5 ug/L xia I 05/15/1998 s - 8240 <25 . 
cis-1,2-Dichloroethene <25 . d2x5 ug/L xia I 05/15/1998 s 8240 <25. 
1,2-Dichloropropane <25 . d2x5 ug/L xia I 05/15/1998 s - 8240 <25 . 
cis-1,3 - Dichloropropene <25. d2x5 ug/L xia I 05/15/1998 s - 8240 <25 . 
trans-1,3-Dichloropropene <25 . d2x5 ug/L xia I 05/15/1998 s - 8240 <25. 
Ethyl ether <25 . d2x5 ug/L xia I 05/15/1998 s - 8240 <25 . 
Ethyl acetate <50 . d2x5 ug/L xia I 05/15/1998 s - 8240 <50. 
Ethylbenzene <25. d2x5 ug/L xia I 05/15/1998 s - 8240 <25. 
Ethyl methacrylate <50 . d2x5 ug/L xia I 05/15/1998 s - 8240 <50 . 
2-Hexanone <250 d2x5 ug/L xia I 05/15/1998 s - 8240 <250 
Methyl-tert-butyl-ether (MTBE <50. d2x5 ug/L xia I 05/15/1998 s - 8240 <50 . 

e 



.. 

Mr . Jay Simmonds 

HANDEX OF INDIANA 

8579 Zionsville Rd . 

Indianapolis, IN 46268 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

05/18/1998 

Sample No. : 207020 

Job No . : 98 . 03129 

P . O. NO .: 

Page 3 of 9 

Sample Description : RW-1 (INFLUENT) 

Job Description : FORMER AMPHENOL 

Date Taken : 05/08/1998 Date Received: 05/08/1998 

Analyst/ 
Parameter Result Flag Units Date of Analysis 

VOLATILE-8240 (AQ) 

Iodomethane <50 . d2x5 ug/L xia I 05/15/1998 
Methylene chloride <50 . d2x5 ug/L xia I 05/15/1998 
4-Methyl-2 - pentanone (MIBK) <120 d2x5 ug/L xia I 05/15/1998 

Styrene <25. d2x5 ug/L xia I 05/15/1998 

1,1,2 , 2-Tetrachloroethane <25 . d2 x 5 ug/L xia I 05/15/1998 
Tetrachloroethene 350 . dlx5 ug/L xia I 05/15/1998 e Toluene <25 . d2x5 ug/L xia I 05/15/1998 

1 , 2 , 3-Trichloropropane <50 . d2x5 ug/L xia I 05/15/1998 
1,1,1 - Trichloroethane 240 . dlx5 ug/L xia I 05/15/1998 
1,1,2-Trichloroethane <25 . d2x5 ug/L xia I 05/15/1998 
Trichloroethene 540. dlx5 ug/L xia I 05/15/1998 
Tr ichlorofluoromethane <25 . d2x5 ug/L xia I 05/15/1998 
Vinyl acetate <50 . d2x5 ug/L xia I 05/15/1998 
Vinyl chloride <10 . d2x5 ug/L xia I 05/15/1998 
Xylenes, (Total) <25 . d 2x5 ug/L xia I 05/15/1998 
SURR : 1 , 2-Dichlo roethane-d4 91 76-114\ xia I 05/15/1998 
SURR : Toluene-dB 103 88 - 110 \ xia I 05/15/1998 
SURR : 4-Bromofluorobenz ene 100 86-115\ x ia I 05/15/1998 

s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

Number Limit 

- 8240 <50 . 

- 8240 <50 . 

- 8240 <120 

- 8240 <25. 

- 8240 <25 . 

- 8240 <25. 

- 8240 <25 . 

- 8240 <50 . 

- 8240 <25 . 

- 8240 <25 . 

- 8240 <2 5 . 

- 8240 <25 . 

- 8240 <50. 

- 8240 <10 . 

- 8240 <25. 

s - 8240 

s - 8240 

s - 8240 
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NET 
I 

Mr . Jay Simmonds 

HANDEX OF INDIANA 

8579 Zionsville Rd . 

Indianapolis, IN 46268 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

05/18/1998 

Sample No . : 207021 

Job No .: 98 . 03129 

P.O. NO .: 

Page 4 of 9 

Sample Description: RW-2 (INFLUENT) 

Job Description : FORMER AMPHENOL 

Date Taken : 05/08/1998 Date Received: 05/08/1998 

Analyst/ 

Parameter Result Flag Units Date of Analysis 

VOLATILE-8240 (AO) 

Acetone <250 d2x5 ug/L xia I 05/15/1998 

Acrolein <1 , 200 d2x5 ug/L xia I 05/15/1998 

Acrylonitrile <1,200 d2x5 ug/L xia I 05/15/1998 

Benzene <25. d2x5 ug/L xia I 05/15/1998 

Bromodichloromethane <25 . d2x5 ug/L xia I 05/15/1998 

Bromoform <25. d2x5 ug/L xia I 05/15/1998 e Bromomethane <50. d2x5 ug/L xia I 05/15/1998 

2-Butanone (MEK) <25 0 d2x5 ug/L xia I 05/15/1998 

Carbon disulfide <250 d2x5 ug/L xia I 05/15/1998 

Carbon tetrachloride <25 . d2x5 ug/L xia I 05/15/1998 

Chlorobenzene <25. d2x5 ug/L xia I 05/15/1998 

Chloroethane <50 . d2x5 ug/L xia I 05/15/1998 

2-Chloroethyl vinyl ether <250 d2x5 ug/L xia I 05/15/1998 

Chloroform <25 . d2x5 ug/L xia I 05/15/1998 

Chloromethane <50. d2 x 5 ug/L xia I 05/15/1998 

Dibromomethane <50 . d2x5 ug/L xia I 05/15/1998 

Dibromochloromethane <25 . d2x5 ug/L xia I 05/15/1998 

1,2-Dibromo-3-chloropropane <50. d2x5 ug/L xia I 05/15/1998 

1,2-Dibromoethane (EDB) <25. d2x5 ug/L xia I 05/15/1998 

Dichlorodifluoromethane <50 . d2x5 ug/L xia I 05/15/1998 

1,1-Dichloroethane <25. d2x5 ug/L xia I 05/15/1998 

1,2-Dichloroethane <25 . d2x5 ug/L xia I 05/15/1998 

1,1-Dichloroethene <25 . d2x5 ug/L xia I 05/15/1998 

trans-1,2-Dichloroe thene <25 . d2x5 ug/L xia I 05/15/1998 

cis-1,2-Dichloroethene <2 5. d2x5 ug/L xia I 05/15/1998 

1,2-Dichloropropane <25. d2x5 ug/L xia I 05/15/1998 

cis-1,3-Dichloropropene <25 . d2x5 ug/L xia I 05/15/1998 

trans-1 , 3-Dichloropropene <25 . d2x5 ug/L xia I 05/15/1998 

Ethyl ether <25 . d2x5 ug/L xia I 05/15/1998 

Ethyl acetate <50. d2x5 ug/L xia I 05/15/1998 

Ethylbenzene <25. d2x5 ug/L xia I 05/15/1998 

Ethyl methacrylate <50. d2x5 ug/L xia I 05/15/1998 

2-Hexanone <250 d2x5 ug/L xia I 05/15/1998 

Methyl-tert-butyl-ether (MTBE <50 . d2x5 ug/L xia I 05/15/1998 

e 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

Number Limit 

s - 8240 <250 

s - 8240 <1200 

s - 8240 <1200 

s - 8240 <25 . 

s - 8240 <25 . 

s - 8240 <25 . 

s - 8240 <50 . 

s - 8240 <250 

s - 8240 <250 

s - 8240 <25 . 

s - 8240 <25 . 

s - 8240 <50 . 

s - 8240 <250 

s - 8240 <25 . 

s - 8240 <50. 

s - 8240 <50. 

s - 8240 <25 . 

s - 8240 <50. 

s - 8240 <25. 

s - 8240 <50. 

s - 8240 <25. 

s - 8240 <25 . 

s - 8240 <25 . 

s - 8240 <25. 

s - 8240 <25. 

s - 8240 <25. 

s - 8240 <25. 

s - 8240 <25 . 

s - 8240 <25. 

s - 8240 <50. 

s - 8240 <25. 

s - 8240 <50 . 

s - 8240 <250 

s - 8240 <50 . 
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Mr. Jay Simmonds 

HANDEX OF INDIANA 

8579 Zionsville Rd. 

Indianapolis, IN 46268 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

05/18/1998 

Sample No. : 207021 

Job No .: 98 . 03129 

P . O. NO. : 

Page 5 of 9 

Sample Description : RW-2 (INFLUENT) 

Job Description: FORMER AMPHENOL 

Date Taken: 05/08/1998 Date Received : 05/08/1998 

Analyst/ 

Parameter Result Flag Units Date of Analysis 

VOLATILE-8240 (AQ) 

Iodomethane <50. d2x5 ug/L xia I 05/15/1998 

Methylene chloride <50 . d2x5 ug/L xia I 05/15/1998 

4-Methyl-2-pentanone (MIBK) <120 d2x5 ug/L xia I 05/15/1998 

Styrene <25. d2x5 ug/L xia I 05/15/1998 

1,1,2 , 2-Tetrachloroethane <25 . d2x5 ug/L xia I 05/15/1998 

Tetrachloroethene 750 . dlx5 ug/L xia I 05/15/1998 

Toluene <25 . d2x5 ug/L xia I 05/15/1998 

1,2,3-Trichloropropane <50. d2x5 ug/L xia I 05/15/1998 

1 , 1,1-Trichloroethane 330 . dlx5 ug/L xia I 05/15/1998 

1,1,2-Trichloroethane <25. d2x5 ug/L xia I 05/15/1998 

Trichloroethene 790 . dlx5 ug/L xia I 05/15/1998 

Trichlorofluoromethane <25. d2x5 ug/L xia I 05/15/1998 

Vinyl acetate <50. d2x5 ug/L xia I 05/15/1998 

Vinyl chloride <10 . d2x5 ug/L xia I 05/15/1998 

Xylenes, (Total) <25 . d2x5 ug/L xia I 05/15/1998 

SURR : l,2 - Dichloroethane-d4 92 76-114\ xia I 05/15/1998 

SURR : Toluene-dB 103 88-110\ xia I 05/15/1998 

SURR: 4 - Bromofluorobenzene 99 86-115\ xia I 05/15/1998 

s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

Number Limit 

- 8240 <50 . 

- 8240 <50. 

- 8240 <120 

- 8240 <25 . 

- 8240 <25. 

- 8240 <25 . 

- 8240 <25. 

- 8240 <50. 

- 8240 <25 . 

- 8240 <25 . 

- 8240 <25. 

- 8240 <25. 

- 8240 <50. 

- 8240 <10 . 

- 8240 <25. 

- 8240 

- 8240 

s - 8240 
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Mr. Jay Simmonds 

HANDEX OF INDIANA 
8579 Zionsville Rd. 

Indianapolis, IN 46268 

Sample Description: RW-3 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

05/18/1998 

Sample No .: 207022 

Job No . : 98 . 03129 

P.O. NO.: 

Page 6 of 9 

(INFLUENT) 

Job Description : FORMER AMPHENOL 

Date Taken: 05/08/1998 Date Received : 05/08/1998 

Analyst/ 
Parameter ~ Flag Units Date of Analysis 

VOLATILE-8240 (AO! 
Acetone <250 d2x5 ug/L xia I 05/15/1998 

Acrolein <1,200 d2x5 ug/L xia I 05/15/1998 

Acrylonitrile <1,200 d2x5 ug/L xia I 05/15/1998 

Benzene <25. d2x5 ug/L xia I 05/15/1998 

Bromodichloromethane <25. d2x5 ug/L xia I 05/15/1998 
Bromoform <25. d2x5 ug/L xia I 05/15/1998 e Bromomethane <50 . d2x5 ug/L xia I 05/15/1998 

2-Butanone (MEK) <250 d2x5 ug/L xia I 05/15/1998 

Carbon disulfide <250 d2x5 ug/L xia I 05/15/1998 

Carbon tetrachloride <25 . d2x5 ug/L xia I 05/15/1998-

Chlorobenzene <25 . d2x5 ug/L xia I 05/15/1998 

Chloroethane <50 . d2x5 ug/L xia I 05/15/1998 
2-Chloroethyl vinyl ether <250 d2x5 ug/L xia I 05/15/1998 
Chloroform <25 . d2x5 ug/L xia I 05/15/1998 

Chloromethane <50 . d2x5 ug/L xia I 05/15/1998 

Dibromomethane <50. d2x5 ug/L xia I 05/15/1998 

Dibromochloromethane <25 . d2x5 ug/L xia I 05/15/1998 

1,2-Dibromo-3-chloropropane <50. d2x5 ug/L xia I 05/15/1998 
1,2 - Dibromoethane (EDB) <25 . d2x5 ug/L xia I 05/15/1998 

Dichlorodifluoromethane <50 . d2x5 ug/L xia I 05/15/1998 
1,1-Dichloroethane <25 . d2x5 ug/L xia I 05/15/1998 
1,2-Dichloroethane <25. d2x5 ug/L xia I 05/15/1998 
1,1-Dichloroethene <25. d2x5 ug/L xia I 05/15/1998 
trans-1,2-Dichloroethene <25 . d2x5 ug/L xia I 05/15/1998 
cis-1,2-Dichloroethene <25. d2x5 ug/L xia I 05/15/1998 
1,2-Dichloropropane <25 . d2x5 ug/L xia I 05/15/1998 
cis-1 , 3-Dichloropropene <25 . d2x5 ug/L xia I 05/15/1998 
trans-1,3-Dichloropropene <25. d2x5 ug/L xia I 05/15/1998 
Ethyl ether <25 . d2x5 ug/L xia I 05/15/1998 
Ethyl acetate <50. d2x5 ug/L xia I 05/15/1998 
Ethylbenzene <25. d2x5 ug/L xia I 05/15/1998 

Ethyl methacrylate <50 . d2x5 ug/L xia I 05/15/1998 
2-Hexanone <250 d2x5 ug/L xia I 05/15/1998 
Methyl-tert-butyl-ether (MTBE <50. d2x5 ug/L xia I 05/15/1998 

e 
:·; ,_ ... : . • ·1~: :._ , .. :• ··.· -· . -· 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

Number Limit 

s - 8240 <250 

s - 8240 <1200 

s - 8240 <1200 

s - 8240 <25 . 

s - 8240 <25 . 

s - 8240 <25. 

s - 8240 <50. 

s - 8240 <250 

s - 8240 <250 

s 8240 <25 . 

s - 8240 <25 . 

s - 8240 <50 . 

s - 8240 <250 

s - 8240 <25. 

s - 8240 <50. 

s - 8240 <50. 

s - 8240 <25. 

s - 8240 <50 . 

s - 8240 <25. 

s - 8240 <50. 

s - 8240 <25 . 

s - 8240 <25 . 

s - 8240 <25 . 

s - 8240 <25. 

s - 8240 <25. 

s - 8240 <25 . 

s - 8240 <25 . 

s - 8240 <25. 

s - 8240 <25 . 

s - 8240 <50 . 

s - 8240 <25. 

s - 8240 <50 . 

s - 8240 <250 

s - 8240 <50 . 
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Mr. Jay Sinvnonds 

HANDEX OF INDIANA 

8579 Zionsville Rd. 

Indianapolis, IN 46268 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

05/18/1998 

Sample No.: 207022 

Job No.: 98.03129 

P.O. NO . : 

Page 7 of 9 

Sample Description: RW-3 (INFLUENT) 

Job Description: FORMER AMPHENOL 

Date Taken : 05/08/1998 Date Received : 05/08/1998 

Analyst/ 
Parameter Result Flag Units Date of Analysis 

VOLATILE-8240 (AO) 

I odomethane <50 . d2x5 ug/L xia I 05/15/1998 
Methylene chloride <50. d2x5 ug/L xia I 05/15/1998 
4-Methyl-2-pentanone (MIBK) <120 d2x5 ug/L xia I 05/15/1998 
Styrene <25. d2x5 ug/L xia I 05/15/1998 
1,1,2,2-Tetrachloroethane <25. d2x5 ug/L xia I 05/15/1998 
Tetrachloroethene 260 . dlx5 ug/L xia I 05/15/1998 e Toluene <25. d2x5 ug/L xia I 05/15/1998 
1,2,3-Tri chloropropane <50. d2x5 ug/L xia I 05/15/1998 
1,1,1-Trichloroethane 380 . dlx5 ug/L xia I 05/15/1998 
1,1,2-Trichloroethane <25 . d2x5 ug/L xia I 05/15/1998 
Trichloroethene 640 . dlx5 ug/L xia I 05/15/1998 
Trichlorofluoromethane <25. d2x5 ug/L xia I 0·5/15/1998 
Vinyl acetate <50. d2x5 ug/L xia I 05/15/1998 
Vinyl chloride <10 . d2x5 ug/L xia I 05/15/1998 
Xylenes, (Total) <25. d2x5 ug/L xia I 05/15/1998 
SURR : l,2·Dichloroethane-d4 93 76-114\ xia I 05/15/1998 
SURR : Toluene-dB 103 88-110\ xia I 05/15/1998 
SURR: 4-Bromofluorobenzene 100 86-115\ xia I 05/15/1998 

'. ,"•j•· 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842·4261 
Fax: (317) 842-4286 

Method Reporting 
Number Limit 

s . 8240 <50 . 
s . 8240 <50. 
s . 8240 <120 
s . 8240 <25 . 
s . 8240 <25 . 
s . 8240 <25. 
s . 8240 <25. 
s . 8240 <50. 
s . 8240 <25. 
s . 8240 <25 . 

s - 8240 <25 . 

s - 8240 <25 . 

s - 8240 <50 . 
s . 8240 <10 . 
s . 8240 <25 . 

s - 8240 
s . 8240 
s . 8240 
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NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

Mr . Jay Si1M10nds 

HANDEX OF INDIANA 

8579 Zionsville Rd . 

Indianapolis, IN 46268 

Sample Description: (EFFLUENT) 

Job Description: FORMER AMPHENOL 

Date Taken: 05/08/1998 Date Received: 05/08/1998 

Parameter 

VOLATILE-8240 (AQ) 

Acetone 

Acrolein 

Acrylonitrile 

Benzene 

Bromodichloromethane 

Bromoform 

Bromomethane 

2-Butanone (MEK) 

<50 . 

<250 

<250 

<5.0 

<5.0 

<5.0 

<10 . 

<50. 

Carbon disulfide <50. 

Carbon tetrachloride <5.0 

Chlorobenzene <5.0 

Chloroethane <10 . 

2-Chloroethyl vinyl ether <50. 

Chloroform <5.0 

Chloromethane <10. 

Dibromomethane <10 . 

Dibromochloromethane <5 . 0 

1,2-Dibromo-3-chloropropane <10. 

1,2-Dibromoethane (EDB) <5.0 

Dichlorodifluoromethane <10. 

1,1-Dichloroethane <5 . 0 

1,2-Dichloroethane <5.0 

1,1-Dichloroethene <5 . 0 

trans-1,2-Dichloroethene <5.0 

cis-1,2-Dichloroethene <5.0 

1,2-Dichlorop.ropane <5 . 0 

cis-1,3-Dichloropropene <5.0 

trans-1,3-Dichloropropene <5.0 

Ethyl ether <5.0 

Ethyl acetate <10. 

Ethylbenzene <5.0 

Ethyl methacrylate <10. 

2-Hexanone <50. 

Methyl-tert - butyl - ether (MTBE <10 , 

< 
- • - • - ~ ~ - - • ~W· -~• 

~;~: t:~t:'.:L~;;~ .~i~ i.: i ~· · --~ 

Units 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

~5/18/1998 

Sample No. : 207023 

Job No.: 98.03129 

P.O . NO.: 

Page 8 of 9 

Analyst/ 

Date of Analysis 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

~ Limit 

s - 8240 <50. 

s - 8240 <250 

s - 8240 <250 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <10 , 

s - 8240 <50 , 

s - 8240 <50. 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <50. 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <10 . 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <50. 

s - 8240 <10. 

., . 

· ::·:'.7~i}i;i:F:i'.i;~,:,,fr ;. : 
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Mr. Jay Sinvnonds 

HANDEX OF INDIANA 

8579 Zionsville Rd. 

India.napolis, IN 46268 

Sample Description: (EFFLUENT) 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

05/18/1998 

Sample No.: 207023 

Job No .: 98.03129 

P.O . NO. : 

Page 9 of 9 

Job Description : FORMER AMPHENOL 

Date Taken: 05/08/1998 Date Received : 05/08/1998 

Analyst/ 
Parameter Result Flag !!!!.!ll Date of Analys i s 

VOLATILE- 8240 (AO) 

Iodomethane <10. ug/L xia I 05/15/1998 
Methylene chlori de <10 . ug/L xia I 05/15/1998 
4-Methyl-2-pentanone (MIBK) <25. ug/L xia I 05/15/1998 
Styrene <5.0 ug/L xia I 05/15/1998 
1 , 1,2,2-Tetrachloroethane <5 . 0 ug/L xia I 05/15/1998 
Tetrachloroethene <5.0 ug/L xia I 05/15/1998 
Toluene <5 . 0 ug/L x i a I 05/15/1998 
1,2,3-Trichloropropane <10 . ug/L xia I 05/15/1998 
1,1,1-Trichloroethane <5.0 ug/L xia I 05/15/1998 
1 , 1 , 2-Trichloroethane <5 . 0 ug/L xia I 05/15/1998 
Trichloroethene <5 . 0 ug/L xia I 05/15/1998 
Trichlorofluoromethane <5.0 ug/L xia I 05/15/1998 
Vinyl acetate <10. ug/L xia I 05/15/1998 
Vinyl chloride <2 . 0 ug/L xia I 05/15/1998 
Xylenes, (Total) <5.0 ug/L xia I 05/15/1998 
SURR : l,2-Di chloroethane-d4 93 76-114\ x i a I 05/15/1998 
SURR: Toluene-dB 105 88-110\ xia I 05/15/1998 
SURR: 4-Bromofluorobenzene 101 86-115\ xia I 05/15/1998 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Report i ng 

Li mi t Number 

s -
s -
s -
s -
s -
s -
s -
s -
s -
s -
s -
s -
s -
s -
s -
s -
s -
s -

8240 

8240 

8240 

8240 

8240 

8240 

8240 

8240 

8240 

8240 

8240 

8240 

8240 

8240 

8240 

8240 

8240 

8240 

<10 . 

<10 . 

<25 . 

<5.0 

<5 . 0 

<5 . 0 

<5.0 

<10 . 

<5 . 0 

<5 . 0 

<5 . 0 

<5 . 0 

<10. 

<2.0 

<5.0 

. :~ ::~-~~_ .. r.-.;.--.-·-·-
. ';.~ -\~_,_; :-.· .. ~:··· -



May 29, 1998 

Mr. Sam Waldo 

q liClnclC!X® 

Director, Environmental Affairs 
AMPHENOL CORPORATION 
World Headquarters 
358 Hall Avenue 
Wallingford, CT 06492 

Re: OPERATION AND MAINTENANCE OF THE INTERIM CORRECTIVE MEASURE 
Former Amphenol Facility 
980 Hurricane Road 
Franklin, Indiana · 

Dear Mr. Waldo: 

Enclosed, please find a summary of the operation and maintenance (O&M) and gauging act1v1t1es 
completed by Handex Environmental, Inc. (Handex) at the above-referenced site. This report summarizes 
the activities completed during the April 24 to May 22, 1998 reporting period. Handex personnel inspected 
the site on a biweekly basis to monitor system operations and ground water recovery and treatment. 

Groundwater Level Measurements . . . . . '7 -e--
On May 8, 1998, Handex personnel gauged the momtormg well network at the site usmg an electromc ,rt ~ -r 
oil/water interface probe to determine the depth to water and the presence or absence of liquid-phase 
hydrocarbons. Depth to water beneath the site ranged from 6.95 feet below grade in MW-9 to 16.2 feet 
below grade in MW-28. Liquid-phase hydrocarbons were not detected within the monitoring and recovery 
well network at the site. The submersible pumps for all of the recovery wells were pumping while well 
gauging activities were performed. Figure 1 is a site plan illustrating pertinent site features and well 
locations. The groundwater elevation data is summarized in Attachment A, and a groundwater contour map 
has been included as Figure 2. 

Groundwater Treatment System · t q J p - 1vvo 
During this reporting period, approximately 768,498 gallons of groundwater were treated and discharged 
from recovery wells RW-1 , RW-2, and RW-3. Based on data provided by EMCON and Handex field data 
sheets, the total volume of groundwater recovered to date is approximately 13,495,579 gaJlons. Attachment 
B includes a table and a graph illustrating the recovery rates to date, and Attachment C contains copies of 
Field Data Sheets completed by Handex personnel. 

Handex personnel mobilized to the site on May 8, 1998 to perform biweekly and monthly O&M activities. 
The recovery system was operational upon arrival, however, the air supply line for recovery well RW-1 was 
split and leaking air. Consequently, Hanclex-personnel deactivated t e reco ry-system and replaced the 
leaking sectron of air supply line for RW-1. After the line was repaired, the system was reactivated and 
Handex pbrsonnel did not observe anyadditional air leaks. 

Han1dex mobilized to the site on May 21; 1998 to perform biweekly O&M activities. The recovery system 
\ -

was fu,1-ly-opei:ational upon arrival at the site and no air leaks were observed by Handex personnel. 
Currently, all of the recovery wells ~ operational. 

\ 8579 Zionsville Road, Indianapolis, IN 46268 • (317) 228-6240 • Fax: (317) 228-6243 
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• Mr. Sam Waldo 
May 29, 1998 
Page 2 

Groundwater Sampling and Analysis 
On May 8, 1_298, Handex personnel collected influent groundwater samples from recovery wells RW-1, 
RW-2, ancr--RW-3, and one effluent sample from the air stripper unit. The recovery well influent 
groundwater samples were collectecl from sample ports located within the equipment enclosure prior to 
treatment through the air stripper. The air stripper effluent sample was collected from the discharge pipe 
prior to entering the sewer. The samples were placed into laboratory prepared 40 milliliter (ml) glass 
sample vials and placed into a cooler on ice. The samples were submitted under chain of custody control to 
National Environmental Testing, Inc. (NET) located in Indianapolis, Indiana. The samples were analyzed 
for volatile organic compounds (VOCs) using EPA Method 8240. 

Laboratory analytical results indicate the presence of tetrachloroethene, 1, 1, 1 - trichloroethane, and 
trichloroethene in the samples collected from recovery wells RW-1, RW-2, and RW-3. VOCs were not 
detected above the laboratory method detection limits from the air stripper effluent sample. Laboratory 
analytical results are summarized in Table 1, and the laboratory analytical reports are included in 
Attachment D. 

Schedule of Activities 
Biweekly and monthly site inspections and O&M activities will continue. Site visits are schedu

0

led for the 
weeks ending June 6 and June 20, 1998. The information from these site inspections will be summarized in 
the June 1998 progress report. 

Should you have any questions regarding this site or information summarized within this report, please do 
not hesitate to contact this office at (317) 228-6240. Handex appreciates the opportunity to provide 
environmental services to Amphenol Corporation. 

Sincerely, 

HANDEX ENVIRONMENTAL, INC. 

~;fze:~ 
Hydrogeologist Project Manager 

Attachments 
cc: Mr. Jim Keith, Earth Tech, Bloomington, IN 

Mr. John Kneebone, Marine Corporation of America 

.. )-= HANDEXQ ......, -
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8/3/95 31 
1117/95 30 
4/12/96 NS (2) 

7/8/96 14 

~ 
15 

/97 18 
517/97 9.9 
8/4/97 9.8 

11/10/97 NS 
12/1/97 28 
2/4/98 24 
5/8/98 ND 

RW-2 I 5/3/95 47 
8/3/95 48 

1117/95 58 
4/12/96 ND 

7/8/96 31 
10/17/96. 33 

2/7/97 27 
517/97 24 
8/4/97 18 

11/10/97 21 
2/4/98 22 
5/8/98 ND 

RW-3 I 5/3/95 28 
8/3/95 53 

1117/95 48 
4/12/96 ND 

7/8/96 39 

100.m-6 34 
2/7/97 28 
517/97 24 
8/4/97 17 

11/10/97 25 
2/4/98 30 
5/8/98 ND 

Notes: 
Results in micrograms per liter (ug/1) . 

ND 
ND 
NS 
ND 
ND 
ND 
ND 
ND 
NS 
ND 
ND 
ND 
8.1 
ND 
9.1 
ND 
7.3 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
6.9 
ND 
6.5 
ND 
ND 
ND 
ND 
ND 
ND 
ND 

.1 
Former Amphenol Facility 

980 Hurricane Road 
Franklin, Indiana 

Laboratory Analytical Results 

ND 
ND 
NS . ND 
ND 
ND 
ND 
ND 
NS 
27 
ND 
ND 
3.9 
ND 
5.3 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND . 

(1) ND - Not Detected - analyte not detected above laboratory method detection limit. 

170 
ND 
NS 
31 
29 
ND 
20 
35 
NS 
180 
ND 

\35l 
1,51)0 
1,500 
2,100 
980 

2,100 
2,600 

37 
880 
400 
250 
310 
750 
160 
16 

1,400 
93 
45 

2,600 
37 

1,000 
110 
76 
180 
260 

(2) NS - Not Sampled, RW-1 not in operation during April 1996 and November 1997 sampling events. 
(3) NA • Not Applicable. 

e 

180 400 781 
190 390 610 
NS NS 0 (3) 

120 350 515 • 
150 1,800 1~ 
140 260 278 
91 250 370.9 
160 210 414.8 
NS NS NS 
190 320 745 

~ 270 
240 540 
960 4,300 

1,100 3,000 5648 
1,300 2,200 5672.4 
530 1,500 3010 

1,200 2,100 5438.3 
680 2,900 ~ 
400 410 874 
340 860 2104 
310 560 1288 
260 550 1081 
260 590 
330 790 
540 2,900 
560 870 1499 
950 1,700 4104.9 
450 1,200 1743 
820 1,100 2010.5 
720 2,900 6254 
410 410 885 
400 990 2414 
330 490 947 
400 600 1101 
460 840 1510 
380 640 

91-landax® -
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AITACHMENT A 

Groundwater Level Measurements 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

13.07 
4/12/96 13.45 
5/29/96 10.82 

6/4/96 11 .08 
7/8/96 11 .84 
8/1/96 12.04 

9/12/96 12.58 
10/17/96 12.37 
11/25/96 12.26 
12/11/96 12.02 

1/24/97 11 .71 
2/21/97 11 .85 
3/14/97 11.48 
4/11/97 11 .94 

517197 11 .98 
6/5/97 11 .37 
7/3/97 11 .73 
8/4/97 12.25 

9/29/97 12.46 
10/10/97 12.68 
11/10/97 12.80 

12/1/97 12.93 
1/16/98 13.06 
2/4/98 13.11 

3/25/98 12.05 
4/10/98 12.00 

5/8/98 11.60 

719.18 
718.80 
721.43 
721.17 
720.41 
720.21 
719.67 
719.88 
719.99 
720.23 
720.54 
720.40 
720.77 
720.31 
720.27 
720.88 
720.52 
720.00 
719.79 
719.57 
719.45 
719.32 
719.19 
719.14 
720.20 
720.25 
720.65 



.:,. ~ :,· ' 
Well" ,, 

Number 
IT-3 

. 

• 
. 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

{~j8t{) • ~{;:,, .t}~~;;tt :Depth:to, ,:Corre~cted Grou11d 
,., Water•'' ~ai.Jging ;';;\ Nater, Elevation:,'' 

"c*( Date \" :.:·(feet) ",; :\ (feet) ··• }t it (feet>· ·,r: .' ·; 
8/29/95 · 728.71 9.52 719.19 
11f7/95 11 .14 717.57 
4/12/96 12.09 716.62 
5/29/96 9.41 719.30 

6/4/96 10.11 718.60 
7/8/96 10.44 718.27 
8/1/96 10.63 718.08 

9/12/96 10.85 717.86 
10/17/96 10.97 717,74 
11/25/96 10.82 717.89 
12/11/96 10.79 717.92 

1/24/97 10.55 718.16 
2/21/97 10.80 717.91 
3/14/97 10.51 718.20 
4/11/97 10.76 717.95 

5f7!97 10.79 717.92 
6/5/97 10.18 718.53 
7/3/97 10.49 718.22 
8/4/97 10.78 717.93 

9/29/97 10.93 717.78 
10/10/97 11 .02 717.69 
11/10/97 11 .12 717.59 

12/1/97 11.18 717.53 
1/16/98 11 .21 717.50 
2/4/98 11 .30 717.41 

3/25/98 10.78 717.93 
4/10/98 10.67 718.04 

5/8/98 10.48 718.23 



.. 

e 
Former Amphenol Facility 

980 Hurricane Road 
Franklin, Indiana 

Ground Water Level Measurements 

. ~f;rt!,i211'Ut:/ f].1\TuTgc;t,~;f .~~P,t11Je:- b<?Prre.f!~~,t~r~,1:1n,~, 
·. Wei, ¼~,al!9i[l9 , ~·~ ~,!~V-;1i~; 1~;\3/at.er\i 'i,;'A,'ater. El~yati_<>f!;' 
Numtier: . ··'Date :1f ' (feet):, ;, :t(feet) ·,,,· T,r '''. .. ~(feet) ,.,<~;;\ 

MW-3 8/29/95 736.44 15.23 721.21 
11/7/95 16.40 720.04 
4/12/96 14.91 721 .53 
5/29/96 13.16 723.28 

6/4/96 13.15 723.29 
7/8/96 14.03 722.41 
8/1/96 14.53 721 .91 

9/12/96 15.33 721.11 
10/17/96 15.33 721 .11 
11/25/96 15.29 721 .15 
12/11/96 14.95 721.49 
1/24/97 14.50 721.94 
2/21/97 14.50 721 .94 
3/14/97 14.06 722.38 
4/11/97 14.42 722.02 
5/12/97 14.59 721 .85 

6/5/97 13.53 722.91 
7/3/97 14.09 722.35 
8/4/97 14.90 721 .54 

9/29/97 15.53 720.91 
10/10/97 15.75 720.69 
11/10/97 16.08 720.36 

12/1/97 17.24 719.20 
1/16/98 16.32 720.12 

2/4/98 
3/25/98 
4/10/98 

5/8/98 

16.40 
15.39 
15.00 
14.27 

720.04 
721.05 
721.44 
722.17 

~ HANDEX® .......... -



., 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

. ···· ·< /-;,,;i '>:'·c,.c),,t ·· {,, TOC;t. Depth to·· Corrected Ground 
/:' ·~·-?;t, ::- . }Y-~":·\ t_ > '.F . .){. ¥::· .· . .,t::;/i;: J ' : .. • ·.¥ ; 

,,. Well \,> Gauging -,,:.EleV,:.}1P ~ ... 'Jlf,at1::r,,,1 ~ .Water Elev~t10.,n,1 

Number;·,:_ Date,.< 'i, (feet) ·\ ·& (feet)\; / ·.:·> (feet)·~-~: . . ·: ' 
MW-9 8/29/95 733.04 9. 70 723.34 

11n/95 11 .47 721 .57 
4/12/96 9.46 723.58 
5/29/96 3.94 729.10 

6/4/96 5.81 727.23 
7/8/96 6.90 726.14 
8/1/96 7.65 725.39 

9/12/96 9.23 723.81 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 
5/12/97 

6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

12/1/97 
1/16/98 
2/4/98 

3/25/98 
4/10/98 

5/8/98 

9.64 
9.53 
9.18 
7.66 
7.70 
6.68 
7.54 
7.97 
5.63 
7.13 
8.44 
9.82 

10.17 
10.84 
11 .16 
11 .25 
11.28 
9.70 
8.70 
6.95 

723.40 
723.51 
723.86 
725.38 
725.34 
726.36 
725.50 
725.07 
727.41 
725.91 
724.60 
723.22 
722.87 
722.20 
721 .88 
721 .79 
721 .76 
723.34 
724.34 
726.09 

~= HANDEX® 
~ 



Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

''!)-''!,:· "''i. • :,:::,0t">:} "':f rocr,• _Depth tq Corrected Groµnd ' 
:• V'(elJ~a '. ~auging ri,J:lev.\, .. "irf Water~f,: ,;_ Wa~er Elev~! io:fi:( 
Ntimber ,, -.. ,., Date . _ · : "(feetr ·- <~, (feet)\::\ ~ ,~ ,">~ (fe~t)':f =::t ?(''. 

MW-12 8/29/95 736.38 16.43 719.95 
1117/95 17.18 719.20 
4/12/96 16.21 720.17 
5/29/96 15.07 721 .31 

6/4/96 15.31 721 .07 
7/8/96 15.88 720.50 
8/1/96 16.16 720.22 

9/.12/96 16.59 719.79 
10/17/96 16.47 719.91 
11/25/96 16.32 720.06 
12/11/96 16.12 720.26 

1/24/97 15.89 720.49 
2/21/97 15.96 720.42 
3/14/97 15.66 720.72 
4/11/97 16.07 720.31 

. 517/97 16.09 720.29 
6/5/97 15.85 720.53 
7/3/97 15.64 720.74 
8/4/97 16.36 720.02 

9/29/97 16.57 719.81 
10/10/97 16.70 719.68 
11/10/97 16.90 719.48 

12/1/97 17.00 719.38 
1/16/98 17.20 719.18 

2/4/98 17.20 719.18 
3/25/98 16.26 720.12 
4/10/98 16.12 720.26 

5/8/98 15.79 720.59 



•, 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

/,':{",,{7._ t,';f11,f, ' ftt:rs!PC\{:c,' , J:?.~Pt'1t~ :.forrect~d~rou_nd · 
·.-. Well 1:1· . . ,Gauging :' Elev;;{ ;') Vaterf } Water Elevation 
Number, illS,<>:Date . . (feet) ,:; :f(feet)·' V': :,,l'(feet) .~i.:::lil 

MW-20 8/29/95 734.03 10.35 723.68 
11/7/95 12.16 721 .87 
4/12/96 9.70 724.33 
5/29/96 6.30 727.73 

6/4/96 7.63 726.40 
7/8/96 8 .58 725.45 
8/1/96 8.93 725.10 

9/12/96 10.39 723.64 
10/17/96 10.56 723.47 
11/25/96 9.82 724.21 
12/11/96 9.64 724.39 

1/24/97 8.57 725.46 
2/21/97 8.86 725.17 
3/14/97 8.00 726.03 
4/11/97 8.87 725.16 
5/12/97 9.13 724.90 

6/5/97 7.55 726.48 
7/3/97 8.70 725.33 
8/4/97 9.70 724.33 

9/29/97 10.85 723.18 
10/10/97 11.08 722.95 
11/10/97 11 .66 722.37 

12/1/97 11 .80 722.23 
1/16/98 11 .68 722.35 
2/4/98 11 .80 722.23 

3/25/98 10.08 723.95 
4/10/98 9.26 724.77 

5/8/98 8.22 725.81 

-~ - HANDEX® -



Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

MW-21 8/29/95 737.91 16.81 721.10 
11/7/95 17.92 719.99 
4/12/96 16.48 721.43 
5/29/96 14.82 723.09 

6/4/96 14.82 723.09 
7/8/96 15.67 722.24 
8/1/96 16.16 721 .75 

9/12/96 16.89 721.02 
10/17/96 16.89 721 .02 
11/25/96 16.85 721 .06 
12/11/96 16.53 721.38 

1/24/97 16.10 721.81 
2/21/97 16.11 721 .80 
3/14/97 15.64 722.27 
4/11/97 16.05 721 .86 
5/12/97 16.20 721. 71 

6/5/97 15.18 722.73 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

12/1/97 
1/16/98 
2/4/98 

3/25/98 
4/10/98 

5/8/98 

15.72 
16.48 
17.10 
17.31 
17.61 
17.78 
17.87 
17.98 
16.92 
16.56 
15.92 

722.19 
721.43 
720.81 
720.60 
720.30 
720.13 
720.04 
719.93 
720.99 
721 .35 
721 .99 



Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

'(\ · · "'}fh J.<\'tt;: ./ '.r::TOf?f .. pepttJJ o . Corre~ted G.ro~ri.~; 

~{V'.'efl:( •• ' .G .. ·au. gin.g ··~.·.··ElevJt .• •.::; ~;\i·'.W.a .. t. ir. ... ·.) .. ' J~+,w; ,;a
1
~tEe .. r ~leva·t···· io .. n ........ ~.~ ' . . · -- "'-- ... , :,J;.,·., , '---,"· -..,__l"',···k!,.- --... ~r·· .. __ ;r,.,~ ·,,-fv ·_ - .., .~ ~+- -•l'.'t< -~_-:,: 

' Ni.ntiber ' / Date .. , • •(feetf ,, ,\4;J'(feet);J;, . · (feetp~;,f/ '< . 
MW-22 8/29/95 737.64 17.05 720.59 

1117/95 17.90 719.74 
4/12/96 16.74 720.90 
5/29/96 15.52 722.12 

6/4/96 15.63 722.01 
7/8/96 16.22 721.42 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 

5/7/97 
6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

12/1/97 
1/16/98 
2/4/98 

3/25/98 
4/10/98 

5/8/98 

16.58 
17.15 
17.04 
16.99 
16.76 
16.46 
16.50 
16.15 
16.47 
17.55 
15.88 
16.34 
16.86 
17.26 
17.43 
17.65 
17.80 
18.00 
18.05 
17.00 
16.75 
16.35 

721 .06 
720.49 
720.60 
720.65 
720.88 
721.18 
721 .14 
721.49 
721 .17 
720.09 
721 .76 
721 .30 
720.78 
720.38 
720.21 
719.99 
719.84 
719.64 
719.59 
720.64 
720.89 
721.29 



• ,··\ > .:,,. ' 

)' . i.·~· <>· ~-
· we1p :· 

Numbi 'F: 
MW-24 

. 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

,~·~~gl~!" }f0, rpc•:.: .•Depth to Corrected Ground : 

,.·oafo <{ 
r'Elev? :f 
.! (feet) · 

i,\WM~d·t t (feet) ,, 
;\Water El~vatio~ .. 
:,;';:/· ...... ' (feet)":;:?: ' 

8/29/95 736.02 15.59 720.43 
1117/95 16.41 719.61 
4/12/96 15.29 720.73 
5/29/96 13.77 722.25 

6/4/96 13.80 722.22 
7/8/96 14.54 721 .48 
8/1/96 15.01 721 .01 

9/12/96 15.61 720.41 
10/17/96 15.66 720.36 
11/25/96 15.61 720.41 
12/11/96 15.33 720.69 

1/24/97 14.96 721 .06 
2/21/97 15.24 720.78 
3/14/97 14.62 721.40 
4/11/97 14.96 721 .06 

517197 15.04 720.98 
6/5/97 14.20 721.82 
7/3/97 14.62 721.40 
8/4/97 15.30 720.72 

9/29/97 15.79 720.23 
10/10/97 15.98 720.04 
11/10/97 16.18 719.84 

12/1/97 16.33 719.69 
1/16/98 16.48 719.54 

2/4/98 16.53 719.49 
3/25/98 15.65 720.37 
4/10/98 15.44 720.58 

5/8/98 14.83 721 .19 

~ .' ® -;:.: HANDEX 
~ 



'( } >. 
we11 ·.z; 

.Number. 
MW-26 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

'J/,~~t!;t<?? ,''.i / TO~,.\i ·oepthfo . :rorr,e~ted ,Grou~d : 
. ,} Elev. :" ~'::~:!ttfl . 2 ,~~t4:!,r El~vation· · .Gaugin~' 

<' Date ··· ·.: (feet) ;'.'. "' ' :it' (feet)<{'>,;· . 
8/29/95 736.39 13.46 722.93 
11nt95 15.02 721 .37 
4/12/96 13.17 723.22 
5/29/96 9.53 726.86 

6/4/96 10.47 725.92 
7/8/96 11.62 724.77 
8/1/96 12.16 724.23 

9/12/96 13.48 722.91 
10/17/96 13.60 722.79 
11/25/96 13.42 722.97 
12/11/96 13.08 723.31 

1/24/97 12.14 724.25 
2/21/97 12.25 724.14 
3/14/97 11.48 724.91 
4/11/97 12.18 724.21 
5/12/97 12.41 723.98 

6/5/97 10.45 725.94 
7/3/97 11 .78 724.61 
8/4/97 12.78 723.61 

9/29/97 13.83 722.56 
10/10/97 14.09 722.30 
11/10/97 14.61 721 .78 

12/1/97 14.86 721 .53 
1/16/98 14.90 721.49 
2/4/98 15.00 721.39 

3/25/98 13.57 722.82 
4/10/98 12.92 723.47 

5/8/98 11 .70 724.69 



. ,, 
Well ,i 

Number 
MW-27 

. 

e 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

'\:::''J< .. ;:t,~ ~~~::T .Depth.to' Corrected Ground . 
Gauging I'.Water ·: t ·wat~r Elevation <' 

.· · nat~ 
., .· . . ., .. ··" 

',' (feet) '· \ (feet) , (feet), -

8/29/95 736.63 15.37 721.26 
11n/95 16.66 719.97 
4/12/96 15.01 721 .62 
5/29/96 13.23 723.40 

6/4/96 13.44 723.19 
7/8/96 14.38 722.25 
8/1/96 14.79 721 .84 

9/12/96 15.62 721 .01 
10/17/96 15.56 721 .07 
11/25/96 15.45 721 .18 
12/11/96 15.11 721.52 

1/24/97 14.63 722.00 
2/21/97 14.75 721 .88 
3/14/97 14.28 722.35 
4/11/97 14.71 721.92 
5/12/97 14.88 721 .75 

6/5/97 13.78 722.85 
7/3/97 14.40 722.23 
8/4/97 15.12 721 .51 

9/29/97 15.82 720.81 
10/10/97 16.02 720.61 
11/10/97 16.36 720.27 

12/1/97 16.52 720.11 
1/16/98 16.46 720.17 
2/4/98 16.58 720.05 

3/25/98 15.42 721.21 
4/10/98 15.06 721 .57 

5/8/98 14.40 722.23 

t_ HANDEX® --



Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

,Lo ,;,, !\;',/?;, ;".\": ~'t;:f' , .. , ·1,,,, TOC}si\ <[)epth to . . Corrected Ground r ft;~~;; :;it~~~~) {J~~~i~~: ~j~!!if!f lt i{t.~t;~fei}r~tr~t ·· 
MW-28 8/29/95 738.04 17.03 721.01 

1117/95 18.19 719.85 
4/12/96 16.72 721.32 
5/29/96 15.21 722.83 

6/4/96 15.32 722.72 
7/8/96 16.12 721.92 
8/1/96 16.54 721.50 

9/12/96 17.25 720.79 
10/17/96 17.20 720.84 
11/25/96 17.10 720.94 
12/11/96 16.81 721.23 

1/24/97 16.39 721.65 
2/21/97 16.49 721.55 
3/14/97 16.05 721 .99 
4/11/97 16.41 721.63 
5/12/97 16.57 721.47 

6/5/97 15.66 722.38 
7/3/97 16.17 721 .87 
8/4/97 16.84 721 .20 

9/29/97 17.41 720.63 
10/10/97 17.61 720.43 
11/10/97 17.91 720.13 

12/1/97 18.08 719.96 
1/16/98 18.10 719.94 

2/4/98 18.20 719.84 
3/25/98 17.10 720.94 
4/10/98 16.79 721 .25 

5/8/98 16.20 721 .84 



.. 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

;4;,fc': ,<:-·1:,f .j'!:;:;t::J ·C ';;fr~c::r D~P.!h;to :.Correc~ed Ground 
,.f>:.Welh.°' ·Gauging v Elev:·f:i· :,c· Wateb :· < Water Elevation ,, 
'' ·". - . . w:'" '/· :::: , ,- . , ·.,· !, . ., ,~f:, \{,-' ' • . .J ,,. : ~. ,, ,;: , ,, 'L;° -:·: . · ~ ._· ~~ ,+ 

Number· Date ·· .·. (feet)"< ··:.. (feet) '•. . \ .(feetJ \i .· 
MW-29 8/29/95 737.61 16.83 720.78 

1117/95 17.99 719.62 
4/12/96 16.46 721 .15 
5/29/96 15.01 722.60 

6/4/96 15.19 722.42 
7/8/96 16.04 721 .57 
8/1/96 16.40 721 .21 

9/12/96 17.15 720.46 
10/17/96 17.02 720.59 
11/25/96 16.93 720.68 
12/11/96 16.61 721.00 

1/24/97 16.24 721 .37 
2/21/97 16.31 721 .30 
3/14/97 15.91 721 .70 
4/11/97 16.30 721 .31 
5/12/97 16.41 721 .20 

6/5/97 15.57 722.04 
7/3/97 16.06 721 .55 
8/4/97 16.70 720.91 

9/29/97 17.25 720.36 
10/10/97 17.44 720.17 
11/10/97 17.86 719.75 

12/1/97 17.86 719.75 
1/16/98 17.81 719.80 
2/4/98 17.95 719.66 

3/25/98 16.80 720.81 
4/10/98 16.53 721.08 

5/8/98 15.98 721 .63 



• 

e 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

734.84 15.54 · 719.30 

4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 

5/7/97 
6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

12/1/97 
1/16/98 

2/4/98 
3/25/98 
4/10/98 

5/8/98 

15.93 718.91 
14.95 
14.10 
14.38 
14.84 
15.06 
15.28 
15.58 
15.13 
14.98 
14.71 
14.95 
14.70 
14.92 
14.93 
14.37 
14.75 
15.28 
15.33 
15.42 
15.52 
15.80 
15.70 
15.80 
15.44 
15.18 
15.05 

719.89 
720.74 
720.46 
720.00 
719.78 
719.56 
719.26 
719.71 
719.86 
720.13 
719.89 
720.14 
719.92 
719.91 
720.47 
720.09 
719.56 
719.51 
719.42 
719.32 
719.04 
719.14 
719.04 
719.40 
719.66 
719.79 

~ HANDEX® 



• 
:',."< . . ...• '.!{. 

,.,. Well .,.: 
Number 

RW-1 

. 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

'°:d : ~ging 
·?TOCi c pepth t<> 

,:::water:".-
, Corrected 'Ground ; 
:, w1ter ~1~~~!Ien) : \ El~_v'.Ik . (: ti' ' ~.-~· 

·· ;Date . ,. · (feet)f.,': ,. .. (feet) ·:.' .,. , (feet) ''">•· ".· 
8/29/95 730.97 2.58 (1) 728.39 
11/7/95 NR (2) NA 
4/12/96 11 .02 719.95 
5/29/96 10.84 720.13 

6/4/96 11.12 719.85 
7/8/96 11 .28 719.69 
8/1/96 NR (2) NA 

9/12/96 11 .55 719.42 
10/17/96 12.50 718.47 
11/25/96 11 .23 719.74 
12/11/96 11 .06 719.91 

1/24/97 10.90 720.07 
2/21/97 11 .06 719.91 
3/14/97 10.73 720.24 
4/11/97 10.98 719.99 

5/7/97 11 .02 719.95 
6/5/97 10.48 720.49 
7/3/97 10.86 720.11 
8/4/97 11 .72 719.25 

9/29/97 12.75 718.22 
10/10/97 11.50 719.47 
11/10/97 11 .60 719.37 

12/1/97 13.00 717.97 
1/16/98 11 .90 719.07 

2/4/98 11 .90 719.07 
3/25/98 12.96 718.01 
4/10/98 12.50 718.47 

5/8/98 12.10 718.87 



Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

'' ·;f0u;<"'. •'.:f?i<:0:· Jt~~JtT,OC l\7€., ;:OepthJ o,' ::correcte~.Groun.d · 
· Well ,J Gauging i·:f~ Elev:::ri ¥!, Wate"r S ·' Water Elevatioii l' 

;Number :~:!bater,, Jt(ieet( '.' fY1(f~et) t . . · .. ·(feet) ·, ;.JtJT 
RW-2 8/29/95 732.05 4.42 (1l 727.63 

1117/95 NR (2) NA 
4/12/96 12.72 719.33 
5/29/96 11 .50 720.55 

6/4/96 11 .88 720.17 
7/8/96 12.48 719.57 
8/1/96 12.76 719.29 

9/12/96 13.25 718.80 
10/17/96 12.86 719.19 
11/25/96 12.26 719.79 
12/11/96 11.89 720.16 

1/24/97 11.76 720.29 
2/21/97 11 .80 720.25 
3/14/97 11.45 720.60 
4/11/97 11 .84 720.21 

517/97 11 .85 720.20 
6/5/97 11 .43 720.62 
7/3/97 11 .61 720.44 
8/4/97 12.10 719.95 

9/29/97 12.90 719.15 
10/10/97 12.42 719.63 

11/10/97 13.10 718.95 
12/1/97 12.62 719.43 
1/16/98 12.90 719.15 

2/4/98 12.95 719.10 
3/25/98 13.10 718.95 
4/10/98 13.10 718.95 

5/8/98 12.80 719.25 

~. HANDEX® ......... -



., 

• 

-

h i ,, ... 

'•' Well 
Number 

RW-3 

. 

I 

Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

;,;;: : ;.1'1kTOC,l Depth to ·corrected Ground' 

Ga,uging -};Elev. ':,". ;/1it~f} water.Ei'evatiorl~-
.1 (/,, ,< '(feetj'(f}' ·., .Date , · ? (feet) \'. (feet) ,F' 

8/29/95 733.19 4.08 (1) 729.11 
11nt95 NR (2) NA 
4/12/96 13.07 720.12 
5/29/96 11 .73 721.46 

6/4/96 12.68 720.51 
7/8/96 13.26 719.93 
8/1/96 13.10 720.09 

9/12/96 13.40 719.79 
10/17/96 . 12.78 720.41 
11/25/96 12.68 720.51 
12/11/96 12.51 720.68 

1/24/97 12.26 720.93 
2/21/97 12.20 720.99 
3/14/97 11 .90 721 .29 
4/11/97 12.23 720.96 

5nt97 12.23 720.96 
6/5/97 11.68 721.51 

7/3/97 12.00 721.19 
8/4/97 14.00 719.19 

9/29/97 14.20 718.99 
10/10/97 13.18 720.01 
11/10/97 14.52 718.67 

12/1/97 15.60 717.59 
1/16/98 13.76 719.43 
2/4/98 13.80 719.39 

3/25/98 15.46 717.73 
4/10/98 15.00 718.19 

5/8/98 13.50 719.69 
(1) Ground water elevation based on measurements from top 
of bubbler tip. 
(2) NR - Not Recorded 

~ HANDEX® -
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- Groundwater Recovery Summary 
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e .'.'. ;,,:c.,:,;c;, ' ' ' 
: Date )),~:,' 

2/24/95 
3/3/95 

3/29/95 
4/ 14/95 

5/3/95 
5/14/95 
5/18/95 
5/23/95 
5/26/95 
6/19/95 
8/3/95 
8/4/95 
8/9/95 

8/11/95 
8/14/95 
8/29/95 
10/6/95 
11/7/95 
12/8/95 
1/15/96 

e 4/12/96 
5/29/96 
6/26/96 

7/8/96 
7/18/96 

8/1/96 
8/ 16/96 
8/27/96 
9112/96 
9/24/96 
10/1 /96 

10/17/96 
11/2/96 

11/15/96 
11/25/96 
12/11/96 
12/27/96 

. Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 
Cumulative Ground Water Flow Readings 

, . ' . : . ~ · · :,. Cumulative Puinpage (gallons) f;,,;ir;J -,.: .... "'· 
{., .,RW-b ~,., . . :C ,,, RW-:-2 '1:;Z\:\ ,., ,, RW-3 :i')< 'I~;,:1,,;,'f otalt t>. 

- - - -
20,984 31 ,644 80,228 132,856 

84,695 88,774 152,228 325,697 
136,654 133,675 224,228 494,557 
200,683 193,729 284,420 678,832 
237,115 228,577 319,268 784,960 

255,043 245,727 354,116 854,886 
255,043 245,727 354, l 16 854,886 

276,211 266,031 374,420 916,662 
445 ,555 428,463 536,852 1,410,870 
445,555 428,463 536,852 1,410,870 

448,963 431,997 543,600 1,424,560 
473,414 453,496 590,792 1,517,702 
482,414 461,556 609,202 1,553 ,172 

496,474 474,106 637,152 1,607,732 
561 ,302 533,550 768,644 1,863,496 

664,814 629,975 985,749 2,280,538 

665,305 763,804 1,159,950 2,589,059 

686,316 766,356 1,253 ,348 2,706,020 

778,585 873,570 1,263,941 2,916,096 
778,585 1,170,564 1,651,617 3,600,766 

873,365 1,376,384 1,823,668 4,073,417 
915,555 1,414,873 1,884,622 4,215,050 

972,328 1,474,048 1,987,350 4,433,726 

1,006,046 1,516,919 2,060,742 4,583,707 

1,049,996 1,577,801 2,164,916 4,792,713 

1,091 ,112 1,638,683 2,246,037 4,975,832 

1,118,169 1,684,621 2,314,606 5,117,396 

1,146,432 1,754,050 2,360,521 5,261,003 

1,159,035 1,796,140 2,409,496 5,364,671 

1,174,178 1,825,149 2,408,298 5,407,625 

1,253,727 1,855,632 2,411 ,539 5,520,898 

1,315,165 1,906,634 2,420,559 5,642,358 

1,365,973 1,908,623 2,502,342 5,776,938 

1,396,032 1,911,188 2,552,717 5,859,937 
1,430,595 1,935,775 2,611 ,374 5,977,744 

1,452,912 1,937,132 2,649,962 6,040,006 

~ HANDEX® -
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;,]i\/,i;'r,/ 'l'~ li;/ff ... · , , . 0. Cumulative Pumpage (gallons) .•;,,,,f~\;-; ,< · •. 
.• r:·nate .:, . ., i;:''iRW-J?::/: 1{1'.' RW.;21±''-: h? RW-3~( ':/tTotaB \'' 

1/3/97 1,456,304 1,939,518 2,655,775 6,051 ,597 
1114197 1,470,242 1,949,120 2,684,864 6,104,226 

1/24/97 1,470,505 1,949,124 2,702,272 6,121 ,901 

2/7/97 1,518,975 1,950,754 2,796,872 6,266,601 

2/21/97 1,571 ,273 1,952,209 2,835,673 6,359,155 
3/14/97 1,646,678 1,952,209 2,835,673 6,436,098 

3/28197 1,692,834 2,039,01 l 2,835,673 6,588,745 

4/11/97 1,734,064 2,124,196 2,835,673 6,715,160 

4/25/97 1,773,261 2,182,646 2,842,124 6,819,258 
5/7/97 1,798,995 2,336,981 2,842,124 6,999,327 

5/22/97 1,825,676 2,393,705 2,905,414 . 7,146,022 

6/5/97 1,867,121 2,472,696 2,988,177 7,349,221 

6/20/97 1,912,764 2,540,269 3,061 ,814 7,536,074 

7/3/97 1,954,658 2,609,124 3,135,756 7,720,764 

7°/17/97 1,975,303 2,680,948 3,199,801 7,877,279 

8/4/97 2,025,486 2,806,996 3,364,397 8,218,106 

8/ 15/97 2,052,962 2,958,721 3,461 ,264 8,494,174 

8/28/97 2,083,623 3,093,542 3,569,012 8,767,404 

9/12/97 2,083 ,684 3,119,818 3,692,072 8,916,801 

9/29/97 2,083 ,905 3,120,840 3,839,556 9,065,528 

10/10/97 2,101,637 3,231,288 3,924,600 9,278,752 

10/31/97 2,101 ,662 3,254,766 4,062,129 9,439,784 

. 11 /10/97 2,101,662 3,394,895 4,102,900 9,620,684 

12/1/97 2,101,662 3,626,479 4,211,530 9,960,898 

12/28/97 2,102,033 3,627,036 4,212,021 9,962,317 

l/16/98 2,145,973 3,914,074 4,365,837 10,447,111 

1/27/98 2,146,228 3,915,067 4,366,295 10,448,817 

2/4/98 2,146,228 4,068,235 4,412,344 10,648,034 

2/ 17/98 2,189,727 4,222,732 4,539,755 10,973,441 

3/18/98 2,293 ,340 4,743,314 4,774,847 11,832,728 

3/25/98 2,309,656 4,805,528 4,802,993 11,939,404 

4/10/98 2,383,929 5,043 ,344 4,927,777 12,376,277 

4/24/98 2,453,055 5,233,074 5,019,725 12,727,081 

5/8/98 2,525,463 5,474,383 5,106,293 13,127,366 

5/22/98 2,593 ,232 5,670,794 5,210,326 13,495,579 

Notes: 
- Data prior to 4/12/96 was collected by EM CON. 
- A new flow baseline (zero cumulative flow) was established on 

August 3, 1995, due to flow meter replacement. 
- Erroneous flow meter reading from RW-3 on 10/1/96. 
- Due to a flow meter malfunction, the totalizer for RW-2 showed a 

negative flow of 1,051 gallons on January 14, 1997. 
- Due to a flow meter malfunction, the totalizer for RW-3 showed a 

negative flowage of 1,538 gallons, 19,689 gallons, and 20,197 
gallons on March 14, March 28, and May 7, 1997, respectively. 

(~'"~ HANDEX® -.....,. --



¼I 

~ 

3 
~ \\ 

" ..., ~ 
vl 
~ 

-~} ;i ~ ~ 
~ \) t 

I:> 

iJ ,, 
1\J """ ;;.. 

" .... 
\\ C"i 

"l 
.ll 

~ 

~ 

i7 

f I 

i\{ 
\Al 

J ~ 

tr' 1-. 
II 

11 

~~ 
J 
l 

2,! 8/98 _ 

- 1 
-1,24/98 

iii[ ; 
RW-1 

RW-.: 

RV- -J -..&. To!~I 

C :, 
C. 
~ 
H 

,> 

2/24/95 _ I 

4/14/95 

5/18/95 ~j 

"' 0 
0 
0 
0 
0 
0 

.,. 
0 
0 
0 
0 
0 
0 

°' 0 
0 
0 
'o 
0 
0 

(. f,LONS 

00 

0 
0 
0 
0 
C 
0 

.:. 

0 
'o 
0 
0 
0 
0 
0 

"' 0 
0 
0 
0 
0 
0 

.,. 
0 
0 
0 
'a 
0 
0 

(j 
C: 
3: 
C: 
r 
> ..., 
< 
t"'l 
"'O 
C: 
s 
-; 
> 
C") 
t"'l 

-

> 
3: 

..,, -0 

- :r: > r., zz 

t • 
. z 0 - -z "" 0 -0 _ o 
>;,::; 
z>: 
> ::: 

0 z 

• 
, 



.. 

ATTACHMENT C 

Site Inspection Forms 



• Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure Time: 

ALARM RESPONSE VISIT: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

---

Bubbler Pressure: RW-1 __ ----_____ RW-2.---"-------

Air Stripper Pressure: / //--

Effluent Flow Rate: z z.. 
Inches of Water 

Gallons Per Minute 

Effluent Clarity: CI e q If:.. _.....;;;.......;;;._;,,;_;::::;._ ______________________ --f 

Building Temperature: R: ~ 
Compressor Checked: \1 -e f 

Degrees F 

Condesate Released: ;;;' '-<., f C> ----
Compressor Oil Level Checked: y ,R 5 Oil Changed: ~,....._vP--'-----------1 
System Operational Upon Arrival: )(__ Yes ___ No, (if no, please explain below) 

AirM/ater Leaks: RW-1 RW-2 RW-3 (please circle appropriate controller( s)) 

Manholes X: No Yes Repaired 

Controllers x No Yes Repaired 

Lines No Y-- Yes X Repaired 

Stripper x No Yes Repaired 

Compressor JC No Yes Repaired 

If yes, explain: /1, ',z l ,' n e -f 6 {f2 w - I J1- -f-
of e, €.'d > ecf,'e.u. ., ,.,_:f 

Filter Cartridges Replaced: X RW-1 )< RW-2 RW-3 

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

Recommendations for system optimization or general comments: 



Air Stripper Cleaned: 

Recovery Wells Sampled: 

Air Stripper Effluent Sampled: 

Pumps Checked/Cleaned 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

'/-.-£'> RW-1 ~-es RW-2 

y_r.5 
~e2 RW-1 ~~r RW-2 

~t°.5 RW-3 

~Le5 RW-3 

·· ·-···-. ·----·-· ··- ·--··· ·-- --- ----~-- ~;J~'Jil~t~Rl~far ~:'\::'rt~- . ·· - ··· · - -··· ·· ·. -· -··-··-····-· -- -· 
. 
Filter elements on S-2 controllers inspected and replaced as necessary: 

Air compressor inspection and overhaul as necessary: 

Break down air stripper blower and check for lubrication and bearing integrity 

per manufacturers specifications. 

Break down S-2 controllers and check and replace where necessary filters, valves, 

springs, and cylinder bores. 

Pull pumps and clean well screens. 

Recommendations for system optimization or general comments: 



,. 

Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure nme: 

ALARM RESPONSE VISIT: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

Bubbler Pressure: __ ......._ ___ RW-2.--=--------
Air Stripper Pressure: ___._ ___ Inches of Water 

Effluent Flow Rate: ---:---::;. __ Gallons Per Minute 

Effluent Clarity: C ( e ct((. 

Building Temperature: <;>-o Degrees F 

Compressor Checked: V -e 5 Condesate Released: tl_ h, r o 

Compressor Oil Level Checked: 1/- e5 (Uc/ J Oil Changed: _.,..,a..;;;o ________ -i 

System Operational Upon Arrival: 11 e S, Yes No, (if no, please explain below) 

' 

AirM/ater Leaks: RW-1 RW-2 RW-3 (please circle appropriate controller(s)) 

Manholes 2' No Yes Repaired 

Controllers x No Yes Repaired 

Lines )<( No Yes Repaired 

Stripper x No Yes Repaired 

Compressor V No Yes Repaired 

If yes, explain: 

Filter Cartridges Replaced: RW-1 RW-2 RW-3 

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

Recommendations for system optimization or general comments: 
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ATTACHMENT D 

Groundwater Analytical Results 
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NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

ANALYTICAL REPORT 

Mr. Jay Simmonds 
HANDEX OF INDIANA 
8579 Zi onsville Rd . 
Indianapolis, IN 46268 

05/18/1998 

NET Job Number: 98.03129 
Page 1 of 9 

Enclosed are the Analytical Results for the following samples 
submitted to NET, Inc . Indianapolis Division for analysis: 

Project Description: FORMER AMPHENOL 

Sample 
Number 

207020 
207021 
207022 
207023 

Sample Description 

RW -1 ( INFLUENT) 
RW-2 ( INFLUENT) 
RW-3 (INFLUENT) 
(EFFLUENT) 

Date 
Taken 

05/08/1998 
05/08/1998 
05/08/1998 
05/08/1998 

Date 
Received 

05/08/1998 
05/08/1998 
05/08/1998 
05/08/1998 

National Environmental Testing, Inc. certifies that the analytical 
results contained herein apply only to the specific samples 
analyzed. 

Reproduction of this analytical report is permitted only in its 
entirety. 

0/ 
Project Representative 



,, 

Mr . Jay Simmonds 

HANDEX OF INDIANA 

8579 Zionsville Rd . 

Indianapolis, IN 46268 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

05/18/1998 

Sample No. : 207020 

Job No. : 98 . 03129 

P . O. NO.: 

Page 2 of 9 

Sample Description : RW-1 (INFLUENT) 

Job Description : FORMER AMPHENOL 

Date Taken : 05/08/1998 Date Received: 05/08/1998 

Analyst/ 
Parameter ~ Flag Units Date of Analysis 

VOLATILE-8240 (AQ) 

Acetone <250 d2x5 ug/L xia I 05/15/1998 
Acrolein <1,200 d2x5 ug/L xia I 05/15/1998 
Acrylonitrile <l,200 d2x5 ug/L xia I 05/15/19 98 
Benzene <25 . d2x5 ug/L xia I 05/15/1998 
Bromodichloromethane <25 . d2x5 ug/L xia I 05/15/1998 

-Bromoform <25 . d2x5 ug/L xia I 05/15/1998 
Bromomethane <50 . d2x5 ug/L xia I 05/15/1998 
2-Butanone (MEK) <250 d2x5 ug/L xia I 05/15/1998 
Carbon disulfide <250 d2x5 ug/L xia I 05/15/1998 
Carbon tetrachloride <25. d2x5 ug/L xia I 05/15/1998 
Chlorobenzene <25. d2x5 ug/L xia I 05/15/1998 
Chloroethane <50. d2x5 ug/L xia I 05/15/1998 
2-Chloroethyl vinyl ether <250 d2x5 ug/L xia I 05/15/1998 
Chloroform <25. d2x5 ug/L xia I 05/15/1998 
Chloromethane <50. d2x5 ug/L xia I 05/15/1998 
Dibromomethane <50 . d2x5 ug/L xia I 05/15/1998 
Dibromochloromethane <25. d2x5 ug/L xia I 05/15/1998 
l,2-Dibromo-3-chloropropane <50 . d2x5 ug/L xia I 05/15/1998 
1 , 2-Dibromoethane (EDB) <25. d2x5 ug/L xia I 05/15/1998 
Dichlorodifluoromethane <50. d2x5 ug/L xia I 05/15/1998 
1 , 1-Dichloroethane <25. d2x5 ug/L xia I 05/15/1998 
1,2-Dichloroethane <25 . d2x5 ug/L xia I 05/15/1998 
1,1-Dichloroethene <25. d2x5 ug/L xia I 05/15/1998 
trans-1,2-Dichloroethene <25 . d2x5 ug/L xia I 05/15/1998 
cis-1,2-Dichloroethene <25 . d2x5 ug/L xia I 05/15/1998 
1,2-Dichloropropane <25. d2x5 ug/L xia I 05/15/1998 
cis-1,3-Dichloropropene <25. d2x5 ug/L xia I 05/15/1998 
trans-1,3-Dichloropropene <25. d2x5 ug/L xia I 05/15/1998 
Ethyl ether <25 . d2x5 ug/L xia I 05/15/1998 
Ethyl acetate <50. d2x5 ug/L xia I 05/15/1998 
Ethylbenzene <25 . d2x5 ug/L xia I 05/15/1998 
Ethyl methacrylate <50. d2x5 ug/L xia I 05/15/1998 
2-Hexanone <250 d2x5 ug/L xia I 05/15/1998 

-Methyl-tert-butyl-ether (MTBE <50 . d2x5 ug/L xia I 05/15/1998 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

Number Limit 

s - 8240 <250 

s 8240 <1200 

s 8240 <1200 

s 82 4 0 <25. 

s - 8240 <25 . 

s 8240 <25. 

s 8240 <50 . 

s 8240 <250 

s - 8240 <250 

s 8240 <25 . 

s - 8240 <25 . 

s 8240 <50 . 

s 824 0 <250 

s - 8240 <25 . 

s - 8240 <50 . 

s - 8240 <50 . 

s 8240 <25. 

s - 8240 <50 . 

s - 8 240 <25. 

s - 8240 <50 . 

s - 8240 <25 . 

s - 8240 <25. 

s - 8240 <25 . 

s - 8240 <25 . 

s - 8240 <25 . 

s - 8240 <25 . 

s - 8240 <25 . 

s - 8240 <25. 

s - 8240 <25. 

s - 8240 <50. 

s - 8240 <25 . 

s - 8240 <50 . 

s - 8240 <250 

s - 8240 <50. 



--
NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

e 

ANALYTICAL REPORT 

Mr. Jay Simmonds 

HANDEX OF INDIANA 

8579 Zionsville Rd . 

Indianapolis, IN 46268 

Sample Description: RW-1 (INFLUENT) 

Job Description : FORMER AMPHENOL 

Date Taken : 05/08/1998 Date Received: 

Parameter Result Flag 

VOLATILE-8240 (AQ) 

Iodomethane <50 . d2x5 
Methylene chloride <50. d2x5 

4-Methyl-2-pentanone (MIBK) <120 d2x5 

Styrene <25 . d2x5 

1,1,2,2-Tetrachloroethane <25. d2 x 5 

Tetrachloroethene 350 . dlx5 

Toluene <2 5 . d2x5 

1,2,3-Trichloropropane <50 . d2x5 

1,1,l-Trichloroethane 240. dlx5 

l,l,2-Trichloroethane <25 . d2x5 

Trichloroethene 540 . dlx5 

Trichlorofluoromethane <25. d2x5 

Vinyl acetate <50. d2x5 

Vinyl chloride <10. d2x5 

Xylenes, (To tal) <25 . d2x5 
SURR: l,2-Dichloroethane-d4 91 

SURR: Toluene-dB 103 

SURR : 4-Bromofluorobenzene 100 

05/08/1998 

!!!llli 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

76-114\ 

88-110\ 

86-115\ 

05/18/1998 

Sample No. : 207020 

Job No .: 98.03129 

P.O. NO .: 

Page 3 of 9 

Analyst/ 

Date of Analysis 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

xia I 05/15/1998 

s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

Number Limit 

- 8240 <50 . 

- 8240 <50. 

- 8240 <120 

- 8240 <25 . 

- 8240 <25 . 

- 8240 <25. 

- 8240 <25. 

- 8240 <50. 

- 8240 <25 . 

- 8240 <25. 

- 8240 <25 . 

- 8240 <25 . 

- 8240 <50. 

- 8240 <10. 

- 8240 <25. 

- 8240 

- 8240 

- 8240 
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Mr. Jay Simmqnds 

HANDEX OF INDIANA 

8579 Zionsville Rd. 

Indianapolis, IN 46268 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

05/18/1998 

Sample No.: 207021 

Job No. : 98 . 03129 

P.O . NO.: 

Page 5 of 9 

Sample Description: RW-2 (INFLUENT) 

Job Description: FORMER AMPHENOL 

Date Taken : 05/08/1998 Date Received: 05/08/1998 

Analyst/ 
Parameter Result Flag Units Date of Analysis 

VOLATILE - 8240 (AQ) 

Iodomethane <50. d2x5 ug/L xia I 05/15/1998 

Methylene chloride <50. d2x5 ug/L xia I 05/15/1998 

4-Methyl-2-pentanone (MIBK) <120 d2x5 ug/L xia I 05/15/1998 
Styrene <25 . d2x5 ug/L xia I 05/15/1998 
1,1,2,2-Tetrachloroethane <25 . d2x5 ug/L xia I 05/15/1998 

e Tetrachloroethene 750 . dlx5 ug/L xia I 05/15/1998 
Toluene <25. d2x5 ug/L xia I 05/15/1998 
1,2,3-Trichloropropane <50 . d2x5 ug/L xia I 05/15/1998 
1,1,1-Trichloroethane 330. dlx5 ug/L xia I 05/15/1998 
1 , 1,2-Trichloroethane <25. d2x5 ug/L xia I 05/15/1998 
Trichloroethene 790 . dlx5 ug/L xia I 05/15/1998 
Trichlorofluoromethane <25. d2x5 ug/L xia I 05/15/1998 
Vinyl acetate <50 . d2x5 ug/L xia I 05/15/1998 
Vinyl chloride <10. d2x5 ug/L xia I 05/15/1998 
Xylenes, (Total) <25 . d2x5 ug/L xia I 05/15/1998 
SURR : l,2-Dichloroethane-d4 92 76-114\ xia I 05/15/1998 
SURR : Toluene-de 103 88-110\ xia I 05/15/1998 
SURR: 4-Bromofluorobenzene 99 86-115\ xia I 05/15/1998 

s 
s 
s 
s 
s 
s 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

Number Limit 

- 8240 <50. 

- 8240 <50 . 

- 8240 <120 

- 8240 <25. 

- 8240 <25 . 

- 8240 <25. 

s - 8240 <25 . 

s - 8240 <50 . 

s - 8240 <25 . 

s - 8240 <25 . 

s - 8240 <25 . 

s - 8240 <25 . 

s - 8240 <50 . 

s - 8240 <10 . 

s - 8240 <25. 

s - 8240 

s - 8240 

s - 8240 
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Mr . Jay Simmonds 

HANDEX OF INDIANA 

8579 Zionsville Rd. 

Indianapolis, IN 46268 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

05/18/1998 

Sample No.: 207021 

Job No.: 98.03129 

P.O. NO.: 

Page 4 of 9 

Sample Description: RW-2 (INFLUENT) 

Job Description: FORMER AMPHENOL 

Date Taken: 05/08/1998 Date Received: 05/08/1998 

Analyst/ 

Parameter ~ Flag Units Date of Analysis 

VOLATILE-8240 (AQ) 

Acetone <250 d2x5 ug/L xia I 05/15/1998 

Acrolein <1,200 d2x5 ug/L xia I 05/15/1998 

Acrylonitrile <1,200 d2x5 ug/L xia I 05/15/1998 

Benzene <25. d2x5 ug/L xia I 05/15/1998 

Bromodichloromethane <25. d2x5 ug/L xia I 05/15/1998 

-Bromoform <25. d2x5 ug/L xia I 05/15/1998 

Bromomethane <50. d2x5 ug/L xia I 05/15/1998 

2-Butanone (MEK) <250 d2x5 ug/L xia I 05/15/1998 

Carbon disulfide <250 d2x5 ug/L xia I 05/15/1998 

Carbon tetrachloride <25. d2x5 ug/L xia I 05/15/1998 

Chlorobenzene <25. d2x5 ug/L xia I 05/15/1998 

Chloroethane <50. d2x5 ug/L xia I 05/15/1998 
2-Chloroethyl vinyl ether <250 d2x5 ug/L xia I 05/15/1998 
Chloroform <25 . d2x5 ug/L xia I 05/15/1998 

Chloromethane <50 . d2x5 ug/L xia I 05/15/1998 

Dibromomethane <50. d2x5 ug/L xia I 05/15/1998 

Dibromochloromethane <25 . d2x5 ug/L xia I 05/15/1998 

1,2-Dibromo-3-chloropropane <50 . d2x5 ug/L xia I 05/15/1998 

1,2-Dibromoethane (EDB) <25. d2x5 ug/L xia I 05/15/1998 

Dichlorodifluoromethane <50. d2x5 ug/L xia I 05/15/1998 
1,1-Dichloroethane <25. d2x5 ug/L xia I 05/15/1998 

1,2-Dichloroethane <25. d2x5 ug/L xia I 05/15/1998 
1,1-Dichloroethene <25. d2x5 ug/L xia I 05/15/1998 

trans-1,2-Dichloroethene <25. d2x5 ug/L xia I 05/15/1998 
cis-1,2-Dichloroethene <25. d2x5 ug/L xia I 05/15/1998 

1,2-Dichloropropane <25 . d2x5 ug/L xia I 05/15/1998 

cis-1,3-Dichloropropene <25. d2x5 ug/L xia I 05/15/1998 
trans-1,3-Dichloropropene <25. d2x5 ug/L xia I 05/15/1998 
Ethyl ether <25. d2x5 ug/L xia I 05/15/1998 
Ethyl acetate <50. d2x5 ug/L xia I 05/15/1998 
Ethylbenzene <25. d2x5 ug/L xia I 05/15/1998 
Ethyl methacrylate <50. d2x5 ug/L xia I 05/15/1998 
2-Hexanone <250 d2x5 ug/L xia I 05/15/1998 

-Methyl-tert-butyl-ether (MTBE <50. d2x5 ug/L xia I 05/15/1998 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

Number Limit 

s - 8240 <250 

s - 8240 <1200 

s - 8240 <1200 

s - 8240 <25. 

s - 8240 <25. 

s - 8240 <25. 

s - 8240 <50. 

s - 8240 <250 

s - 8240 <250 

s - 8240 <25 . 

s - 8240 <25. 

s - 8240 <50. 

s - 8240 <250 

s - 8240 <25 . 

s - 8240 <50. 

s - 8240 <50. 

s - 8240 <25. 

s - 8240 <50. 

s - 8240 <25. 

s - 8240 <50 . 

s - 8240 <25. 

s - 8240 <25. 

s - 8240 <25. 

s - 8240 <25. 

s - 8240 <25. 

s - 8240 <25. 

s - 8240 <25. 

s - 8240 <25. 

s - 8240 <25. 

s - 8240 <50 . 

s - 8240 <25. 

s - 8240 <50. 

s - 8240 <250 

s - 8240 <50. 
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Mr. Jay Sinvnonds 

HANDEX OF INDIANA 

8579 Zionsville Rd. 

Indianapolis, IN 46268 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

05/18/1998 

Sample No .: 207022 

Job No .: 98 . 03129 

P . O. NO . : 

Page 6 of 9 

Sample Description: RW-3 (INFLUENT) 

Job Description : FORMER AMPHENOL 

Date Taken : 05/08/1998 Date Received : 05/08/1998 

Analyst/ 
Parameter Result Flag Units Date of Analysis 

VOLATILE-8240 CAO) 
Acetone <50. d2x5 ug/L xia I 05/15/1998 
Acrolein <250 d2x5 ug/L xia I 05/15/1998 
Acrylonitrile <250 d2x5 ug/L xia I 05/15/1998 
Benzene <5 . 0 d2x5 ug/L xia I 05/15/1998 
Bromodichloromethane <5.0 d2x5 ug/L xia I 05/15/1998 

- Bromoform <5 . 0 d2x5 ug/L xia I 05/15/1998 
Bromomethane <10 . d2x5 ug/L xia I 05/15/1998 
2-Butanone (MEK) <50 . d2x5 ug/L xia I 05/15/1998 
Carbon disulfide <50 . d2x5 ug/L xia I 05/15/1998 
Carbon tetrachloride <5.0 d2x5 ug/L xia I 05/15/1998 
Chlorobenzene <5.0 d2x5 ug/L xia I 05/15/1998 
Chloroethane <10. d2x5 ug/L xia I 05/15/1998 
2-Chloroethyl vinyl ether <50. d2x5 ug/L xia I 05/15/1998 
Chloroform <5 . 0 d2x5 ug/L xia I 05/15/1998 
Chloromethane <10. d2x5 ug/L xia I 05/15/1998 
Dibromomethane <10. d2x5 ug/L xia I 05/15/1998 
Dibromochloromethane <5 . 0 d2x5 ug/L xia I 05/15/1998 
1,2-Dibromo-3-chloropropane <10. d2x5 ug/L xia I 05/15/1998 
1,2-Dibromoethane (EDB) <5 . 0 d2x5 ug/L xia I 05/15/1998 
Dichlorodifluoromethane <10. d2x5 ug/L xia I 05/15/1998 
1,1 - Dichloroethane <5 . 0 d2x5 ug/L xia I 05/15/1998 
1,2-Dichloroethane <5 . 0 d2x5 ug/L xia I 05/15/1998 
l,1-Dichloroethene <5.0 d2x5 ug/L xia I 05/15/1998 
trans-1,2-Dichloroethene <5 . 0 d~x5 ug/L xia I 05/15/1998 
cis-1,2-Dichloroethene <5.0 d2x5 ug/L xia I 05/15/1998 
1,2-Dichloropropane <5.0 d2x5 ug/L xia I 05/15/1998 
cis-1,3-Dichloropropene <5.0 d2x5 ug/L xia I 05/15/1998 
trans-1,3-Dichloropropene <5.0 d2x5 ug/L xia I 05/15/1998 
Ethyl ether <5.0 d2x5 ug/L xia I 05/15/1998 
Ethyl acetate <10. d2x5 ug/L xia I 05/15/1998 
Ethylbenzene <5.0 d2x5 ug/L xia I 05/15/1998 
Ethyl methacrylate <10. d2x5 ug/L xia I 05/15/1998 
2-Hexanone <50. d2x5 ug/L xia I 05/15/1998 
Methyl-tert-butyl-ether 

e 
(MTBE <10 . d2x5 ug/L xia I 05/15/1998 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 
Number Limit 

s - 8240 <50 . 

s - 8240 <250 

s - 8240 <250 

s - 8240 <5.0 

s - 824 0 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <50 . 

s - 8240 <50. 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <50 . 

s - 8240 <5 . 0 

s - 8240 <10. 

s - 8240 <10. 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <10. 

s - 8240 <5 . 0 

s - 8240 <10. 

s - 8240 <50 . 

s - 8240 <10. 
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Mr . Jay Sinunonds 

HANDEX OF INDIANA 

8579 Zionsville Rd. 
Indianapolis, IN 46268 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

05/18/1998 

Sample No .: 207022 

Job No .: 98 . 03129 

P . O. NO . : 

Page 7 of 9 

Sample Description: RW-3 (INFLUENT) 

Job Description : FORMER AMPHENOL 

Date Taken: 05/08/1998 Date Received: 05/08/1998 

Analyst/ 

Parameter Result Flag Units Date of Analysis 

VOLATILE-8240 (AQ) 

Iodomethane <10. d2x5 ug/L xia I 05/15/1998 

Methylene chloride <10. d2x5 ug/L xia I 05/15/1998 

4-Methyl-2-pentanone (MIBK) <25 . d2x5 ug/L xia I 05/15/1998 
Styrene <5.0 d2x5 ug/L xia I 05/15/1998 

1,1,2,2-Tetrachloroethane <5.0 d2x5 ug/L xia I 05/15/1998 

Tetrachloroethene 260. dlx5 l.ig/L xia I 05/15/1998 
Toluene <5.0 d2x5 ug/L xia I 05/15/1998 
1 , 2,3 -Trichloropropane <10 . d2x5 ug/L xia I 05/15/1998 

1,1,1-Trichloroethane 380 . dlx5 ug/L xia I 05/15/1998 
1 , 1,2-Trichloroethane <5,0 d2x5 ug/L xia I 05/15/1998 
Trichloroethene 640 . dlx5 ug/L xia I 05/15/1998 
Trichlorofluoromethane <5 . 0 d2x5 ug/L xia I 05/15/1998 
Vinyl acetate <10. d2x5 ug/L xia I 05/15/1998 
Vinyl chloride <2. 0 d2x5 ug/L xia I 05/15/1998 
Xylenes , (Total) <5.0 d2x5 ug/L xia I 05/15/1998 

SURR: 1 , 2-Dichloroethane-d4 93 76-114\- xia I 05/15/1998 
SURR : Toluene-dB 103 88-110% xia I 05/15/1998 
SURR: 4-Bromofluorobenzene 100 86-115% xia I 05/15/1998 

s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

Number Limit 

- 8240 <10 . 

- 8240 <10 . 

- 8240 <25. 

- 8240 <5 . 0 

- 8240 <5 . 0 

- 8240 <5 . 0 

- 8240 <5 . 0 

- 8240 <10. 

- 8240 <5 . 0 

- 8240 <5.0 

- 8240 <5 . 0 

- 8240 <5 . 0 

- 8240 <10 . 

- 8240 <2.0 

- 8240 <5 . 0 

- 8240 

8240 

- 8240 



NET 

Mr. Jay Simmonds 

HANDEX OF INDIANA 

8579 Zionsville Rd. 

Indianapolis, IN 46268 

Sample Description: (EFFLUENT) 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

05/18/1998 

Sample No.: 207023 

Job No .: 98.03129 

P.O. NO .: 

Page 8 of 9 

Job Description: FORMER AMPHENOL 

Date Taken: 05/08/1998 Date Received: 05/08/1998 

Analyst/ 

Parameter Result Flag Units Date of Analysis 

VOLATILE-8240 (AQ) 

Acetone <50. ug/L xia I 05/15/1998 

Acrolein <250 ug/L xia I 05/15/1998 

Acrylonitrile <250 ug/L xia I 05/15/1998 

Benzene <5 . 0 ug/L xia I 05/15/1998 

Bromodichloromethane <5 . 0 ug/L xia I 05/15/1998 

e Bromoform <5.0 ug/L xia I 05/15/1998 

Bromomethane <10. ug/L xia I 05/15/1998 

2-Butanone (MEK) <50 . ug/L xia I 05/15/1998 

Carbon disulfide <50. ug/L xia I 05/15/1998 

Carbon tetrachloride <5.0 ug/L xia I 05/15/1998 

Chlorobenzene <5 . 0 ug/L xia I 05/15/1998 

Chloroethane <10 . ug/L xia I 05/15/1998 

2-Chloroethyl vinyl ether <50 . ug/L xia I 05/15/1998 

Chloroform <5.0 ug/L xia I 05/15/1998 

Chloromethane <10. ug/L xia I 05/15/1998 

Dibromomethane <10 . ug/L xia I 05/15/1998 

Dibromochloromethane <5 . 0 ug/L xia I 05/15/1998 

1,2-Dibromo-3-chloropropane <10. ug/L xia I 05/15/1998 

1,2-Dibromoethane (EDB) <5.0 ug/L xia I 05/15/1998 

Dichlorodifluoromethane <10. ug/L xia I 05/15/1998 

1,1-Dichloroethane <5.0 ug/L xia I 05/15/1998 

1,2-Dichloroethane <5.0 ug/L xia I 05/15/1998 

1,1-Dichloroethene <5 . 0 ug/L xia I 05/15/1998 

trans-1,2-0ichloroethene <5 . 0 ug/L xia I 05/15/1998 

cis-1,2 - Dichloroethene <5.0 ug/L xia I 05/15/1998 

1,2-0ichloropropane <5 . 0 ug/L xia I 05/15/1998 

cis-1,3-0ichloropropene <5 . 0 ug/L xia I 05/15/1998 

trans-1,3-Dichloropropene <5 . 0 ug/L xia I 05/15/1998 

Ethyl ether <5.0 ug/L xia I 05/15/1998 

Ethyl acetate <10 . ug/L xia I 05/15/1998 

Ethylbenzene <5.0 ug/L xia I 05/15/1998 

Ethyl methacrylate <10. ug/L xia I 05/15/1998 

2-Hexanone <50. ug/L xia I 05/15/1998 

Methyl-tert-butyl-ether (MTBE <10 . 

e ug/L xia I 05/15/1998 

s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

Number L i mit 

- 8240 <50. 

- 8240 <250 

- 8240 <250 

- 8240 <5.0 

- 8240 <5.0 

- 8240 <5 . 0 

- 8240 <10. 

- 8240 <50. 

- 8240 <50. 

- 8240 <5 . 0 

- 8240 <5 . 0 

- 8240 <10 . 

- 8240 <50. 

- 8240 <5 . 0 

- 8240 <10. 

- 8240 <10. 

- 8240 <5 . 0 

- 8240 <10 . 

- 8240 <5.0 

- 8240 <10. 

- 8240 <5.0 

- 8240 <5.0 

- 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <10. 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <50. 

s - 8240 <10. 



• 

e 
Mr. Jay Simmonds 

HANDEX OF INDIANA 

8579 Zionsville Rd. 

Indianapolis, IN 46268 

Sample Description : (EFFLUENT) 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

05/18/1998 

Sample No . : 207023 

Job No . : 98.03129 

P.O . NO . : 

Page 9 of 9 

Job Description: FORMER AMPHENOL 

Date Taken: 05/08/1998 Date Received: 05/08/1998 

Analyst/ 

Parameter Result Flag Units Date of Analysis 

VOLATILE-8240 (AQ) 

Iodomethane <10 . ug/L xia I 05/15/1998 

Methylene chloride <10. ug/L xia I 05/15/1998 

4-Methyl-2 - pentanone (MIBK) <25 . ug/L xia I 05/15/1998 

Styrene <5 . 0 ug/L xia I 05/15/1998 

l,l , 2 , 2-Tetrachloroethane <5 . 0 ug/L xia I 05/15/1998 e Tetrachloroethene <5 . 0 ug/L xia I 05/15/1998 

Toluene <5.0 ug/L xia I 05/15/1998 

l,2,3-Trichloropropane <10. ug/L xia I 05/15/1998 

l,l,l-Trichloroethane <5.0 ug/L xia I 05/15/1998 

l,l , 2-Trichloroethane <5.0 ug/L xia I 05/15/1998 

Trichloroethene <5 . 0 ug/L xia I 05/15/1998 

Trichlorofluoromethane <5.0 ug/L xia I 05/15/1998 

Vinyl acetate <10. ug/L xia I 05/15/1998 

Vinyl chloride <2 . 0 ug/L xia I 05/15/1998 

Xylenes, (Total) <5.0 ug/L xia I 05/15/1998 

SURR : l,2-Dichloroethane-d4 93 76-114\- xia I 05/15/1998 

SURR: Toluene-dB 105 88-110\- xia I 05/15/1998 

SURR : 4-Bromofluorobenzene 101 86-115\- xia I 05/15/1998 

s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 

Indianapolis Division 
6964 Hillsdale Ct. · 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

Number Limit 

- 8240 <10. 

- 8240 <10 . 

- 8240 <25 . 

- 82 40 <5.0 

- 8240 <5 . 0 

- 8240 <5 . 0 

- 8240 <5 . 0 

- 8240 <10 . 

- 8240 <5 . 0 

- 8240 <5.0 

- 8240 <5 . 0 

- 8240 <5.0 

s - 8240 <10 . 

s - 8240 <2 . 0 

s - 8240 <5 . 0 

s - 8240 

s - 8240 

s - 8240 
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NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

e 
< 

mg/L 

ug/L 

mg/kg 

ug/kg 

a 

b 

C 

dl 

d2 

e 

f 

e: 
i 

k 

1 

m 

0 

p 

q 

r 

s 

u 

uj 

TCLP 

ICP 
GFAA 

t 

e. 
Dry Weight 

KEY TO ABBREVIATIONS 

Less than ; when appearing in the results column indicates the analyte was not detected 
at or above the reported value. 

Concentration in units of milligrams of analyte per Liter of sample. Measurement used 
for aqueous samples. Can also be expressed as parts per million (ppm). 

Concentration in units of micrograms of analyte per Liter of sample . . Measurement used 
for aqueous samples. Can also be expressed as parts per_billion (ppb). 

Concentration in units of milligrams of analyte per kilogram of sample. Measurement 
used for non-aqueous samples. Can also be expressed as parts per million (ppm). 

Concentration in units of micrograms of analyte per kilogram of sample. Measurement 
used for non-aqueous samples. Can also be expressed as parts per billion (ppb). 

Indicates the sample concentration was quantitated using a diesel fuel standard. 

Indicates the analyte of interest was also found in the method blank. 

Samples resembles unknown Hydrocarbon. 

Indicates the analyte has elevated reporting limit due to high concentration. 

Indicates the analyte has elevated reporting limi t due to matrix interference. 

Indicates the reported concentration is estimated·. 

Indicates the sample concentration was quantitated using a fuel oil standard. 

Indicates the sample concentration was quantitated using a gasoline standard . 

Indicates the sample was analyzed past holding time. 

Indicates the sample spi ke concentration was insuffic i ent, due to high analyte concentration in the sample. 

Indicates the reported concentration is below the Reporting Limit . 

Indicates the sample concentration was quantitated using a kerosene standard. 

Indi cates an MS/MSD was not analyzed due to insufficient sample . An LCS duplicate has been provided. 

Indicates the sample concentration was quantitated using a mineral spirits standard . 

Indicates the sample concentration was quantitated using a motor oil standard. 

Indicates the sample was post spiked due to sample matrix. 

Indicates MS/MSD exceeded control limits. All other QCis were in control. 

Indicates the sample was received past holding t i me . 

Indicates the sample concentration was quantitated using a stoddard solvent standard. 

Indicates the sample was received improperly preserved and/or contained. 

Indicates the result is under the reporting limit and considered an estimated concentration. 

Indicates the Toxicity Characteristic Leaching Procedure was performed for this analysis . 

Indicates the analysis was performed using Inductively Coupled Plasma Spectroscopy . 
Indicates the analysis was performed using Graphite Furnace Atomic Absorption Spectroscopy. 

Percent; To convert ppm tot, divide the result by 10 , 000. 
To convert t to ppm, multiply the result by 10,000 . 

Reporting limits are elevated due to insufficient sample submitted by client . 

When indicated, the results are reported on a dry weight basis. The contribution of the 
moisture content in the sample is subtracted when calculating the concentration of the analyte. 
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April 30, 1998 

Mr. Sam Waldo 
Director, Environmental Affairs 
AMPHENOL CORPORATION 
World Headquarters 
358 Hall Avenue 
Wallingford, CT 06492 

Re: OPERATION AND MAINTENANCE OF THE INTERIM CORRECTIVE MEASURE 
Former Amphenol Facility 
980 Hurricane Road 
Franklin, Indiana 

Dear Mr. Waldo: 

Enclosed, please find a summary of the operation and maintenance (O&M) and gauging activities 
completed by Handex Environmental, Inc. (Handex) at the above-referenced site. This report summarizes 
the activities completed during the March 25 to April 24, 1998 reporting period. Handex personnel 
inspected the site on a biweekly basis to monitor system operations and ground water recovery and 
treatment. 

Groundwater Level Measurements 
On April 10, 1998, Handex personnel gauged the monitoring well network at the site using an electronic 
oil/water interface probe to determine the depth to water and the presence or absence of liquid-phase 
hydrocarbons. Depth to water beneath the site ranged from 8.70 feet below grade in MW-9 to 16.79 feet 
below grade in MW-28. Liquid-phase hydrocarbons were not detected within the monitoring and recovery 
well network at the site. The submersible pumps for all of the recovery wells were pumping while well 
gauging activities were performed. Figure 1 is a site plan illustrating pertinent site features and well 
locations. The groundwater elevation data is summarized in Attachment A, and a groundwater contour map 
has been included as Figure 2. 

Groundwater Treatment System 
During this reporting period, approximately 787,677 gallons of groundwater were treated and discharged 
from recovery wells RW-1, RW-2, and RW-3. Basecron data provided by EMCON and Handex field data 
sheets, the total volume of groundwater recovered to date is approximately 12, 727,08 I gallons. Attachment 
B includes a table and a graph illustrating the recovery rates to date, and Attachment C contains copies of 
Field Data Sheets completed by Handex personnel. 

Handex personnel mobilized to the site on April I 0, 1998 to perform biweekly and monthly O&M 
activities. The recovery system was operational upon arrival, however, the air supply line for recovery well 
RW-2 was split and leaking air. Consequently, Handex personnel deactivated the recovery system and 
replaced a five foot section of air supply line for RW-2. After the line was replaced, the system was 
reactivated and Handex personnel did not observe any additional air leaks. 
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Handex mobilized to the site on April 24, 1998 to perform biweekly O&M activities. The recovery system 
was fully operational upon arrival at the site and no air leaks were observed by Handex personnel. 
Currently, all of the recovery wells are operational. 

Groundwater Sampling and Analysis 
No groundwater treatment system samples were collected during this reporting period. The next sampling 
event is scheduled for the week ending May 9, 1998. 

Schedule of Activities 
Biweekly and monthly site inspections and O&M activities will continue. Site visits are scheduled for the 
weeks ending May 9 and May 23, 1998. The information from these site inspections will be summarized in 
the May 1998 progress report. 

Should you have any questions regarding this site or information summarized within this report, please do 
not hesitate to contact this office at (317) 228-6240. Handex appreciates the opportunity to provide 
environmental services to Amphenol Corporation. 

Sincerely, 

HANDEX ENVIRONMENTAL, INC. 

/~n_PL,,p~ 
Bra;;;7aentry ~ 
Hydrogeologist 

Attachments 
cc: Mr. Jim Keith, Earth Tech, Bloomington, IN 

Mr. John Kneebone, Marine Corporation of America 

J~~ 
Project Manager 

~ HANDEX® -
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Groundwater Level Measurements 



Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

, .• ~ . i • 

. = ...... ' 

719.89 
13.07 719.18 
13.45 718.80 
10.82 721.43 
11.08 721.17 
11 .84 720.41 
12.04 720.21 
12.58 719.67 
12.37 719.88 
12.26 719.99 
12.02 720.23 

1/24/97 11 .71 720.54 
2/21/97 11.85 720.40 
3/14/97 11.48 720.77 
4/11/97 11.94 720.31 
5nt97 11.98 720.27 
6/5/97 11 .37 720.88 
7/3/97 11 .73 720.52 
8/4/97 12.25 720.00 

9/29/97 12.46 719.79 
10/10/97 12.68 719.57 
11/10/97 12.80 719.45 

12/1/97 12.93 719.32 
1/16/98 13.06 719.19 
2/4/98 13.11 719.14 

3/25/98 12.05 720.20 
4/10/98 12.00 720.25 
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' 

'-<~ 1'.TI"~~!>:~+. 
·;,_:,,, 

· Well · 
,;,,timber 

IT-3 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

1117/95 11.14 717.57 
4/12/96 12.09 716.62 
5/29/96 9.41 719.30 

6/4/96 10.11 718.60 
7/8/96 10.44 718.27 
8/1/96 10.63 718.08 

9/12/96 10.85 717.86 
10/17/96 10.97 717.74 
11/25/96 10.82 717.89 
12/11/96 10.79 717.92 

1/24/97 10.55 718.16 
2/21/97 10.80 717.91 
3/14/97 10.51 718.20 
4/11/97 10.76 717.95 

517197 10.79 717.92 
6/5/97 10.18 718.53 
7/3/97 10.49 718.22 
8/4/97 10.78 717.93 

9/29/97 10.93 717.78 
10/10/97 11 .02 717.69 
11/10/97 11 .12 717.59 

12/1/97 11 .18 717.53 
1/16/98 11.21 717.50 
2/4/98 11.30 717.41 

3/25/98 10.78 717.93 
4/10/98 10.67 718.04 

~ HANDEX ® -
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. Went'. 
Number 

MW-3 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

}· ,/i}i?) >. 

G'.~~§irig 
Date 
8/29/95 
11nt95 
4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 
5/12/97 

6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

12/1/97 
1/16/98 

2/4/98 
3/25/98 
4/10/98 

• . TOC . Depth to ;Corrected Ground 
iS/Ei;v'Jf;, t,11wat~~i~[1Jr'water·Eit:atiori F 

(fe~t) · tf (feet) ' :; ~ (feet) ' · 
736.44 15.23 721 .21 

16.40 720.04 
14.91 721.53 
13.16 723.28 
13.15 723.29 
14.03 722.41 
14.53 721.91 
15.33 721 .11 
15.33 721 .11 
15.29 721.15 
14.95 721.49 
14.50 721.94 
14.50 721 .94 
14.06 722.38 
14.42 722.02 
14.59 721 .85 
13.53 722.91 
14.09 722.35 
14.90 721.54 
15.53 720.91 
15.75 720.69 
16.08 720.36 
17.24 719.20 
16.32 720.12 
16.40 720.04 
15.39 721 .05 
15.00 721.44 

~ HANDEX® -



""YW~,1 ~':,, 
Number' 

MW-9 

~ 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

1117/95 11.47 
4/12/96 9.46 
5/29/96 3.94 

6/4/96 5.81 
7/8/96 6.90 
8/1/96 7.65 

9/12/96 9.23 
10/17/96 9.64 
11/25/96 9.53 
12/11/96 9.18 

1/24/97 7.66 
2/21/97 7.70 
3/14/97 6.68 
4/11/97 7.54 
5/12/97 7.97 

6/5/97 5.63 
7/3/97 7.13 
8/4/97 8.44 

9/29/97 9.82 
10/10/97 10.17 
11/10/97 10.84 

12/1/97 11 .16 
1/16/98 11 .25 

2/4/98 11.28 
3/25/98 9.70 
4/10/98 8.70 

721 .57 
723.58 
729.10 
727.23 
726.14 
725.39 
723.81 
723.40 
723.51 
723.86 
725.38 
725.34 
726.36 
725.50 
725.07 
727.41 
725.91 
724.60 
723.22 
722.87 
722.20 
721.88 
721.79 
721 .76 
723.34 
724.34 

HANDEX® 



Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

4/12/96 
5/29/96 15.07 

6/4/96 15.31 
7/8/96 15.88 
8/1/96 16.16 

9/12/96 16.59 
10/17/96 16.47 
11/25/96 16.32 
12/11/96 16.12 

1/24/97 15.89 
2/21/97 15.96 
3/14/97 15.66 
4/11/97 16.07 

5nt97 16.09 
6/5/97 15.85 
7/3/97 15.64 
8/4/97 16.36 

9/29/97 16.57 
10/10/97 16.70 
11/10/97 16.90 

12/1/97 17.00 
1/16/98 17.20 
2/4/98 17.20 

3/25/98 16.26 
4/10/98 16.12 

720.50 
720.22 
719.79 
719.91 
720.06 
720.26 
720.49 
720.42 
720.72 
720.31 
720.29 
720.53 
720.74 
720.02 
719.81 
719.68 
719.48 
719.38 
719.18 
719.18 
720.12 
720.26 
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·.,. 

.Well l 
Number 

MW-20 

•: 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

"<'·' TOC ;. Depth t_o Corrected Ground 
Gauging 

i., 
Elev: ;,;: "'wafer: 

I :, i?'. f< t 

r ,, Water Elevation 
\ (fei tf': 11>,· . • . . ·· ... Date!'. · (feetr~· 1, • , . . (feet)]< 

8/29/95 .734.03 10.35 723.68 
1117/95 12.16 721 .87 
4/12/96 9.70 724.33 
5/29/96 6.30 727.73 

6/4/96 7.63 726.40 
7/8/96 8.58 725.45 
8/1/96 8.93 725.10 

9/12/96 10.39 723.64 
10/17/96 10.56 723.47 
11/25/96 9.82 724.21 
12/11/96 9.64 724.39 

1/24/97 8.57 725.46 
2/21/97 8.86 725.17 
3/14/97 8.00 726.03 
4/11/97 8.87 725.16 
5/12/97 9.13 724.90 

6/5/97 7.55 726.48 
7/3/97 8.70 725.33 
8/4/97 9.70 724.33 

9/29/97 10.85 723.18 
10/10/97 11 .08 722.95 
11/10/97 11 .66 722.37 

12/1/97 11 .80 722.23 
1/16/98 11 .68 722.35 
2/4/98 11 .80 722.23 

3/25/98 10.08 723.95 
4/10/98 9.26 724.77 

2:..- HANDEX ® -----
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. 
Well ' 

Number 
MW-21 

-

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

·>~ .. , .,:.,:'}.'. ,.,"f' TOC '· .. Depth to Corrected Ground 
_'Gauging • ··eiev.·;: '"water'"", '' water Eievatton , , 

-t 

··· • .:{(feet) ··· ''"""" Date ·"'' · (feet) :·, I ' <feet>? 
8/29/95 737.91 16.81 721.10 
11nt95 17.92 719.99 
4/12/96 16.48 721.43 
5/29/96 14.82 723.09 
6/4/96 14.82 723.09 
7/8/96 15.67 722.24 
8/1/96 16.16 721.75 

9/12/96 16.89 721 .02 
10/17/96 16.89 721.02 
11/25/96 16.85 721.06 
12/11/96 16.53 721 .38 

1/24/97 16.10 721 .81 
2/21/97 16.11 721.80 
3/14/97 15.64 722.27 
4/11/97 16.05 721 .86 
5/12/97 16.20 721 .71 

6/5/97 15.18 722.73 
7/3/97 15.72 722.19 
8/4/97 16.48 721.43 

9/29/97 17.10 720.81 
10/10/97 17.31 720.60 
11/10/97 17.61 720.30 

12/1/97 17.78 720.13 
1/16/98 17.87 720.04 
2/4/98 17.98 719.93 

3/25/98 16.92 720.99 
4/10/98 16.56 721 .35 



"· . .,., 

Well 
Number 

MW-22 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

,·,-~>' (''Y}; :, ,i,.j,roc ·;. Depth to Corrected Ground· .:: .-;. {,:·)"itk+ 
G~uging '",;Elev: ~: '/waie;.'.f1; I '!water 'Et;\tation ' 
:' Date;;;I I;.: t(feet)'.! , (feet) "1 " · , (feet)' ',r · ' 

8/29/95 737,64 17,05 720,59 
11/7/95 17.90 719.74 
4/12/96 16.74 720.90 
5/29/96 15.52 722.12 

6/4/96 15.63 722.01 
7/8/96 16.22 721.42 
8/1/96 16.58 721 .06 

9/12/96 17.15 720.49 
10/17/96 17,04 720.60 
11/25/96 16.99 720.65 
12/11/96 16.76 720.88 

1/24/97 16.46 721 .18 
2/21/97 16.50 721 .14 
3/14/97 16.15 721.49 
4/11/97 16.47 721.17 

5/7/97 17.55 720.09 
6/5/97 15.88 721 .76 
7/3/97 16.34 721 .30 
8/4/97 16.86 720.78 

9/29/97 17.26 720.38 
10/10/97 17.43 720.21 
11/10/97 17.65 719.99 

12/1/97 17.80 719.84 
1/16/98 18.00 719.64 
2/4/98 18.05 719.59 

3/25/98 17.00 720.64 
4/10/98 16.75 720.89 



Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

•· ,,,,\'\!. cc,·'.; ' '·':>TOC '. < .. Depth to · Corrected Ground 
· · ·we11 ;'~au9,;?9· \;( e:iev. ;;; '!y\,atef:,:; ·\wit;r Eleviu~n".'. 
Number Date0 , (feet) / .. ,· (feet)~' ,,,,;. . (feet)"'tf ; , '· 

MW-24 8/29/95 736.02 15.59 720.43 
1117/95 16.41 719.61 
4/12/96 15.29 720.73 
5/29/96 13.77 722.25 

6/4/96 13.80 722.22 
7/8/96 14.54 721.48 
8/1/96 15.01 721.01 

9/12/96 15.61 720.41 
10/17/96 15.66 720.36 
11/25/96 15.61 720.41 
12/11/96 15.33 720.69 

1/24/97 14.96 721 .06 
2/21/97 15.24 720.78 
3/14/97 14.62 721.40 
4/11/97 14.96 721 .06 

517/97 15.04 720.98 
6/5/97 14.20 721 .82 
7/3/97 14.62 721.40 
8/4/97 15.30 720.72 

9/29/97 15.79 720.23 
10/10/97 15.98 720.04 
11/10/97 16.18 719.84 

12/1/97 16.33 719.69 
1/16/98 16.48 719.54 
2/4/98 16.53 719.49 

3/25/98 15.65 720.37 
4/10/98 15.44 720.58 

~ HANDEX® -
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• 
Well " 

Number 
MW-26 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

,, 
TOC Dept!l to Corrected Ground 

Gauging ,,. Elev. ,,, ·. Water .Water Elevation 
· Date > 't (feet) '" I ,H (feet)"'' <u\;f·; (feet) , ,¥<;'' ' 

8/29/95 736.39 13.46 722.93 
11nt95 15.02 721.37 
4/12/96 13.17 723.22 
5/29/96 9.53 726.86 

6/4/96 10.47 725.92 
7/8/96 11 .62 724.77 
8/1/96 12.16 724.23 

9/12/96 13.48 722.91 
10/17/96 13.60 722.79 
11/25/96 13.42 722.97 
12/11/96 13.08 723.31 

1/24/97 12.14 724.25 
2/21/97 12.25 724.14 
3/14/97 11.48 724.91 
4/11/97 12.18 724.21 
5/12/97 12.41 723.98 

6/5/97 10.45 725.94 
7/3/97 11 .78 724.61 
8/4/97 12.78 723.61 

9/29/97 13.83 722.56 
10/10/97 14.09 722.30 
11/10/97 14.61 721 .78 

12/1/97 14.86 721 .53 
1/16/98 14.90 721.49 
2/4/98 15.00 721.39 

3/25/98 13.57 722.82 
4/10/98 12.92 723.47 



.., 

• 
"> .;:~. '; 
''"' ' .. ~ r·: Well ' 
'Number 
MW-27 

e 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

·:~;: :: \.''' TOC,.J . Depth to C~rrected. Ground 
,G; ugiri'g' 

.,:, 
Water.; · .. Water Elevation Elev. ;: ... 
'(feet) J :(feet) ''~: c>· ·oate '"' (feet) '."'' !+li· ,. 

8/29/95 736.63 15.37 721.26 
1117/95 16.66 719.97 
4/12/96 15.01 721 .62 
5/29/96 13.23 723.40 

6/4/96 13.44 723.19 
7/8/96 14.38 722.25 
8/1/96 14.79 721 .84 

9/12/96 15.62 721 .01 
10/17/96 15.56 721 .07 
11/25/96 15.45 721 .18 
12/11/96 15.11 721 .52 
1/24/97 14.63 722.00 
2/21/97 14.75 721.88 
3/14/97 14.28 722.35 
4/11/97 14.71 721 .92 
5/12/97 14.88 721 .75 

6/5/97 13.78 722.85 
7/3/97 14.40 722.23 
8/4/97 15.12 721 .51 

9/29/97 15.82 720.81 
10/10/97 16.02 720.61 
11/10/97 16.36 720.27 

12/1/97 16.52 720.11 
1/16/98 16.46 720.17 
2/4/98 16.58 720.05 

3/25/98 15.42 721.21 
4/10/98 15.06 721 .57 



e 
Former Amphenol Facility 

980 Hurricane Road 
Franklin, Indiana 

Ground Water Level Measurements 

, ''¾/" ' ;,: , c:,,·· .. ,·. TOC ''' ·· oepthto Corrected Ground 
,., Well .. :Gauging . Eiev . .J, t\; '!\'atef , ) ~ ~ter Elevation . 
Nurnber Date ':" ; (feet) rt 0'!' (feet)'~/ · y::,;•+ (feet)'':' "·' ,,y 

MW-28 8/29/95 738.04 17.03 721 .01 
1117/95 18.19 719.85 
4/12/96 16.72 721.32 
5/29/96 15.21 722.83 

6/4/96 15.32 722.72 
7/8/96 16.12 721 .92 
8/1/96 16.54 721 .50 

9/12/96 17.25 720.79 
10/17/96 17.20 720.84 
11/25/96 17.10 720.94 
12/11/96 16.81 721 .23 

1/24/97 16.39 721.65 
2/21/97 16.49 721.55 
3/14/97 16.05 721 .99 
4/11/97 16.41 721 .63 
5/12/97 16.57 721.47 

6/5/97 15.66 722.38 
7/3/97 16.17 721 .87 
8/4/97 16.84 721 .20 

9/29/97 17.41 720.63 
10/10/97 17.61 720.43 
11/10/97 17.91 720.13 

12/1/97 18.08 719.96 
1/16/98 18.10 719.94 

2/4/98 18.20 719.84 
3/25/98 17.10 720.94 
4/10/98 16.79 721 .25 

~~;.._ HANDEX ® 
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Well ' 
Number 

MW-29 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

.;,,:c:z'.'W\/it ·· roe Deptht~ Corrected Ground 
·c;~~g'ulg ,. -·~ 

Elev. . ··· water > TY Water .Elevation . 
, bate , , (feet) · · (feet)~~;: l{.,S,. ·.· (feet) 

8/29/95 737.61 16.83 720.78 
1117/95 17.99 719.62 
4/12/96 16.46 721.15 
5/29/96 15.01 722.60 

6/4/96 15.19 722.42 
7/8/96 16.04 721 .57 
8/1/96 16.40 721.21 

9/12/96 17.15 720.46 
10/17/96 17.02 720.59 
11/25/96 16.93 720.68 
12/11/96 16.61 721 .00 

1/24/97 16.24 721 .37 
2/21/97 16.31 721 .30 
3/14/97 15.91 721.70 
4/11/97 16.30 721 .31 
5/12/97 16.41 721.20 

6/5/97 15.57 722.04 
7/3/97 16.06 721 .55 
8/4/97 16.70 720.91 

9/29/97 17.25 720.36 
10/10/97 17.44 720.17 
11/10/97 17.86 719.75 

12/1/97 17.86 719.75 
1/16/98 17.81 719.80 
2/4/98 17.95 719.66 

3/25/98 16.80 720.81 
4/10/98 16.53 721 .08 

' 

~ HANDEX® -



h .<~~~it:,}/~ 
1t <we1i · 

; 

Number 
MW-30 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

.·,:::,;·~,r>R.'~,,..,.,· 

:,4rt~n{_'·:t·:.: ''\TOC·:\• Clepth to Corrected Ground 
Gauging '""e,;~~t ' '\ lva!er \ i I;' Water Elevation/ 

Date '' ,, (feet) , (f.;et) (feet) 
8/29/95 734.84 15.54 719.30 
11/7/95 15.93 718.91 
4/12/96 14.95 719.89 
5/29/96 14.10 720.74 

6/4/96 14.38 720.46 
7/8/96 14.84 720.00 
8/1/96 15.06 719.78 

9/12/96 15.28 719.56 
10/17/96 15.58 719.26 
11/25/96 15.13 719.71 
12/11/96 14.98 719.86 

1/24/97 14.71 720.13 
2/21/97 14.95 719.89 
3/14/97 14.70 720.14 
4/11/97 14.92 719.92 

5/7/97 14.93 719.91 
6/5/97 14.37 720.47 
7/3/97 14.75 720.09 
8/4/97 15.28 719.56 

9/29/97 15.33 719.51 
10/10/97 15.42 719.42 
11/10/97 15.52 719.32 

12/1/97 15.80 719.04 
1/16/98 15.70 719.14 
2/4/98 15.80 719.04 

3/25/98 15.44 719.40 
4/10/98 15.18 719.66 

6.~-= HANDEX® 
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Weir 
Number 

RW-1 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

~\· ~ .'' TOC tt, 1
'JJ.eet11 t~t ,~orre~ted G~o.un,~ 

·:Gaugiilg 
>"ht,· .. , ,,;;·,:· 

~:,i,f,!!tf :]i . . Water Elevation . : . . Elev. ;. 
' ·. ,· (feet) ' · (feet) :%:cd Date>·· 

8/29/95 730.97 2.58 (1) 728.39 
1117/95 NR (2) NA 
4/12/96 11 .02 719.95 
5/29/96 10.84 720.13 

6/4/96 11 .12 719.85 
7/8/96 11.28 719.69 
8/1/96 NR (2) NA 

9/12/96 11 .55 719.42 
10/17/96 12.50 718.47 
11/25/96 11.23 719.74 
12/11/96 11 .06 719.91 

1/24/97 10.90 720.07 
2/21/97 11.06 719.91 
3/14/97 10.73 720.24 
4/11/97 10.98 719.99 

517/97 11.02 719.95 
6/5/97 10.48 720.49 
7/3/97 10.86 720.11 
8/4/97 11.72 719.25 

9/29/97 12.75 718.22 
10/10/97 11 .50 719.47 
11/10/97 11 .60 719.37 

12/1/97 13.00 717.97 
1/16/98 11 .90 719.07 
2/4/98 11 .90 719,07 

3/25/98 12.96 718.01 
4/10/98 12.50 718.47 

. H ® ~ - ANDEX - · 



Well 
Number . 

RW-2 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

'. ::,/}'::<,<: TOC Depth t<> Corrected Ground 
.· Gauging ~:: Ele~. ,;i; .'. water'.!: . Wate; Elevation· ,,. ·• . . .. . .. 
, .. Date.,,. IR· (feet) t+ " · (feet) !tJi · ''\ >. (feet) f':+i• 

8/29/95 732.05 4.42 (1)" 727.63 
1117/95 NR (2) NA 
4/12/96 12.72 719.33 
5/29/96 11.50 720.55 

6/4/96 11 .88 720.17 
7/8/96 12.48 719.57 
8/1/96 12.76 719.29 

9/12/96 13.25 718.80 
10/17/96 12.86 719.19 
11/25/96 12.26 719.79 
12/11/96 11 .89 720.16 

1/24/97 11.76 720.29 
2/21/97 11.80 720.25 
3/14/97 11.45 720.60 
4/11/97 11.84 720.21 

517/97 11.85 720.20 
6/5/97 11.43 720.62 
7/3/97 11.61 720.44 
8/4/97 12.10 719.95 

9/29/97 12.90 719.15 
10/10/97 12.42 719.63 
11/10/97 13.10 718.95 

12/1/97 12.62 719.43 
1/16/98 12.90 719.15 
2/4/98 12.95 719.10 

3/25/98 13.10 718 .95 
4/10/98 13.10 718.95 

! 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

Corrected Ground 
,:~\.'\\ (;;:,,·:-fh;~: ~ : ',: ·' 

ater'Elevation"' 
····.•,an~it)"irfuJ······· s 

8/29/95 4.08 (1) 729.11 
1117/95 NR (2) NA 
4/12/96 13.07 720.12 
5/29/96 11 .73 721.46 

6/4/96 12.68 720.51 
7/8/96 13.26 719.93 
8/1/96 13.10 720.09 

9/12/96 13.40 719.79 
10/17/96 12.78 720.41 
11/25/96 12.68 720.51 
12/11/96 12.51 720.68 

1/24/97 12.26 720.93 
2/21/97 12.20 720.99 
3/14/97 11.90 721.29 
4/11/97 12.23 720.96 

517197 12.23 720.96 
6/5/97 11.68 721 .51 
7/3/97 12.00 721.19 
8/4/97 14.00 719.19 

9/29/97 14.20 718.99 
10/10/97 13.18 720.01 
11/10/97 14.52 718.67 

12/1/97 15.60 717.59 
1/16/98 13.76 719.43 
2/4/98 13.80 719.39 

3/25/98 15.46 717.73 
4/10/98 15.00 718.19 

(1) Ground water elevation based on measurements from top 
of bubbler tip. 
(2) NR - Not Recorded 
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ATTACHMENT B 

Groundwater Recovery Summary 
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"tlat~ ·:¥ 
2/24/95 

3/3/95 
3/29/95 
4/14/95 

5/3/95 
5/14/95 
5/18/95 
5/23/95 
5/26/95 
6/19/95 
8/3/95 
8/4/95 
8/9/95 

8/11/95 
8/14/95 
8/29/95 
10/6/95 
11/7/95 
12/8/95 
1/15/96 
4/12/96 
5/29/96 
6/26/96 

7/8/96 
7/18/96 

8/1/96 
8/16/96 
8/27/96 
9/12/96 
9/24/96 
10/1/96 

10/17/96 
11/2/96 

11/15/96 
11/25/96 
12/11/96 
12/27/96 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 
Cumulative Ground Water Flow Readings 

Cumulative Punipage (gallons) ,-;,;,, ·.· , · 
· RW-l :;9 RW-2·T,';fic " ''" RW!3 ·'@'¾ Total 

- - - -
20,984 31,644 80,228 132,856 
84,695 88,774 152,228 325,697 

136,654 133,675 224,228 494,557 
200,683 193,729 284,420 678,832 

237,115 228,577 319,268 784,960 
255,043 245,727 354,116 854,886 

255,043 245,727 354,116 854,886 

276,211 266,031 374,420 916,662 
445,555 428,463 536,852 1,410,870 
445,555 428,463 536,852 1,410,870 

448,963 431,997 543 ,600 1,424,560 
473,414 453,496 590,792 1,517,702 
482,414 461,556 609,202 1,553,172 
496,474 474,106 637,152 1,607,732 
561,302 533,550 768,644 1,863,496 
664,814 629,975 985,749 2,280,538 
665,305 763,804 1,159,950 2,589,059 
686,316 766,356 1,253,348 2,706,020 

778,585 873,570 1,263,941 2,916,096 
778,585 1,170,564 1,651,617 3,600,766 
873,365 1,376,384 1,823,668 4,073,417 

915,555 1,414,873 1,884,622 4,215,050 
972,328 1,474,048 1,987,350 4,433,726 

1,006,046 1,516,919 2,060,742 4,583,707 
1,049,996 1,577,801 2,164,916 4,792,713 
1,091,112 1,638,683 2,246,037 4,975,832 

1,118,169 1,684,621 2,314,606 5,117,396 
1,146,432 . 1,754,050 2,360,521 5,261,003 

1,159,035 1,796,140 2,409,496 5,364,671 
1,174,178 1,825,149 2,408,298 5,407,625 
1,253,727 1,855,632 2,411,539 5,520,898 
1,315,165 1,906,634 2,420,559 5,642,358 

1,365,973 1,908,623 2,502,342 5,776,938 
1,396,032 1,911,188 2,552,717 5,859,937 
1,430,595 1,935,775 2,611 ,374 5,977,744 

1,452,912 1,937,132 2,649,962 6,040,006 



. 
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Cumulative Pumpage (gallons) 
Date RW-1 RW-2 s ·RW-3 Total 

1/3/97 1,456,304 1,939,518 2,655,775 6,051 ,597 
1/14/97 1,470,242 1,949,120 2,684,864 6,104,226 

1/24/97 1,470,505 1,949,124 2,702,272 6,121 ,901 

2/7/97 1,518,975 1,950,754 2,796,872 6,266,601 

2/21/97 1,571,273 1,952,209 2,835,673 6,359,155 
3/14197 1,646,678 1,952,209 2,835,673 6,436,098 

3/28/97 1,692,834 2,039,011 2,835,673 6,588,745 

4/11/97 1,734,064 2,124,196 2,835,673 6,715,160 

4/25/97 1,773,261 2,182,646 2,842,124 6,819,258 
5/7/97 1,798,995 2,336,981 2,842,124 6,999,327 

5/22/97 1,825,676 2,393,705 2,905,414 7,146,022 

6/5/97 1,867,121 2,472,696 2,988,177 7,349,221 

6/20/97 1,912,764 2,540,269 3,061 ,814 7,536,074 

7/3/97 1,954,658 2,609,124 3,135,756 7,720,764 

7/17/97 1,975,303 2,680,948 3,199,801 7,877,279 

8/4/97 2,025,486 2,806,996 3,364,397 8,218,106 

8/15/97 2,052,962 2,958,721 3,461,264 8,494,174 

8/28/97 2,083,623 3,093,542 3,569,012 8,767,404 

9/12/97 2,083,684 3,119,818 3,692,072 8,916,801 

9/29/97 2,083,905 3,120,840 3,839,556 9,065,528 

10/10/97 2,101,637 3,231,288 3,924,600 9,278,752 

10/31/97 2,101,662 3,254,766 4,062,129 9,439,784 

11/10/97 2,101,662 3,394,895 4,102,900 9,620,684 

12/1/97 2,101 ,662 3,626,479 4,211 ,530 9,960,898 
12/28/97 2,102,033 3,627,036 4,212,021 9,962,317 

1/16/98 2,145,973 3,914,074 4,365,837 10,447,111 

1/27/98 2,146,228 3,915,067 4,366,295 10,448,817 

2/4/98 2,146,228 4,068,235 4,412,344 10,648,034 

2/17/98 2,189,727 4,222,732 4,539,755 10,973,441 

3/18/98 2,293 ,340 4,743 ,314 4,774,847 11 ,832,728 

3/25/98 2,309,656 4,805,528 4,802,993 11 ,939,404 

4/10/98 2,383,929 5,043,344 4,927,777 12,376,277 

4/24/98 2,453,055 5,233,074 5,019,725 12,727,081 

Notes: 
- Data prior to 4/12/96 was collected by EMCON. 
- A new flow baseline (zero cumulative flow) was established on 

August 3, 1995, due to flow meter replacement. 
- Erroneous flow meter reading from RW-3 on 10/1/96. 
- Due to a flow meter malfunction, the totalizer for RW-2 showed a 

negative flow of 1,051 gallons on January 14, 1997. 
- Due to a flow meter malfunction, the totalizer for RW-3 showed a 

negative flowage of 1,538 gallons, 19,689 gallons, and 20,197 
gallons on March 14, March 28, and May 7, 1997, respectively. 
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ATTACHMENT C 

Site Inspection Forms 
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Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure Time: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

{)-/0-9 7 
. /!'VI, 

') .oo 

ALARM RESPONSE VISIT: 

Bubbler Pressure: RW-1 ___ - ___ _ 

Air Stripper Pressure: I 5 · 5 Inches of Water 

Effluent Flow Rate: _¼-=-__ Gallons Per Minute 

Effluent Clarity: Cl e~,z __ ..;._ ________________________ --! 

Building Temperature: Degrees F 
Compressor Checked: _V_-e_,> __ Condesate Released: f'ln T_0 __ _ 

Compressor Oil Level Checked: y t"' > Oil Changed: __ .e ________ _ 

System Operational Upon Arrival: tf't' 5 Yes ___ No, (if no, please explain below) 

AirM/ater Leaks: RW-1 RW-2 RW-3 (please circle appropriate controller(s)) 

Manholes >< No Yes Repaired 

Controllers x No Yes Repaired 

Lines 'iifr No x Yes >< Repaired 

Stripper x No Yes Repaired 

Compressor k: No Yes Repaired 

a.;,c ~£ 
/+,'le_ 

-/-o c(:'..,u - ?, CoJ/ITIC.c// n {_ If yes, explain: J ,' v1 e 

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

Recommendations for system optimization or general comments: 
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Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure Time: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

ALARM RESPONSE VISIT: 

Bubbler Pressure: 

Air Stripper Pressure: 

Effluent Flow Rate: 

-----

RW.:2 RW-3 ------ ·_....;;________ ----';.....;._.;...__ 

Inches of Water --'---
Gallons Per Minute 

L"'!""'.~~-

Effluent Clarity: re ----'~~=-=;._;;;;_--------------------~ 
Building Temperature: Degrees F 

Compressor Checked: _y:_.e ..... 2--Condesate Released: /7-L< k7 ___ _ 
Compressor Oil Level Checked: y t' z Oil Changed: _.,..__-e __ > _______ _ 
System Operational Upon Arrival: · X Yes No, (if no, please explain below) 

AirM/ater Leaks: RW-1 RW-2 RW-3 (please circle appropriate controller(s)) 

Manholes X No Yes Repaired 

Controllers x No Yes Repaired 

Lines x No Yes Repaired 

Stripper x No Yes Repaired 

Compressor X No Yes Repaired 

If yes, explain: 

(11,(t:l~J'if~li 1'(:!))'!\]f '!~ . . . 

Filter Cartridges Replaced: RW-1 RW-2 RW-3 

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

Recommendations for system optimization or general comments: 



' ,. ' 
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March 31, 1998 

Mr. Sam Waldo 

C\1-1andczx ® 

Director, Environmental Affairs 
AMPHENOL CORPORATION 
World Headquarters 
358 Hall Avenue 
Wallingford, CT 06492 

Re: OPERATION AND MAINTENANCE OF THE INTERIM CORRECTIVE MEASURE 
Fonner Amphenol Facility 
980 Hurricane Road 
Franklin, Indiana 

Dear Mr. Waldo: 

Enclosed, please find a summary of the operation and maintenance (O&M) and gauging activities 
completed by Handex Environmental, Inc. (Handex) at the above-referenced site. This report summarizes 
the activities completed during the February 17 to March 25, 1998 r_eporting period. Handex personnel 
inspected the site on a biweekly basis to monitor system operations and ground water recovery and 
treatment. 

Groundwater Level Measurements 
On March 25, 1998, Handex personnel gauged the monitoring well network at the site using an electronic 
oil/water interface probe to detennine the depth to water and the presence or absence of liquid-phase 
hydrocarbons. Depth to water beneath the site ranged from 9. 70 feet below grade in MW-9 to 17.10 feet 
below grade in MW-28. Liquid-phase hydrocarbons were not detected within the monitoring and recovery 
well network at the site. The submersible pumps for all of the recovery wells were pumping while well 
gauging activities were perfonned. Figure 1 is a site plan illustrating pertinent site features and well 
locations. The groundwater elevation data is summarized in Attachment A, and a groundwater contour map 
has been included as Figure 2. 

Groundwater Treatment System 
During this reporting period, approximately ~65,963 gallons of groundwater were treated and discharged 
from recovery wells RW-1, RW-2, and RW-3. Based on data provided by EMCON and Handex field data 
sheets, the total volume of groundwater recovered to date is approximately 11,939,404 gallons. Attachment 
B includes a table and a graph illustrating the recovery rates to date, anaAttachment C contains copies of 
Field Data Sheets completed by Handex personnel. 

Handex personnel mobilized to the site on March 18, 1998 to check on the status of the recovery system. 
The recovery system was fully operational upon arrival at the site. Handex personnel recorded the 
individual totalizer readings and then eparted the site. 

Handex mobilized to the site on March 25, 1998 to perfonn biweekly and monthly O&M activities. 
of the recove wells were o eratio 1-upon arrival at the site because of fouling in the air stripper. The i 

stripper had accumulated enough fouling to activate the high pressure (22 inches of water) shut off swi1 -
8583 Zionsville Road, Indianapolis, IN 46268 • (317) 228-6240 • Fax: (317) 228-6243 
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Groundwater Level Measurements 
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Fonner Amphenol Facility 

980 Hurricane Road 
Franklin, Indiana 

Ground Water Level Measurements 

l,t ,,. ·' • ' . . , ; )r'fx,;-,, 1lb TOCit:" · Depth to .. Corrected Ground l:f Well !', G~u~l~~- ·:~;J:lev.~: J.'Watek :· ''~wate'r Elevation' 
Nu~'ber ;< oa,t;t :,? <ieeh :C <teet>i~- .p "j <teat> ,t ",; 

IT-2 8/29/95 732.25 12.36 719.89 
11/7/95 13.07 719.18 
4/12/96 13.45 718.80 
5/29/96 10.82 721.43 
6/4/96 11 .08 721.17 
7/8/96 11.84 720.41 
8/1/96 12.04 720.21 

9/12/96 12.58 719.67 
10/17/96 12.37 719.88 
11/25/96 12.26 719.99 
12/11/96 12.02 720.23 

1 /24/97 11 . 71 720.54 
2/21/97 11 .85 720.40 
3/14/97 11.48 720.77 
4/11/97 11 .94 720.31 

5/7/97 11 .98 720.27 
6/5/97 11.37 720.88 
7/3/97 11 .73 720.52 
8/4/97 12.25 720.00 

9/29/97 12.46 719.79 
10/10/97 12.68 719.57 
11/10/97 12.80 719.45 

12/1/97 12.93 719.32 
1/16/98 13.06 719.19 

2/4/98 13.11 719.14 
3/25/98 12.05 720.20 



Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

. > '·]· ·it. '1:1~ ·\ : :,:,;; 1{' JOP/ c;,,·pth,~ p orrected Gi:~und 
~: ,Well . ga~~u:,g !,·,.Elev:< /'.'~a~er ;~ ,Wat~r ElevatiOl'.l \: 

. Number 'oate : '. (feet) , :r (feetf".\ :. (feet) .:ff ~' 
IT-3 8/29/95 728.71 9.52 719.19 

1117/95 11.14 717.57 
4/1 2/96 12.09 716.62 
5/29/96 9.41 719.30 
6/4/96 10.11 718.60 
7/8/96 10.44 718.27 
8/1/96 10.63 718.08 

9/1 2/96 10.85 717.86 
10/17/96 10.97 717.74 
11/25/96 10.82 717.89 
12/11/96 10.79 717.92 

1/24/97 10.55 718.16 
2/21/97 10.80 717.91 
3/14/97 10.51 718.20 
4/11/97 10.76 717.95 

517/97 10.79 717.92 
6/5/97 10.18 718.53 
7/3/97 10.49 718.22 
8/4/97 10.78 717.93 

9/29/97 10.93 717.78 
10/10/97 11 .02 717.69 
11/10/97 11 .12 717.59 

12/1/97 11.18 717.53 
1/16/98 11 .21 717.50 
2/4/98 11.30 717.41 

3/25/98 10.78 717.93 



Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

~,<~tr·.'· './, .' · ''·~. ct;.: TOC ~-- Depth to Corrected Ground 
'L_~·:-r·,;-~- _:s: ~- .. . ·\'. '~?-~','·"L .. _);_: ;; .. :"";''' , '.;,,;, . < -:.x,,., ' . 

)(:V:'ell/.(r }3aU$Ji~g·: ~~iElevr M ' )Valer '; 1 V'!at,r,El!V~~qn. 
Number' Date , • :Sr;tfeet) if· (feet) • "'. ·t.:t (feet},)"· 

MW-3 8/29/95 736.44 15.23 721 .21 
11/7/95 16.40 720.04 
4/12/96 14.91 721 .53 
5/29/96 13.16 723.28 
6/4/96 13.15 723.29 
7/8/96 14.03 722.41 
8/1/96 14.53 721.91 

9/12/96 15.33 721.11 
10/17/96 15.33 721.11 
11/25/96 15.29 721.15 
12/11/96 14.95 721.49 

1/24/97 14.50 721.94 
2/21/97 14.50 721.94 
3/14/97 14.06 722.38 
4/11/97 14.42 722.02 
5/12/97 14.59 721.85 
6/5/97 13.53 722.91 
7/3/97 14.09 722.35 
8/4/97 14.90 721 .54 

9/29/97 15.53 720.91 
10/10/97 15.75 720.69 
11/10/97 16.08 720.36 

12/1/97 17.24 719.20 
1 /16/98 16.32 720.12 
2/4/98 16.40 720.04 

3/25/98 15.39 721 .05 

~ HANt -



., _.,. .• ,·>',f,·. 
\. Wen : 
/Number 
MW-9 

Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

: S} }'!;-:~: ,,,.,roe ' x': Depth to. Corrected Ground . . 

Gauging ,' Elev.' ' Water l , . Water Elevation ,.; 
Oatefli; 

1J.· . ., . . 1;;} 
. . . {feetr 'itt \,. : ,. ... (feet) · · (feet))\:' 

8/29/95 733.04 9.70 723.34 
1117/95 11 .47 721 .57 
4/12/96 9.46 723.58 
5/29/96 3.94 729.10 
6/4/96 5.81 727.23 
7/8/96 6.90 726.14 
8/1/96 7.65 725.39 

9/12/96 9.23 723.81 
10/17/96 9.64 723.40 
11/25/96 9.53 723.51 
12/11/96 9.18 723.86 

1/24/97 7.66 725.38 
2/21/97 7.70 725.34 
3/14/97 6.68 726.36 
4/11/97 7.54 725.50 
5/12/97 7.97 725.07 
6/5/97 5.63 727.41 
7/3/97 7.13 725.91 
8/4/97 8.44 724.60 

9/29/97 9.82 723.22 
10/10/97 10.17 722.87 
11/10/97 10.84 722.20 

12/1/97 11 .16 721 .88 
1/16/98 11.25 721 .79 
2/4/98 11.28 721 .76 

3/25/98 9.70 723.34 



Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

,,,~· : · . J;~ . .'\· ;5'l' .JOC,'\ Depth tcf Corrected Ground 
Gaugi_Hg·, ~ ;Elev. -~ :rwat / Water Elef atfon.' 

Number · Date"'.'-i· ' (feet) ' , (feet) · {feet) · · ·. ' 
MW-12 8/29/95 736.38 16.43 719.95 

1117/95 17.18 719.20 
4/12/96 .. 16.21 720.17 
5/29/96 15.07 721.31 
6/4/96 15.31 721.07 
7/8/96 15.88 720.50 
8/1/96 16.16 720.22 

9/12/96 16.59 719.79 
10/17/96 16.47 719.91 
11/25/96 16.32 720.06 
12/11/96 16.12 720.26 
1/24/97 15.89 720.49 
2/21/97 15.96 720.42 
3/14/97 15.66 720.72 
4/11/97 16.07 720.31 

517/97 16.09 720.29 
6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 

' /10/97 
12/1/97 
1/16/98 
2/4/98 

3/25/98 

15.85 
15.64 
16.36 
16.57 
16.70 
16.90 
17.00 
17.20 
17.20 
16.26 

720.53 
720.74 
720.02 
719.81 
719.68 
719.48 
719.38 
719.18 
719.18 
720.12 



• 

Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

<J,J;;,, : =' :":,;,~t?\. , TOC ,, "P!Ptt( to Corrected ~rou~d 
· ,• Well . _Gauging · i: Elev, ,.· :k0yYater:', Water Elevati.on· 
Number : ~. Date ,)· ;'(feet) ·.•' ~. (feet)), (feetf il':t0;·•''i•( 

MW-20 8/29/95 734.03 10.35 723.68 
11n/95 12.16 721.87 
4/12/96 9.70 724.33 
5/29/96 6.30 727.73 
6/4/96 7.63 726.40 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 
1/24/97 
2/21/97 
3/14/97 
4/11/97 
5/12/97 
6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 
12/1/97 
1/16/98 
2/4/98 

3/25/98 

8.58 725.45 
8.93 725.10 

10.39 723.64 
10.56 723.47 
9.82 724.21 
9.64 724.39 
8.57 725.46 
8.86 725.17 
8.00 726.03 
8.87 725.16 
9.13 724.90 
7.55 726.48 
8.70 725.33 
9.70 724.33 

10.85 723.18 
11.08 722.95 
11.66 722.37 
11.80 722.23 
11.68 722.35 
11 .80 722.23 
10.08 723.95 



' . 

• 
Fonner Amphenol Facility 

980 Hurricane Road 
Franklin, Indiana 

Ground Water Level Measurements 

;.:· ':;:!'.:)'.);} ; ; " ''fi'. . ;/;i:oc.;;r, ,.:Depth t<;>, Corrected Ground 
Well ,:· . ~auging ,~.:.§!~~:H'. / W.a~e,rff; ., ~~t~r Eleva_~on ,. 

Nu.mbe~ · Date ~ · (feet)':: ? (feet)~,: : · (feet)<~. 
MW-21 8/29/95 737.91 16.81 721.10 

1117/95 17.92 719.99 
4/12/96 16.48 721.43 
5/29/96 14.82 723.09 

6/4/96 14.82 723.09 
7/8/96 15.67 722.24 
8/1/96 16.16 721.75 

9/12/96 16.89 721.02 
10/17/96 16.89 721 .02 
11/25/96 16.85 721.06 
12/11/96 16.53 721 .38 

1/24/97 16.10 721 .81 
2/21/97 16.11 721 .80 
3/14/97 15.64 722.27 
4/11/97 
5/12/97 

6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

12/1/97 
1/16/98 
2/4/98 

3/25/98 

16.05 
16.20 
15.18 
15.72 
16.48 
17.10 
17.31 
17.61 
17.78 
17.87 
17.98 
16.92 

721.86 
721.71 
722.73 
722.19 
721.43 
720.81 
720.60 
720.30 
720.13 
720.04 
719.93 
720.99 



• 

• 

e 

Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

";·~~;.f' · t (;;1;;(~5 ~[il·T9~-' f Depth .tc;;. Corrected Ground 
:,- Well -;, Gauging ~~~,.E!ev;.,r. ' Wate~ : : ·water Elevation~: 
. Number I Date·c: f( (feetf .,, •; (feet),t ' 'i (feet)•,;;, .... ,, 
MW-22 8/29/95 737.64 17.05 720.59 

1117/95 17.90 719.74 
4/12/96 16.74 720.90 
5/29/96 15.52 722.12 
6/4/96 15.63 722.01 
7/8/96 16.22 721.42 
8/1/96 16.58 721 .06 

9/12/96 17.15 720.49 
10/17/96 17.04 720.60 
11125/96 16.99 720.65 
12/11/96 16.76 720.88 

1/24/97 16.46 721 .18 
2/21/97 16.50 721 .14 
3/14/97 
4/11/97 

517/97 
6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

12/1/97 
1/16/98 
2/4/98 

3/25/98 

16.15 
16.47 
17.55 
15.88 
16.34 
16.86 
17.26 
17.43 
17.65 
17.80 
18.00 
18.05 
17.00 

721.49 
721 .17 
720.09 
721 .76 
721.30 
720.78 
720.38 
720.21 
719.99 
719.84 
719.64 
719.59 
720.64 



• • 

• 
·=»\CJt; 
;,-,.. :1- :. 'ti 

.·,;, wen · 
Number 

MW-24 

e 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

·-'tr·.:i\j\\lJ~;~f;~ ,t,•TOC v,1 
~,,~\ '!!::~ _,,<" Depth to 

. ,' -~~ 
Cor,:ected Ground 

Gauging .;. Elev.,\\ Watert;'. .. Water Eleva~on_(. 
'bate ,/ l'(feet) ••. . '"· hi~ .... l~ 

· (feet)';;• '•), (feet) ,,,,,-

8/29/95 736.02 15.59 720.43 
11/7/95 16.41 719.61 
4/12/96 15.29 720.73 
5/29/96 13.77 722.25 

6/4/96 13.80 722.22 
7/8/96 14.54 721.48 
8/1/96 15.01 721.01 

9/12/96 15.61 720.41 
10/17/96 15.66 720.36 
11/25/96 15.61 720.41 
12/11/96 15.33 720.69 
1/24/97 14.96 721.06 
2/21/97 15.24 720.78 
3/14/97 14.62 721.40 
4/11/97 14.96 721 .06 

5/7/97 15.04 720.98 
6/5/97 14.20 721.82 
7/3/97 14.62 721.40 
8/4/97 15.30 720.72 

9/29/97 15.79 720.23 
10/10/97 15.98 720.04 
11/10/97 16.18 719.84 

12/1/97 16.33 719.69 
1/16/98 16.48 719.54 
2/4/98 16.53 719.49 

3/25/98 15.65 720.37 



,· 

MW-26 

-

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 736.39 13.46 
11n/95 15.02 
4/12/96 13.17 
5/29/96 9.53 
6/4/96 10.47 
7/8/96 11 .62 
8/1/96 12.16 

9/12/96 13.48 
10/17/96 13.60 
11/25/96 13.42 
12/11/96 13.08 

1/24/97 12.14 
2/21/97 12.25 
3/14/97 11.48 
4/11/97 12.18 
5/12/97 12.41 
6/5/97 10.45 
7/3/97 11.78 
8/4/97 12.78 

9/29/97 13.83 
10/10/97 14.09 
11/10/97 14.61 
12/1'/97 14.86 
1/16/98 14.90 
2/4/98 15.00 

3/25/98 13.57 

722.93 
721.37 
723.22 
726.86 
725.92 
724.77 
724.23 
722.91 
722.79 
722.97 
723.31 
724.25 
724.14 
724.91 
724.21 
723.98 
725.94 
724.61 
723.61 
722.56 
722.30 
721 .78 
721 .53 
721.49 
721 .39 
722.82 

#HANDEX' -
·--------
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. .. . · . 

Well ''/. 
,,-:· ~ 

Number 
MW-27 

. '. 

Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

.. - ·· TOC \t Depth to . ,Corrected:Ground ;:, 

' G_auging ·', e1ev:}r {"Water;,: ; Water Elevation 
1 ;, ' ;:)L (feet) i'.: \ · Date. (feet) ; ' '· (feetf' 

8/29/95 736.63 15.37 721 .26 
1117/95 16.66 719.97 
4/12/96 15.01 721.62 
5/29/96 13.23 723.40 

6/4/96 13.44 723.19 
7/8/96 14.38 722.25 
8/1/96 14.79 721 .84 

9/12/96 15.62 721 .01 
10/17/96 15.56 721 .07 
11/25/96 15.45 721 .18 
12/11/96 15.11 721.52 

1/24/97 14.63 722.00 
2/21/97 14.75 721 .88 
3/14/97 14.28 722.35 
4/11/97 14.71 721 .92 
5/12/97 14.88 721 .75 

6/5/97 13.78 722.85 
7/3/97 14.40 722.23 
8/4/97 15.12 721 .51 

9/29/97 15.82 720.81 
10/10/97 16.02 720.61 
11/10/97 16.36 720.27 

12/1/97 16.52 720.11 
1/16/98 16.46 720.17 

2/4/98 16.58 720.05 
3/25/98 15.42 721 .21 



·,,, ,,, 
,, 

Well 
Number 

MW-28 

Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

:.Jr~::_·:;: 1']0. 1,J>C, •· DepthtQ . Corrected Ground 
.G~'Jgi~g. :water{i : ,; Elev . . ''. Water Elevation{'. 

Date, ' •'' (feet) · (feetf{k f · (feet) _ . 
8/29/95 738.04 17.03 721.01 
11/7/95 18.19 719.85 
4/12/96 16.72 721.32 
5/29/96 .15.21 722.83 
6/4/96 15.32 722.72 
7/8/96 16.12 721.92 
8/1/96 16.54 721.50 

9/12/96 17.25 720.79 
10/17/96 17.20 720.84 
11/25/96 17.10 720.94 
12/11/96 16.81 721.23 
1/24/97 16.39 721.65 
2/21/97 16.49 721 .55 
3/14/97 16.05 721.99 
4/11/97 16.41 721.63 
5/12/97 16.57 721.47 
6/5/97 15.66 722.38 
7/3/97 16.17 721 .87 
8/4/97 16.84 721.20 

9/29/97 17.41 720.63 
10/10/97 17.61 720.43 
11/10/97 17.91 720.13 
12/1/97 18.08 719.96 
1/16/98 18.10 719.94 
2/4/98 18.20 719.84 

3/25/98 17.10 720.94 

~ HANDE: -



-· 

h .. ~') 
~.~ -

.. Well 
N~mber 

MW-29 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

·i '.: :j.'~\t~:t . ,, TOCf,' cDepthto. Corrected Ground 
Gauging · . Elev::; :· .. :water .;: ': Water Elev~tion ':. 

·0 >oate"' : (feet>''·· .. ·i· tfeet> 1"' ., (feet)'!'' ·,-,'' 
8/29/95 737.61 16.83 720.78 
11nt95 17.99 719.62 
4/12/96 16.46 721.15 
5/29/96 15.01 722.60 

6/4/96 15.19 722.42 
7/8/96 16.04 721 .57 
8/1/96 16.40 721 .21 

9/12/96 17.15 720.46 
10/17/96 17.02 720.59 
11/25/96 16.93 720.68 
12/11/96 16.61 721 .00 

1/24/97 16.24 721 .37 
2/21/97 16.31 721 .30 
3/14/97 15.91 721.70 
4/11/97 16.30 721 .31 
5/12/97 16.41 721 .20 

6/5/97 15.57 722.04 
7/3/97 16.06 721 .55 
8/4/97 16.70 720.91 

9/29/97 17.25 720.36 
10/10/97 17.44 720.17 
11/10/97 17.86 719.75 

12/1/97 17.86 719.75 
1/16/98 17.81 719.80 
2/4/98 17.95 719.66 

3/25/98 16.80 720.81 

-- HANDE~ -



! <.· .• :,l,;r} 
...:Well e;.,: 

Nlirilber 
MW-30 

Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

·.·:,c' ) 

:~~~ging 
.. r T,QC :i:., · .. Depth to Corrected Ground 

l,e, Elev.>Jl. ':·water , Water Elevation"\ 
·· Date .' 

1 

"'" <feet> ·:,· ·°"(feet)> ,, (feet> .. ~;:;:, : 

8/29/95 734.84 15.54 719.30 
11/7/95 15.93 718.91 
4/12/96 14.95 719.89 
5/29/96 14.10 720.74 

6/4/96 14.38 720.46 
7/8/96 14.84 720.00 
8/1/96 15.06 719.78 

9/12/96 15.28 719.56 
10/17/96 15.58 719.26 
11/25/96 15.13 719.71 
12/11/96 14.98 719.86 

1/24/97 14.71 720.13 
2/21/97 14.95 719.89 
3/14/97 14.70 720.14 
4/11/97 14.92 719.92 

5/7/97 14.93 719.91 
6/5/97 14.37 720.47 
7/3/97 14.75 720.09 
8/4/97 15.28 719.56 

9/29/97 15.33 719.51 
10/10/97 15.42 719.42 
11/10/97 15.52 719.32 

12/1/97 15.80 719.04 
1/16/98 15.70 719.14 
2/4/98 15.80 719.04 

3/25/98 15.44 719.40 



·-------------,...-..-
Fonner Amphenol Facility 

980 Hurricane Road 
Franklin, Indiana 

Ground Water Level Measurements 

-}:, >cs ;! ;iR;,jJi'f;i,,{' t !09t'·\,;f,>ep,~tf Corrected_~ro~nd 
'c' Wen \. Gauging ,, Elev;;,r;,, :{;,,wc1t~r.~.: .'.Water El~vati<>n': 
Numbe{ lfr; Date,n •. , .• ,(feet)~,<, \K cteet),fi: -:;:, .'"'cteet)'sf,i:'.·· 

RW-1 8/29/95 730.97 2.58 (1l 728.39 
1117/95 NR <2> NA 
4/12/96 11.02 719.95 
5/29/96 10.84 720.13 
6/4/96 11.12 719.85 
7/8/96 11.28 719.69 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 

517197 
6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

12/1/97 
1/16/98 
2/4/98 

3/25/98 

NR 
11.55 
12.50 
11.23 
11 .06 
10.90 
11 .06 
10.73 
10.98 
11 .02 
10.48 
10.86 
11 .72 
12.75 
11.50 
11.60 
13.00 
11.90 
11 .90 
12.96 

(2) NA 
719.42 
718.47 
719.74 
719.91 
720.07 
719.91 
720.24 
719.99 
719.95 
720.49 
720.11 
719.25 
718.22 
719.47 
719.37 
717.97 
719.07 
719.07 
718.01 



-----------:--

;J1,,,r~1· 

Well:, 
~ ··:..-· 

Number · 
RW-2 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

.-::\\{/;;·: T9C ,,t' :-Deptf1to Corrected Ground 
.. t water,\ 

~·· . . .,. '"" 

G~~~i~g . ·:'Elev:J~ Water. Elevation· . 
I .;. :· · :· ' ,_: :',tt~ t"t, (feet; .:;: . : . :•~,i .( .'' . 

···, Date .. (feetHti (feet),j0 ':, ;,. 

8/29/95 732.05 4.42 (1) 727.63 
1117/95 NR (2) NA 
4/12/96 12.72 719.33 
5/29/96 11.50 720.55 

6/4/96 11 .88 720.17 
7/8/96 12.48 719.57 
8/1/96 12.76 719.29 

9/12/96 13.25 718 .80 
10/17/96 12.86 719.19 
11/25/96 12.26 719.79 
12/11/96 11 .89 720.16 

1/24/97 11 .76 720.29 
2/21/97 11 .80 720.25 
3/14/97 11.45 720.60 
4/11/97 11 .84 720.21 

517197 11.85 720.20 
6/5/97 11.43 720.62 
7/3/97 11 .61 720.44 
8/4/97 12.10 719.95 

9/29/97 12.90 719.15 
10/10/97 12.42 719.63 
11/10/97 13.10 718.95 

12/1/97 12.62 719.43 
1/16/98 12.90 719.15 
2/4/98 12.95 719.10 

3/25/98 13.10 718.95 



• 

.. . ,, "'~>?~:, . ... --~ 

:; we11 ·. 
Number 

RW-3 

Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

'd~t gi~·g 
··. TOC '· ,.Depth to. Corrected Ground 
. Elev/ if 

... , -~ •. ·~- / 

'\;Water . . , Water Elevation , 

Date (feet) .~ 1'.'r(feet) ·· ' . (feet)·¼{ ·) 

8/29/95 733.19 4.08 (1) 729.11 
1117/95 NR (2) NA 
4/12/96 13.07 720.12 
5/29/96 11.73 721.46 
6/4/96 12.68 720.51 
7/8/96 13.26 719.93 
8/1/96 13.10 720.09 

9/12/96 13.40 719.79 
10/17/96 12.78 720.41 
11/25/96 12.68 720.51 
12/11/96 12.51 720.68 

1/24/97 12.26 720.93 
2/21/97 12.20 720.99 
3/14/97 11 .90 721.29 
4/11/97 12.23 720.96 

517/97 12.23 720.96 
6/5/97 11 .68 721.51 
7/3/97 12.00 721 .19 
8/4/97 14.00 719.19 

9/29/97 14.20 718.99 
10/10/97 13.18 720.01 
11/10/97 14.52 718.67 

12/1/97 15.60 717.59 
1/16/98 13.76 719.43 
2/4/98 13.80 719.39 

3/25/98 15.46 717.73 
(1) Ground water elevation based on measurements from top 
of bubbler tip. 
(2) NR - Not Recorded 
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ATTACHMENT B 

Groundwater Recovery Summary 



• ' ' I 

Former Amphenol Facility 
• 980 Hurricane Road 

Franklin, Indiana 

• Cumulative Ground Water Flow Readings 

<· Ctiniµlati~t!';Ptlm page(gaHoµs )'·r,:Y,t,i1'Jt",':•fl;{( .. 
i/~J;fRW:;2'i:i1:• 1",1,···RWf3~~S!'' 

2/24/95 
3/3/95 20,984 31,644 80,228 132,856 

3/29/95 84,695 88,774 152,228 325,697 

4/14/95 136,654 133,675 224,228 494,557 

5/3/95 200,683 193,729 284,420 678,832 

5/14/95 237,115 228,577 319,268 784,960 

5/18/95 255,043 245,727 354,116 854,886 

5/23/95 255,043 245,727 354,116 854,886 

5/26/95 276,211 266,031 374,420 916,662 

6/19/95 445,555 428,463 536,852 1,410,870 

8/3/95 445,555 428,463 536,852 1,410,870 

8/4/95 448,963 431,997 543,600 1,424,560 

8/9/95 473,414 453,496 590,792 1,517,702 

8/11/95 482,414 461,556 609,202 1,553,172 

8/14/95 496,474 474,106 637,152 1,607,732 

8/29/95 561,302 533,550 768,644 1,863,496 

10/6/95 664,814 629,975 985,749 2,280,538 

11/7/95 665,305 763,804 1,159,950 2,589,059 

12/8/95 686,316 766,356 1,253,348 2,706,020 

1/15/96 778,585 873,570 1,263,941 2,916,096 

4/12/96 778,585 1,170,564 1,651,617 3,600,766 

5/29/96 873,365 1,376,384 1,823,668 4,073,417 

6/26/96 915,555 1,414,873 1,884,622 4,215,050 

7/8/96 972,328 1,474,048 1,987,350 4,433,726 

7/18/96 1,006,046 1,516,919 2,060,742 4,583,707 

8/1/96 1,049,996 1,577,801 2,164,916 4,792,713 

8/16/96 1,091,112 1,638,683 2,246,037 4,975,832 

8/27/96 1,118,169 1,684,621 2,314,606 5,117,396 

9/12/96 1,146,432 1,754,050 2,360,521 5,261,003 

9/24/96 1,159,035 1,796,140 2,409,496 5,364,671 

10/1/96 1,174,178 1,825,149 2,408,298 5,407,625 

10/17/96 1,253,727 1,855,632 2,411,539 5,520,898 

11/2/96 1,315,165 1,906,634 2,420,559 5,642,358 

11/15/96 1,365,973 1,908,623 2,502,342 5,776,938 

11/25/96 1,396,032 1,911,188 2,552,717 5,859,937 

12/11/96 1,430,595 1,935,775 2,611,374 5,977,744 

12/27/96 1,452,912 1,937,132 2,649,962 6,040,006 

~ HANDEX® -
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Cumulative Pumpage (gallons) 

' RW-2:;pf'e :"'r RW-3.Jtr .:;(•<:Total>,+· 
1/3/97 1,456,304 1,939,518 2,655,775 6,051 ,597 

1/14197 1,470,242 1,949,120 2,684,864 6,104,226 

e 1/24/97 1,470,505 1,949,124 2,702,272 6,121 ,901 

2/7/97 1,518,975 1,950,754 2,796,872 6,266,601 

2/21/97 1,571,273 1,952,209 2,835,673 6,359,155 

3/14197 1,646,678 1,952,209 2,835,673 6,436,098 

3/28197 1,692,834 2,039,011 2,835,673 6,588,745 

4/11/97 1,734,064 2,124,196 2,835,673 6,715,160 

4/25/97 1,773,261 2,182,646 2,842,124 6,819,258 

5/7/97 1,798,995 2,336,981 2,842,124 6,999,327 

5/22/97 1,825,676 2,393,705 2,905,414 7,146,022 

6/5/97 1,867,121 2,472,696 2,988,177 7,349,221 

6/20/97 1,912,764 2,540,269 3,061,814 7,536,074 

7/3/97 1,954,658 2,609,124 3,135,756 7,720,764 

7/17/97 1,975,303 2,680,948 3,199,801 7,877,279 

8/4/97 2,025,486 2,806,996 3,364,397 8,218,106 

8/15/97 2,052,962 2,958,721 3,461 ,264 8,494,174 

8/28/97 2,083 ,623 3,093,542 3,569,012 8,767,404 

9/12/97 2,083 ,684 3, I 19,818 3,692,072 8,916,801 

9/29/97 2,083,905 3,120,840 3,839,556 9,065,528 

10/10/97 2,101,637 3,231,288 3,924,600 9,278,752 

10/31/97 2,101,662 3,254,766 4,062,129 9,439,784 

11/10/97 2,101,662 3,394,895 4,102,900 9,620,684 

12/1/97 2,101,662 3,626,479 4,211,530 9,960,898 

12/28/97 2,102,033 3,627,036 4,212,021 9,962,317 

1/16/98 2,145,973 3,914,074 4,365,837 10,447,111 

1/27/98 2,146,228 3,915,067 4,366,295 10,448,817 

2/4/98 2,146,228 4,068,235 4,412,344 10,648,034 

2/17/98 2,189,727 4,222,732 4,539,755 10,973,441 

3/18/98 2,293,340 4,743,314 4,774,847 11 ,832,728 

3/25/98 2,309,656 4,805,528 4,802,993 I 1,939,404 

~ 
~ Data prior to 4/12/96 was collected by EMCON. 
- A new flow baseline (zero cumulative flow) was established on 

August 3, 1995, due to flow meter replacement. 
- Erroneous flow meter reading from RW-3 on 10/1/96. 
- Due to a flow meter malfunction, the totalizer for RW-2 showed a 

negative flow of 1,051 gallons on January 14, 1997. 
- Due to a flow meter malfunction, the totalizer for RW-3 showed a 

negative flowage of 1,538 gallons, 19,689 gallons, and 20,197 
gallons on March 14, March 28, and May 7, 1997, respectively. 
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AITACHMENT C 

Site Inspection Forms 



' ' . " 

Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure nme: 

ALARM Rt:SPONSE VISIT: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

Flow Meter Readings: RW-1 , 8{,,,c.//D/, o RW-2 43 ?-1-ol 4, o RW-3 L/J.2. •-q-1 ]:,O 
Bubbler Pressure: RW-1 ___ -____ RW-2 ..20~ 3 2. .. we.. RW-3 3 z. - '+8" lv. <... 

Air Stripper Pressure: / s- '' Inches of Water (qf+.1 ~,, .. ,u6') ~ .;i.;i." bt-Pcrr c..J,>.,..)~, 

Effluent Flow Rate: - 2. l Gallons Per Minute ----
Effluent Clarity: c_ \ c Q., 
Building Temperature: fi ~ Degrees F 

Compressor Checked: y es Condesate Released: ~es 
Compressor Oil Level Checked: Oil Changed: -------------4 
System Operational Upon Arrival: 

JI,. ,..., 

AirfNater Leaks: RW-1 RW-2 W-3 (please circle appropriate controller(s)) 

Manholes_~><~_No ___ Yes Repaired ---
Lines ___ No 

Controllers X: No Yes 

__ ·._?(_Yes 

Repaired ---
Repaired 

Stripper _ ___){__ No 

Compressor_-V-___ o 

Yes ---
Yes 

Repaired ---
Repaired ---

If yes, explain: 

Filter Cartridges Replaced: RW-1 RW-2 Y<:f RW-3 
Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

Recommendations for system optimization or general comments: 

. ~Yfl-~n-. /u /J/1 QJ ;r~cY. 



Amphenol 
-e,enol Corporation 

World Headquarters 
358 Hall Avenue 
P.O. Box 5030 
Wallingford, CT 06492 
Telephone (203) 265-8900 

March 17, 1998 

Mr. William J;3uller - DRE-9J 
Enforcement 'and Compliance Assurance Br~ch 
U. S. Environmental Protection Agency, Region 5 
77 West Jackson Boulevard 
Chicago, IL 60604-3590 

Re: Marine Corporation of America/ Amphenol Corporation, Franklin, IN 
IND 044 587 848 

Dear Mr. Buller: 

Pursuant to our conversation on Friday, March 13, 1998, l have enclosed copies of O & M 
summaries for the ICM. Those summaries cover the period of July 17, 1997 to the present. I am 
prepared to continue to send these reports to you on a voluntary basis although I would suggest 
that the submittal frequency coincide with the schedule presented in the draft AOC, e.g., every six 
months. 

I received the draft AOC file via e-mail; it is presently under review. As a point of reference 
regarding the due date of comments, please note that the certified letter transmitting the hard copy 
of the draft AOC was received on March 6, 1998. The review period expires on April 20, 1998. 

As I noted in our conversation, we are proceeding to select a contractor to perform the tasks 
outlined in the draft Scope of Work. I will keep you advised of our progress in this effort. 

Please let me know if you have any questions regarding the above. 

Samuel S. Waldo 
Director, Environmental Affairs 

------·-



\ _ _,, 

February 24, 1998 

Mr. Sam Waldo 
Director, Environmental Affairs 
AMPHENOL CORPORATION 
World Headquarters 
358 Hall Avenue 
Wallingford, CT 06492 

Re: OPERATION AND MAINTENANCE OF THE INTERIM CORRECTIVE MEASURE 
Former Amphenol Facility 
980 Hurricane Road 
Franklin, Indiana 

Dear Mr. Waldo: 

Enclosed, please find a summary of the operation and maintenance (O&M) and gauging activities 
completed by Handex Environmental, Inc. (Handex) at the above-referenced site. This report summarizes 
the activities completed during the January 27 to February 17, 1998 reporting period. Handex personnel 
inspected the site on a biweekly basis to monitor system operations and ground water recovery and 
treatment. 

Groundwater Level Measurements 
On February 4, 1998, Handex personnel gauged the monitoring well network at the site using an electronic 
oil/water interface probe to determine the depth to water and the presence or absence of liquid-phase 
hydrocarbons. Depth to water beneath the site ranged from 11.28 feet below grade in MW-9 to 18.2 feet 
below grade in MW-28. Liquid-phase hydrocarbons were not detected within the monitoring and recovery 
well network at the site. The submersible pumps for all of the recovery wells were pumping while well 
gauging activities were performed. Figure 1 is a site plan illustrating pertinent site features and well 
locations. The groundwater elevation data is summarized in Attachment A, and a groundwater contour map 
has been included as Figure 2. 

Groundwater Treatment System 
During this reporting period, approximately 524,624 gallons of groundwater were treated and discharged 
from recovery wells RW-1, RW-2, and RW-3. Based on data provided by EMCON and Handex field data 
sheets; the total volume of groundwater recovered to date is approximately 10,973,441 gallons. Attachment 
B includes a table and a graph illustrating the recovery rates to date, and Attachment C contains copies of 
Field Data Sheets completed by Handex personnel. 

Handex personnel mobilized to the site on February 4, 1998 to perform biwee~ly, monthly, and quarterly 
O&M activities. Due to a leaking air supply line for recovery well RW-1, Handex personnel had to 
replaced a ten ( 10) foot section of the air supply line. The section of air supply line replaced is located 
inside the equipment enclosure. After the section of line was replaced, the air supply valve for recovery 
well RW-1 was opened and no leaks were observed in the air supply line. Recovery well RW-1 was fully 
operational upon departure from the site. 

8579 Zionsville Road, Indianapolis, IN 46268 • (317) 228-6240 • Fax: (317) 228-6243 



e 
Mr. Sam Waldo 
February 24, 1998 
Page 2 

Handex mobilized to the site on February 17, 1998 to perform biweekly O&M activities. All of the 
recovery wells were operational upon arrival at the site. Additionally, no air leaks were observed at any of 
the S-2 controllers, manholes, air influent lines, or around the cleanout ports of the air stripper. Currently, 
all of the recovery wells are operational. 

Groundwater Sampling and Analysis 
On February 4, 1998, Handex personnel collected influent groundwater samples from recovery wells RW-1, 
RW-2, and RW-3, and one effluent sample from the air stripper unit. The recovery well influent 
groundwater samples were collected from sample ports located within the equipment enclosure prior to 
treatment through the air stripper. The air stripper effluent sample was collected from the discharge pipe 
prior to entering the sewer. The samples were placed into laboratory prepared 40 milliliter (ml) glass 
sample vials and placed into a cooler on ice. The samples were submitted under chain of custody control to 
National Environmental Testing, Inc. (NET) located in Indianapolis, Indiana. The samples were analyzed 
for volatile organic compounds (VOCs) using EPA Method 8240. 

Laboratory analytical results indicate the presence of 1, 1 - dichloroethane, 1, 1, I trichloroethane, and 
trichloroethene in the samples collected from recovery wells RW-1, RW-2, and RW-3. Additionally, 
tetrachloroethene was detected in the samples collected from recovery wells RW-2 and RW-3. VOCs were 
not detected above the laboratory method detection limits from the air stripper effluent sample. Laboratory 
analytical results are summarized in Table 1, and the laboratory analytical reports are included in 
Attachment D. 

Schedule of Activities 
Biweekly and monthly site inspections and O&M activities will continue. Site visits are scheduled for the 
weeks ending March 14 and March 28, 1998, pending approval of the new contract. The information from 
these site inspections will be summarized in the March 1998 progress report. 

Should you have any questions regarding this site or information summarized within this report, please do 
not hesitate to contact this office at (317) 228-6240. Handex appreciates the opportunity to provide 
environmental services to Amphenol Corporation. 

Sincerely, 

HANDEX ENVIRONMENTAL, INC. 

/3~,,.,~'f'~ ~ 
Br~i;°E. 6entry ~~ 
Hydrogeologist 

Attachments 
cc: Mr. Jim Keith, Earth Tech, Bloomington, IN 

Mr. John Kneebone, Marine Corporation of America 

GT1[f:t 
Project Manager 
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;t,~ en ::i,:, \ Sample '. J,1 ; .D.ichloro- , ··. <·. , '"·· •,.,. 
,Number'.', '.:;µDate ) l:t;; ;<ethane ,; ... ·; 
RW-1 I 5/3/951 33 

8/3/95 31 
1117195 30 
4/12/96 NS (2l 

7/8/96 14 
10/17/96 15 

217197 18 
517197 9.9 
8/4/97 9.8 

11/10/97 NS 
12/1/97 28 
2/4/98 24 

RW-2 5/3/95 47 
8/3/95 48 

11n/95 58 
4/12/96 ND 

7/8/96 31 
10/17/96 33 

217197 27 
517197 24 
8/4/97 18 

11/10/97 21 
2/4/98 22 

RW-3 5/3/95 28 
8/3/95 53 

11n/95 48 
4/12/96 ND 

7/8/96 39 
10/17/96 34 

217197 28 
517197 24 
8/4/97 17 

11/10/97 25 
2/4/98 30 

Notes. 
Results in micro rams per · er-(ug/1). 

• TABLE 1 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Laboratory Analytical Results 

Analytes / ·, 

-~·1 r Dichle>ro- ·· I ;,} !~,p -Dichlo~C>.:,; 1·.:::r~trachlor~7',:l_\1'..~.1~ -Tr~~Nert.,,14',i ri~h~O!C>i t' I ;\,;rotaihi 
ethene t ,· ·, ··'"'':·•-5,;v, ·ethene . '··"'i''·· ::· · ·:i·: ethene •:.-:·· ·· ·:·· ·· ·ethane ,;;;, ... · .,,, · ethene ,H:,:: 

0
,YOCs ·r. 

ND (1) ND 100 200 520 853 
ND ND 170 180 400 781 
ND ND ND 190 390 610 
NS NS NS NS NS O (3) 

ND ND 31 120 350 . 515 
ND ND 29 150 1,800 ~ 
ND ND ND 140 260 278 
ND ND 20 91 250 370.9 
ND ND 35 160 210 414.8 
NS NS NS NS NS NS 
ND 
ND 
8.1 
ND 
9.1 
ND 
7.3 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
6.9 
ND 
6.5 
ND 
ND 
ND 
ND 
ND 
ND 

27 
ND 
3.9 
ND 
5.3 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 

180 
ND 

1,500 
1,500 
2,100 
980 

2,100 
2,600 

37 
880 
400 
250 
310 
160 
16 

1,400 
93 
45 

2,600 
37 

1,000 
110 
76 
180 

190 
150 
960 

1,100 
1,300 
530 

1,200 
680 
400 
340 
310 
260 
260 
540 
560 
950 
450 
820 
720 
410 
400 
330 
400 
460 

320 
270 

4,300 
3,000 
2,200 
1,500 
2,100 
2,900 
410 
860 
560 
550 
590 

2,900 
870 

1,700 
1,200 
1,100 
2,900 
410 
990 
490 
600 
840 

745 
444 t/ 

6819 
5648 

5672.4 
3010 

5438.3 

6213 ) 
874 
2104 
1288 

1081 v 
1182 // 
3628 
1499 

4104.9 
,-1743 
2010.5 
6254 
885 
2414 
947 
1101 

~ 

(1) ND - Not Delee e - analyte not detected above laboratory method detection limit. 

e 

(2) NS - Not Sampled, RW-1 not in operation during April 1996 and November 1997 sampling events. 
(3) NA - Not Applicable. gliandax® -
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ATTACHMENT A 

Groundwater Level Measurements 
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<:;/~ \::'.:(:-·) 
I ;:i~~ .. ~ :,_ .~ ·.~\ 

., : Well -''" 
Number , 

IT-2 

Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

9]'.~:/;j~t~:i•:,tl 'tt. TOC '·t,, 1·Depth .to Corrected Ground 
1f:Elev3:{ . Water Elevation ;Gauging '{Water/ 

: Date\. ~··.· (feet)·;, : (feetft' ,, 
' · (feet) ·· > 

8/29/95 732.25 12.36 719.89 
1117/95 13.07 719.18 
4/12/96 13.45 718.80 
5/29/96 10.82 721.43 

6/4/96 11 .08 721.17 
7/8/96 11 .84 720.41 
8/1/96 12.04 720.21 

9/12/96 12.58 719.67 
10/17/96 12.37 719.88 
11/25/96 12.26 719.99 
12/11/96 12.02 720.23 

1/24/97 11 .71 720.54 
2/21/97 11 .85 720.40 
3/14/97 11.48 720.77 
4/11/97 11.94 720.31 

517/97 11.98 720.27 
6/5/97 11 .37 720.88 
7/3/97 11.73 720.52 
8/4/97 12.25 720.00 

9/29/97 12.46 719.79 
10/10/97 12.68 719.57 
11/10/97 12.80 719.45 

12/1/97 12.93 719.32 
1/16/98 13.06 719.19 
2/4/98 13.11 719.14 

~ HANDEX -
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, Wei( \; 
Number\ 

IT-3 

Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

:;:::'~ :<,t:. ,::;-.;roe,., 9epth _to Corrected Ground 
: -;;:;\. 

I ···. Water Elevation ' :9auging ~;~,, Elev. ,.,, It Wate{ 
I< . (feet) ' 

;· .··:.,, .,,.,,,, .; ·.' 
4 Date "~ ;""· (feet) ' · (feet) 'i:;7 +¼ 

8/29/95 728.71 9.52 719.19 
1117/95 11.14 717.57 
4/12/96 12.09 716.62 
5/29/96 9.41 719.30 

6/4/96 10.11 718.60 
7/8/96 10.44 718.27 
8/1/96 10.63 718.08 

9/12/96 10.85 717.86 
10/17/96 10.97 717.74 
11/25/96 10.82 717.89 
12/11/96 10.79 717.92 

1/24/97 10.55 718.16 
2/21/97 10.80 717.91 
3/14/97 10.51 718.20 
4/11/97 10.76 717.95 

517197 10.79 717.92 
6/5/97 10.18 718.53 
7/3/97 10.49 718.22 
8/4/97 10.78 717.93 

9/29/97 10.93 717.78 
10/10/97 11 .02 717.69 
11/10/97 11.12 717.59 

12/1/97 11.18 717.53 
1/16/98 11.21 717.50 
2/4/98 11 .30 717.41 

~ HANDEX 
~ -
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Well ,-/ 
. Number 
MW-3 

0 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

. {::',,->(,,. ' ·;· .. roe Depthfo Corrected .Gro.und ., .. ,,,,. 
~ ,'. ~ ~- . ,:. 

Gauging '~. Elev .. '.. · .. Water:'\, • Water Elevation 
· - Date( · (feet) :; '\. (feet) .. . (feet) . ,'>.}\ 

8/29/95 736.44 15.23 721 .21 
11n/95 16.40 720.04 
4/12/96 14.91 721 .53 
5/29/96 13.16 723.28 

6/4/96 13.15 723.29 
7/8/96 14.03 722.41 
8/1/96 14.53 721 .91 

9/12/96 15.33 721 .11 
10/17/96 15.33 721 .11 
11/25/96 15.29 721 .15 
12/11/96 14.95 721.49 

1/24/97 14.50 721 .94 
2/21/97 14.50 721.94 
3/14/97 14.06 722.38 
4/11/97 14.42 722.02 
5/12/97 14.59 721 .85 

6/5/97 13.53 722.91 
7/3/97 14.09 722.35 
8/4/97 14.90 721.54 

9/29/97 15.53 720.91 
10/10/97 15.75 720.69 
11/10/97 16.08 720.36 

12/1/97 17.24 719.20 
1/16/98 16.32 720.12 
2/4/98 16.40 720.04 

~ HANDEX 
~ - · 
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. Well 
~. . .,·, 

Number 
MW-9 

e 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

., . .. - -•. S,>·.=· .. ' ~ TOC .· Depth to Corrected Grour1d ···~ " 
' ' ' ,. 

Gauging Elev.:; / Water,,{ .· Water Elevation 
' l'f· Date (feet) './ (feetr t · · (feet) . 

8/29/95 733,04 9.70 723,34 
11/7/95 11.47 721 ,57 
4/12/96 9.46 723.58 
5/29/96 3.94 729.10 

6/4/96 5.81 727.23 
7/8/96 6.90 726.14 
8/1/96 7.65 725.39 

9/12/96 9.23 723.81 
10/17/96 9.64 723.40 
11/25/96 9.53 723.51 
12/11/96 9.18 723.86 
1/24/97 7.66 725.38 
2/21/97 7.70 725.34 
3/14/97 6.68 726.36 
4/11/97 7.54 725.50 
5/12/97 7.97 725.07 

6/5/97 5.63 727.41 
7/3/97 7.13 725.91 
8/4/97 8.44 724.60 

9/29/97 9.82 723.22 
10/10/97 10.17 722.87 
11/10/97 10.84 722.20 

12/1/97 11 .16 721 .88 
1/16/98 11 .25 721 .79 
2/4/98 11 .28 721 .76 

4... ( ~ HANDEX -



Well 
Number 

MW-12 

e 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

,, 
... , TOC Depth to Corrected Ground 

·Gauging' 
{ 

Elev. ;- · ·water , Water Elevation 
" Date >; '' '(feet) . (feet) ;· (feet)f:W' · 

8/29/95 736.38 16.43 719.95 
1117/95 17.18 719.20 
4/12/96 16.21 720.17 
5/29/96 15.07 721.31 

6/4/96 15.31 721.07 
7/8/96 15.88 720.50 
8/1/96 16.16 720.22 

9/12/96 16.59 719.79 
10/17/96 16.47 719.91 
11/25/96 16.32 720.06 
12/11/96 16.12 720.26 

1/24/97 15.89 720.49 
2/21/97 15.96 720.42 
3/14/97 15.66 720.72 
4/11/97 16.07 720.31 

517/97 16.09 720.29 
6/5/97 15.85 720.53 
7/3/97 15.64 720.74 
8/4/97 16.36 720.02 

9/29/97 16.57 719.81 
10/10/97 16.70 719.68 
11/10/97 16.90 719.48 

12/1/97 17.00 719.38 
1/16/98 17.20 719.18 
2/4/98 17.20 719.18 



,. .. , 

Well 
Number 

MW-20 

. 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

"·· .,, J ..• ·TOC :., ·· l:>epthto Corrected Ground :~.u,gint ['J,' Elev. /- i:;;;water.: •• Water ·Elevatii?n · 
>oate < 1+ (feet) · ·'? (feet) "' · (feet) :.: ., : 

8/29/95 734.03 10.35 •723.68 
1117/95 12.16 721 .87 
4/12/96 9.70 724.33 
5/29/96 6.30 727.73 

6/4/96 7.63 726.40 
7/8/96 8.58 725.45 
8/1/96 8.93 725.10 

9/12/96 10.39 723.64 
10/17/96 10.56 723.47 
11/25/96 9.82 724.21 
12/11/96 9.64 724.39 

1/24/97 8.57 725.46 
2/21/97 8.86 725.17 
3/14/97 8.00 726.03 
4/11/97 8.87 725.16 
5/12/97 9.13 724.90 

6/5/97 7.55 726.48 
7/3/97 8.70 725.33 
8/4/97 9.70 724.33 

9/29/97 10.85 723.18 
10/10/97 11 .08 722.95 
11/10/97 11 .66 722.37 

12/1/97 11.80 722.23 
1/16/98 11 .68 722.35 
2/4/98 11 .80 722.23 

~ HANDEX(! 
~ -



~. 
iS'!,:,,.- :-: . . 
; ; Well 

Number 
MW-21 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

).i;:·>' ?'-,.: :~::\;,) " TOC ,;:b. Dep.~h,t<? Corrected Ground 
Gauging . .• ···E1ev3f ···Water> 1 

•· Water Elevatibni 
· Date ti ·, (feetf t (feet) .; · (feet) · ..... 
8/29/95 737.91 16.81 721 .10 
11/7/95 17.92 719.99 
4/12/96 16.48 721.43 
5/29/96 14.82 723.09 

6/4/96 14.82 723.09 
7/8/96 15.67 722.24 
8/1/96 16.16 721 .75 

9/12/96 16.89 721 .02 
10/17/96 16.89 721 .02 
11/25/96 16.85 721 .06 
12/11/96 16.53 721 .38 

1/24/97 16.10 721.81 
2/21/97 16.11 721 .80 
3/14/97 15.64 722.27 
4/11/97 16.05 721 .86 
5/12/97 16.20 721 .71 

6/5/97 15.18 722.73 
7/3/97 15.72 722.19 
8/4/97 16.48 721.43 

9/29/97 17.10 720.81 
10/10/97 17.31 720.60 
11/10/97 17.61 720.30 

12/1/97 17.78 720.13 
1/16/98 17.87 720.04 

2/4/98 17.98 719.93 

\ _ HANDEX ' 



''t>·. ~- \1·' ><i •. 
V •·y 

.Jwe11 'Y: 
Number·, 

MW-22 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

~.' , ,. . ;' TOC Depth to Corrected Ground . ~-,, 
'>0c: 

Gauging ;· Elev.·/ 
'" Water ·· Water Elevation 

-t oate ·· ·, (feet) (feet) ·\ . <(feet) ;:; 

8/29/95 737.64 17.05 720.59 
1117/95 17.90 719.74 
4/12/96 16.74 720.90 
5/29/96 15.52 722.12 

6/4/96 15.63 722.01 
7/8/96 16.22 721 .42 
8/1/96 16.58 721 .06 

9/12/96 17.15 720.49 
10/17/96 17.04 720.60 
11/25/96 16.99 720.65 
12/11/96 16.76 720.88 

1/24/97 16.46 721.18 
2/21/97 16.50 721 .14 
3/14/97 16.15 721.49 
4/11/97 16.47 721.17 

517197 17.55 720.09 
6/5/97 15.88 721.76 
7/3/97 16.34 721.30 
8/4/97 16.86 720.78 

9/29/97 17.26 720.38 
10/10/97 17.43 720.21 
11/10/97 17.65 719.99 

12/1/97 17.80 719.84 
1/16/98 18.00 719.64 

2/4/98 18.05 719.59 



•;va ' 

,,, 
Well 

,,:: 

Number 
MW-24 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

i. ' TOC Depth to Corrected Ground ~ ~~ ' ',, ' ., . 
' • Wat'e{ ' Water Eleva'.tion Gauging , Elev. ,, .• 

,\,,,,,Date :t·;, (feet):,. , (feet) , . (feet)C:w':; · 
8/29/95 736.02 15.59 720.43 
11nt95 16.41 719.61 
4/12/96 15.29 720.73 
5/29/96 13.77 722.25 

6/4/96 13.80 722.22 
7/8/96 14.54 721.48 
8/1/96 15.01 721 .01 

9/12/96 15.61 720.41 
10/17/96 15.66 720.36 
11/25/96 15.61 720.41 
12/11/96 15.33 720.69 
1/24/97 14.96 721 .06 
2/21/97 15.24 720.78 
3/14/97 14.62 721.40 
4/11/97 14.96 721.06 

517197 15.04 720.98 
6/5/97 14.20 721.82 
7/3/97 14.62 721.40 
8/4/97 15.30 720.72 

9/29/97 15.79 720.23 
10/10/97 15.98 720.04 
11/10/97 16.18 719.84 

12/1/97 16.33 719.69 
1/16/98 16.48 719.54 

2/4/98 16.53 719.49 



.·. 

., wen ; 

Number 
MW-26 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

. . . - TOC . Deptht<> Corrected Ground 
·Gaugir19 1, ,. Elev.\ · Water \ ,._Water El~v.ation 

. "'ixi: 
Date ····· .. (feet) (feet) C (feet) :.t• 
8/29/95 736.39 13.46 722.93 
1117/95 15.02 721 .37 
4/12/96 13.17 723.22 
5/29/96 9.53 726.86 

6/4/96 10.47 725.92 
7/8/96 11 .62 724.77 
8/1/96 12.16 724.23 

9/12/96 13.48 722.91 
10/17/96 13.60 722.79 
11/25/96 13.42 722.97 
12/11/96 13.08 723.31 

1/24/97 12.14 724.25 
2/21/97 12.25 724.14 
3/14/97 11.48 724.91 
4/11/97 12.18 724.21 
5/12/97 12.41 723.98 

6/5/97 10.45 725.94 
7/3/97 11 .78 724.61 
8/4/97 12.78 723.61 

9/29/97 13.83 722.56 
10/10/97 14.09 722.30 
11/10/97 14.61 721 .78 

12/1/97 14.86 721 .53 
1/16/98 14.90 721.49 
2/4/98 15.00 721 .39 



.·.:i-

·. Well 
Number 

MW-27 

Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

,.::.· ·:,; .::~ . ;,~}/~· ···•·•. TOC Depth t() Corrected Ground • .• ,··,, •• i_: 

Giuging I•< Elev. ,, Waterl '. · Water Elevation 
oate.r , (feet) , ··' (feet) \ · · (feet) ': 
8/29/95 736.63 15.37 721.26 
1117/95 16.66 719.97 
4/12/96 15.01 721 .62 
5/29/96 13.23 723.40 

6/4/96 13.44 723.19 
7/8/96 14.38 722.25 
8/1/96 14.79 721 .84 

9/12/96 15.62 721 .01 
10/17/96 15.56 721 .07 
11/25/96 15.45 721.18 
12/11/96 15.11 721 .52 

1/24/97 14.63 722.00 
2/21/97 14.75 721 .88 
3/14/97 14.28 722.35 
4/11/97 14.71 721.92 
5/12/97 14.88 721 .75 

6/5/97 13.78 722.85 
7/3/97 14.40 722.23 
8/4/97 15.12 721.51 

9/29/97 15.82 720.81 
10/10/97 16.02 720.61 
11/10/97 16.36 720.27 

12/1/97 16.52 720.11 
1/16/98 16.46 720.17 
2/4/98 16.58 720.05 



Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

: • I ... • • • >,. TOC ;, 
Well ·]; . Ga

0

1Jg!ng ,: Elev. : ' 
Number / Date1/ : ' (feet) ,. 

Depth to 
Water . 
(feet:) 

Corrected Grollnd 
Water Elevation 

cteet) 
MW-28 8/29/95 738.04 

11/7/95 
4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 
5/12/97 

6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

12/1/97 
1/16/98 
2/4/98 

17.03 
18.19 
16.72 
15.21 
15.32 
16.12 
16.54 
17.25 
17.20 
17.10 
16.81 
16.39 
16.49 
16.05 
16.41 
16.57 
15.66 
16.17 
16.84 
17.41 
17.61 
17.91 
18.08 
18.10 
18.20 

721.01 
719.85 
721.32 
722.83 
722.72 
721 .92 
721.50 
720.79 
720.84 
720.94 
721 .23 
721.65 
721 .55 
721 .99 
721 .63 
721.47 
722.38 
721.87 
721.20 
720.63 
720.43 
720.13 
719.96 
719.94 
719.84 



e 

./•'.i)/\ ,;. 

Well ,',: 
Number 

MW-29 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

'. t. J"OG :C, Depth to Corrected Grou!1d 
:' ;" -~,..,.; ; .~ 

Gauging /,; plev}i · Water,:.:· • Water Elevation . 
.> Date •·. ,, (feet) 9 I< (feet) .',: (feet) 

8/29/95 737.61 16.83 720.78 
1117/95 17.99 719.62 
4/12/96 16.46 721 .15 
5/29/96 15.01 722.60 

6/4/96 15.19 722.42 
7/8/96 16.04 721 .57 
8/1/96 16.40 721.21 

9/12/96 17.15 720.46 
10/17/96 17.02 720.59 
11/25/96 16.93 720.68 
12/11/96 16.61 721 .00 

1/24/97 16.24 721 .37 
2/21/97 16.31 721 .30 
3/14/97 15.91 721 .70 
4/11/97 16.30 721 .31 
5/12/97 16.41 721.20 

6/5/97 15.57 722.04 
7/3/97 16.06 721 .55 
8/4/97 16.70 720.91 

9/29/97 17.25 720.36 
10/10/97 17.44 720.17 
11/10/97 17.86 719.75 

12/1/97 17.86 719.75 
1/16/98 17.81 719.80 

2/4/98 17.95 719.66 

~ HANDEX ® 



.... 
. Well 

Number 
MW-30 

e 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

,-- ·'"".:,:::,t:'~." ,.r ,. roc .· ... ·· Depth to Corrected Ground 
, ... , .. 
Gauging t Elevd ,. Water .I: Water Elevation 

b+ oate ' ,;; (feet) (feet) •·· (feet) ,,' 
8/29/95 734.84 15.54 719.30 
1117/95 15.93 718.91 
4/12/96 14.95 719.89 
5/29/96 14.10 720.74 

6/4/96 14.38 720.46 
7/8/96 14.84 720.00 
8/1/96 15.06 719.78 

9/12/96 15.28 719.56 
10/17/96 15.58 719.26 
11/25/96 15.13 719.71 
12/11/96 14.98 719.86 

1/24/97 14.71 720.13 
2/21/97 14.95 719.89 
3/14/97 14.70 720.14 
4/11/97 14.92 719.92 

5/7/97 14.93 719.91 
6/5/97 14.37 720.47 
7/3/97 14.75 720.09 
8/4/97 15.28 719.56 

9/29/97 15.33 719.51 
10/10/97 15.42 719.42 
11/10/97 15.52 719.32 

12/1/97 15.80 719.04 
1/16/98 15.70 719.14 
2/4/98 15.80 719.04 

~-----=- HAND EX ® -



Well 
Number 

RW-1 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

TOC Depth to Corrected Ground 
:, ,, 1,., . , •. ,,:;:':: .. 

Gauging "' Elev .. · , Water ·· Water Elevation 
Date • (feet) · . (feet) , (feet) '' 
8/29/95 730.97 2.58 (1) · 728.39 
1117/95 NR (2) NA 
4/12/96 11 .02 719.95 
5/29/96 10.84 720.13 

6/4/96 11 .12 719.85 
7/8/96 11 .28 719.69 
8/1/96 NR (2) NA 

9/12/96 11 .55 719.42 
10/17/96 12.50 718.47 
11/25/96 11 .23 719.74 
12/11/96 11.06 719.91 

1/24/97 10.90 720.07 
2/21/97 11 .06 719.91 
3/14/97 10.73 720.24 
4/11/97 10.98 719.99 

517197 11.02 719.95 
6/5/97 10.48 720.49 
7/3/97 10.86 720.11 
8/4/97 11.72 719.25 

9/29/97 12.75 718.22 
10/10/97 11.50 719.47 
11/10/97 11.60 719.37 

12/1/97 13.00 717.97 
1/16/98 11.90 719.07 
2/4/98 11.90 719.07 



--
Well 

Number 
RW-2 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

\ :,,> .·"", TOC ·. Depth to Corrected Ground 
Gauging Elev: .. ,, Water} .· Water Elevation 

Date.·" (feet) · .. (feet) (feet) 
8/29/95 732.05 4.42 (1) 727.63 
11nt95 NR (2) NA 
4/12/96 12.72 719.33 
5/29/96 11 .50 720.55 

6/4/96 11.88 720.17 
7/8/96 12.48 719.57 
8/1/96 12.76 719.29 

9/12/96 13.25 718.80 
10/17/96 12.86 719.19 
11/25/96 12.26 719.79 
12/11/96 11 .89 720.16 

1/24/97 11 .76 720.29 
2/21/97 11.80 720.25 
3/14/97 11.45 720.60 
4/11/97 11 .84 720.21 

5nt97 11 .85 720.20 
6/5/97 11.43 720.62 
7/3/97 11 .61 720.44 
8/4/97 12.10 719.95 

9/29/97 12.90 719.15 
10/10/97 12.42 719.63 
11/10/97 13.10 718.95 

12/1/97 12.62 719.43 
1/16/98 12.90 719.15 
2/4/98 12.95 719.10 



· .. 
.7'· 

· Well 
Number 

RW-3 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

.. · 
'l(·= / JOC '· Depth to Corrected Ground ,::~ 

;c· e1ev. )., Gauging Ii Water ; Water Elevation 
,.' Date 

•. ·.,- ·.;· 

(feet) ' •··· (feet) .. h , (feet) · .·\.)'>. 

8/29/95 733.19 4.08 (1) 729.11 
1117/95 NR (2) NA 
4/12/96 13.07 720.12 
5/29/96 11 .73 721.46 

6/4/96 12.68 720.51 
7/8/96 13.26 719.93 
8/1/96 13.10 720.09 

9/12/96 13.40 719.79 
10/17/96 12.78 720.41 
11/25/96 12.68 720.51 
12/11/96 12.51 720.68 
1/24/97 12.26 720.93 
2/21/97 12.20 720.99 
3/14/97 11 .90 721 .29 
4/11/97 12.23 720.96 

517/97 12.23 720.96 
6/5/97 11 .68 721 .51 
7/3/97 12.00 721.19 
8/4/97 14.00 719.19 

9/29/97 14.20 718.99 
10/10/97 13.18 720.01 
11/10/97 14.52 718.67 

12/1/97 15.60 717.59 
1/16/98 13.76 719.43 
2/4/98 13.80 719.39 

(1) Ground water elevation based on measurements from top 
of bubbler tip. 
(2) NR - Not Recorded 

-...r HANDE) -



ATIACHMENT B 

Groundwater Recovery Summary 



Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 
Cumulative Ground Water Flow Readings 

, ··· • '\ :'• '< . P Cumulative Pumpage (gallons) '• ·t:;\·:i'·' 
Date '>· , ~·, RW~J. ;;. k,;, RW-2 · ·RW'-3 ,, :;;;, Total ... 

2/24/95 - - - -
3/3/95 20,984 

3/29/95 84,695 
4/14/95 .. 136,654 

5/3/95 200,683 
5/14/95 237,115 
5/18/95 255,043 
5/23/95 255,043 
5/26/95 276,211 
6/19/95 445,555 
8/3/95 445,555 

8/4/95 448,963 
8/9/95 473,414 

8/11/95 482,414 
8/14/95 496,474 
8/29/95 561,302 
10/6/95 664,814 
11/7/95 665,305 
12/8/95 686,316 
1/15/96 778,585 
4/12/96 778,585 
5/29/96 873,365 
6/26/96 915,555 

7/8/96 972,328 
7/18/96 1,006,046 
8/1/96 1,049,996 

8/16/96 1,091,112 
8/27/96 1,118,169 
9/12/96 1,146,432 
9/24/96 1,159,035 
10/1/96 1,174,178 

10/17/96 1,253,727 
11/2/96 1,315,165 

11/15/96 1,365,973 
11/25/96 1,396,032 
12/11/96 1,430,595 
12/27/96 1,452,912 

31,644 
88,774 

133,675 
193,729 
228,577 
245,727 
245,727 
266,031 
428,463 
428,463 
431,997 
453,496 
461,556 
474,106 
533,550 
629,975 
763,804 
766,356 
873,570 

1,170,564 
1,376,384 
1,414,873 
1,474,048 
1,516,919 
1,577,801 
1,638,683 
1,684,621 
1,754,050 
1,796,140 
1,825,149 
1,855,632 
1,906,634 
1,908,623 
1,911,188 
1,935,775 
1,937,132 

80,228 
152,228 
224,228 
284,420 
319,268 
354,116 
354,116 
374,420 
536,852 
536,852 
543,600 
590,792 
609,202 
637,152 
768,644 
985,749 

1,159,950 
1,253,348 
1,263,941 
1,651,617 
1,823,668 
1,884,622 
1,987,350 
2,060,742 
2,164,916 
2,246,037 
2,314,606 
2,360,521 
2,409,496 
2,408,298 
2,411,539 
2,420,559 
2,502,342 
2,552,717 
2,611,374 
2,649,962 

132,856 
325,697 
494,557 
678,832 
784,960 
854,886 
854,886 
916,662 

1,410,870 
1,410,870 
1,424,560 
1,517,702 
1,553,172 
1,607,732 
1,863,496 
2,280,538 
2,589,059 
2,706,020 
2,916,096 
3,600,766 
4,073,417 
4,215,050 
4,433,726 
4,583,707 
4,792,713 
4,975,832 
5,117,396 
5,261,003 
5,364,671 
5,407,625 
5,520,898 
5,642,358 
5,776,938 
5,859,937 
5,977,744 
6,040,006 

~ HANDEJ -



,, ,, ,.,, Cumulative Pumpage (gallons) 
Date RW-l :,:';\ RW-2' ' RW-3 ::' Total 

1/3/97 1,456,304 1,939,518 2,655,775 6,051,597 
1/14/97 1,470,242 1,949,120 2,684,864 6,104,226 

1/24/97 1,470,505 1,949,124 2,702,272 6,121,901 
2/7/97 1,518,975 1,950,754 2,796,872 6,266,601 

2/21/97 1,571 ,273 1,952,209 2,835,673 6,359,155 
3/14/97 1,646,678 1,952,:209 2,835,673 6,436,098 

3/28/97 1,692,834 2,039,01 I 2,835,673 6,588,745 

4/11/97 1,734,064 2,124,196 2,835,673 6,715,160 

4/25/97 1,773 ,261 2,182,646 2,842,124 6,819,258 
5/7197 1,798,995 2,336,981 2,842,124 6,999,327 

5/22/97 1,825,676 2,393,705 2,905,414 7,146,022 

6/5/97 1,867,121 2,472,696 2,988,177 7,349,221 

6/20/97 1,912,764 2,540,269 3,061,814 7,536,074 

7/3/97 i ,954,658 2,609,124 3, 135,756 7,720,764 

7/17/97 1,975,303 2,680,948 3,199,801 7,877,279 

8/4/97 2,025,486 2,806,996 3,364,397 8,218, I 06 

8/15/97 2,052,962 2,958,721 3,461,264 8,494,174 

8/28/97 2,083 ,623 3,093,542 3,569,012 8,767,404 

9/ 12/97 2,083,684 3,119,818 3,692,072 8,916,801 

9/29/97 2,083 ,905 3,120,840 3,839,556 9,065,528 

10/ 10/97 2,101 ,637 3,231 ,288 3,924,600 9,278,752 

10/31/97 2,101 ,662 3,254,766 4,062,129 9,439,784 

11 / 10/97 2,101,662 3,394,895 4,102,900 9,620,684 

12/1/97 2,101 ,662 3,626,479 4,211 ,530 9,960,898 

12/28/97 2,102,033 3,627,036 4,212,021 9,962,317 

1/16/98 2,145,973 3,914,074 4,365,837 10,447,111 

1/27/98 2,146,228 3,915,067 4,366,295 10,448,817 

2/4/98 2,146,228 4,068,235 4,412,344 10,648,034 

2/17/98 2,189,727 4,222,732 4,539,755 10,973 ,441 

Notes: 
- Data prior to 4/ 12/96 was collected by EMCON. 
- A new flow baseline (zero cumulative flow) was established on 

August 3, 1995, due to flow meter replacement. 
- Erroneous flow meter reading from RW-3 on 10/1/96. 
- Due to a flow meter malfunction, the totalizer for RW-2 showed a 

negative flow of 1,05 I gallons on January 14, 1997. 
- Due to a flow meter malfunction, the totalizer for RW-3 showed a 

negative flowage of 1,538 gallons, 19,689 gallons, and 20,197 
gallons on March 14, March 28, and May 7, 1997, respectively. 
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ATTACHMENT C 

Site Inspection Forms 

e 



-

Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure nme: 

ALARM RESPONSE VISIT: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

Flow Meter Readings: RW-1 _____ '7<1'1! ____ RW-2 ____ ......__ RW-3 1 'b S ~ O <.,?, L, 
Bubbler Pressure: RW-1 __ ---"'-------- RW-2 ~ -10 RW-3 2,tp ,...3, O 

Air Stripper Pressure: t 3, Inches of Water 

Effluent Flow Rate: - ?fGallons Per Minute 

Effluent Clarity: Cl e. ~ a. ___ ...........,. ________________________ _ 
Building Temperature: rJ 0 
Compressor Checked: y -e 7 
Compressor Oil Level Checked: 

System Operational Upon Arrival: 

AirM/ater Leaks: RW-1 RW-2 

Manholes 

Controllers 

Lines 

Stripper 

Compressor 

If yes, explain: 

l,v , 

Degrees F 

Condesate Released: 

Oil Changed: ,e --'I-'_.__ _______ _ 

Yes No, (if no, please explain below) ---

RW-3 (please circle appropriate controller(s)) 

Y. No Yes Repaired 

~ No Yes Repaired 

No (>1u - ( x:. Yes Repaired 

X No Yes Repaired 

x No Yes Repaired 

62v.J- ,'cl. e. {s1.,,.;/J. •'11 

• 
Filter Cartridges Replaced: )(__ RW-1 X. RW-2 y RW-3 

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

Recommendations for system optimization or general comments: 

0 R. "' ,e (<_ £ ; \ t ~ (2 ,s 



e 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

-----------------------------------. - : . - .. . . . . .. . ... -... f1:,) .:y:tr:;!:{~ \'( :_!'):\'.f•:._\._ .. - ··- • - .- , .. -- - ·- - - .. . 

Air Stripper Cleaned: 

Recovery Wells Sampled: ~ -ez RW-1 ~ t'. ~ RW-2 ¥e ~ RW-3 

Air Stripper Effluent Sampled: ¥fz 
Pumps Checked/Cleaned ),::f z RW-1 yez RW-2 yes RW-3 

t 

r\(o ,, ·· . ~)- ;\;--~ · - - - .. - -· • • . - . • - • 
..::1!:1Uft.:c-..'I• . ~-"-~.._,J_ I~ • . ! .._\ . 

Filter elements on S-2 controllers inspected and replaced as necessary: 

Air compressor inspection and overhaul as necessary: 

Break down air stripper blower and check for lubrication and bearing integrity 

per manufacturers specifications. 

Break down S-2 controllers and check and replace where necessary filters, valves, 

springs, and cylinder bores. 

Pull pumps and clean well screens. 

Recommendations for system optimization or general comments: 



Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure Time: 

ALARM RESPONSE VISIT: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

Bubbler Pressure: RW-1_:.-::.::.-=.::. ___ RW-2 ______ _ 

Air Stripper Pressure: -A- Inches of Water 

Effluent Flow Rate: ~ Gallons Per Minute 

Effluent Clarity: C..t ec.t..i't 
Building Temperature: q. () Degrees F 

Compressor Checked: t/ Condesate Released: P~f o 

Compressor Oil level Checked: / Oil Changed: 0 -L,;;,_=--------~ 
t/Yes System Operational Upon Arrival: 

AirM/ater leaks: RW-1 RW-2 

Manholes 

Controllers 

lines 

Stripper 

Compressor 

No, (if no, please explain below) ---

RW-3 (please circle appropriate controller(s)) 

V No ___ Yes Repaired ---
c,,,/' No ___ Yes Repaired ---t/ No ___ Yes Repaired ---V No ___ Yes 

V No ___ Yes 

Repaired ---
Repaired ---

If yes, explain: ----------------------------1 

Filter Cartridges Replaced: RW-1 RW-2 RW-3 

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

Recommendations for system optimization or general comments: 



ATTACHMENT D 

Groundwater Analytical Results 

-~ HANDEX .__.,. -



--

• 

Mr. Jay Simmonds 
HANDEX OF INDIANA 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

8579 Zionsville Rd. 
Indianapolis, IN 46268 

02/12/1998-

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

NET Job Number: 98.00816 
Page 1 of 9 

Enclosed are the Analytical Results for the following samples 
submitted to NET, Inc. Indianapolis Division for analysis: 

Project Description: 111291-03 (FORMER} AMPHENOL FACILITY 

Sample 
Number 

197784 
197785 
197786 
197787 

Sample Description 

RW-1 / INFLUENT 
RW-2 / INFLUENT 
RW-3 / INFLUENT 
EFFLUENT 

Date 
Taken 

02/04/1998 
02/04/1998 
02/04/1998 
02/04/1998 

Date 
Received 

. 02/05/1998 
02/05/1998 
02/05/1998 
02/05/1998 

National Environmental Testing, Inc. certifies that the analytical 
results contained herein apply only to the specific samples 
analyzed. 

Reproduction of this analytical report is permitted only in its 
entirety. 
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-

Mr. Jay Simmonda 
HANDEX OP INDIANA 
8579 Zionsville Rd. 
Indianapolis, IN 46268 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

02/12/1998 

Sample No.: 197784 
Job No. : 98.00816 
P.O . NO.: 

Page 2 of 9 

Sample Description: RW-1 / INFLUENT 
Job Description: 111291-03 (FORMER) AMPHENOL FACILITY 

Date Taken: 02/04/1998 Date Received: 02/05/1998 

Analyst/ 
Parameter ~ Flag Units Date of Analysis 

VOLATILE-8240 (AQ) 

Acetone <50 . ug/L jde I 02/10/1998 
Acrolein <250 ug/L jde I 02/10/1998 
Acrylonitrile <250 ug/L jde I 02/10/1998 
Benzene <5.0 ug/L jde / 02/10/1998 
Bromodichloromethane <5.0 ug/L jde I 02/10/1998 
Bromoform <5 . 0 ug/L jde I 02/10/1998 
Bromomethane <10. ug/L jde I 02/10/1998 
2-Butanone (MEK) <50. ug/L jde I 02/10/1998 
Carbon disulfide <50 . ug/L jde / 02/10/1998 
Carbon tetrachloride <5.0 ug/L jde I 02/10/1998 
Chlorobenzene <5 . 0 ug/L jde I 02/10/1998 
Chloroethane <10. ug/L jde / 02/10/1998 
2-Chloroethyl vinyl ether <50 . ug/L jde I 02/10/1998 
Chloroform <5.0 ug/L jde / 02/10/1998 
Chloromethane <10. ug/L jde I 02/10/1998 
Dibromomethane <10 . ug/L jde I 02/10/1998 
Dibromochloromethane <5 . 0 ug/L jde I 02/10/1998 
l,2-Dibromo-3-chloropropane <10. ug/L jde I 02/10/1998 
1,2-Dibromoethane (EDB) <5.0 ug/L jde I 02/10/1998 
Dichlorodifluoromethane <10. ug/L jde I 02/10/1998 
1,1-Dichloroethane 24 ug/L jde I 02/10/1998 
1,2-Dichloroethane <5.0 ug/L jde I 02/10/1998 
1,1-Dichloroethene <5.0 ug/L jde I 02/10/1998 
trans-1,2-Dichloroethene <5 . ·o ug/L jde I 02/10/1998 
c i s-1,2-Dichloroethene <5.0 ug/L jde I 02/10/1998 
1,2-Dichloropropane <5.0 ug/L jde / 02/10/1998 
cis-1,3 - Dichloropropene <5.0 ug/L jde / 02/10/1998 
trans-1,3-Dichloropropene <5.0 ug/L jde I 02/10/1998 
Ethyl ether <5.0 ug/L jde I 02/10/1998 
Ethyl acetate <10. ug/L jde I 02/10/1998 
Ethylbenzene <5.0 ug/L jde I 02/10/1998 
Ethyl methacrylate <10. ug/L jde I 02i"l0/1998 
2-Hexanone <50. ug/L jde / 02/10/1998 
Methyl-tert-butyl-ether (MTBE <10 . ug/L jde / 02/10/1998 

e 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 
Number Limit 

s - 8240 <50. 

s - 8240 <250 

s - 8240 <250 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5 . 0 
s - 8240 <10. 

s - 8240 <50. 

s - 8240 <50. 

s - 8240 <5.0 

s 8240 <5 . 0 

s - 8240 . <10. 

s - 8240 <50. 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <10. 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5 . 0 
s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <50. 

s - 8240 <10. 



NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

Mr . Jay Sirrrnonda 

HANDEX OF INDIANA 
8579 Zionsville Rd. 

Indianapolis, IN 46268 

Sample .Description: RW-1 / INFLUENT 

Job Description: 111291-03 (FORMER) AMPHENOL FACILITY 

Date Taken : 02/04/1998 Date Received: 02/05/1998 

e 

Parameter 

VOLATILE-8240 (AQ) 

Iodomethane <10 . 

Methylene chloride <10 . 

4-Methyl-2-pentanone (MIBK) <25. 

Styrene <5.0 

1,1,2,2-Tetrachloroethane <5 . 0 

Tetrachloroethene <5 . 0 

Toluene 

1,2,3-Trichloropropane 

1,1,1-Trichloroethane 

1,1,2-Trichloroethane 

Trichloroethene 

<5.0 

<10. 

150 

<5.0 

270 

Trichlorofluoromethane <5.0 

Vi nyl acetate <10 . 

Vinyl chloride <2.0 

Xylenes, (Total) <5 . 0 

SURR: l,2-Dichloroethane-d4 113 

SURR : Toluene-dB 94 

SURR: 4-Bromofluorobenzene 104 

Units 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

dlxB ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

76-114\-

88-110\-

86-115\-

02/12/1998 

Sample No.: 197784 

Job No. : 98 . 00816 

P.O. NO.: 

Page 3 of 9 

Analyst/ 
Date of Analysis 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde / 02/10/1998 

jde / 02/10/1998 

jde I 02/10/1998 

jde / 02/10/1998 

jde I 02/10/1998 

jde / 02/10/1998 

jde / 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

~ Limit 

s - 8240 <10. 

s • 8240 <10. 

s - 8240 <25. 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <2 . 0 

s • 8240 <5.0 

s - 8240 

s - 8240 

s - 8240 



e 

e 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

Mr. Jay Sinmonds 

HANDEX OP INDIANA 

8579 Zionsville Rd. 

Indianapolis, IN 46268 

Sample Description: RW-2 / INFLUENT 

Job Description: 111291-03 (FORMER) AMPHENOL FACILITY 

Date Taken: 02/04/1998 Date Received: 02/05/1998 

Parameter 

VOLATILE-8240 (AO) 

Acetone 

Acrolein 

Acrylonitrile 

Benzene 

Bromodi chloromethane 

Bromoform 

Bromomethane 

2-Butanone (MEK) 

carbon disulfide 

<50 . 

<250 

<250 

<5.0 

<5.0 

<5.0 

<10. 

<50. 

<50. 

Carbon tetrachloride <5.0 

Chlorobenzene <5.0 

Chloroethane <10. 

2-Chloroethyl vinyl ether <50. 

Chloroform <5.0 

Chloromethane <10. 

Dibromomethane <10 . 

Dibromochloromethane <5 . 0 

l,2-Dibromo-3-chloropropane <10. 

1,2-Dibromoethane (EDB) <5.0 

Dichlorodifluoromethane <10. 

1,1-Dichloroethane 22 

1,2-Dichloroethane <5.0 

1,1-Dichloroethene <5 . 0 

trans-1,2-Dichloroethene <5.0 

cis-1,2-Dichloroethene <5 . 0 

1,2-Dichloropropane <5.0 

cia-1,3-Dichloropropene <5.0 

trana-1,3-Dichloropropene <5.0 

Ethyl ether <5.0 

Ethyl acetate <10. 

Ethylbenzene <5 . 0 

Ethyl methacrylate <10 . 

2-Hexanone <50. 

Methyl-tert-butyl-ether (MTBE <10 . 

Flag Units 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

02/12/1998 

Sample No.: 197785 

Job No.: 98.00816 

P.O. NO .: 

Page 4 of 9 

Analyst/ 

Date of Analysis 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde / 02/10/1998 

jde / 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde / 02/10/1998 

jde I 02/10/1998 

jde / 02/10/1998 

jde I 02/10/1998 

jde / 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde / 02/10/1998 

jde / 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde / 02/10/1998 

jde / 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde / 02/10/1998 

jde I 02/10/1998 

jde / 02/10/1998 

jde / 02/10/1998 

jde / 02/10/1998 

jde / 02/10/1998 

e 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

~ Limit 

s - 8240 <50. 

s - 8240 <250 

s - 8240 <250 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <50. 

s - 8240 <50. 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <50. 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <10. 

s - 8240 <5 . 0 

s - 8240 <10. 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <50 . 

s - 8240 <10. 



e 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

Mr. Jay Si111n0nds 

HANDEX OF INDIANA 
8579 Zionsville Rd . 

Indianapolis, IN 46268 

Sample Description : RW-2 / INFLUENT 

Job Description : lll29l-03 (FORMER) AMPHENOL FACILITY 

Date Taken: 02/04/1998 Date Received: 02/05/1998 

Parameter 

VOLATILE-8240 (AQ) 

Iodomethane · <10 , 

Methylene chloride <10. 

4-Methyl-2 - pentanone (MIBK) <25. 

Styrene <5 . 0 

l,l,2,2-Tetrachloroethane <5 . 0 

Tetrachloroethene 

Toluene 

l,2,3-Trichloropropane 

l,l , l-Trichloroethane 

l,l,2-Trichloroethane 

Trichloroethene 

310 

<5 . 0 

<10. 

260 

<5 . 0 

590 

Trichlorofluoromethane <5 . 0 

Vinyl acetate <10. 

Vinyl chloride <2.0 

Xylenes, (Total) <5.0 

SURR: l,2-Dichloroethane-d4 ll3 

SURR: Toluene-dB 97 

SURR: 4-Bromofluorobenzene ll2 

Units 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

dlx8 ug/L 

ug/L 

ug/L 

dlx8 ug/L 

ug/L 

dlx8 ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

76-114\ 

88-llO\ 

86-115\ 

02/12/1998 

Sample No.: 197785 

Job No. : 98.00816 

P.O. NO.: 

Page 5 of 9 

Analyst/ 
Date of Analysis 

jde / 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde / 02/10/1998 

jde / 02/10/1998 

jde / 02/10/1998 

jde I 02/10/1998 

jde / 02/10/1998 

jde / 02/10/1998 

jde I 02/10/1998 

jde / 02/10/1998 

jde I 02/10/1998 

jde / 02/10/1998 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

~ Limit 

s - 8240 <10 . 

s - 8240 <10. 

s - 8240 <25 . 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <lO. 

s - 8240 <5 . 0 

s - 8UO <5 . 0 

s - 8240 <5 : 0 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <2.0 

s - 8240 <5.0 

s - 8240 

s - 8240 

s - 8240 



• 

-

e 

e 

Mr. Jay Sinmonds 
HANI>EX OP INDIANA 
8579 Zionsville Rd. 

Indianapolis, IN 46268 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

02/12/1998 

Sample No.: 197786 
Job No. : 98.00816 
P.O. NO.: 

Page 6 of 9 

Sample Description: RW-3 / INFLUENT 
Job Description: 111291-03 (FORMER) AMPHENOL FACILITY 

Date Taken: 02/04/1998 Date Received: 02/05/1998 

Analyst/ 
Parameter Result Flag !mill Date of Analysis 

VOLATILE-8240 (AQ) 

Acetone <50. ug/L jde I 02/10/1998 
Acrolein <250 ug/L jde I 02/10/1998 
Acrylonitrile <250 ug/L jde I 02/10/1998 
Benzene <5.0 ug/L jde I 02/10/1998 
Bromodichloromethane <5.0 ug/L jde I 02/10/1998 
Bromoform <5.0 ug/L jde I 02/10/1998 
Bromomethane <10 . ug/L jde I 02/10/1998 
2-Butanone (MEK) <50. ug/L jde I 02/10/1998 
Carbon disulfide <50, ug/L jde I 02/10/1998 
Carbon tetrachloride <5.0 ug/L jde I 02/10/1998 
Chlorobenzene <5.0 ug/L jde / 02/10/1998 
Chloroethane <10. ug/L jde I 02/10/1998 
2-Chloroethyl vinyl ether <50 , ug/L jde I 02/10/1998 
Chloroform <5.0 ug/L jde I 02/10/1998 
Chloromethane <10. ug/L jde I 02/10/1998 
Dibromomethane <10. ug/L jde I 02/10/1998 
Dibromochloromethane <5.0 ug/L jde I 02/10/1998 
1,2-Dibromo-3-chloropropane <10. ug/L jde I 02/10/1998 
1,2-Dibromoethane (EDB) <5.0 ug/L jde / 02/10/1998 
Dichlorodifluoromethane <10. ug/L jde / 02/10/1998 
1,1-Dichloroethane 30 ug/L jde I 02/10/1998 
1,2-Dichloroethane <5 . 0 ug/L jde I 02/10/1998 
1,1-Dichloroethene <5.0 ug/L jde I 02/10/1998 
trans-1,2-Dichloroethene <5.0 ug/L jde I 02/10/1998 
cis-1,2-Dichloroethene <5.0 ug/L jde / 02/10/1998 
1,2-Dichloropropane <5.0 ug/L jde I 02/10/1998 
cis-1,3-Dichloropropene <5.0 ug/L jde / 02/10/1998 
trans-1,3-Dichloropropene <5.0 ug/L jde / 02/10/1998 
Ethyl ether <5.0 ug/L jde / 02/10/1998 
Ethyl acetate <10. ug/L jde l 02/10/1998 
Ethylbenzene <5.0 ug/L jde / 02/10/1998 
Ethyl methacrylate <10. ug/L jde I 02/10/1998 
2-Hexanone <50. ug/L jde I 02/10/1998 
Methyl-tert-butyl-ether (MTBE <10. ug/L jde / 02/10/1998 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

Number Limit 

s - 8240 <50. 

s - 8240 <250 
s - 8240 <250 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5.0 
s - 8240 <10. 
s - 8240 <50. 

s - 8240 <50. 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <10. 
s - 8240 <50. 

s - 8240 <5 . 0 

s - 8240 <10, 

s - 8240 <10. 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <5.0 
s - 8240 <10. 

s - 8240 <5.0 

s - 8240 <5.0 
s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <50. 

s - 8240 <10. 
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NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

Hr. Jay Sirrmonds 

HANDEX OF INDIANA 

8579 Zionsville Rd. 

Indianapolis, IN 46268 

Sample Description: RW-3 / INFLUENT 

Job Description: 111291-03 (FORMER) AMPHENOL FACILITY 

Date Taken: 02/04/1998 Date Received: 02/05/1998 

Parameter 

VOLATILE-8240 {AQ) 

Iodomethane <10. 

Methylene chloride <10. 

4-Hethyl-2-pentanone (MIBKI <25. 

Styrene <5.0 

1,1,2,2-Tetrachloroethane <5.0 

Tetrachloroethene 180 

Toluene 

1,2,3-Trichloropropane 

1,1,1-Trichloroethane 

1,1,2-Trichloroethane 

Trichloroethene 

<5 . 0 

<10. 

460 

<5.0 

840 

Trichlorofluoromethane <5.0 

Vinyl acetate <10. 

Vinyl chloride <2.0 

Xylenes, (Total) <5.0 

SURR: 1,2-Dichloroethane-d4 113 

SURR: Toluene-dB 90 

SURR: 4-Bromofluorobenzene 111 

Units 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

dlx8 ug/L 

ug/L 

dlx8 ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

76-110 

88-110\ 

86-115\ 

02/12/1998 

Sample No.: 197786 

Job No.: 98.00816 

P.O. NO.: 

Page 7 of 9 

Analyst/ 
Date of Analysis 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde / 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde / 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

jde I 02/10/1998 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

_Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

Number Limit 

s - 8240 <10. 

s - 8240 <10. 

s - 8240 <25. 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <2.0 

s - 8240 <5.0 

s - 8240 

s - 8240 

s - 8240 
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Mr . Jay Sirrmonds 
HANDBX OF INDIANA 

8579 Zionsville Rd. 
Indianapolis, IN 46268 

Sample Description: EFFLUENT 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

02/12/1998 

Sample No .: 197787 
Job No . : 98 . 00816 
P.O. NO.: 

Page 8 of 9 

Job Description: 111291-03 (FORMER) AMPHENOL FACILITY 

Date Taken: 02/04/1998 Date Received: 02/05/1998 

Analyst/ 
Parameter ~ Flag Units Date of Analysis 

VOLATILE-8240 (AQ) 

Acetone <50. ug/L jde I 02/10/1998 
Acrolein <250 ug/L jde I 02/10/1998 
Acrylonitrile <250 ug/L jde / 02/10/1998 
Benzene <5.0 ug/L jde / 02/10/1998 
Bromodichloromethane <5.0 ug/L jde I 02/10/1998 
Bromoform <5 . 0 ug/L jde I 02/10/1998 

e Bromomethane <10. ug/L jde I 02/10/1998 
2-Butanone (MEK) <50. ug/L jde / 02/10/1998 
Carbon disulfide <50. ug/L jde / 02/10/1998 
Carbon tetrachloride <5.0 ug/L jde I 02/10/1998 
Chlorobenzene <5 . 0 ug/L jde / 02/10/1998 
Chloroethane <lO. ug/L jde / 02/10/1998 
2-Chloroethyl vinyl ether <50. ug/L jde / 02/10/1998 
Chloroform <5 . 0 ug/L jde / 02/10/1998 
Chloromethane <10. ug/L jde / 02/10/1998 
Dibromomethane <10. ug/L jde / 02/10/1998 
Dibromochloromethane <5.0 ug/L jde / 02/10/1998 
l,2-Dibromo-3-chloropropane <10. ug/L jde / 02/10/1998 
l,2-Dibromoethane (EDB) <5 . 0 ug/L jde I 02/10/1998 
Dichlorodifluoromethane <lO. ug/L jde I 02/10/1998 
l,l-Dichloroethane <5.0 ug/L jde I 02/10/1998 
l,2-Dichloroethane <5.0 ug/L jde / 02/10/1998 
l,l-Dichloroethene <5.0 ug/L jde / 02/10/1998 
trans-1,2-Dichloroethene <5 . 0 ug/L jde / 02/10/1998 
cis-l,2-Dichloroethene <5.0 ug/L jde / 02/10/1998 
l,2-Dichloropropane <5 . 0 ug/L jde / 02/10/1998 
cis-l,3-Dichloropropene <5.0 ug/L jde / 02/10/1998 
trans-1,3-Dichloropropene <5 . 0 ug/L jde / 02/10/1998 
Ethyl ether <5.0 ug/L jde / 02/10/1998 
Ethyl acetate <10. ug/L jde I 02/10/1998 
Ethylbenzene <5.0 ug/L jde I 02/10/1998 
Ethyl methacrylate <lO. ug/L jde I 02/10/1998 
2-Hexanone <50. ug/L jde / 02/10/1998 
Methyl-tert-butyl-ether (MTBE <lO. ug/L jde / 02/10/1998 

e 

-
Indianapolis Division 
6964 Hillsdale Ct 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

~ Limit 

s - 8240 <50. 

s - 8240 <250 

s - 8240 <250 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <lO. 

s - 8240 <50 . 

s - 8240 <50 . 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <50. 

s - 8240 <5 . 0 

s - 8240 <lO. 

s - 8240 <10. 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <5 . 0 

s - 8240 <10. 

s 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <5.0 

s - 8240 <lO. 

s - 8240 <50. 

s - 8240 <10. 



Mr. Jay Simmonds 

HANDEX OF INDIANA 
8579 Zionsville Rd . 
Indianapolis, IN 46268 

Sample Description : EFFLUENT 

NATIONAL 
ENVIRONMENTAL 

® TESTING, ,INC. 

ANALYTICAL REPORT 

02/12/1998 

Sample No.: 197787 
Job No. : 98 . 00816 

P.O. NO.: 

Page 9 of 9 

Job Description: 111291-03 (FORMER) AMPHENOL FACILITY 

Date Taken: 02/04/1998 Date Received : 02/05/1998 

Analyst/ 
Parameter Result Flag Units Date of Analysis 

VOLATILE-8240 (AQ) 

Iodomethane <10. ug/L jde / 02/10/1998 
Methylene chloride <10 . ug/L jde / 02/10/1998 
4-Methyl-2-pentanone (MIBK) <25. ug/L jde / 02/10/1998 
Styrene <5.0 ug/L jde / 02/10/1998 
l,l,2,2-Tetrachloroethane <5.0 ug/L jde I 02/10/1998 
Tetrachloroethene <5.0 ug/L jde / 02/10/1998 e Toluene <5 . 0 ug/L jde I 02/l"0/1998 
l,2,3-Trichloropropane <10 . ug/L jde / 02/10/1998 
l,l,l-Trichloroethane <5.0 ug/L jde / 02/10/1998 
l,l,2-Trichloroethane <5.0 ug/L jde I 02/10/1998 
Trichloroethene <5.0 ug/L jde / 02/10/1998 
Trichlorofluoromethane <5.0 ug/L jde I 02/10/1998 
Vinyl acetate <10. ug/L jde I 02/10/1998 
Vinyl chloride <2.0 ug/L jde / 02/10/1998 
Xylenes, (Total) <5.0 ug/L jde / 02/10/1998 
SURR: l,2-Dichloroethane-d4 114 76-114, jde I 02/10/1998 
SURR: Toluene-de 102 88-110, jde / 02/10/1998 
SURR: 4-Bromofluorobenzene 108 86-115, jde / 02/10/1998 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 
Number Limit 

s - 8240 <10, 

s - 8240 <10. 
s - 8240 <25. 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <10. 

s - 8240 <2.0 

s - 8240 <5.0 

s - 8240 

s - 8240 

s - 8240 
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Dry Weight 

NET NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 
KEY TO ABBREVIATIONS 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Less than; when appearing in the results column indicates the analyte was not detected 
at or above the reported value. 

Concentration in units of milligrams of analyte per Liter of sample. Measurement used 
for aqueous samples. Can also be expressed as parts per million (ppm). 

Concentration in units of micrograms of analyte per Liter of sample. Measurement used 
for aqueous samples. Can also be expressed as parts per billion (ppb). 

Concentration in units of milligrams of analyte per kilogram of sample. Measurement 
used for non-aqueous samples. Can also be expressed as parts per million (ppm). 

Concentration in units of micrograms of analyte per kilogram of sample. Measurement 
used for non-aqueous samples. Can also be expressed as parts per billion (ppb). 

Practical Quantitation Limit; the lowest level that can be reliably achieved 
within specified limits of precision and accuracy under routine conditions. 

Indicates the sample concentration was quantitated using a diesel fuel standard . 

Indicates the analyte of interest was also found in the method blank. 

Samples resembles unknown Hydrocarbon. 

Indicates the analyte has elevated reporting limit due to high concentration. 

Indicates the analyte has elevated reporting limit due to matrix interference. 

Indicates the reported concentration is estimated. 

Indicates the sample concentration was quantitated using a fuel oil standard. 

Indicates the sample concentration was quantitated using a gasoline standard. 

Indicates the sample was analyzed past holding time. 

Indicates the sample spike concentration was insufficient, due to high analyte concentration in the sample. 

Indicates the reported concentration is below the POL. 

Indicates the sample concentration was quantitated using a kerosene standard. 

Indicates an MS/MSD was not analyzed due to insufficient sample. An LCS duplicate has been provided. 

Indicates the sample concentration was quantitated using a mineral spirits standard. 

Indicates the sample concentration was quantitated using a motor oil standard. 

Indicates the sample was post spiked due to sample matrix. 

Indicates MS/MSD exceeded control limits. All other QCis were in control. 

Indicates the sample was received past holding time. 

Indicates the sample concentration was quantitated using a stoddard solvent standard . 

Indicates the sample was received improperly preserved and/or contained. 

Indicates the result is under the reporting limit and considered an estimated concentration. 

Indicates the Toxicity Characteristic Leaching Procedure was performed for this analysis. 

Indicates the analysis was performed using Inductively Coupled Plasma Spectroscopy. 

Indicates the analysis was performed using Graphite Furnace Atomic Absorption Spectroscopy. 

Percent; To convert ppm to\, divide the result by 10,000. 
To convert\ to ppm, multiply the result by 10,000. 

Reporting limits are elevated due to insufficient sample submit ted by client . 

When indicated, the results are reported on a dry weight basis. The contribution of the 
moisture content in the sample is subtracted when calculating the concentration of ~h• ---• · · 
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February 3, 1998 

Mr. Sam Waldo 
Director, Environmental Affairs 
AMPHENOL CORPORATION 
World Headquarters 
358 Hall Avenue 
Wallingford, CT 06492 

Re: OPERATION AND MAINTENANCE OF THE INTERIM CORRECTIVE MEASURE 
Former Amphenol Facility 
980 Hurricane Road 
Franklin, Indiana 

Dear Mr. Waldo: 

Enclosed, please find a summary of the operation and maintenance (O&M) and gauging activities 
completed by Handex Environmental, Inc. (Handex) at the above-referenced site. This report summarizes 
the activities completed during the December 1, 1997 to January 27, 1998 reporting period. This progress 
report includes both the December 1997 and January i 998 reporting period because the system was not 
operational for the month of December 1997. Handex personnel inspected the site on a biweekly basis to 
monitor system operations and ground water recovery and treatment. 

Groundwater Level Measurements 
On December 1, 1997, Handex personnel gauged the monitoring well network at the site using an electronic 
oil/water interface probe to determine the depth to water and the presence or absence of liquid-phase 
hydrocarbons. Depth to water beneath the site ranged from 11.18 feet below grade in IT-3 to 18.08 feet 
below grade in MW-28. Liquid-phase hydrocarbons were not detected within the monitoring and recovery 
well network at the site. The submersible pumps for all of the recovery wells were pumping while well 
gauging activities were performed. Figure 1 is a site plan illustrating pertinent site features and well 
locations. The groundwater elevation data is summarized in Attachment A, and a groundwater contour map 
has been included as Figure 2. 

Handex personnel also gauged the monitoring well network at the site on January 16, 1998 using an 
electronic oil/water interface probe to determine the depth to water and the presence or absence of liquid­
phase hydrocarbons. Depth to water beneath the site ranged from 11.21 feet below grade in IT-3 to 18.1 
feet below grade in MW-28. Liquid-phase hydrocarbons were not detected within the monitoring and 
recovery well network at the site. The submersible pumps for all of the recovery wells were pumping while 
well gauging activities were performed. The groundwater elevation data is summarized in Attachment A, 
and a groundwater contour map has been included as Figure 3. 

Groundwater Treatment System 
During this reporting period, approximately 487,918 gallons of groundwater were treated and discharged _____, 
from recovery wells RW-1, RW-2, and RW-3 . Based on data provided by EMCON and Handex field data 
sheets, the total volume of groundwater recovered to date is approximately 10,448,817 gallons. Attachment 
B includes a table and a graph illustrating the recovery rates to date, and Attachment C contains copies of 
Field Data Sheets completed by Handex personnel. 

8579 Zionsville Road, Indianapolis, IN 46268 • (317) 228-6240 • Fax: (317) 228-6243 
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Mr. Sam Waldo 
February 3, 1998 
Page2 

Handex personnel mobilized to the site on December I 0, 1997 to repair/replace the leaking cleanout ports 
and gaskets located on the air stripper. Upon arrival at the site, Handex employees attempted to remove and 
replace the damaged cleanout ports/gaskets. Handex was able to replace the cleanout ports and gaskets on 
the top tray of the air stripper; however, the leaking cleanout ports on the lower trays could not be replaced. 
Handex was unable to remove the cleanout ports from the lower trays because the threads on the cleanout 
port's bolts were damaged. Additionally, Handex discovered that the discharge elbow located within the air 
stripper's sump area was accumulating calcium deposits, which was restricting the flow of the discharge 
stream. The elbow was then cleaned with muriatic acid to remove some of the calcium buildup. The 
system was left non-operational until the necessary tools could be obtained to repair the cleanout ports on 
the lower trays. 

Handex personnel mobilized to the site on December 29, 1997 to rethread the damaged bolts and to install 
the new cleanout ports and cleanout gaskets on the lower trays. The system had remained non-operational 

/\ from approximately December I to December 29, 1997 because of the leaking cleanout ports and gaskets. 
After rethreading the damaged bolts with a die and tap set, Handex personnel were able to remove the 
leaking cleanout ports from the lower trays of the air stripper. New gasket seals were placed on the leaking 
cleanout ports in an attempt to keep the cleanout ports from leaking. Handex personnel did not observe any 
additional water leaking from the air stripper after the new gasket seals were installed. Upon departure, all 
of the recovery wells were operational. 

Handex personnel mobilized to the site on January 16, 1998 to perform biweekly and monthly O&M 
activities. Upon arrival, Handex discovered that the air supply line for recovery well RW-1 had ruptured, 
creating a loss of air pressure being supplied to all of the recovery wells. Handex repaired the air supply 
line for recovery well RW-1 and restarted the system. No air leaks were observed in the system after the 
restart. Upon departure, all of the recovery wells were operational. 

Handex personnel mobilized to the site on January 27, 1998 to perform biweekly O&M activities. Upon 
arrival, Handex personnel discovered that the air supply line for recovery well RW-1 had ruptured again. 
The leaking air supply line was creating a loss of air pressure being supplied to all of the recovery wells. 
Handex determined that the section of the air supply line located within the remediation shed would have to 
be replaced. Consequently, the air supply line and the groundwater influent line for recovery well R W-1 
were shut off until the necessary parts can be obtained. Currently, recovery wells RW-2 and RW-3 are 
operational. 

Groundwater Sampling and Analysis 
No groundwater treatment system samples were collected during this reporting period. The next sampling 
event is scheduled for the week ending February 14, 1998. 

Schedule of Activities 
Biweekly and monthly site inspections and O&M activities will continue. Site visits are scheduled for the 
weeks ending February 14 and February 28, 1998. The information from these site inspections will be 
summarized in the February 1998 progress report. 



Mr. Sam Waldo 
February 3, 1998 
Page 3 

Should you have any questions regarding this site or infonnation summarized within this report, please do 
not hesitate to contact this office at (317) 228-6240. Handex appreciates the opportunity to provide 
environmental services to Amphenol Corporation. 

Sincerely, 

IIANDEX ENVIRONMENTAL, INC. 

B~:~ 
Hydrogeologist 

1~17:P 
Project Manager 

Attachments 
cc: Mr. Jim Keith, Earth Tech, Bloomington, IN 

Mr. John Kneebone, Marine Corporation of America 

~ HANC -
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ATTACHMENT A 

Groundwater Level Measurements 



e 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

";c:c:,,f,<,, , ·.,,;,,,.a; :.:,,TOC;',, 
t,We11AC l~~u'g,ing >:'f.lev,,,,f 
Number i]':' Date k '(feet) :: 

IT-2 8/29/95 732.25 
1117/95 
4/12/96 
5/29/96 
6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 

517197 
6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

12/1/97 
1/16/98 

Depth to Corrected Ground 
:tWater .. , .. '. Water Elevation -; 
,::' (feet) :,' : , (feet) '..{ · '; 

12.36 719.89 
13.07 719.18 
13.45 718.80 
10.82 721.43 
11 .08 721 .17 
11 .84 720.41 
12.04 720.21 
12.58 719.67 
12.37 719.88 
12.26 719.99 
12.02 720.23 
11 .71 720.54 
11.85 720.40 
11.48 720.77 
11.94 720.31 
11 .98 720.27 
11 .37 720.88 
11.73 720.52 
12.25 720.00 
12.46 719.79 
12.68 719.57 
12.80 719.45 
12.93 719.32 
13.06 719.19 

-------·-



·'"~ ,.,: .,:,~/· 

.·· well )( 
Number 

IT-3 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

,,,,,_. TOC .> , O,epth \o Corrected Grou;;d ·,· ·.·: '> . . ., . 

Water Elevation Gauging -~ Elev; : ;' Water.,,· 
Date 

" 

(feet) ': ';;' (feet) { ; (feet) " ·; 

8/29/95 728.71 9.52 719.19 
11/7/95 11 .14 717.57 
4/12/96 12.09 716.62 
5/29/96 9.41 719.30 

6/4/96 10.11 718.60 
7/8/96 10.44 718.27 
8/1/96 10.63 718.08 

9/12/96 10.85 717.86 
10/17/96 10.97 717.74 
11/25/96 10.82 717.89 
12/11/96 10.79 717.92 

1/24/97 10.55 718.16 
2/21/97 10.80 717.91 
3/14/97 10.51 718.20 
4/11/97 10.76 717.95 

517197 10.79 717.92 
615197 10.18 718.53 
7/3/97 10.49 718.22 
8/4/97 10.78 717.93 

9/29/97 10.93 717.78 
10/10/97 11 .02 717.69 
11/10/97 11.12 717.59 

12/1/97 11.18 717.53 
1/16/98 11 .21 717.50 

:_. HANDEX® -



. ' 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

· <<, ,, H> TOC c'r Depth to Corrected Grou:1d 
Well Gauging Elev,;iJ< ;:·;,Water/ Water Elevation . 

Number . Date· + I (feet) ) .. ;(;{(feet)} I • ·- . (feet) > 
MW-3 8/29/95 736.44 15.23 721 .21 

11nt95 16.40 720.04 
4/12/96 14.91 721 .53 
5/29/96 13.16 723.28 

6/4/96 13.15 723.29 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 
5/12/97 

6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

12/1/97 
1/16/98 

14.03 
14.53 
15.33 
15.33 
15.29 
14.95 
14.50 
14.50 
14.06 
14.42 
14.59 
13.53 
14.09 
14.90 
15.53 
15.75 
16.08 
17.24 
16.32 

722.41 
721 .91 
721 .11 
721 .11 
721 .15 
721.49 
721 .94 
721 .94 
722.38 
722.02 
721 .85 
722.91 
722.35 
721 .54 
720.91 
720.69 
720.36 
719.20 
720.12 

e, HANDEX® -



. ' 
' 

. : ·,. 

..... Well ,,; . . ·. ', 

Number· 
MW-9 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

·;.,, .. /· ;-.. .TOC " Deptti to Corrected Grovnd ···.i·· " 

Gaugi_ng ,~ Elev".; (, ,;water/ \ Water Elevation:· 
Date ··.·.· · (feet) ". 

•".',.,··· . . ·".'· 
(feet) ·)· C · (feet) , 

8/29/95 733.04 9.70 723.34 
11/7/95 11.47 721 .57 
4/12/96 9.46 723.58 
5/29/96 3.94 729.10 

6/4/96 5.81 727.23 
7/8/96 6.90 726.14 
8/1/96 7.65 725.39 

9/12/96 9.23 723.81 
10/17/96 9.64 723.40 
11/25/96 9.53 723.51 
12/11/96 9.18 723.86 

1/24/97 7.66 725.38 
2/21/97 7.70 725.34 
3/14/97 6.68 726.36 
4/11/97 7.54 725.50 
5/12/97 7.97 725.07 

6/5/97 5.63 727.41 
7/3/97 7.13 725.91 
8/4/97 8.44 724.60 

9/29/97 9.82 723.22 
10/10/97 10.17 722.87 
11/10/97 10.84 722.20 

12/1/97 11 .16 721 .88 
1/16/98 11 .25 721 .79 

~ HANDEX ® 
~ 



' ' 

Well ,· 
Number 

MW-12 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

, TOC ' Depth to Corrected Ground 
,.~ ·: 

;.:.,water:f. , Water Elevation ,Gauging Elev. ,,,,, 
Date (feet) . , '' "'(fe'et) ' · >'· ·(feet) ·2' ... ···· · 

8/29/95 736.38 16.43 719.95 
11nt95 17.18 719.20 
4/12/96 16.21 720.17 
5/29/96 15.07 721 .31 

6/4/96 15.31 721 .07 
7/8/96 15.88 720.50 
8/1/96 16.16 720.22 

9/12/96 16.59 719.79 
10/17/96 16.47 719.91 
11/25/96 16.32 720.06 
12/11/96 16.12 720.26 

1/24/97 15.89 720.49 
2/21/97 15.96 720.42 
3/14/97 15.66 720.72 
4/11/97 16.07 720.31 

5nt97 16.09 720.29 
6/5/97 15.85 720.53 
7/3/97 15.64 720.74 
8/4/97 16.36 720.02 

9/29/97 16.57 719.81 
10/10/97 16.70 719.68 
11/10/97 16.90 719.48 

12/1/97 17.00 719.38 
1/16/98 17.20 719.18 



y 

1: .. Well :{ 
Number 

MW-20 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

< . ' ~· . TOC \ Depth.to Corrected Ground . ~>(;· :.'''" 

Gauging Elev/ 'f ]:} Wa!er .. :;< \ Water Elevation( 
Date • (feet) ., ,,,. (feet) ' >' ' (feetJ · ,; 
8/29/95 734.03 10.35 723.68 
11/7/95 12.16 721 .87 
4/12/96 9.70 724.33 
5/29/96 6.30 727.73 

6/4/96 7.63 726.40 
7/8/96 8.58 725.45 
8/1/96 8.93 725.10 

9/12/96 10.39 723.64 
10/17/96 10.56 723.47 
11/25/96 9.82 724.21 
12/11/96 9.64 724.39 

1/24/97 8.57 725.46 
2/21/97 8.86 725.17 
3/14/97 8.00 726.03 
4/11/97 8.87 725.16 
5/12/97 9.13 724.90 

6/5/97 7.55 726.48 
7/3/97 8.70 725.33 
8/4/97 9.70 724.33 

9/29/97 10.85 723.18 
10/10/97 11 .08 722.95 
11/10/97 11 .66 722.37 

12/1/97 11 .80 722.23 
1/16/98 11 .68 722.35 



. ' 

Well •• 
Number 

MW-21 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

.. roe Depth to Corrected 'Grou:,d 
Gauging · Elev~;,; .• ·· .. Water .• , Water .Elevation . 

Date (feet)';$[+ }';. (feet) ' (feet) ·' c- >··•·· 
8/29/95 737.91 16.81 721.10 
11n/95 17.92 719.99 
4/12/96 16.48 721.43 
5/29/96 14.82 723.09 

6/4/96 14.82 723.09 
7/8/96 15.67 722.24 
8/1/96 16.16 721 .75 

9/12/96 16.89 721 .02 
10/17/96 16.89 721 .02 
11/25/96 16.85 721.06 
12/11/96 16.53 721 .38 

1/24/97 16.10 721 .81 
2/21/97 16.11 721 .80 
3/14/97 15.64 722.27 
4/11/97 16.05 721 .86 
5/12/97 16.20 721 .71 

6/5/97 15.18 722.73 
7/3/97 15.72 722.19 
8/4/97 16.48 721.43 

9/29/97 17.10 720.81 
10/10/97 17.31 720.60 
11/10/97 17.61 720.30 

12/1/97 17.78 720.13 
1/16/98 17.87 720.04 



._ . 
·'-

Well 
Number 

MW-22 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

"" ,,. TOC .. Depth.to Corrected Ground 
Gauging Elev'. ';/ <Water •· Water Elevation 

Date· (feet) · (feet) ·. (feet) 
8/29/95 737.64 17.05 720.59 
11nt95 17.90 719.74 
4/12/96 16.74 720.90 
5/29/96 15.52 722.12 

6/4/96 15.63 722.01 
7/8/96 16.22 721 .42 
8/1/96 16.58 721 .06 

9/12/96 17.15 720.49 
10/17/96 17.04 720.60 
11/25/96 16.99 720.65 
12/11/96 16.76 720.88 

1/24/97 16.46 721 .18 
2/21/97 16.50 721 .14 
3/14/97 16.15 721.49 
4/11/97 16.47 721 .17 

5n!97 17.55 720.09 
6/5/97 15.88 721 .76 
7/3/97 16.34 721 .30 
8/4/97 16.86 720.78 

9/29/97 17.26 720.38 
10/10/97 17.43 720.21 
11/10/97 17.65 719.99 

12/1/97 17.80 719.84 
1/16/98 18.00 719.64 

~ .HANDEX® 



- ,_ . 

.. 
Well , 

Number 
MW-24 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

TOC Depth to Corrected Grou!"ld 
Gauging Elev . ,Water,; Water Elevation , 

Date . · ' '(feetL : (feet) " (feet) \ .; . 

8/29/95 736.02 15.59 720.43 
1117/95 16.41 719.61 
4/12/96 15.29 720.73 
5/29/96 13.77 722.25 
6/4/96 13.80 722.22 
7/8/96 14.54 721.48 
8/1/96 15.01 721 .01 

9/12/96 15.61 720.41 
10/17/96 15.66 720.36 
11/25/96 15.61 720.41 
12/11/96 15.33 720.69 

1/24/97 14.96 721.06 
2/21/97 15.24 720.78 
3/14/97 14.62 721.40 
4/11/97 14.96 721 .06 

517197 15.04 720.98 
6/5/97 14.20 721.82 
7/3/97 14.62 721.40 
8/4/97 15.30 720.72 

9/29/97 15.79 720.23 
10/10/97 15.98 720.04 
11/10/97 16.18 719.84 

12/1/97 16.33 719.69 
1/16/98 16.48 719.54 



~ ' 

Well 
Number .·· 

MW-26 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

.· ,.., "..,. , .. · TOC : _Depth to Corrected Ground 
Gauging Elev: ? \ Water ·:, •··· Water Elev~ti~~' . 

Date: (feet),"' ·.· ... (feetf (feet) 
8/29/95 736.39 13.46 722.93 
11nt95 15.02 721 .37 
4/12/96 13.17 723.22 
5/29/96 9.53 726.86 
6/4/96 10.47 725.92 
7/8/96 11 .62 724.77 
8/1/96 12.16 724.23 

9/12/96 13.48 722.91 
10/17/96 13.60 722.79 
11/25/96 13.42 722.97 
12/11/96 13.08 723.31 

1/24/97 12.14 724.25 
2/21/97 12.25 724.14 
3/14/97 11.48 724.91 
4/11/97 12.18 724.21 
5/12/97 12.41 723.98 
6/5/97 10.45 725.94 
7/3/97 11 .78 724.61 
8/4/97 12.78 723.61 

9/29/97 13.83 722.56 
10/10/97 14.09 722.30 
11/10/97 14.61 721 .78 

12/1/97 14.86 721 .53 
1/16/98 14.90 721.49 



.... < 

. Well ; 

Number 
MW-27 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

TOC · Depth to Corrected Ground 
Gauging Elev. · ' Water Water Elevation . 

Date (feet)er I :J (feet) i" (feet) t 
8/29/95 736.63 15.37 721 .26 
11/7/95 16.66 719.97 
4/12/96 15.01 721 .62 
5/29/96 13.23 723.40 

6/4/96 13.44 723.19 
7/8/96 14.38 722.25 
8/1/96 14.79 721 .84 

9/12/96 15.62 721 .01 
10/17/96 15.56 721 .07 
11/25/96 15.45 721 .18 
12/11/96 15.11 721.52 

1/24/97 14.63 722.00 
2/21/97 14.75 721 .88 
3/14/97 14.28 722.35 
4/11/97 14.71 721 .92 
5/12/97 14.88 721 .75 
6/5/97 13.78 722.85 
7/3/97 14.40 722.23 
8/4/97 15.12 721 .51 

9/29/97 15.82 720.81 
10/10/97 16.02 720.61 
11/10/97 16.36 720.27 

12/1/97 16.52 720.11 
1/16/98 16.46 720.17 



' ' 

' ; . 

Well ' 
Number 

MW-28 

.. 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

.·;~ ·• TOC .. '· Depth to Corrected Grour.d 
~aug,ing 

... . ' .. · ·' 

Water Elevation :: Elev. /, \ Water. . ·: .. , <ieetf> · ·· (ieetf :.:- · Date (feet) ·• 
8/29/95 738.04 17.03 721 .01 
1117/95 18.19 719.85 
4/12/96 16.72 721 .32 
5/29/96 15.21 722.83 

6/4/96 15.32 722.72 
7/8/96 16.12 721.92 
8/1/96 16.54 721 .50 

9/12/96 17.25 720.79 
10/17/96 17.20 720.84 
11/25/96 17.10 720.94 
12/11/96 16.81 721 .23 

1/24/97 16.39 721 .65 
2/21/97 16.49 721 .55 
3/14/97 16.05 721 .99 
4/11/97 16.41 721 .63 
5/12/97 16.57 721.47 

6/5/97 15.66 722.38 
7/3/97 16.17 721 .87 
8/4/97 16.84 721 .20 

9/29/97 17.41 720.63 
10/10/97 17.61 720.43 
11/10/97 17.91 720.13 

12/1/97 18.08 719.96 
1/16/98 18.10 719.94 

~~;._- HANDEX® -



' . 

Well 
Number 

MW-29 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

.... · , roe . Depth to Corrected Ground 
Gauging i' Elev. . ,Water ,; Water Elevation 

Date . ·:. (feet)1 .· (feet) ' (feet) , , . 
8/29/95 737.61 16.83 720.78 
11nt95 17.99 719.62 
4/12/96 16.46 721 .15 
5/29/96 15.01 722.60 

6/4/96 15.19 722.42 
7/8/96 16.04 721 .57 
8/1/96 16.40 721.21 

9/12/96 17.15 720.46 
10/17/96 17.02 720.59 
11/25/96 16.93 720.68 
12/11/96 16.61 721 .00 

1/24/97 16.24 721 .37 
2/21/97 16.31 721 .30 
3/14/97 15.91 721 .70 
4/11/97 16.30 721 .31 
5/12/97 16.41 721.20 

6/5/97 15.57 722.04 
7/3/97 16.06 721 .55 
8/4/97 16.70 720.91 

9/29/97 17.25 720.36 
10/10/97 17.44 720.17 
11/10/97 17.86 719.75 

12/1/97 17.86 719.75 
1/16/98 17.81 719.80 

~ HANDEX ® 



.. _________ _ 

Well , 
Number . 

MW-30 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

Ci ' TOC '" Depth to Corrected Ground 
Gauging ·, Elev. s. · Water "' " Water Elevation 

[)ate ' (feet) .,,. (feet)l · (feet) 
·~: 

8/29/95 734.84 15.54 719.30 
1117/95 15.93 718.91 
4/12/96 14.95 719.89 
5/29/96 14.10 720.74 

6/4/96 14.38 720.46 
7/8/96 14.84 720.00 
8/1/96 15.06 719.78 

9/12/96 15.28 719.56 
10/17/96 15.58 719.26 
11/25/96 15.13 719.71 
12/11/96 14.98 719.86 

1/24/97 14.71 720.13 
2/21/97 14.95 719.89 
3/14/97 14.70 720.14 
4/11/97 14.92 719.92 

517/97 14.93 719.91 
6/5/97 14.37 720.47 
7/3/97 14.75 720.09 
8/4/97 15.28 719.56 

9/29/97 15.33 719.51 
10/10/97 15.42 719.42 
11/10/97 15.52 719.32 

12/1/97 15.80 719.04 
1/16/98 15.70 719.14 

~ HANDEX 



··, . .. .. ..... 

• ,~ ·<;- . 

Well 
Number 

RW-1 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

. ,;. '. < TOC . ,pepth to Corrected Grou:-:d 
Gauging Elev •. ) Water./. Water Elevation 

Date (feet) '' (feet) . - (feet) 
8/29/95 730.97 2.58 (1) 728.39 
11/7/95 NR (2) NA 
4/12/96 11 .02 719.95 
5/29/96 10.84 720.13 
6/4/96 11 .12 719.85 
7/8/96 11 .28 719.69 
8/1/96 NR (2) NA 

9/12/96 11 .55 719.42 
10/17/96 12.50 718.47 
11/25/96 11 .23 719.74 
12/11/96 11 .06 719.91 

1/24/97 10.90 720.07 
2/21/97 11.06 719.91 
3/14/97 10.73 720.24 
4/11/97 10.98 719.99 

5/7/97 11 .02 719.95 
6/5/97 10.48 720.49 
7/3/97 10.86 720.11 
8/4/97 11 .72 719.25 

9/29/97 12.75 718.22 
10/10/97 11 .50 719.47 
11/10/97 11 .60 719.37 

12/1/97 13.00 717.97 
1/16/98 11 .90 719.07 



··:.,, 

Well 
Number 

RW-2 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

" TOC · Depth to Corrected Ground 
Gauging Elev.',> Water ,' Water Elevation . 

(feet) r '. 
" 

Date (feet) ' (feet) 
8/29/95 732.05 4.42 (1) 727.63 
11/7/95 NR (2) NA 
4/12/96 12.72 719.33 
5/29/96 11 .50 720.55 

6/4/96 11 .88 720.17 
7/8/96 12.48 719.57 
8/1/96 12.76 719.29 

9/12/96 13.25 718.80 
10/17/96 12.86 719.19 
11/25/96 12.26 719.79 
12/11/96 11 .89 720.16 

1/24/97 11 .76 720.29 
2/21/97 11 .80 720.25 
3/14/97 11.45 720.60 
4/11/97 11 .84 720.21 

517197 11 .85 720.20 
6/5/97 11.43 720.62 
7/3/97 11 .61 720.44 
8/4/97 12.10 719.95 

9/29/97 12.90 719.15 
10/10/97 12.42 719.63 
11/10/97 13.10 718.95 

12/1/97 12.62 719.43 
1/16/98 12.90 719.15 



• 

·: 

Well .•• · 
Number 

RW-3 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

. ·,";{\v·· · TOC : . Depth to Corrected Grou!'ld 
d~J9in9 ,, 

. Elev.? i' water'• Water Elevation 
Date 

.. 
(feet) (feet) .· .. , .... 

(feet) 
8/29/95 733.19 4.08 (1) 729.11 
11/7/95 NR (2) NA 
4/12/96 13.07 720.12 
5/29/96 11 .73 721.46 

6/4/96 12.68 720.51 
7/8/96 13.26 ... 719.93 
8/1/96 13.10 720.09 

9/12/96 13.40 719.79 
10/17/96 12.78 720.41 
11/25/96 12.68 720.51 
12/11/96 12.51 720.68 

1/24/97 12.26 720.93 
2/21/97 12.20 720.99 
3/14/97 11 .90 721 .29 
4/11/97 12.23 720.96 

5/7/97 12.23 720.96 
6/5/97 11 .68 721 .51 
7/3/97 12.00 721 .19 
8/4/97 14.00 719.19 

9/29/97 14.20 718 .99 
10/10/97 13.18 720.01 
11/10/97 14.52 718.67 

12/1/97 15.60 717.59 
11/10/97 13.76 719.43 

(1) Ground water elevation based on measurements from top 
of bubbler tip. 
(2) NR - Not Recorded 
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Date 
2/24/95 

3/3/95 
3/29/95 
4/14/95 

5/3/95 
5/14/95 
5/18/95 
5/23/95 
5/26/95 
6/19/95 
8/3/95 

8/4/95 
8/9/95 

8/11/95 
8/14/95 
8/29/95 
10/6/95 
l 1/7/95 
12/8/95 
1/15/96 
4/12/96 
5/29/96 
6/26/96 

7/8/96 
7/18/96 

8/1/96 
8/16/96 
8/27/96 
9/12/96 
9/24/96 
10/1/96 

10/17/96 
I 1/2/96 

11/15/96 
11/25/96 
12/11/96 
12/27/96 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 
Cumulative Ground Water Flow Readings 

, .v: .. ·,,. Cumulative Pumpage (gallons) 
RW-h, · · RW-2 1;r ·. RW-3 1,:,. 

- - -
20,984 31,644 80,228 
84,695 88,774 152,228 

136,654 133,675 224,228 
200,683 193,729 284,420 
237,115 228,577 319,268 
255,043 245,727 354,116 
255,043 245,727 354,116 
276,211 266,031 374,420 
445,555 428,463 536,852 
445,555 428,463 536,852 

448,963 431,997 543,600 
473,414 453,496 590,792 
482,414 461,556 609,202 
496,474 474,106 637,152 
561 ,302 533,550 768,644 
664,814 629,975 985,749 
665,305 763,804 1,159,950 
686,316 766,356 1,253,348 
778,585 873,570 1,263,941 
778,585 1,170,564 1,65 I ,6 I 7 
873,365 1,376,384 1,823,668 
915,555 1,414,873 1,884,622 
972,328 1,474,048 1,987,350 

1,006,046 1,516,919 2,060,742 
1,049,996 1,577,801 2,164,916 
1,091,112 1,638,683 2,246,037 
1,118,169 1,684,621 2,314,606 
1,146,432 1,754,050 2,360,521 
1,159,035 1,796,140 2,409,496 
1,174,178 1,825,149 2,408,298 
1,253,727 1,855,632 2,411,539 
1,315,165 1,906,634 2,420,559 
1,365,973 1,908,623 2,502,342 
1,396,032 1,911,188 2,552,717 
1,430,595 1,935,775 2,611,374 
1,452,912 1,937,132 2,649,962 

Total 
-

132,856 
325,697 
494,557 
678,832 
784,960 
854,886 
854,886 
916,662 

1,410,870 
1,410,870 

1,424,560 
1,517,702 
1,553,172 
1,607,732 
1,863,496 
2,280,538 
2,589,059 
2,706,020 
2,916,096 
3,600,766 
4,073,417 
4,215,050 
4,433,726 
4,583,707 
4,792,713 
4,975,832 
5,117,396 
5,261,003 
5,364,671 
5,407,625 
5,520,898 
5,642,358 
5,776,938 
5,859,937 
5,977,744 
6,040,006 

,\- HANDEX® 
~ 
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Date ·' ' 
1/3/97 

1/14/97 

1/24/97 
2/7/97 

2/21/97 
3/14197 

3/28/97 

4/11/97 
4/25/97 
5/7197 

5/22/97 
6/5/97 

6/20/97 
7/3/97 

7/1 7/97 
8/4/97 

8/ 15/97 
8/28/97 
9/ 12/97 
9/29/97 

10/10/97 
10/31/97 
11/10/97 
12/1/97 

12/28/97 
1/16/98 
1/27/98 

Notes: 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 
Cumulative Ground Water Flow Readings 

.. Cumulative Pumpage (gallons) 

RW-1 \. . •. \ RW-2 < RW-3 , .. 

1,456,304 1,939,518 2,655,775 
1,470,242 1,949,120 2,684,864 

1,470,505 1,949,124 2,702,272 
1,518,975 1,950,754 2,796,872 
1,571 ,273 1,952,209 2,835,673 
1,646,678 1,952,209 2,835,673 

1,692,834 2,039,011 2,835,673 

1,734,064 2,124,196 2,835,673 
1,773,261 2,182,646 2,842,124 
1,798,995 2,336,981 2,842,124 

1,825,676 2,393 ,705 2,905,414 
1,867,121 2,472,696 2,988,177 
1,912,764 2,540,269 3,061,814 
1,954,658 2,609,124 3,135,756 
1,975,303 2,680,948 3,199,801 
2,025,486 2,806,996 3,364,397 
2,052,962 2,958,721 3,461,264 
2,083,623 3,093,542 3,569,012 
2,083 ,684 3,119,818 3,692,072 
2,083,905 3,120,840 3,839,556 
2,101,637 3,231,288 3,924,600 
2,101 ,662 3,254,766 4,062,129 
2,101 ,662 3,394,895 4,102,900 
2,101 ,662 3,626,479 4,211 ,530 
2,102,033 3,627,036 4,212,021 

2,145,973 3,914,074 4,365,837 
2,146,228 3,915,067 4,366,295 

- Data prior to 4/12/96 was collected by EMCON. 

Total 
6,051 ,597 
6,104,226 

6,121,901 
6,266,601 
6,359,155 
6,436,098 

6,588,745 

6,715,160 
6,819,258 
6,999,327 

7,146,022 
7,349,221 
7,536,074 
7,720,764 
7,877,279 
8,218,106 
8,494,174 
8,767,404 
8,916,801 
9,065,528 
9,278,752 
9,439,784 
9,620,684 
9,960,898 
9,962,317 

10,447, 111 
10,448,817 

- A new flow baseline (zero cumulative flow) was established on 
August 3, 1995, due to flow meter replacement. 

- Erroneous flow meter reading from RW-3 on 10/1 /96. 
- Due to a flow meter malfunction, the totalizer for RW-2 showed a 

negative flow of 1,051 gallons on January 14, 1997. 
- Due to a flow meter malfunction, the totalizer for RW-3 showed a 

negative flowage of 1,538 gallons, 19,689 gallons, and 20,197 
gallons on March 14, March 28, and May 7, 1997, respectively. 

~ HANDEX® 
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Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure Time: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

12 - <-C,? 

ALARM RESPONSE VISIT: 

Bubbler Pressure: RW-1 _______ RW-2. ______ RW-3 _____ _ 

Air Stripper Pressure: Inches of Water ----
Effluent Flow Rate: Gallons Per Minute 

Effluent Clarity: C.. n,_ --=~:...i:::...L=.------------------------f 
Degrees F Building Temperature: ') 4:: 

Compressor Checked: y~$ 
Compressor Oil Level Checked: 

Condesate Released: fl-"'-1-o 

System Operational Upon Arrival: 

y e 7 Oil Changed:_'e'""'"f ________ --1 

---,-_Yes Y No, (if no, please explain below) 

/Ave! 

AirM/ater Leaks: RW-1 RW-2 

Manholes 

Controllers 

Lines 

Stripper 

Compressor 

If yes, explain: 

Filter Cartridges Replaced: 

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

/ :~ve n -r 

RW-3 (please circle appropriate controller(s)) 

X No 
x.. No 

X No 

.>( No 

>< No 

)(_ RW-1 

'-' ~ s 

, 
1/¥' c; , 

Yes Repaired 

Yes Repaired 

Yes Repaired 

Yes Repaired 

Yes Repaired 

__ X~RW-2 >( RW-3 

Recommendations for system optimization or general comments: 

, :._-: .•-.. · 



Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure Time: 

ALARM RESPONSE VISIT: 

Flow Meter Readings: RW-1 

Bubbler Pressure: RW-1 

Air Stripper Pressure: 

Effluent Flow Rate: « 
Effluent Clarity: 

Building Temperature: ?0 
Compressor Checked: 

Compressor Oil level Checked: 

D 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

RW-2 

RW-2 

Inches of Water 

Gallons Per Minute 01 

Degrees F 

Condesate Released: ,4,~ 
Oil Changed: 

RW-3 

RW-3 

AirNJater leaks: (please circle appropriate controller(s)) 

Manholes No Yes ---
Controllers No Yes ---

Lines No Yes ---
Stripper No Yes ---

Compressor No Yes ---

Repaired 

Repaired 

Repaired 

Repaired 

Repaired 

If yes, explain: -----------------------------i 

Filter Cartridges Replaced: RW-1 RW-2 RW-3 ---
Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

Recommendations for system optimization or general comments: 
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December 15, 1997 

Mr. Sam Waldo 

C\ 1-landczx ® 

Director, Environmental Affairs 
AMPHENOL CORPORATION 
World Headquarters 
358 Hall Avenue 
Wallingford, CT 06492 

Re: OPERATION AND MAINTENANCE OF THE INTERIM CORRECTIVE MEASURE 
Former Amphenol Facility 
980 Hurricane Road 
Franklin, Indiana 

Dear Mr. Waldo: 

Enclosed, please find a summary of the operation and maintenance (O&M) and gauging activities 
completed by Handex Environmental, Inc. (Handex) at the above-referenced site. This report summarizes 
the activities completed during the October 31 to December 1, 1997 reporting period. Handex personnel 
inspected the site on a biweekly basis to monitor system operations and ground water recovery and 
treatment. 

Groundwater Level Measurements 
On November 10, 1997, Hand ex personnel gauged the monitoring well network at the site using an 
electronic oil/water interface probe to determine the depth to water and the presence or absence of liquid­
phase hydrocarbons. Depth to water beneath the site ranged from 10.84 feet below grade in MW-9 to 17.91 
feet below grade in MW-28. Liquid-phase hydrocarbons were not detected within the monitoring and 
recovery well network at the site. The submersible pumps for recovery wells RW-2 and RW-3 were 
pumping while well gauging activities were performed. Figure 1 is a site plan illustrating pertinent site 
features and well locations. The groundwater elevation data is summarized in Attachment A, and a 
groundwater contour map has been included as Figure 2. 

Groundwater Treatment System 
During this reporting period, approximately 521,114 gallons of groundwater were treated and discharged 
from recovery wells RW-1, RW-2, and RW-3. Based on data provided by EMCON and Handex field data 
sheets, the total volume of groundwater recovered to date is approximately 9,960,898 gallons. Attachment 
B includes a table and a graph illustrating the recovery rates to date, and Attachment C contains copies of 
Field Data Sheets completed by Handex personnel. 

Handex personnel mobilized to the site on November 10, 1997 to perform biweekly, monthly, and quarterly 
O&M activities. Upon arrival, none of the recove wells were operating. Handex personnel assessed the 
remediation system's equipment and discovered that the high level switch in the air stripper's sump a~ea 
had been activated. The high level switch automatically shuts down the submersible pumps. The system 's 
effluent discharge line was cleaned with muriatic acid and the system was restarted. Recovery well RW-1 
was not restarted at this time because Handex personnel had to perform repairs on the submersible pump. 

8583 Zionsville Road, Indianapolis, IN 46268 • (317) 228-6240 • Fax: (317) 228-6243 



Mr. Sam Waldo 
December I 5, 1997 
Page 2 

The submersible pump for recovery we11 RW-1 was removed from the we11 and Handex personnel 
attempted to repair the pump while in the field. It was determined that a vice would be needed to dismantle 
the pump, consequently, Handex personnel took the submersible pump back to the office for repairs. While 
at the office, Handex dismantled the pump and discovered that the seals on the rocker arms were not seating 
properly. Consequently, air being supplied to the submersible pump from the air compressor was allowed 
to escape through the air exhaust side of the pump. Handex cleaned and adjusted the rocker arms and 
reassembled the pump. 

On December I, 1997, Handex mobilized to the site to perform biweek:Jy and monthly O&M activities. 
Upon arrival, none of the recovery wells were operational. The system was inspected and Handex 
determined that the higb level switch in the air stripper's sump area had been activated. Handex personnel 
cleaned the effluent discharge line for the remediation system with muriatic acid. After cleaning activities 
were complete, the submersible pump for recovery we11 RW-1 was reinstalled into recovery we11 RW-1. 
The system was then restarted. No air leaks were discovered in manhole for RW-1 and the pumping rate 
had increased from an average of approximately 2.5 ga1lons per minute (gpm) to 5 gpm. 

The system remained operating while the monitoring we11 network was gauged . After gauging activities 
were completed, Handex personnel noticed that the air stripper was leaking water from the clean out ports. 
Handex attempted to seal the leaks but was unable to stop the leak. It was determined that several clean out 
ports and clean out gasket seals needed to be replaced. The system was shut off by Handex until the 
necessary parts could be obtained. 

The gauging information collected on this date will be included in the December 1997 progress report. 
Currently, the system is not operational. 

Groundwater Sampling and Analysis 
On November I 0, 1997, Handex personnel co11ected influent groundwater samples from recovery wells 
RW-2 and RW-3 , and one effluent sample from the air stripper unit. An influent sample for recovery well 
RW-1 was not collected until December I, 1997 because RW-1 was not operational during the November 
1997 sampling event. The recovery well influent groundwater samples were collected from sample ports 
located within the equipment enclosure prior to treatment through the air stripper. The air stripper effluent 
sample was collected from the discharge pipe prior to entering the sewer. The samples were placed into 
laboratory prepared 40 milliliter (ml) glass sample vials and placed into a cooler on ice. The samples were 
submitted under chain of custody control to National Environmental Testing, Inc. (NET) located in 
Indianapolis, Indiana. The samples were analyzed for volatile organic compounds (VOCs) using EPA 
Method 8240. 

Laboratory analytical results indicate the presence of I, I - d ichloroethane, tetrachloroethene, 1, 1, 1 
trichoroethane, and trichoroethene in the samples collected from RW-1, RW-2, and RW-3. VOCs were not 
detected above the laboratory method detection limits from the air stripper effluent sample. Laboratory 
analytical results are summarized in Table I, and the laboratory analytical reports are included in 
Attachment D. 

~ 1-landax® 



Mr. Sam Waldo 
December 15, 1997 
Page 3 

Schedule of Activities 
Biweekly and monthly site inspections and O&M activities will continue. Site visits are scheduled for the 
weeks ending December 6 and December 20, 1997. The information from these site inspections will be 
summarized in the December 1997 progress report. 

Should you have any questions regarding this site or information summarized within this report, please do 
not hesitate to contact this office at (317) 228-6240. Handex appreciates the opportunity to provide 
environmental services to Amphenol Corporation. 

Sincerely, 
HANDEX ENVIRONMENTAL, INC. 

Project Manager 

-Attachments 
cc: Mr. Jim Keith, Earth Tech, Bloomington, IN 

Mr. John Kneebone, Marine Corporation of America 

91-tandczx® -
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e .E1 
Former Amphenol Facility 

980 Hurricane Road 
Franklin, Indiana 

Laboratory Analytical Results 

I ~~r;t) '.'ii~r}:i: i}iti:~~Jia~rilft~~~ 1:;~!~t!ff1 \~l~:i~~t:~ifri1 niriii~:~~;r:J -~1;~\tti!~~ni~~!f{ t~J:~:t¼~~9,~( ?ia~~ ~V:: 
RW-1 5/3/95 33 ND (1) ND 100 200 520 853 

8/3/95 31 ND ND 170 180 400 781 
1117/95 30 ND ND ND 190 390 610 
4/12/96 NS (2) NS NS NS NS NS O (3) 

7/8/96 14 ND ND 31 120 350 515 
10/17/96 15 ND ND 29 150 1,800 1994 

2/7/97. 18 ND ND ND 140 260 278 
517/97 9.9 ND ND 20 91 250 370.9 
8/4/97 9.8 ND ND 35 160 210 414.8 

11/10/97 NS NS NS NS NS NS NS 
12/1/97 28 ND 27 180 190 320 745 

RW-2 I 5/3/95 47 8.1 3.9 1,500 960 4,300 6819 
8/3/95 48 ND ND 1,500 1,100 3,000 5648 

1117/95 58 9.1 5.3 2,100 1,300 2,200 5672.4 
4/12/96 ND ND ND 980 530 1,500 3010 
7/8/96 31 7.3 ND 2,100 1,200 2,100 5438.3 

10/17/96 33 ND ND 2,600 680 2,900 6213 
217/97 27 ND ND 37 400 410 874 
517/97 24 ND ND 880 340 860 2104 
8/4/97 18 ND ND 400 310 560 1288 

11/10/97 21 ND ND 250 260 550 1081 
RW-3 I 5/3/95 28 ND ND 160 540 2,900 3628 

8/3/95 53 ND ND 16 560 870 1499 
1117/95 48 6.9 ND 1,400 950 1,700 4104.9 
4/12/96 ND ND ND 93 450 1,200 1743 
7/8/96 39 6.5 ND 45 820 1,100 , 2010.5 

10/17/96 34 ND ND 2,600 720 2,900 6254 
2/7/97 28 ND ND 37 410 410 885 
517/97 24 ND ND 1,000 400 990 2414 
8/4/97 17 ND ND 110 330 490 947 

11/10/97 25 ND ND 76 400 600 1101 
Notes: 
Results in micrograms per liter (ug/l). 
(1) ND- Not Detected - analyte not detected above laboratory method detection limit. 

e ' ~ 

·, 

(2) NS - Not Sampled, RW-1 not in operation during April 1996 and November 1997 sampling events. 
(3) NA - Not Applicable. 

81-1andax® -
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IT-3 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 732.25 12.36 
11/7/95 13.07 
4/12/96 13.45 
5/29/96 10.82 

6/4/96 11.08 
7/8/96 11.84 
8/1/96 12.04 

9/12/96 12.58 
10/17/96 12.37 
11/25/96 12.26 
12/11/96 12.02 

1/24/97 11.71 
2/21/97 11.85 
3/14/97 11.48 
4/11/97 11 .94 

517197 11 .98 
6/5/97 11 .37 
7/3/97 11.73 
8/4/97 12.25 

9/29/97 12.46 
10/10/97 12.68 
11/10/97 12.80 
8/29/95 728.71 9.52 
11/7/95 11 .14 
4/12/96 12.09 
5/29/96 9.41 

6/4/96 10.11 
7/8/96 10.44 
8/1/96 10.63 

9/12/96 10.85 
10/17/96 10.97 
11/25/96 10.82 
12/11/96 10.79 

1/24/97 10.55 
2/21/97 10.80 
3/14/97 10.51 
4/11/97 10.76 

517197 10.79 
6/5/97 10.18 
7/3/97 10.49 
8/4/97 10.78 

9/29/97 10.93 
10/10/97 11 .02 
11/10/97 11 .12 

719.89 
719.18 
718.80 
721 .43 
721 .17 
720.41 
720.21 
719.67 
719.88 
719.99 
720.23 
720.54 
720.40 
720.77 
720.31 
720.27 
720.88 
720.52 
720.00 
719.79 
719.57 
719.45 
719.19 
717.57 
716.62 
719.30 
718.60 
718.27 
718.08 
717.86 
717.74 
717.89 
717.92 
718.16 
717.91 
718.20 
717.95 
717.92 
718.53 
718.22 
717.93 
717.78 
717.69 
717.59 
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MW-9 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 - 736.44 15.23 721 .21 
11/7/95 16.40 720.04 
4/12/96 14.91 721 .53 
5/29/96 13.16 723.28 

6/4/96 13.15 723.29 
7/8/96 14.03 722.41 
8/1/96 14.53 721.91 

9/12/96 15.33 721 .11 
10/17/96 15.33 721 .11 
11/25/96 15.29 721.15 
12/11/96 14.95 721.49 

1/24/97 14.50 721 .94 
2/21/97 14.50 721 .94 
3/14/97 14.06 722.38 
4/11/97 14.42 722.02 
5/12/97 14.59 721 .85 

6/5/97 13.53 722.91 
7/3/97 14.09 722.35 
8/4/97 14.90 721.54 

9/29/97 15.53 720.91 
10/10/97 15.75 720.69 
11/10/97 16.08 720.36 
8/29/95 733.04 9.70 723.34 
11/7/95 11.47 721 .57 
4/12/96 9.46 723.58 
5/29/96 3.94 729.10 

6/4/96 5.81 727.23 
7/8/96 6.90 726.14 
8/1/96 7.65 725.39 

9/12/96 9.23 723.81 
10/17/96 9.64 723.40 
11/25/96 9.53 723.51 
12/11/96 9.18 723.86 

1/24/97 7.66 725.38 
2/21/97 7.70 725.34 
3/14/97 6.68 726.36 
4/11/97 7.54 725.50 
5/12/97 7.97 725.07 

6/5/97 5.63 727.41 
7/3/97 7.13 725.91 
8/4/97 8.44 724.60 

9/29/97 9.82 723.22 
10/10/97 10.17 722.87 
11/10/97 10.84 722.20 



'. 

MW-20 

Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

736.38 16.43 719.95 
17.18 719.20 
16.21 720.17 
15.07 721 .31 
15.31 721 .07 

7/8/96 15.88 720.50 
8/1/96 16.16 720.22 

9/12/96 16.59 719.79 
10/17/96 16.47 719.91 
11/25/96 16.32 720.06 
12/11/96 16.12 720.26 

1/24/97 15.89 720.49 
2/21/97 15.96 720.42 
3/14/97 15.66 720.72 
4/11/97 16.07 720.31 

517197 16.09 720.29 
6/5/97 15.85 720.53 
7/3/97 15.64 720.74 
8/4/97 16.36 720.02 

9/29/97 16.57 719.81 
10/10/97 16.70 719.68 
11/10/97 16.90 719.48 
8/29/95 734.03 10.35 723.68 
1117195 12.16 721.87 
4/12/96 9.70 724.33 
5/29/96 6.30 727.73 

6/4/96 7.63 726.40 
7/8/96 8.58 725.45 
8/1/96 8.93 725.10 

9/12/96 10.39 723.64 
10/17/96 10.56 723.47 
11/25/96 9.82 724.21 
12/11/96 9.64 724.39 
1/24/97 8.57 725.46 
2/21/97 8.86 725.17 
3/14/97 8.00 726.03 
4/11/97 8.87 725.16 
5/12/97 9.13 724.90 

6/5/97 7.55 726.48 
7/3/97 8.70 725.33 
8/4/97 9.70 724.33 

9/29/97 10.85 723.18 
10/10/97 11 .08 722.95 
11/10/97 11.66 722.37 



Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

iJ!I~l ttl~~~i!I Si'1Jiil:Nlii~i 
MW-21 8/29/95 737.91 16.81 721 .10 

MW-22 

11nt95 17.92 719.99 
4/12/96 16.48 721 .43 
5/29/96 14.82 723.09 

6/4/96 14.82 723.09 
7/8/96 15.67 722.24 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 
5/12/97 

6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

8/29/95 
11nt95 
4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 

5nt97 
6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

737.64 

16.16 721 .75 
16.89 721.02 
16.89 
16.85 
16.53 
16.10 
16.11 
15.64 
16.05 
16.20 
15.18 
15.72 
16.48 
17.10 
17.31 
17.61 
17.05 
17.90 
16.74 
15.52 
15.63 
16.22 
16.58 
17.15 
17.04 
16.99 
16.76 
16.46 
16.50 
16.15 
16.47 
17.55 
15.88 
16.34 
16.86 
17.26 
17.43 
17.65 

721.02 
721.06 
721 .38 
721 .81 
721.80 
722.27 
721 .86 
721 .71 
722.73 
722.19 
721.43 
720.81 
720.60 
720.30 
720.59 
719.74 
720.90 
722.12 
722.01 
721.42 
721 .06 
720.49 
720.60 
720.65 
720.88 
721 .18 
721 .14 
721.49 
721 .17 
720.09 
721 .76 
721 .30 
720.78 
720.38 
720.21 
719.99 



,. 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

~:rtf f~f f ~~;i,i?~]: [~i;~~/~l f Ja~~f{ ,;~a~e~:~f~~~;~~# 
,'Number ·§/ Qate',~. ~>{feet)"I;:,, (feet)ffi , . ~· (feet)"'4:i{1J,: 
MW-24 8/29/95 736.02 15.59 720.43 

MW-26 

11/7/95 16.41 719.61 
4/12/96 15.29 720.73 
5/29/96 13. 77 722.25 

6/4/96 13.80 722.22 
7/8/96 14.54 721.48 
8/1/96 15.01 721 .01 

9/12/96 15.61 720.41 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 

5/7/97 
6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 
8/29/95 
11/7/95 
4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 
5/12/97 

6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

736.39 

15.66 720.36 
15.61 720.41 
15.33 720.69 
14.96 721 .06 
15.24 720.78 
14.62 
14.96 
15.04 
14.20 
14.62 
15.30 
15.79 
15.98 
16.18 
13.46 
15.02 
13.17 
9.53 

10.47 
11 .62 
12.16 
13.48 
13.60 
13.42 
13.08 
12.14 
12.25 
11.48 
12.18 
12.41 
10.45 
11.78 
12.78 
13.83 
14.09 
14.61 

721.40 
721.06 
720.98 
721 .82 
721.40 
720.72 
720.23 
720.04 
719.84 
722.93 
721.37 
723.22 
726.86 
725.92 
724.77 
724.23 
722.91 
722.79 
722.97 
723.31 
724.25 
724.1 4 
724.91 
724.21 
723.98 
725.94 
724.61 
723.61 
722.56 
722.30 
721 .78 

9 1iandC!X® -



Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

MW-27 8/29/95 736.63 15.37 721 .26 

MW-28 

1117/95 
4/12/96 
5/29/96 
6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 
5/12/97 
6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 
8/29/95 
11/7/95 
4/12/96 
5/29/96 
6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 
5/12/97 

6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

738.04 

16.66 719.97 
15.01 721 .62 
13.23 723.40 
13.44 723.19 
14.38 722.25 
14.79 721 .84 
15.62 721 .01 
15.56 721 .07 
15.45 721 .18 
15.11 721 .52 
14.63 722.00 
14.75 721.88 
14.28 722.35 
14.71 721 .92 
14.88 721.75 
13.78 722.85 
14.40 722.23 
15.12 721 .51 
15.82 720.81 
16.02 720.61 
16.36 720.27 
17.03 721.01 
18.19 719.85 
16.72 721.32 
15.21 722.83 
15.32 722.72 
16.12 721 .92 
16.54 721 .50 
17.25 720.79 
17.20 720.84 
17.10 720.94 
16.81 721.23 
16.39 721 .65 
16.49 721.55 
16.05 721 .99 
16.41 721.63 
16.57 721.47 
15.66 722.38 
16.17 721.87 
16.84 721.20 
17.41 720.63 
17.61 720.43 
17.91 720.13 



• 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

JP ';'( I: Jmr:1'.)S' ..:~!i ~~ T~,<:: '} )2~P.th .\~ ~on;e~!ed ~!~~n~ 
;::;,>Well / .G_augis:ig · Ht: El~x-f;i( n,Wat~r ~/ :;.Wa~erJ~leyc1tion:{ 
SNumbe'r t::+: Oat~t,5 '<"(fe'et) ;;: ;~f(f€et) ;%\ If}li" (fe~t)~ll~tf)J 
MW-29 8/29/95 737.61 16.83 720.78 

MW-30 

11/7/95 17.99 719.62 
4/12/96 16.46 721 .15 
5/29/96 15.01 722.60 

6/4/96 15.19 722.42 
7/8/96 16.04 721 .57 
8/1/96 16.40 721 .21 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 
5/12/97 

6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 
8/29/95 
11/7/95 
4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 

5/7/97 
6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
11/10/97 

734.84 

17.15 720.46 
17.02 720.59 
16.93 720.68 
16.61 721 .00 
16.24 721.37 
16.31 721 .30 
15.91 721 .70 
16.30 721 .31 
16.41 721.20 
15.57 722.04 
16.06 721.55 
16.70 720.91 
17.25 720.36 
17.44 720.17 
17.86 719.75 
15.54 719.30 
15.93 718.91 
14.95 719.89 
14.10 720.74 
14.38 720.46 
14.84 720.00 
15.06 719.78 
15.28 719.56 
15.58 719.26 
15.13 719.71 
14.98 719.86 
14.71 720.13 
14.95 719.89 
14.70 720.14 
14.92 719.92 
14.93 719.91 
14.37 720.47 
14.75 720.09 
15.28 719.56 
15.33 719.51 
15.42 719.42 
15.52 719.32 



• 

RW-2 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

730.97 2.58 (1) 728.39 
1117/95 NR (2) NA 
4/12/96 11 .02 719.95 
5/29/96 10.84 720.13 

6/4/96 11.12 719.85 
7/8/96 11.28 719.69 
8/1/96 NR (2) NA 

9/12/96 11.55 719.42 
10/17/96 12.50 718.47 
11/25/96 11 .23 719.74 
12/11/96 11 .06 719.91 

1/24/97 10.90 720.07 
2/21/97 11 .06 719.91 
3/14/97 10.73 720.24 
4/11/97 10.98 719.99 

517197 11 .02 719.95 
6/5/97 10.48 720.49 
7/3/97 10.86 720.11 
8/4/97 11 .72 719.25 

9/29/97 12.75 718.22 
10/10/97 11.50 719.47 
11/10/97 11 .60 719.37 
8/29/95 732.05 4.42 (1) 727.63 
1117/95 NR (2) NA 
4/12/96 12.72 719.33 
5/29/96 11 .50 720.55 
6/4/96 11 .88 720.17 
7/8/96 12.48 719.57 
8/1/96 12.76 719.29 

9/12/96 13.25 718.80 
10/17/96 12.86 719.19 
11/25/96 12.26 719.79 
12/11/96 11.89 720.16 

1/24/97 11 .76 720.29 
2/21/97 11.80 720.25 
3/14/97 11.45 720.60 
4/11/97 11.84 720.21 

517/97 11 .85 720.20 
6/5/97 11.43 720.62 
7/3/97 11.61 720.44 
8/4/97 12.10 719.95 

9/29/97 12.90 719.15 
10/10/97 12.42 719.63 
11/10/97 13.10 718.95 

e liandCZX® -



' 
Former Amphenol Facility 

980 Hurricane Road 
Franklin, Indiana 

Ground Water Level Measurements 

1
~)'."i[{l:/:i;Y;f ~i.Iff,Ul•,,,.f J;::1,TO(?f;''.:' ] )~pih]~; gorrectE!~ 9,ro(::jd 
; ; \ Weil .,i· :Gauging ,.:(Elev,1,;; { Watent~ ;.Water: Eievatjon 
, .. Nu~h'et:, :Iroater" Wi!(t~~tf {;: :iti,~~tf?,· sl:0· ::'t (teet> '~5:;J<f, 
RW-3 8/29/95 733.19 4.08 c1) 729.11 

11/7/95 NR <2J NA 
4/12/96 13.07 720.12 
5/29/96 11 . 73 721.46 
6/4/96 12.68 720.51 
7/8/96 13.26 719.93 
8/1/96 13.10 720.09 

9/12/96 13.40 719.79 
10/17/96 12.78 720.41 
11/25/96 12.68 720.51 
12/11/96 12.51 720.68 

1/24/97 12.26 720.93 
2/21/97 12.20 720.99 
3/14/97 11.90 721.29 
4/11/97 12.23 720.96 

5/7/97 12.23 720.96 
6/5/97 11 .68 721 .51 
7/3/97 12.00 721.19 
8/4/97 14.00 719.19 

9/29/97 14.20 718.99 
10/10/97 13.18 720.01 
11/10/97 14.52 718.67 

(1) Ground water elevation based on measurements from top 
of bubbler tip. 
(2) NR - Not Recorded 

e 1-tandC!X® -
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ATTACHMENT B 

e Groundwater Recovery Summary 



- . 
Former Amphenol Facility 

980 Hurricane Road 
Franklin, Indiana 

Cumulative Ground Water Flow Readings 

i:J;Iifi ~;t .. '." ·_; Cumulative Pumna•e';..llons\ .. 'c' ... ,,.,;;_,: 

·,'. RW-FYD .. ·,. c'RW-l';ff; ''.·>RW"3·,;i; .. .,-i· TotaH'Ui 
2124195 . . . . 
3/3/95 20,984 31,644 80,228 132,856 

3/29/95 84,695 88,774 152,228 325,697 
4/ 14/95 136,654 133,675 224,228 494,557 

5/3195 200,683 193,729 284,420 678,832 

5/14/95 237,115 228,577 319,268 784,960 

5/18/95 255,043 245,727 354,116 854,886 
5/23/95 255,043 245,727 354,116 854,886 
5126/95 276,211 266,031 374,420 916,662 
6/19/95 445,555 428,463 536,852 1,410,870 
/J/J/95 445,555 42&,463 536,852 1,410,&70 

8/4/95 448,%3 431,997 543,600 1,424,560 

8/9/95 473,414 453,496 590,792 1,517,702 
8/11/95 482,414 461,556 609,202 1,553,172 
8/ 14/95 4%,474 474,106 637,152 1,607,732 

8/29/95 561,302 533,550 768,644 1,863,4% 
10/6/95 664,814 629,975 985,749 2,280,538 

11n/9S 665,305 763,804 1,159,950 2,589,059 

1218/95 686,316 766,356 1,253,348 2,706,020 

1/ 15/96 778,585 873,570 1,263,941 2,916,096 

4/12196 778,585 1,170,564 1,651,617 3,600,766 

5129196 873,365 1,376,384 1,823,668 4,073,417 

6/26/96 915,555 1,414,873 1,884,622 4,215,050 

7/8/96 972,328 1,474,048 1,987,350 4,433,726 
7/18/96 1,006,046 1,516,919 2,060,742 4,583,707 

8/ 1/96 1,049,996 1,577,801 2,164.'916 4,792,713 

8/ 16/96 1,091,112 1,638,683 2,246,037 4,975,832 

8/27/96 1,118,169 1,684,621 2,314,606 S, 117,3% 

9/ 12196 1,146,432 1,754,050 2,360,521 5,261 ,003 

9/24/96 1,159,035 1,7%,140 2,409,4% 5,364,671 

10/ 1/96 1,174,178 1,825,149 2,408,298 5,407,625 

10/ 17/96 1,253,727 1,855,632 2,411,539 5,520,898 

1112/96 1,315,165 1,906,634 2,420,559 5,642,358 

11/15/96 1,365,973 1,908,623 2,502,342 5,776,938 

11/25/96 1,3%,032 1,911,188 2,552,717 5,859,937 

12111/96 1,430,595 1,935,775 2,611,374 5,977,744 

12127/96 1,452,912 1,937,132 2,649,%2 6,040,006 

1/3/97 1,456,304 1,939,518 2,655,775 6,051,597 
1114197 1,470,242 1,949,110 2,684,864 6,104,226 

1/24/97 1,470,505 1,949,124 2,702,272 6,121,901 

217/97 1,518,975 1,950,754 2,7%,872 6,266,601 

2121/97 1,571,273 1,952,209 2,835,673 6,359,155 
3114197 1,646,678 1,952,209 2,&35,673 6,436,098 

3128/97 1,692,834 2,039,011 2,&35,673 6,588,745 

4/ 11/97 1,734,064 2, 124,1% 2,835,673 6,715, 160 

4/25/97 1,773,261 2,182,646 2,842,124 6,819,258 
517/97 1,798,995 2,336,981 2,&42,114 6,999,327 

5/22197 1,825,676 2,393,705 2,905,414 7,146,022 

6/5/97 1,867,121 2,472,6% 2,988,177 7,349,221 

6/20/97 1,912,764 2,540,269 3,061,814 7,536,074 

7/3/97 1,954,658 2,609,124 3,135,756 7,720,764 

7/17/97 1,975,303 2,680,948 3,199,801 7,877,279 

8/4/97 2,025,486 2,806,9% 3,364,397 8,218,106 

8/15/97 2,052,962 2,958,721 3,461,264 8,494,174 

8/28/97 2,083,623 3,093,542 3,569,012 8,767,404 

9/ 12197 2,083,684 3,119,818 3,692,072 8,916,801 
9/29/97 2,083,905 3,120,840 3,839,556 9,065,528 

10/10/97 2,101,637 3,231,288 3,924,600 9,278,752 

10/31 /97 2,101 ,662 3,254,766 4,062,129 9,439,784 

11 /10/97 2,101,662 3,394,895 4, 102,900 9,620,684 

1211 /97 2,101,662 3,626,479 4,211,530 9,960,898 

~ 
• Data prior to 4/12196 was collected by EMCON. 
- A new flow baseline (zero cumulative flow) was established on 

August 3, 1995, due to flow meter replacement 
- Erroneous flow meter reading from RW-3 on 10/ 1/%. 
- Due to a flow meter malfunction, the totalizer for RW-2 showed a 

negative flow of 1,051 gallons on January 14, 1997. 
• Due to a flow meter malfunction, the totalizer for RW-3 showed a 

negative flowage of 1,538 gallons, 19,689 gallons, and 20,197 
gallons on March 14, March 28, and May 7, 1997, respectively. 



:!D 

GALLONS 

N w """ 
v, °' -..J cc '° 0 

0 0 ·o 0 0 0 c c 0 c 
a 0 0 a 0 a 0 C C 0 
a 0 0 0 C a C 0 0 a 
0 0 0 ·o 0 0 0 0 c 0 
0 a a 0 0 a 0 c 0 0 
a a 0 0 C 0 0 0 0 

2/24/95 -i--' --------------------------------, 

0 

3/29/95 _ 

~ "'195 _ 

511 8/95 =-· 

.. ·.. ~ ,;{,tlf)\ 11

101 ,u - , .,.~,.,. '·;. '"'·· · 
:: 

- :(.:..;; ;,/,;,~ c .. 'f . C 
t,i 

313,' · 

;:i,~ ·:;97 

10/3 1 '97 _ 

12/1 '17 _ 
R\v .· 

RW-: 

RW-.i 

Total 

0 

I 

~ -------...J 

e 

> 
7 .::,. 

-:, --0 
;;::J = 

~ > ;7i 
i:: zz 

T, 0-7 
r r -C -(") 
.z o r 

> - ::0 ,-J z ~ - C ::::, ~ > ;;::J ti, 

z> -., > ::'. C ,.... 3: '-z -> 
C':l 
["Tl 

e 



ATTACHMENT C 

e Site Inspection Forms 



e 

e 

Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure Time: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

ALARM RESPONSE VISIT: 

Bubbler Pressure: RW-1 _______ RW-2_-'---=--- RW-3_;..._ ___ _ 

Air Stripper Pressure: I \v Inches of Water 

Effluent Flow Rate: I I Gallons Per Minute 

C(e ti ,z.. Effluent Clarity: ----="T-:--------------------------t 
Building Temperature: 

Compressor Checked: y c:: > 
Compressor Oil Level Checked: 

Condesate Released: fh,.,10 

System Operational Upon Arrival: 

Oil Changed: e 5 ------------x No, (if no, please explain below) Yes 

\Sr-_" Jl 

AirN.Jater Leaks: RW-1 RW-2 RW-3 (please circle appropriate controller(s)) 

Manholes X No Yes Repaired 

Controllers '( No Yes Repaired 

Lines / No Yes Repaired 

Stripper '( No Yes Repaired 

Compressor ;,( No Yes Repaired 

If yes, explain: 

. 
Filter Cartridges Replaced: 

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

X RW-1 

V <5 

I 

X RW-2 -~X......__RW-3 

e Recommendations for system optimization or general comments: 



. : 
\ 

Air Stripper Cleaned: ( 

Recovery Wells Sampled: 

Air Stripper Effluent Sampled: 

Pumps Checked/Cleaned 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

,J o RW-1 'f._PS RW-2 

IL ez 
I 

(( t.,.... i,vf &. RW-1 ¥- e 5. RW-2 

Filter elements on S-2 controllers inspected and replaced as necessary: 

Air compressor inspection and overhaul as necessary: 

yt>z RW-3 

lf_ ez RW-3 

. · · · f.:.]1,.o~!ll.:.!!c-:~!.\l!!'!~ . - · · _; 

Break down air stripper blower and check for lubrication and bearing integrity 

per manufacturers specifications. 

Break down S-2 controllers and check and replace where necessary filters, valves, 

springs, and cylinder bores. 

Pull pumps and clean well screens. 

Recommendations for system optimization or general comments: 



. ' 

• Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure nme: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

(2-<-4? 

ALARM RESPONSE VISIT: 

Bubbler Pressure: RW-1 - RW-2 . ______ RW-3 _____ _ 

Air Stripper Pressure: 

Effluent Flow Rate: ),_')_ 

Effluent Clarity: c._ oJL 
Building Temperature: ~lf-
Compressor Checked: y-e$ 
Compressor Oil Level Checked: 

Inches of Water 

Gallons Per Minute 

Degrees F 

Condesate Released: fl J'1. f-o 

System Operational Upon Arrival: 

y e 5 Oil Changed:,__l{)_,;,f ________ ----1 

___ Yes V No, (ifno, please explain below) 

'-h l ~v el ,' ... 

AirM/ater Leaks: RW-1 RW-2 

Manholes 

Controllers 

lines 

Stripper 

Compressor 

If yes, explain: 

Filter Cartridges Replaced: 

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

/. '~v e -/-;_ T ow,-<-. 

RW-3 (please circle appropriate controller(s)) 

X No 

>< No 

X No 

X No 

x No 

')(_ RW-1 

\.,/ -e 5 

/ 

1/..P c; 
' 

Yes Repaired 

Yes Repaired 

Yes Repaired 

Yes Repaired 

Yes Repaired 

__ X_RW-2 X RW-3 

Recommendations for system optimization or general comments: 
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ATTACHMENT D 

Groundwater Analytical Results 

~1-tandczx® -



Mr. Jay Simonds 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

HANDEX OF INDIANA 
8583 Zionsville Rd. 
Indianapolis, IN 46268 

11/25/1997 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

NET Job Number: 97.07171 
Page 1 of 7 

Enclosed are the Analytical Results for the following samples 
submitted to NET, Inc. Indianapolis Division for analysis: 

Project Description: 11297-03 / FORMER AMPHENOL/ FRANKLIN 

Sample Date Date 
Number Sample Description Taken Received 

190067 RW-2 11/10/1997 11/.10/1997 
190068 RW-3 11/10/1997 11/10/1997 
190069 EFFLUENT 11/10/1997 11/10/1997 

National Environmental Testing, Inc. certifies that the analytical 
results contained herein apply only to the specific samples 
analyzed. 

Reproduction of this analytical report is permitted only in its 
entirety . 

~I 
Project Representative 
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Mr. Jay Simonds 

HANDEX OF INDIANA 

8583 Zionsville Rd. 

Indianapolis, IN 46268 

Sample Description: RW-2 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

11/25/1997 

Sample No.: 190067 

Job No.: 97. 07171 

P.O. NO.: 

Page 2 of 7 

Job Description: 11297-03 / FORMER AMPHENOL/ FRANKLIN 

Date Taken: 11/10/1997 Date Received: 11/10/1997 

Analyst/ 

Parameter Result Flag Units Date of Analysis 

VOLATILE-8240 (AQ) 

Acetone <50. ug/L bds I 11/23/1997 

Acrolein <250 ug/L bds I 11/23/1997 
Acrylonitrile <250 ug/L bds I 11/23/1997 
Benzene <5 . 0 ug/L bds I 11/23/1997 

Bromodichloromethane <5 . 0 ug/L bds I 11/23/1997 

e Bromoform <5.0 ug/L bds I 11/23/1997 
Bromomethane <10. ug/L bds I 11/23/1997 
2-Butanone (MEK) <50 . ug/L bds I 11/23/1997 
Carbon disulfide <50. ug/L bds I 11/23/1997 
Carbon tetrachloride <5 . 0 ug/L bds I 11/23/1997 
Chlorobenzene <5.0 ug/L bds I 11/23/1997 
Chloroethane <10. ug/L bds I 11/23/1997 
2-Chloroethyl vinyl ether <50. ug/L bds I 11/23/1997 
Chloroform <5.0 ug/L bds I 11/23/1997 
Chloromethane <10. ug/L bds I 11/23/1997 
Dibromomethane <10. ug/L bds I 11/23/1997 
Dibromochloromethane <5 . 0 ug/L bds I 11/23/1997 
1,2-Dibromo-3-chloropropane <10. ug/L bds I 11/23/1997 
1,2-Dibromoethane (EDB) <5 . 0 ug/L bds I 11/23/1997 
Dichlorodifluoromethane <10. ug/L bds I 11/23/1997 
1,1-Dichloroethane 21 . ug/L bds I 11/23/1997 
1,2-Dichloroethane <5.0 ug/L bds I 11/23/1997 
1 , 1-Dichloroethene <5.0 ug/L bds I 11/23/1997 
trans-1,2-Dichloroethene <5.0 ug/L bds I 11/23/1997 
cis-1,2-Dichloroethene <5.0 ug/L bds I 11/23/1997 
1,2-Dichloropropane <5.0 ug/L bds I 11/23/1997 
cis-1,3-0ichloropropene <5 . 0 ug/L bds I 11/23/1997 
trans-1,3-Dichloropropene <5.0 ug/L bds I 11/23/1997 
Ethyl ether <5.0 ug/L bds I 11/23/1997 
Ethyl acetate <10 . ug/L bds I 11/23/1997 
Ethylbenzene <5.0 ug/L bds I 11/23/1997 
Ethyl methacrylate <10. ug/L bds I 11/23/1997 
2-Hexanone <50. ug/L bds I 11/23/1997 
Methyl-tert-butyl-ether (MTBE <10. ug/L bds I 11/23/1997 

e 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

Number Limit 

s - 8240 <50. 

s - 8240 <.250 

s - 8240 <250 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <50. 

s - 8240 <50. 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <50 . 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <10 . 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <5 . 0 

s - 8240 <10. 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <5 . 0 

s - 8240 <10. 

s - 8240 <50. 

s - 8240 <10 . 
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NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

Mr. Jay Simonds 

HANDEX OF INDIANA 

8583 Zionsville Rd . 

Indianapolis, IN 46268 

Sample Description: RW-2 

Job Description: 11297-03 / FORMER AMPHENOL/ FRANKLIN 

Date Taken: 11/10/1997 

Parameter 

VOLATILE-8240 (AQ) 

Iodomethane <10 . 

Methylene chloride <10 . 

4-Methyl-2-pentanone (MIBK) <25. 

Styrene <5 . 0 

1 , 1,2,2-Tetrachloroethane <5.0 

Tetrachloroethene 

Toluene 

1,2,3 -Trichloropropane 

1,1,l-Trichloroethane 

1,1,2-Trichloroethane 

Trichloroethene 

250 . 

<5.0 

<10 . 

260. 

<5 . 0 

550. 

Trichlorofluoromethane <5 . 0 

Vinyl acetate <10. 

Vinyl chloride <2.0 

Xylenes, (Total) <5 . 0 

SURR : l,2-Dichloroethane-d4 108 

SURR : Toluene-de 101 

SURR : 4-Bromofluorobenzene 106 

Date Received: 11/10/1997 

Units 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

dlxlO ug/L 

ug/L 

ug/L 

dlxlO ug/L 

ug/L 

dlxlO ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

76-114\ 

88-110\ 

86-115\ 

11/25/1997 

Sample No.: 190067 

Job No. : 97 . 07171 

P.O . NO .: 

Page 3 of 7 

Analyst/ 

Date of Analysis 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

Number Limit 

s - 8240 <10. 

s - 8240 <:1.0 . 

s - 8240 <25 . 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <50. 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <50. 

s - 8240 <5 . 0 

s - 8240 <50 . 

s - 8240 <5 . 0 

s - 8240 <10. 

s - 8240 <2 . 0 

s - 8240 <5 . 0 

s - 8240 

s - 8240 

s - 8240 



NET 
I 

Mr. Jay Simonds 

HANDEX OF INDIANA 

8583 Zionsville Rd . 

Indianapolis, IN 46268 

Sample Description: RW-3 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

ll/25/1997 

Sample No. : 190068 
Job No.: 97. 07171 

P.O. NO. : 

Page 4 of 7 

Job Description: 11297-03 I FORMER AMPHENOL/ FRANKLIN 

Date Taken: 11/10/1997 Date Received: 11/10/1997 

Analyst/ 
Parameter Result Flag Units Date of Analysis 

VOLATILE-8240 (AQ) 

Acetone <50. ug/L bds I 11/23/1997 
Acrolein <250 ug/L bds I 11/23/1997 
Acrylonitrile <250 ug/L bds I 11/23/1997 
Benzene <5.0 ug/L bds I ll/23/1997 
Bromodichloromethane <5 . 0 ug/L bds I ll/2 3/1997 

e Bromoform <5 . 0 ug/L bds I ll/23/1997 
Bromomethane <10. ug/L bds I ll/23/1997 
2-Butanone (MEK) <50 . ug/L bds I ll/23/1997 
Carbon disulfide <50 . ug/L bds I 11/23/1997 
Carbon tetrachloride <5.0 ug/L bds I 11/23/1997 
Chlorobenzene <5.0 ug/L bds I ll/23/1997 
Chloroethane <10. ug/L bds I ll/23/1997 
2-Chloroethyl vinyl ether <50 . ug/L bds I ll/23/1997 
Chloroform <5.0 ug/L - bds I 11/23/1997 
Chloromethane <10. ug/L bds I ll/23/1997 
Dibromomethane <10 . ug/L bds I ll/23/1997 
Dibromochloromethane <5.0 ug/L bds I 11/23/1997 
l,2-Dibromo-3-chloropropane <10. ug/L bds I ll/23/1997 
1,2-Dibromoethane (EDB) <5.0 ug/L bds I 11/23/1997 
Dichlorodifluoromethane <10. ug/L bds I 11/23/1997 
l,1-Dichloroethane 25. ug/L bds I 11/23/1997 
1,2-Dichloroethane <5.0 ug/L bds I ll/23/1997 
l,1-Dichloroethene <5 . 0 ug/L bds I ll/23/1997 
trans-1,2-Dichloroethene <5.0 ug/L bds I ll/23/1997 
cis-1,2-Dichloroethene <5.0 ug/L bds I 11/23/1997 
1,2-Dichloropropane <5.0 ug/L bds I ll/23/1997 
cis-1,3-Dichloropropene <5.0 ug/L bds I 11/23/1997 
trans-1,3-Dichloropropene <5.0 ug/L bds I 11/23/1997 
Ethyl ether <5 . 0 ug/L bds I ll/23/1997 
Ethyl acetate <10. ug/L bds I ll/23/1997 
Ethylbenzene <5.0 ug/L bds I ll/23/1997 
Ethyl methacrylate <10 . ug/L bds I ll/23/1997 
2-Hexanone <50 . ug/L bds I ll/23/1997 
Methyl-tert-butyl-ether (MTBE <10 . ug/L bds I ll/23/1997 

e 

Indianapolis 'Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 
Number Limit 

s - 8240 <50. 

s - 8240 <250 

s - 8240 <250 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <50. 

s - 8240 <50. 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <50. 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <10 . 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <10. 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <50. 

s - 8240 <10 . 



e 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

Mr . Jay Simonds 

HANDEX OF INDIANA 

8583 Zionsville Rd. 

Indianapolis, IN 46268 

Sample Description: RW-3 

Job Description : 11297-03 / FORMER AMPHENOL/ FRANKLIN 

Date Taken: 11/10/1997 

Parameter 

VOLATILE-8240 (AQ) 

Iodomethane <10. 

Methylene chloride <10 . 

4-Methyl-2-pentanone (MIBK) <25. 

Styrene <5.0 

1,1,2,2-Tetrachloroethane <5 . 0 

Tetrachloroethene 

Toluene 

1 , 2,3-Trichloropropane 

1,1,1-Trichloroethane 

1,1,2-Trichloroethane 

Trichloroethene 

76. 

<5.0 

<10. 

400. 

<5.0 

600 . 

Trichlorofluoromethane <5.0 

Vinyl acetate <10. 

Vinyl chloride <2.0 

Xylenes, (Total) <5. O 

SURR : l,2-Dichloroethane-d4 107 

SURR : Toluene-de 102 

SURR: 4-Bromofluorobenzene 102 

Date Received : 11/10/1997 

Units 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

dlxlO ug/L 

ug/L 

ug/L 

dlxlO ug/L 

ug/L 

dlxlO ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

76-114\ 

88-110\ 

86-115\ 

11/25/1997 

Sample No . : 190068 

Job No .: 97 . 07171 

P.O. NO.: 

Page 5 of 7 

Analyst/ 

Date of Analysis 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

bds I 11/23/1997 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

~ Limit 

s - 8240 <10. 

s - 8240 <10. 

s - 8240 <25. 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <50 . 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <50 . 

s - 8240 <5.0 

s - 8240 <50. 

s - 8240 <5 . 0 

s - 8240 <10. 

s - 8240 <2.0 

s - 8240 <5.0 

s - 8240 

s - 8240 

s - 8240 



e 
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Mr . Jay Simonds 

Hl\NDEX OF INDIANA 

8583 Zionsville Rd. 

Indianapolis, IN 46268 

Sample Description : EFFLUENT 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

11/25/1997 

Sample No.: 190069 

Job No.: 97.07171 

P.O . NO.: 

Page 6 of 7 

Job Description: 11297·03 / FORMER AMPHENOL/ FRANKLIN 

Date Taken : 11/10/1997 Date Received: 11/10/1997 

Analyst/ 

Parameter Result Flag Units Date of Analysis 

VOLATILE·8240 (AQ) 

Acetone <50. ug/L bds I 11/23/1997 

Acrolein <250 ug/L bds I 11/23/1997 

Acrylonitrile <250 ug/L bds I 11/23/1997 

Benzene <5 . 0 ug/L bds I 11/23/1997 

Bromodichloromethane <5 . 0 ug/L bds I 11/23/1997 

Bromoform <5 . 0 ug/L bds I 11/23/1997 
Bromomethane <10. ug/L bds I 11/23/1997 

2-Butanone (MEK) <50. ug/L bds I 11/23/1997 

Carbon disulfide <50. ug/L bds I 11/23/1997 

Carbon tetrachloride <5 . 0 ug/L bds I 11/23/1997 

Chlorobenzene <5.0 ug/L bds I 11/23/1997 

Chloroethane <10. ug/L bds I 11/23/1997 
2-Chloroethyl vinyl ether <50. ug/L bds I 11/23/1997 

Chloroform <5.0 ug/L bds I 11/23/1997 

Chloromethane <10 . ug/L bds I 11/23/1997 
Dibromomethane <10 . ug/L bds I 11/23/1997 

Dibromochloromethane <5.0 ug/L bds I 11/23/1997 

1,2-Dibromo-3-chloropropane <10 . ug/L bds I 11/23/1997 
1,2-Dibromoethane (EDB) <5.0 ug/L bds I 11/23/1997 

Dichlorodifluoromethane <10 . ug/L bds I 11/23/1997 

1,1-Dichloroethane <5.0 ug/L bds I 11/23/1997 

1,2-Dichloroethane <5.0 ug/L bds I 11/23/1997 
1,1-Dichloroethene <5.0 ug/L bds I 11/23/1997 

trans-1,2-Dichloroethene <5.0 ug/L bds I 11/23/1997 

cis-1,2-Dichloroethene <5 . 0 ug/L bds I 11/23/1997 

1,2-Dichloropropane <5.0 ug/L bds I 11/23/1997 

cis-1,3 - Dichloropropene <5.0 ug/L bds I 11/23/1997 

trans-1,3-Dichloropropene <5.0 ug/L bds I 11/23/1997 

Ethyl ether <5.0 ug/L bds I 11/23/1997 
Ethyl acetate <10. ug/L bds I 11/23/1997 
Ethylbenzene <5.0 ug/L bds I 11/23/1997 

Ethyl methacrylate <10 . ug/L bds I 11/23/1997 

2-Hexanone <50. ug/L bds I 11/23/1997 

Methyl-tert-butyl-ether (MTBE <10. ug/L bds I 11/23/1997 

Indianapolis Division · 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842·4261 
Fax: (317) 842·4286 

Method Reporting 

Number Limit 

s . 8240 <50. 

s · 8240 <250 

s . 8240 <250 

s . 8240 <5 . 0 

s - 8240 <5.0 

s . 8240 <5 . 0 

s - 8240 <10. 

s - 8240 <50. 

s - 8240 <50. 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <50. 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <10 . 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5 . 0 

s . 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <5 . 0 

s - 8240 <10. 

s - 8240 <50. 

s - 8240 <10. 



.. 
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Mr . Jay Simonds 
HJ\NDEX OF INDIANA 

8583 Zionsville Rd. 

Indianapolis, IN 46268 

Sample Description: EFFLUENT 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

11/25/1997 

Sample No. : 190069 

Job No .: 97.07171 

P.O . NO.: 

Page 7 of 7 

Job Description: 11297-03 / FORMER AMPHENOL/ FRANKLIN 

Date Taken: 11/10/1997 Date Received : 11/10/1997 

Analyst/ 
Parameter Result Flag Units Date of Analysis 

VOLATILE-8240 (AQ) 

Iodomethane <10. ug/L bds I 11/23/1997 
Methylene chloride <10. ug/L bds I 11/23/1997 
4-Methyl-2-pentanone (MIBK) <25 . ug/L bds I 11/23/1997 
Styrene <5.0 ug/L bds I 11/23/1997 
1,1 , 2,2-Tetrachloroethane <5 . 0 ug/L bds I 11/23/1997 
Tetrachloroethene <5 . 0 ug/L bds I 11/23/1997 
Toluene <5.0 ug/L bds I 11/23/1997 
1 , 2,3-Trichloropropane <10 . ug/L bds I 11/23/1997 
1,1,l-Trichloroethane <5 . 0 ug/L bds I 11/23/1997 
1,1,2-Trichloroethane <5.0 ug/L bds I 11/23/1997 
Trichloroethene <5.0 ug/L bds I 11/23/1997 
Trichlorofluoromethane <5 . 0 ug/L bds I 11/23/1997 
Vinyl acetate <10 . ug/L bds I 11/23/1997 
Vinyl chloride <2 . 0 ug/L bds I 11/23/1997 
Xylenes, (Total) <5.0 ug/L bds I 11/23/1997 
SURR: l,2-Dichloroethane-d4 106 76 - 114\ bds I 11/23/1997 
SURR: Toluene-de 104 88-110\ bds I 11/23/1997 
SURR: 4-Bromofluorobenzene 104 86-115\ bds I 11/23/1997 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

Number Limit 

s - 8240 <10 . 

s - 8240 <10 . 

s - 8240 <25. 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <10. 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <10. 

s - 8240 <2 . 0 

s - 8240 <5 . 0 

s - 8240 

s - 8240 

s - 8240 



t ' . 

e 
< 

mg/L 

ug/L 

mg/kg 

ug/kg 

POL 

a 

b 

C 

dl 

d2 

e 

f e g 

h 

i 

j 

k 

l 

m 

0 

p 

q 

r 

s 

u 

uj 

TCLP 

ICP 

GFM _, 
* 

Dry Weight 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 
KEY TO ABBREVIATIONS 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Less than; when appearing in the results column indicates the analyte was not detected 
at or above the reported value. 

Concentration in units of milligrams of analyte per Liter of sample . Measurement used 
for aqueous samples. Can also be expressed as parts per million (ppm). 

Concentration in units of micrograms of analyte per Liter of sample. Measurement used 
for aqueous samples. Can also be expressed as parts per billion (ppb). 

Concentration in units of milligrams of analyte per kilogram of sample . Measurement 
used for non- aqueous samples . Can also be expressed as parts per million (ppm). 

Concentration in units of micrograms of analyte per kilogram of sample. Measurement 
used for non-aqueous samples . Can also be expressed as parts per billion (ppb) . 

Practical Quantitation Limit; the lowest level that can be reliably achieved 
within specified limits of precision and accuracy under routine conditions. 

Indicates the sample concentration was quantitated using a diesel fuel standard. 

Indicates the analyte of interest was also found in the method blank . 

Samples resembles unknown Hydrocarbon. 

Indicates the sample was diluted due to high analyte concentration . 

Indicates the sample was diluted due to matrix interference and that the PQL may be elevated. 

Indicates the reported concentration is estimated . 

Indicates the sample concentration was quantitated using a fuel oil standard . 

Indicates the sample concentration was quantitated using a gasoline standard. 

Indicates the sample was analyzed past holding time. 

Indicates the sample spike concentration was insufficient, due to high analyte concentration in the sample . 

Indicates the reported concentration is below the PQL. 

Indicates the sample concentration was quantitated using a kerosene standard . 

Indicates an MS/MSD was not analyzed due to insufficient sample . An LCS duplicate has been provided. 

Indicates the sample concentration was quantitated using a mineral spirits standard. 

Indicates the sample concentration was quantitated using a motor oil standard. 

Indicates the sample was post spiked due to sample matrix. 

Indicates MS/MSD exceeded control limits. All other QCis were in control . 

Indicates the sample was received past holding time. 

Indicates the sample concentration was quantitated using a stoddard solvent standard. 

Indicates the sample was received improperly preserved and/or contained. 

Indicates the result is under the reporting limit and considered an estimated concentration . 

Indicates the Toxicity Characteristic Leaching Procedure was performed for this analysis. 

Indicates the analysis was performed using Inductively Coupled Plasma Spectroscopy . 

Indicates the analysis was performed using Graphite FUrnace Atomic Absorption Spectroscopy. 

Percent; To convert ppm to%, divide the result by 10,000. 
To convert t to ppm, multiply the result by 10,000. 

Reporting limits are elevated due to insufficient sample submitted by client. 

When indicated, the results are reported on a dry weight basis. The contribution of the 
moisture content in the sample is subtracted when calculating the concentration of the analyte. 
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To assist us in selectin9 the proper method 
A-Lv"'- ~1 (PAINT NAM~) SIGNATUf'lE Is this work being conducted for regulatory 

compliance monitoring? Yes __ No __ 
,:: 

(PAINT NAME) SIGNATURE '-::i: Is this work bemg conducted !or regulatory 
# and Type of tf.)()., enforcement action? Yes __ No __ 

Containers 1.1. 
Which regulations apply: AGRA __ NPDES Wastewater __ 

X .., a: v\ UST -- Drinking Water __ 
CD a. I C') , 

DATE TIME SAMPLE ID/DESCRIPTION a: <{ :::, u 0 0 0 w ·...J Other __ None __ 
(/) I 

~ a: 0 I "' z N 6 ~ :::, (!) (.) z I I 
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CONDITION OF SAMPLE: BOTILES INTACT? fM /.l).[() COC SEALS PRESENT AND INTACT~ TEMPERATURE UPON RECEIPT: ~ [ if 
FIELD FILTERED? YEA~ VOLATILES FREE OF HEADSPACE~ I NO Bottles supplied by~ NO 

SAMPLE REMAINDER DISPOSAL: RETURN SAMP · E REMAINDER TO CLIENT VIA 
I REQUEST NET TO DISPOSE OF ALL SAMPLE REMAINDERS DATE 

~JD~ 

I DATE 

1 
TIME RECEIVED BY: I RELINQUISHED BY: DATE I TIME /a£);1k l t, l0-9 !f :oO ' I - tt/1ohrz /#:::r::f"c:) 

M~THOD OF SHIPMENT REMARKS: -
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Mr. Jay Simmonds 
HANDEX OF INDIANA 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

8583 Zionsville Rd. 
Indianapolis, IN 46268 

12/ll/199T 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

NET Job Number: 97.07630 
Page 1 of 4 

Enclosed are the Analytical Results for the following samples 
submitted to NET, Inc. Indianapolis Division for analysis: 

Project Description: 111291-03 / FORMER AMPHENOL/ FRANKLIN 

Sample 
Number 

191759 

Sample Description 

RW-1 

Date 
Taken 

12/01/1997 

Date 
Received 

12/03/1997 

National Environmental Testing, Inc. certifies that the analytical 
results contained herein apply only to the specific samples 
analyzed. 

Reproduction of this analytical report is permitted only in its 
entirety. 

Project Representative 
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Mr. Jay Simmonds 

HANDEX OF INDIANA 

8583 Zionsville Rd. 

Indianapolis, IN 46268 

Date Received: 12/03/1997 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

12/11/1997 

P . O. NO . : 

Job No . : 

Page 2 of 

97.07630 

4 

Job Description: 111291-03 / FORMER AMPHENOL/ FRANKLIN 

Sample Number / Sample I.D. Sample Date/ Analyst" 

Parameters Result Flag Units Date Analyzed 

191759 RW-1 12/01/1997 

VOLATILE-8240 (AQ) I 
Acetone <50. ug/L bds I 12/10/1997 

Acrolein <250 ug/L bds I 12/10/1997 

Acrylonitrile <250 ug/L bds I 12/10/1997 

Benzene <5.0 ug/L bds I 12/10/1997 

Bromodichloromethane <5.0 ug/L bds I 12/10/1997 

Bromoform <5.0 ug/L bds I 12/10/1997 

Bromomethane <10. ug/L bds I 12/10/1997 

2-Butanone (MEK) <50 . ug/L bds I 12/10/1997 

Carbon disulfide <50 . ug/L bds I 12/10/1997 

Carbon tetrachloride <5 . 0 ug/L bds I 12/10/1997 

Chlorobenzene <5.0 ug/L bds I 12/10/1997 

Chloroethane <10 . ug/L bds I 12/10/1997 

2-Chloroethyl vinyl ether <50 . ug/L bds I 12/10/1997 

Chloroform <5 . 0 ug/L bds I 12/10/1997 

Chloromethane <10 . ug/L bds I 12/10/1997 

Dibromomethane <10 . ug/L bds I 12/10/1997 

Dibromochloromethane <5 . 0 ug/L bds I 12/10/1997 

1,2 - Dibromo-3-chloropropane <10. ug/L bds I 12/10/1997 

1,2-Dibromoethane (EDB) <5 . 0 ug/L bds I 12/10/1997 

Dichlorodifluoromethane <10. ug/L bds I 12/10/1997 

1 , 1-Dichloroethane 28 . ug/L bds I 12/10/1997 

1,2-Dichloroethane <5 . 0 ug/L bds I 12/10/1997 

1,1-Dichloroethene <5.0 ug/L bds I 12/10/1997 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Reporting 

Method Li mit 

s - 8240 <50 . 

s - 8240 <250 

s - 8240 <250 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 82AO <10 . 

s - 8240 <50 . 

s - 8240 <50 . 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <10. 

s - 8240 <50 . 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <10, 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <5 , 0 

s - 8240 <5.0 

s - 8240 <5 . 0 
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Mr . Jay Simmonds 

HANDEX OF INDIANA 

8583 Zionsville Rd. 

Indianapolis, IN 46268 

Date Received : 12/03/1997 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

12/11/1997 

P . O. NO .: 

Job No, : 

Page 3 of 

97.07630 

4 

Job Description: 111291-03 / FORMER AMPHENOL/ FRANKLIN 

Sample Number / Sample I . D. Sample Date/ Analyst & 

Parameters Result Flag Units Date Analyzed 

191759 RW-1 12/01/1997 

trans-1,2-Dichloroethene <5.0 ug/L bds I 12/10/1997 

cis-1,2-Dichloroethene 27 . ug/L bds I 12/10/1997 
1 , 2 - Dichloropropane <5 . 0 ug/L bds I 12/10/1997 
cis-1,3-Dichloropropene <5 . 0 ug/L bds I 12/10/1997 
trans-1,3-Dichloropropene <5 . 0 ug/L bds I 12/10/1997 
Ethyl ether <5.0 ug/L bds I 12/10/1997 
Ethyl acetate <10 . ug/L bds I 12/10/1997 
Ethyl benzene <5.0 ug/L bds I 12/10/1997 
Et hy l methacrylate <10. ug/L bds I 12/10/1997 
2 - Hexanone <50. ug/L bds I 12/10/1997 
Me thy l - tert-butyl-ether (MTBE) <10 . ug/L bds I 12/10/1997 
I odomethane <10. ug/L bds I 12/10/1997 
Methylene chloride <10 . ug/L bds I 12/10/1997 
4-Methyl-2-pentanone (MIBK) <25. ug/L bds I 12/10/1997 
Styrene <5 . 0 ug/L bds I 12/10/1997 
1,1,2,2-Tetrachloroethane <5.0 ug/L bds I 12/10/1997, 
Tetrachloroethene 180 . ug/L bds I 12/10/1997 
Toluene <5 . 0 ug/L bds I 12/10/1997 
1 , 2,3-Trichloropropane <10. ug/L bds I 12/10/1997 
1,1,1-Trichloroethane 190. dlx4 ug/L bds I 12/11/1997 
1,1,2-Trichloroethane <5.0 ug/L bds I 12/10/1997 
Trichloroethene 320. dlx4 ug/L bds I 12/11/1997 
Trichlorofluoromethane <5.0 ug/L bds I 12/10/1997 
Vinyl acetate <10. ug/L bds I 12/10/1997 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Reporting 

Method Limit 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <50 . 

s - 8240 <10 . 

s - 8240 <10 . 

s - 8240 <10 . 

s - 8240 <25 . 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <10. 

s - 8240 <20. 

s - 8240 <5.0 

s - 8240 <20. 

s - 8240 <5,0 

s - 8240 <10. 
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Mr . Jay Sinunonds 

HANDEX OF INDIANA 

8583 Zionsville Rd. 

Indianapolis, IN 46268 

Date Received: 12/03/1997 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

12/11/1997 

P . O. NO. : 

Job No. : 97.07630 

Page 4 of 4 

Job Description : 111291-03 / FORMER AMPHENOL/ FRANKLIN 

Sample Number / Sample I . D. Sample Date/ Analyst & 

Parameters Result Flag Un i ts Date Analyzed 

191759 RW - 1 12/01/1997 

Vinyl chloride <2 . 0 ug/L bds I 12/10/1997 

Xylenes , (Total) <5 . 0 ug/L bds I 12/10/1997 

SURR : l,2 - Dichloroethane-d4 107 76-114\ bds I 12/10/1997 

SURR : Toluene-.d8 104 88-110\ bds I 12/10/1997 e SURR : 4 - Bromofluorobenzene 104 86-115\ bds I 12/10/1997 

s -
s -
s -
s -
s -

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842·4261 
Fax: (317) 842-4286 

8240 

8240 

8240 

8240 

8240 

Reporting 

Limi t 

<2.0 

<5.0 
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PROJECT NUMBER I \ l ). q I - 0 3 
PROJECT MANAGER_.,_~..,__"'-::....;_f--'->-,',.,.-=-,-H-t-,0,------ ---------

NET QUOTE NO. 

s ANALYSES To assist us in selecting the proper method 

SIGNATURE 
Is this won( being conducted for regulatory 
compliance monitoring? Yes __ No _ _ 

SIGNATURE Is this work being conducted for regulalory 
# and Type of enforcement action? Yes __ No __ 
Containers 

Which regulations apply: AGRA __ NPDES Wastewater __ 

X <t a: UST -- Drinking Wate r _ _ 
Cl) Q. I M 

DATE TIME SAMPLE ID/DESCRIPTION ii < ::;; G 0 0 0 w Other _ _ None _ _ 
~ a: 0 I "' z Cf) I 

N I-
::;; (!) u z I I 0 

COMMENTS 

2-/47 ),:;Cf ' lJ) - I 

CONDITION OF SAMPLE: BOTILES INTACT? <m) NO COG SEALS PRESENT AND INTACT? 'l'ES-f·NO TEMPERATURE UPON RECEIPT: !'/) ~ 
FIELD FILTERED? Y~· VOLATILES FREE OF HEADSPACE?@t NO Bottles supplied by NET? YES t<§iES.. 

SAMPLE REMAINDER DISPOSAL: RETURN SAMPLE REMAINDER TO CLIENT VIA 
I REQUEST NET TO DISPOSE OF ALL SAMPLE REMAINDERS 

RELINQUISHED BY: ~;IE/:Ja, TIME RECEIVED BY: RELINQUISHED BY: 

qJ~ - ··-- · 2 , 
REMARKS: 
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November 7, 1997 

Mr. Sam Waldo 
Director, Environmental Affairs 
AMPHENOL CORPORATION 
World Headquarters 
358 Hall Avenue 
Wallingford, CT 06492 

~ 

Re: OPERATION AND MAINTENANCE OF THE INTERIM CORRECTIVE MEASURE 
Former Amphenol Facility 
980 Hurricane Road 
Franklin, Indiana 

Dear Mr. Waldo: 

Enclosed, please find a summary of the operation and maintenance (O&M) and gauging activities 
completed by Handex Environmental, Inc. (Handex) at the above-referenced site. This report summarizes 
the activities completed during the September 29 to October 31, 1997 reporting period. Handex personnel 
inspected the site on a biweekly basis to monitor system operations and ground water recovery and 
treatment. 

Groundwater Level Measurements 
On October 31, 1997, Handex personnel gauged the monitoring well network at the site using an electronic 
oil/water interface probe to determine the depth to water and the presence or absence of liquid-phase 
hydrocarbons. Depth to water beneath the site ranged from 10.17 feet below grade in MW-9 to 17.61 feet 
below grade in MW-28. Liquid-phase hydrocarbons were not detected within the monitoring and recovery 
well network at the site. Only the submersible pump for recovery well RW-3 was pumping while well 
gauging activities were performed. Figure 1 is a site plan illustrating pertinent site features and well 
locations. The groundwater elevation data is summarized in Attachment A, and a groundwater contour map 
has been included as Figure 2. 

Groundwater Treatment System 
During th is reporting period, approximately 374,256 gallons of groundwater were treated and discharged 
from recovery wells RW-1, RW-2, and RW-3. Based on data provided by EMCON and Handex field data 
sheets, the total volume of groundwater recovered to date is approximately 9,439,784 gallons. Attachment 
B includes a table and a graph illustrating the recovery rates to date, and Attachment C contains copies of 
Field Data Sheets completed by Handex personnel. 

Handex personnel mobilized to the site on October 10, 1997 to perform biweekly and monthly O&M 
activities. Upon arrival, only recovery well RW-3 was func · in ro erly. Handex personnel assessed 
the remediation system's equipment and discovere that the air compressor's in-line oil/water separator was 
not operating correctly. Handex determined that the internal float for the air compressor's in-line oil/water 
separator was stuck in the down position. Consequently, oil leaked into the S-2 controllers for recovery 
wells RW-2 and RW-3. Additionally, Handex determined that the submersible pump for recovery well 
RW-1 had a defective check valve. The check valve is located on the influent air line for the submersible 
pump. Handex shut down the remediation system and cleaned both S-2 controllers. 

8583 Zionsville Road, Indianapolis, IN 46268 • (317) 228-6240 • Fax: (317) 228-6243 



Mr. Sam Waldo 
November 7, 1997 e Page2 

On October 15, 1997, Handex personnel returned to the site to install the internal float for the air 
compressor's in-line oil/water separator. After the float was replaced, the system was restarted. Handex 
personnel noticed an air leak in the S-2 controller for recovery well RW-2. - After inspecting the S-2 
controller, it was discovered that a gasket was not seated properly and was allowing air to leak from the S-2 
controller. The gasket was replaced and recovery well RW-2 began pumping correctly. Upon departure, 
recovery wells RW-2 and RW-3 were operating. 

On October 31, 1997, Handex mobilized to the site to perform bi-weekly O&M activities. Upon arrival, 
only recovery well RW-3 was operational. The system was inspected and Handex determined that the timer 
for recovery well RW-2's S-2 controller was not functioning properly and that a section of the air supply 
line for recovery well RW-3 had split. The S-2 controller for recovery well RW-2 was dismantled and the 
timer was replaced. Handex personnel also repaired the section of hose for RW-3 that had split. Currently, 
recovery wells RW-2 and RW-3 are operational. 

Groundwater Sampling and Analysis 
No groundwater treatment system samples were collected during this reporting period. The next sampling 
event is scheduled for the week ending November 8, 1997. 

Schedule of Activities 
Biweekly and monthly site inspections and O&M activities will continue. Site visits are scheduled for the 
weeks ending November 8 and November 22, 1997. Quarterly O&M activities are also scheduled for the 
week ending November 8, 1997. The information from these site inspections will be summarized in the 
November 1997 progress report. 

Should you have any questions regarding this site or information summarized within this report, please do 
not hesitate to contact this office at (317) 228-6240. Handex appreciates the opportunity to provide 
environmental services to Amphenol Corporation. 

Sincerely, 
HANDEX ENVIRONMENTAL, INC. 

fazt2Ll~~~ 
Bradt;iZ~_,,,, ~ 
Hydrogeologist 

' 

Ja~µ 
Project Manager 

Attachments 
cc: Mr. Jim Keith, Earth Tech, Bloomington, IN 

Mr. John Kneebone, Marine Corporation of America 

91-landczx® -
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ATTACHMENT A 

Groundwater Level Measurements 
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Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

IT-2 8/29/95 732.25 12.36 719.89 

IT-3 

1117195 13.07 719.18 
4/12/96 13.45 718.80 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 

517197 
6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
8/29/95 
1117195 
4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 

517197 
6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 

728.71 

10.82 721.43 
11 .08 721 .17 
11.84 720.41 
12.04 720.21 
12.58 719.67 
12.37 719.88 
12.26 719.99 
12.02 720.23 
11 .71 720.54 
11 .85 
11.48 
11 .94 
11 .98 
11 .37 
11 .73 
12.25 
12.46 
12.68 
9.52 

11 .14 
12.09 
9.41 

10.11 
10.44 
10.63 
10.85 
10.97 
10.82 
10.79 
10.55 
10.80 
10.51 
10.76 
10.79 
10.18 
10.49 
10.78 
10.93 
11 .02 

720.40 
720.77 
720.31 
720.27 
720.88 
720.52 
720.00 
719.79 
719.57 
719.19 
717.57 
716.62 
719.30 
718.60 
718.27 
718.08 
717.86 
717.74 
717.89 
717.92 
718.16 
717.91 
718.20 
717.95 
717.92 
718.53 
718.22 
717.93 
717.78 
717.69 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

!~?J!~J{i~~f ~I!~~ji :f i il;ii?f r.ii! 
MW-3 8/29/95 736.44 15.23 721 .21 

MW-9 

11/7/95 16.40 720.04 
4/12/96 14.91 721 .53 
5/29/96 13.16 723.28 

6/4/96 13.15 723.29 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 
5/12/97 

6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
8/29/95 
11/7/95 
4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 
5/12/97 

6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 

733.04 

14.03 722.41 
14.53 721.91 
15.33 721.11 
15.33 721.11 
15.29 721 .15 
14.95 
14.50 
14.50 
14.06 
14.42 
14.59 
13.53 
14.09 
14.90 
15.53 
15.75 
9.70 

11.47 
9.46 
3.94 
5.81 
6.90 
7.65 
9.23 
9.64 
9.53 
9.18 
7.66 
7.70 
6.68 
7.54 
7.97 
5.63 
7.13 
8.44 
9.82 

10.17 

721.49 
721.94 
721.94 
722.38 
722.02 
721 .85 
722.91 
722.35 
721 .54 
720.91 
720.69 
723.34 
721 .57 
723.58 
729.10 
727.23 
726.14 
725.39 
723.81 
723.40 
723.51 
723.86 
725.38 
725.34 
726.36 
725.50 
725.07 
727.41 
725.91 
724.60 
723.22 
722.87 



MW-20 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

5/29/96 15.07 
6/4/96 15.31 
7/8/96 15.88 
8/1/96 16.16 

9/12/96 16.59 
10/17/96 16.47 
11/25/96 16.32 
12/11/96 16.12 

1/24/97 15.89 
2/21/97 15.96 
3/14/97 15.66 
4/11/97 16.07 

517197 16.09 
6/5/97 15.85 
7/3/97 15.64 
8/4/97 16.36 

9/29/97 16.57 
10/10/97 16.70 
8/29/95 734.03 10.35 
1117195 12.16 
4/12/96 9.70 
5/29/96 6.30 

6/4/96 7.63 
7/8/96 8.58 
8/1/96 8.93 

9/12/96 10.39 
10/17/96 10.56 
11/25/96 9.82 
12/11/96 9.64 

1/24/97 8.57 
2/21/97 8.86 
3/14/97 8.00 
4/11/97 8.87 
5/12/97 9.13 
6/5/97 7.55 
7/3/97 8.70 
8/4/97 9.70 

9/29/97 10.85 
10/10/97 11 .08 

719.95 
719.20 
720.17 
721 .31 
721 .07 
720.50 
720.22 
719.79 
719.91 
720.06 
720.26 
720.49 
720.42 
720.72 
720.31 
720.29 
720.53 
720.74 
720.02 
719.81 
719.68 
723.68 
721 .87 
724.33 
727.73 
726.40 
725.45 
725.10 
723.64 
723.47 
724.21 
724.39 
725.46 
725.17 
726.03 
725.16 
724.90 
726.48 
725.33 
724.33 
723.18 
722.95 

91-tandczx® -
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

\:Jt~-<::,~c.:·r ~:.i'rt i~j.tpl; t··; J:9.C~ji,~r :9eplh J~; J~orre·ci~ct ~J~H~~ 
./,Wel le,{, • Gauging, :lt:: Elev. } .. ( ,1;, w .. ter',\ •·Water Elevation', . 
. Number :: Date;¥]. :~[(feet)~t:f ;,~:'(fi etj\, ;(:'<'s'; (feet)i~;~f:,i: 
MW-21 8/29/95 737.91 16.81 721.10 

MW-22 

1117/95 17.92 719.99 
4/12/96 16.48 721.43 
5/29/96 
6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 
5/12/97 

6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 
8/29/95 
1117/95 
4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 

517197 
6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 

737.64 

14.82 723.09 
14.82 723.09 
15.67 722.24 
16.16 721.75 
16.89 721 .02 
16.89 721.02 
16.85 721 .06 
16.53 721.38 
16.10 721 .81 
16.11 721 .80 
15.64 722.27 
16.05 721 .86 
16.20 721.71 
15.18 722.73 
15.72 722.19 
16.48 721.43 
17.10 720.81 
17.31 720.60 
17.05 720.59 
17.90 719.74 
16.74 720.90 
15.52 722.12 
15.63 722.01 
16.22 721.42 
16.58 721 .06 
17.15 720.49 
17.04 720.60 
16.99 720.65 
16.76 720.88 
16.46 721 .18 
16.50 721.14 
16.15 721.49 
16.47 721.17 
17.55 720.09 
15.88 721 .76 
16.34 721 .30 
16.86 720.78 
17.26 720.38 
17.43 720.21 

91-tandczx® 
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MW-26 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

.·. ·,Depth to. 

~yta(~r!l 
Corrected Grpurid 

'.l}X~1;~!~J~r~1t r,;t(feet);t~ 
15.59 720.43 
16.41 719.61 

4/12/96 15.29 720.73 
5/29/96 13.77 722.25 

6/4/96 13.80 722.22 
7/8/96 14.54 721 .48 
8/1/96 15.01 721.01 

9/12/96 15.61 720.41 
10/17/96 15.66 720.36 
11/25/96 15.61 720.41 
12/11/96 15.33 720.69 

1/24/97 14.96 721 .06 
2/21/97 15.24 720.78 
3/14/97 14.62 721.40 
4/11/97 14.96 721.06 

517197 15.04 720.98 
6/5/97 14.20 721 .82 
7/3/97 14.62 721 .40 
8/4/97 15.30 720.72 

9/29/97 15.79 720.23 
10/10/97 15.98 720.04 
8/29/95 736.39 13.46 722.93 
1117/95 15.02 721 .37 
4/12/96 13.17 723.22 
5/29/96 9.53 726.86 

6/4/96 10.47 725.92 
7/8/96 11 .62 724.77 
8/1/96 12.16 724.23 

9/12/96 13.48 722.91 
10/17/96 13.60 722.79 
11/25/96 13.42 722.97 
12/11/96 13.08 723.31 

1/24/97 12.14 724.25 
2/21/97 12.25 724.14 
3/14/97 11.48 724.91 
4/11/97 12.18 724.21 
5/12/97 12.41 723.98 

6/5/97 10.45 725.94 
7/3/97 11 .78 724.61 
8/4/97 12.78 723.61 

9/29/97 13.83 722.56 
10/10/97 14.09 722.30 



" ./ 

e 

,,,l'::,.·_.!i-:.::,::--> ::·.,,··: 
,. { ... ,'.".,'"'','': 
•. Well < 

' ' ,r'.,. 
Number 

MW-27 

MW-28 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

:,/?<J~{~V? ~Ji , TOC;;';;:::: ,,p~ptlf t<> ·Corrected Grol.!nd 
.Gauging· .~, ·" i·'' ·'. tt)?: 

}i;f ~a.l!3i:t~ ( water,Elet ati<>n:,, !•. E evo:+;.: 
·ro·ate <: 

J· . ~:. •. ·>iJ\:! '("{ ''('(feet)_" )f· \:; ·· (feet)"/" t / (feet) ,;,:, 
8/29/95 736.63 15.37 721 .26 
11n/95 16.66 719.97 
4/12/96 15.01 721.62 
5/29/96 13.23 723.40 

6/4/96 13.44 723.19 
7/8/96 14.38 722.25 
8/1/96 14.79 721 .84 

9/12/96 15.62 721 .01 
10/17/96 15.56 721 .07 
11/25/96 15.45 721 .18 
12/11/96 15.11 721 .52 

1/24/97 14.63 722.00 
2/21/97 14.75 721 .88 
3/14/97 14.28 722.35 
4/11/97 14.71 721.92 
5/12/97 14.88 721.75 

6/5/97 13.78 722.85 
7/3/97 14.40 722.23 
8/4/97 15.12 721 .51 

9/29/97 15.82 720.81 
10/10/97 16.02 720.61 
8/29/95 738.04 17.03 721.01 
11n/95 18.19 719.85 
4/12/96 16.72 721.32 
5/29/96 15.21 722.83 

6/4/96 15.32 722.72 
7/8/96 16.12 721 .92 
8/1/96 16.54 721 .50 

9/12/96 17.25 720.79 
10/17/96 17.20 720.84 
11/25/96 17.10 720.94 
12/11/96 16.81 721 .23 

1/24/97 16.39 721.65 
2/21/97 16.49 721.55 
3/14/97 16.05 721 .99 
4/11/97 16.41 721 .63 
5/12/97 16.57 721.47 

6/5/97 15.66 722.38 
7/3/97 16.17 721 .87 
8/4/97 16.84 721 .20 

9/29/97 17.41 720.63 
10/10/97 17.61 720.43 



.'. \i~~~;~[~"/:~~I~'G~i 
· ; Well ';:.: 
Numb~r· 

MW-29 

MW-30 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

:~it~? 
Gaugi 

\ifoate .''i ', ,' • (firet)' \~ . ;: 'i Jc 
8/29/95 120.78 
1117/95 719.62 
4/12/96 721 .15 
5/29/96 722.60 

6/4/96 15.19 722.42 
7/8/96 16.04 721.57 
8/1/96 16.40 721.21 

9/12/96 17.15 720.46 
10/17/96 17.02 720.59 
11/25/96 16,93 720.68 
12/11/96 16.61 721.00 

1/24/97 16.24 721 .37 
2/21/97 16.31 721 .30 
3/14/97 15.91 721 .70 
4/11/97 16.30 721 .31 
5/12/97 16.41 721.20 

6/5/97 15.57 722.04 
7/3/97 16.06 721 ,55 
8/4/97 16.70 720.91 

9/29/97 17.25 720.36 
10/10/97 17.44 720.17 
8/29/95 734.84 15.54 719.30 
11/7/95 15.93 718.91 
4/12/96 14.95 719.89 
5/29/96 14.10 720.74 

6/4/96 14.38 720.46 
7/8/96 14.84 720.00 
8/1/96 15.06 719.78 

9/12/96 15.28 719.56 
10/17/96 15.58 719.26 
11/25/96 15.13 719.71 
12/11/96 14.98 719.86 

1/24/97 14.71 720.13 
2/21/97 14.95 719.89 
3/14/97 14.70 720.14 
4/11/97 14.92 719.92 

5/7/97 14.93 719.91 
6/5/97 14.37 720.47 
7/3/97 14.75 720.09 
8/4/97 15.28 719.56 

9/29/97 15.33 719.51 
10/10/97 15.42 719.42 



::. j;: ~1r;rt~,.,J·: 
·· Well ,,. 

:'Numbe/ 
RW-1 

RW-2 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

:;l\!! i:1~';:~~i:1 pepth,~~ · .. Corre·cted;Ground 
'7>w f'"' :: . v~ • • '·". '.,"·':' ~ •. • • .. ,.< "· ,,;. -,:, ~ • 

,.,. a er"i /I Water ElevationF 
,t(teet)il ·' ·· (f tf l;r ii\)k~.·.cteet)~}~:·,,,, ;_ · ee 't.i'I: 

8/29/95 730.97 2.58 (1) 728.39 
11/7/95 NR (2) NA 
4/12/96 11.02 719.95 
5/29/96 10.84 720.13 

6/4/96 11 .12 719.85 
7/8/96 11.28 719.69 
8/1/96 NR (2) NA 

9/12/96 11 .55 719.42 
10/17/96 12.50 718.47 
11/25/96 11 .23 719.74 
12/11/96 11.06 719.91 

1/24/97 10.90 720.07 
2/21/97 11 .06 719.91 
3/14/97 10.73 720.24 
4/11/97 10.98 719.99 

5/7/97 11 .02 719.95 
6/5/97 10.48 720.49 
7/3/97 10.86 720.11 
8/4/97 11 .72 719.25 

9/29/97 12.75 718.22 
10/10/97 11.50 719.47 
8/29/95 732.05 4.42 (1) 727.63 
11/7/95 NR (2) NA 
4/12/96 12.72 719.33 
5/29/96 11.50 720.55 

6/4/96 11 .88 720.17 
7/8/96 12.48 719.57 
8/1/96 12.76 719.29 

9/12/96 13.25 718.80 
10/17/96 12.86 719.19 
11/25/96 12.26 719.79 
12/11/96 11.89 720.16 

1/24/97 11 .76 720.29 
2/21/97 11 .80 720.25 
3/14/97 11.45 720.60 
4/11/97 11.84 720.21 

5/7/97 11 .85 720.20 
6/5/97 11.43 720.62 
7/3/97 11.61 720.44 
8/4/97 12.10 719.95 

9/29/97 12.90 719.15 
10/10/97 12.42 719.63 



Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

t ::1~~t]; t~!~t;~:' !1~:i~~~ i·~&>i\tifi {;:;~~t:~Je~t~i?: 
; 'Numbei't: .I):date~+ ;,t(teet),.'.:f :rcEJri~tf1tJ t~:·\:'r}: (teM) '.~:..1;J&:rJ< 
RW-3 8/29/95 733.19 4.08 (1) 729.11 

11/7/95 NR (2) NA 
4/12/96 13.07 720.12 
5/29/96 11. 73 721.46 
6/4/96 12.68 720.51 
7/8/96 13.26 719.93 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 

5/7/97 
6/5/97 
7/3/97 
8/4/97 

9/29/97 
10/10/97 

13.10 
13.40 
12.78 
12.68 
12.51 
12.26 
12.20 
11 .90 
12.23 
12.23 
11 .68 
12.00 
14.00 
14.20 
13.18 

720.09 
719.79 
720.41 
720.51 
720.68 
720.93 
720.99 
721.29 
720.96 
720.96 
721.51 
721.19 
719.19 
718.99 
720.01 

(1) Ground water elevation based on measurements from top 
of bubbler tip. 
(2) NR - Not Recorded 



ATTACHMENT B 

Groundwater Recovery Summary 
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ATTACHMENT C 

Site Inspection Forms 
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. . ) ' 

Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure Time: 

ALARM RESPONSE VISIT: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

Bubbler Pressure: RW-1 RW-2 RW-3 ------ ------ ------
Air Stripper Pressure: } 4' Inches of Water 

Effluent Flow Rate: a. Gallons Per Minute 

Effluent Clarity: ®. ., (l ------~-....---------------------------1 
Building Temperature: ') ')... Degrees F 

Compressor Checked: 1/ '<' S; Condesate Released: ft"" f D ___ _ 

Compressor Oil Level Checked: Oil Changed: '?? -+------------1 
System Operational Upon Arrival: 

(,..) - J.. c,. VI. cl. 

AirM/ater Leaks: RW-1 RW-2 RW-3 

Manholes ~ 
Controllers ~ 

Lines D( 

Stripper x_ 
Compressor { 

) 

If yes, explain: 

Filter Cartridges Replaced: y-e:; 
Stripper Trays and Tubes Checked: 

Stripper Trays arid Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

Yes ---No, (if no, please explain below) 

fo 

(please circle-appropriate controller(s)) 

No 

No 

No 

No 

No 

RW-1 

1./-e~ 

Yes 

Yes 

Yes 

Yes 

Yes 

y~z RW-2 

Repaired 

Repaired 

Repaired 

Repaired 

Repaired 

!{:MRW-3 

Recommendations for system optimization or general comments: 



' .. . . 

Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure Time: 

ALARM RESPONSE VISIT: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

Flow Meter Readings: RW-1 /t,S-1oo9 r RW-2 .2 8 Q/9 CO 
Bubbler Pressure: RW-1 &(/ Ir RW-2 JV/ii 
Air Stripper Pressure: / 2- Inches of Water 

Effluent Flow Rate: /0 Gallons Per Minute 

Effluent Clarity: f ~ r 
Building Temperature: _!:J!/_ Degrees F 

Compressor Checked: _lJ/12_ Condesate Rele sed: j) i) 

RW-3 ,53~1ih O 

RW-3 Mlt 

Compressor Oil Level Checked: ye, j Oil Changed: __ ...a;,J~0---------1 
System Operational Upon Arrival: ~ Yes X 

\Q loof- 1:/'lc 

AirM/ater Leaks: RW-1 RW-3 (please circle appropriate controller(s)) 

No Yes Repaired 

Controllers No ~ Yes ~ Repaired 

Lines No Yes Repaired 

Stripper No Yes Repaired 

Compressor No Yes Repaired 

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

Recommendations for system optimization or general comments: 

P.,aflue ~hte--lL v,,Jvc- h/ flw-/ 51F~lhe6 <1/;/c- f?~-



Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure Time: 

ALARM RESPONSE VISIT: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

7'· ~0 ,t'l,V' Flow Meter Readings: RW-1 Jtg <:" '1 I!) q.. O RW-2c::i£235"clS:::d · o 
Bubbler Pressure: RW-1 1))/A RW-2 ;so,. w c. 

Air Stripper Pressure: / I/ Inches of Water 

Effluent Flow Rate: LJ, S- Gallons Per Minute 

RW-3 3'1 !238"S" 3. O 

RW-3 2..f' • :rg'ii,t;.C · 

Effluent Clarity: 0 ,,-_ ......... _.._'-"""""'---------------------------1 
Building Temperature: G9 O 
Compressor Checked: 'f ~ S 
Compressor Oil Level Checked: 

System Operational Upon Arrival: 

IA,- ) v., 

AirM/ater Leaks: RW-1 

Lines 

Stripper 

Compressor 

If yes, explain: 

Filter Cartridges Replaced: 

Degrees F -T'-4 rR.). v-p 'l,t.ktf!o.-r ~. 
Condesate Released: ye, 5 

)· q 5 Oil Changed: _ _._,_0 ________ ---1 

_'.\- Yes ___ No, (if no, please explain below) 

,-., q;r <_;.,. /, ,,-, , 

(please circle appropriate controller(s)) 

___ No ___ Yes ___ Repaired 

No 
, ... -t 

k;'.'. Yes 3/Repaired , ..... 3 

No Yes Repaired ---
No Yes Repaired ---
No Yes Repaired ---

J..)D RW-1 
j 

)4) RW-2 ;Uo RW-3 

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

Recommendations for system optimization or general comments : 

/lo./J J, & LJ~ ·, r,fu 
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October 8, 1997 

Mr. Sam Waldo 

C\ liandczx ® 

Director, Environmental Affairs 
AMPHENOL CORPORATION 
World Headquarters 
358 Hall Avenue 
Wallingford, CT 06492 

Re: OPERATION AND MAINTENANCE OF THE INTERIM CORRECTNE MEASURE 
Former Amphenol Facility 
980 Hurricane Road 
Franklin, Indiana 

Dear Mr. Waldo: 

Enclosed, please find a summary of the operation and maintenance (O&M) and gauging act1v1t1es 
completed by Handex Environmental, Inc. (Handex) at the above-referenced site. This report summarizes 
the activities completed during the August 28 to September 29, 1997 reporting period. Handex personnel 
inspected the site on a biweekly basis to monitor system operations and ground water recovery and 
treatment. 

Groundwater Level Measurements 
On September 29, 1997, Handex personnel gauged the monitoring well network at the site using an 
electronic oil/water interface probe to determine the depth to water and the presence or absence of liquid­
phase hydrocarbons. Depth to water beneath the site ranged from 9.82 feet below grade in MW-9 to 17.41 
feet below grade in MW-28. Liquid-phase hydrocarbons were not detected within the monitoring and 
recovery well network at the site. All of the submersible pumps were pumping while well gauging 
activities were performed. Figure l is a site plan illustrating pertinent site features and well locations. The 
groundwater elevation data is summarized in Attachment A, and a groundwater contour map has been 
included as Figure 2. 

Groundwater Treatment System 
During this reporting period, approximately 298,124 gallons of groundwater were treated and discharged 
from recovery wells RW-1, RW-2, and RW-3. Based on data provided by EMCON and Handex field data 
sheets, the total volume of groundwater recovered to date is approximately 9,065,528 gallons. Attachment 
B includes a table and a graph illustrating the recovery rates to date, and Attachment C contains copies of 
Field Data Sheets completed by Handex personnel. 

On the evening of September 11, 1997, Handex personnel received a phone call from gentleman living next 
door to the former Amphenol facility. He informed Handex that unusual noises were coming from within 
the remediation building located on the former Amphenol property. Consequently, Handex personnel 
mobilized to the site and discovered that the tiger flex groundwater influent line had shattered and 
groun~scharged directly onto the remediation system building's wall and floor. Handex 
personnel immediately turned off all the power to the remediation system. The system remained off until 
the following morning because all of the equipment within the remediation system building was wet. 

8583 Zionsville Road, Indianapolis, IN 46268 • (317) 228-6240 • Fax: (317) 228-6243 



Mr. Sam Waldo 
October 8, 1997 
Page 2 

Handex personnel returned to the site on September 12, 1997 to assess the condition of the remediation 
equipment and to restart the system. During the inspection, it was determined that the tiger flex influent 
line for recovery well RW-2 could not be repaired and would need to be replaced with a reinforced rubber 
hose. Additionally, the drywall along the bottom portion of the east wall sustained substantial damage and 
should be replaced in order to comply with fire code regulations (one hour fire rating). No other equipment 
or structure was damaged during the incident at the site. After the inspection, the remediation system was 
restarted utilizing only recovery well RW-3. The pressure regulator for recovery well RW-1 and the new 
rubber reinforced hose for recovery well RW-2 would be replaced during the next visit, after the ·parts had 
been received by Handex. 

On September 29, 1997, Handex performed biweekly, monthly, semi-annual, and annual O&M activities at 
the site. Additionally, the pressure regulator for recovery well RW-1 and the influent line for recovery well 
RW-2 were replaced. After repairing recovery wells RW-1 and RW-2, the system was restarted . Currently, 
all of the recovery wells are operational. 

Groundwater Sampling and Analysis 
No groundwater treatment system samples were collected during this reporting period. The next sampling 
event is scheduled for the week ending November 8, 1997. 

Schedule of Activities 
Biweekly and monthly site inspections and O&M activities will continue. Site visits are scheduled for the 
weeks ending October 11 and October 25, 1997. The information from these site inspections will be 
summarized in the October 1997 progress report. 

Should you have any questions regarding this site or information summarized within this report, please do 
not hesitate to contact this office at (317) 228-6240. Handex appreciates the opportunity to provide 
environmental services to Amphenol Corporation. 

Sincerely, 
HANDEX ENVIRONMENTAL, INC. 

B~:~ 
Hydrogeologist 

J~~ 
Project Manager 

Attachments 
cc: Mr. Jim Keith, Earth Tech, Bloomington, IN 

Mr. John Kneebone, Marine Corporation of America 
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ATTACHMENT A 

Groundwater Level Measurements 

• 



• 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

1}i~~1'J,,),::: :'i:l~1s;)t:B::;, ~~,TPC,}frii Jjl~et';',i?t 8 <?r~ct4::9;:,~r~~M 
,~;\(Wel]f:\ 

1
::Gaugmg , \,.-fElev;,,,,,, ;;,-.:,Wafifi; -xWater£ leyatio11~'c 

;rlliiriber:": fio~t~>-: /!J~«;'ei):,~i r:~: tt~et)f> :~;{t;i1-(i~Jti.i1:/} . 
IT-2 8/29/95 732.25 12.36 719.89 

11/7/95 13.07 719. 18 
4/12/96 13.45 718.80 
5/29/96 10.82 721.43 

6/4/96 11 .08 721.17 
7/8/96 11 .84 720.41 
8/1/96 12.04 720.21 

9/12/96 12.58 719.67 
10/17/96 12.37 719.88 
11/25/96 12.26 719.99 
12/11/96 12.02 720.23 

1/24/97 11 .71 720.54 
2/21/97 11 .85 720.40 
3/14/97 11.48 720.77 
4/11/97 11.94 720.31 
5nt97 11.98 720.27 
6/5/97 11.37 720.88 
7/3/97 11 .73 720.52 
8/4/97 12.25 720.00 

9/29/97 12.46 719.79 
IT-3 8/29/95 728.71 9.52 719.19 

11nt95 11 .14 717.57 
4/12/96 12.09 716.62 
5/29/96 9.41 719.30 

6/4/96 10.11 718.60 
7/8/96 10.44 718 .27 
8/1/96 10.63 718 .08 

9/12/96 10.85 717 .86 
10/17/96 10.97 717 .74 
11/25/96 10.82 717.89 
12/11/96 10.79 717 .92 

1/24/97 10.55 718 .16 
2/21/97 10.80 717.91 
3/14/97 10.51 718 .20 
4/11/97 10.76 717.95 -

5nt97 10.79 717.92 
6/5/97 10.18 718.53 
7/3/97 10.49 718 .22 
8/4/97 10.78 717.93 

9/29/97 10.93 717.78 



• 
l1I1;;i~? ' 
' . . :Number · 
MW-3 

MW-9 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

/~f~;::::J~'~J~:fr:. ri:\.rocr+ Depth to,, , Correcte~:Grour.d 
: Gauging ;~:, ~lev _;, :;a /'.Water.f Water Elevation· 
}~i[-:oatt t,·, .•t ( feet r > '<: (feet}' ' . . . (feet) ' - './ 

8/29/95 736,44 15,23 721 ,21 
11nt95 16.40 720,04 
4/12/96 14.91 721 .53 
5/29/96 13.16 723.28 

6/4/96 13.15 723.29 
7/8/96 14.03 722.41 
8/1/96 14.53 721 .91 

9/12/96 15.33 721 .11 
10/17/96 15.33 721 .11 
11/25/96 15.29 721 .15 
12/11/96 14.95 721.49 

1/24/97 14.50 721.94 
2/21/97 14.50 721 .94 
3/14/97 14.06 722.38 
4/11/97 14.42 722.02 
5/12/97 14.59 721 .85 

6/5/97 13.53 722.91 
7/3/97 14.09 722.35 
8/4/97 14.90 721 .54 

9/29/97 15.53 720.91 
8/29/95 733.04 9.70 723.34 
11/7/95 11.47 721 .57 
4/12/96 9.46 723.58 
5/29/96 3.94 729.10 

6/4/96 5.81 727.23 
7/8/96 6.90 726.14 
8/1/96 7.65 725.39 

9/12/96 9.23 723.81 
10/17/96 9.64 723.40 
11/25/96 9.53 723.51 
12/11/96 9.18 723.86 

1/24/97 7.66 725.38 
2/21/97 7.70 725.34 
3/14/97 6.68 726.36 
4/11/97 7.54 725.50 
5/12/97 7.97 725.07 

6/5/97 5.63 727.41 
7/3/97 7.13 725.91 
8/4/97 8.44 724.60 

9/29/97 9.82 723.22 



• 
~·, ~t~;·.~::(.c!.· ~:' ~". . 
/\~ ... :~·; ):.,:. ·. 

·,; we11 s;;.· 
'· NJmb~I' 
MW-12 

e 
MW-20 

Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

t\··:t ·:'Yi:' ,:/TOG\\ (gepth·to Corrected Ground 
Gauging . it: Elev)·) ;'l: water:,, >. Water Elevation 
· bat~ -;; ' "(feet) / '_"; (feet) • ' .. ·· (feet) · · 
8/29/95 736.38 16.43 719.95 
1117/95 17.18 719.20 
4/12/96 16.21 720.17 
5/29/96 15.07 721 .31 
6/4/96 15.31 721 .07 
7/8/96 15.88 720,50 
8/1/96 16.16 720.22 

9/12/96 16.59 719.79 
10/17/96 16.47 719.91 
11/25/96 16.32 720.06 
12/11/96 16.12 720.26 

1/24/97 15.89 720.49 
2/21/97 15,96 720.42 
3/14/97 15.66 720.72 
4/11/97 16.07 720.31 

517/97 16.09 720.29 
6/5/97 15.85 720.53 
7/3/97 15.64 720.74 
8/4/97 16.36 720.02 

9/29/97 16.57 719.81 
8/29/95 734.03 10.35 723.68 
1117/95 12.16 721 .87 
4/12/96 9.70 724.33 
5/29/96 6.30 727.73 

6/4/96 7.63 726.40 
7/8/96 8.58 725.45 
8/1/96 8.93 725.10 

9/12/96 10.39 723.64 
10/17/96 10.56 723.47 
11/25/96 9.82 724.21 
12/11/96 9.64 724.39 

1/24/97 8.57 725.46 
2/21/97 8.86 · 725.17 
3/14/97 8.00 726.03 
4/11/97 8.87 725.16 
5/12/97 9.13 724.90 

6/5/97 7.55 726.48 
7/3/97 8.70 725.33 
8/4/97 9.70 724.33 

9/29/97 10.85 723.18 

91-tandax® -



... Well ·. 
'Numb~r.' 

MW-21 

MW-22 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

. , ~ . TOC .. Depth to Corrected Ground . 'l'fY. 

Ga,!-'ging ,/, Elev.; ,;:water/; . Water Elev;ltion 
Date ~,",; ::\' (fe~t)~" ~\;tfe~t) :/,. ~ ·· (feet) ; 
8/29/95 737.91 16,81 721 .10 
1117/95 17.92 719.99 
4/12/96 16.48 721.43 
5/29/96 14.82 723.09 

6/4/96 14.82 723.09 
7/8/96 15.67 722.24 
8/1/96 16.16 721 .75 

9/12/96 16.89 721 .02 
10/17/96 16.89 721 .02 
11/25/96 16.85 721 ,06 
12/11/96 16.53 721 .38 

1/24/97 16.10 721 .81 
2/21/97 16.11 721 .80 
3/14/97 15.64 722.27 
4/11/97 16.05 721.86 
5/12/97 16.20 721 .71 

6/5/97 15.18 722.73 
7/3/97 15.72 722.19 
8/4/97 16.48 721.43 

9/29/97 17.10 720.81 
8/29/95 737.64 17.05 720.59 
1117/95 17.90 719.74 
4/12/96 16.74 720.90 
5/29/96 15.52 722.12 

6/4/96 15.63 722.01 
7/8/96 16.22 721.42 
8/1/96 16.58 721 .06 

9/12/96 17.15 720.49 
10/17/96 17.04 720.60 
11/25/96 16.99 720.65 
12/11/96 16.76 720.88 

1/24/97 16.46 721 .18 
2/21/97 16.50 721 .14 
3/14/97 16.15 721.49 
4/11/97 16.47 721 .17 

5/7/97 17,55 720.09 
6/5/97 15.88 721 .76 
7/3/97 16.34 721 .30 
8/4/97 16.86 720.78 

9/29/97 17.26 720.38 

e liandC!X® -



• 
ji,,?rif··\'. 
;.,,Well'-0

: 

Number 
MW-24 

MW-26 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

~t,;i:'.iif\t::;~=t1i~{f:· f;;f[fu~?t 9epth ,to, ·corrected Ground-
(;auging '..:., Water-:- : WatJr Eleva\ion' ·, 

·.tr2 oat~·t <':.'{teet> ·,. {:tteiij ::i ~. ' '• , (fe~t) .};t, ;r 
8/29/95 736.02 15.59 720.43 
1117/95 16.41 719.61 
4/12/96 15.29 720.73 
5/29/96 13.77 722.25 
6/4/96 13.80 722.22 
7/8/96 14.54 721.48 
8/1/96 15.01 721.01 

9/12/96 15.61 720.41 
10/17/96 15.66 720.36 
11/25/96 15.61 720.41 
12/11/96 15.33 720.69 

1/24/97 14.96 721 .06 
2/21/97 15.24 720.78 
3/14/97 14.62 721.40 
4/11/97 14.96 721 .06 

517197 15.04 720.98 
6/5/97 14.20 721 .82 
7/3/97 14.62 721.40 
8/4/97 15.30 720.72 

9/29/97 15.79 720.23 
8/29/95 736.39 13.46 722.93 
1117/95 15.02 721 .37 
4/12/96 13.17 723.22 
5/29/96 9.53 726 .86 

6/4/96 10.47 725.92 
7/8/96 11 .62 724.77 
8/1/96 12.16 724.23 

9/12/96 13.48 722 .91 
10/17/96 13.60 722.79 
11/25/96 13.42 722 .97 
12/11/96 13.08 723.31 

1/24/97 12.14 724.25 
2/21/97 12.25 724.14 
3/14/97 11.48 724.91 
4/11/97 12.18 724.21 
5/12/97 -12.41 723.98 
6/5/97 10.45 725.94 
7/3/97 11 .78 724.61 
8/4/97 12.78 723.61 

9/29/97 13.83 722.56 

Q1-1andax® -
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' i 

·: We!l ~i;" 
Number 

MW-27 

MW-28 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

".·'"_f,;> < ' I · .TOC·f.' 
·: ~r; • . i . -Depth to Corrected Ground 

\\water,;,, Gauging, :':rf EleV::r;r,c., .-~Water Elevation·: 
. . Date / ' '. (feet)·: .. . }·· (t~~t) l 1

' •• 
5(feet} Y: ·· 

8/29/95 736.63 15.37 721 .26 
11/7/95 16.66 719.97 
4/12/96 15.01 721.62 
5/29/96 13.23 723.40 
6/4/96 13.44 723.19 
7/8/96 14.38 722.25 
8/1/96 14.79 721 .84 

9/12/96 15.62 721 .01 
10/17/96 15.56 721 .07 
11/25/96 15.45 721 .18 
12/11/96 15.11 721.52 

1/24/97 14.63 722.00 
2/21/97 14.75 721 .88 
3/14/97 14.28 722.35 
4/11/97 14.71 721.92 
5/12/97 14.88 721 .75 
6/5/97 13.78 722.85 
7/3/97 14.40 722 .23 
8/4/97 15.12 721 .51 

9/29/97 15.82 720 .81 
8/29/95 738 .04 17.03 721 .01 
11/7/95 18.19 719 .85 
4/12/96 16.72 721 .32 
5/29/96 15.21 722.83 
6/4/96 15.32 722.72 
7/8/96 16.12 721 .92 
8/1/96 16.54 721 .50 

9/12/96 17.25 720.79 
10/17/96 17.20 720.84 
11/25/96 17.10 720.94 
12/11/96 16.81 721.23 

1/24/97 16.39 721 .65 
2/21/97 16.49 721 .55 
3/14/97 16.05 721 .99 
4/11/97 16.41 721.63 
5/12/97 16.57 721.47 
6/5/97 15.66 722.38 
7/3/97 16.17 721 .87 
8/4/97 16.84 721 .20 

9/29/97 17.41 720.63 



" .. 

. ;,:;. l't. '. 

i vve11 ~ 
"' Number · 
MW-29 

MW-30 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

·~··'.,,[\:·».,;;· ,> • • ,. ; :, , ,:rqc ;,.,"..' • Depth icr ,Corrected Gto.u11d ':G,ugin~. ,, Elev> · ? water!'.;: Water·Elevation · 
,.,, Date··· f: (feet)({:,: '::( (feet) ;/ ,-· (feet>,·<· 

8/29/95 737.61 16.83 720.78 
1117/95 17.99 719.62 
4/12/96 16.46 721.15 
5/29/96 15.01 722.60 

6/4/96 15.19 722.42 
7/8/96 16.04 721 .57 
8/1/96 16.40 721 .21 

9/12/96 17.15 720.46 
10/17/96 17.02 720.59 
11/25/96 16.93 720.68 
12/11/96 16.61 721 .00 

1/24/97 16.24 721.37 
2/21/97 16.31 721 .30 
3/14/97 15.91 721 .70 
4/11/97 16.30 721.31 
5/12/97 16.41 721 .20 

6/5/97 15.57 722.04 
7/3/97 16.06 721 .55 
8/4/97 16.70 720.91 

9/29/97 17.25 720.36 
8/29/95 734.84 15.54 719.30 
1117/95 15.93 718.91 
4/12/96 14.95 719.89 
5/29/96 14.10 720.74 

6/4/96 14.38 720.46 
7/8/96 14.84 720.00 
8/1/96 15.06 719.78 

9/12/96 15.28 719.56 
10/17/96 15.58 719.26 
11/25/96 15.13 719.71 
12/11/96 14.98 719.86 

1/24/97 14.71 720.13 
2/21/97 14.95 719.89 
3/14/97 14.70 720.14 
4/11/97 14.92 719.92 

5/7/97 14.93 719.91 
6/5/97 14.37 720.47 
7/3/97 14.75 720.09 
8/4/97 15.28 719.56 

9/29/97 15.33 719.51 

e 1-tandCZX® 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

. , ,. TOC ,< Depth to Corrected Ground , . ":. =-,~?· "":.'} ·;. ', .:_ •' ·::;':;~;"• ~,.x .,,.; ,·· ,j,_ ,.· ' :,,, ·'. ,··., ' . ' 

. Well - · Ga~sing ... Elev: ·,:; .~) ,Ya,t~r.;., ,wa,~er Ete,v~!/9.'L 
Number Date . · (feet). (feet) ·· "' (feet) 

RW-1 8/29/95 730.97 2.58 c1J 728.39 

RW-2 

11/7/95 
4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 

5/7/97 
6/5/97 
7/3/97 
8/4/97 

9/29/97 
8/29/95 732.05 
11/7/95 
4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 

5/7/97 
6/5/97 
7/3/97 
8/4/97 

9/29/97 

NR c2) 

11 .02 
10.84 
11 .12 
11 .28 

NR C2) 

11 .55 
12.50 
11.23 
11 .06 
10.90 
11 .06 
10.73 
10.98 
11 .02 
10.48 
10.86 
11 .72 
12.75 
4.42 (1) 

NR (2) 

12.72 
11 .50 
11 .88 
12.48 
12.76 
13.25 
12.86 
12.26 
11 .89 
11.76 
11 .80 
11.45 
11 .84 
11 .85 
11.43 
11 .61 
12.10 
12.90 

NA 
719.95 
720.13 
719.85 
719.69 

NA 
719.42 
718.47 
719.74 
719.91 
720.07 
719.91 
720.24 
719.99 
719.95 
720.49 
720.11 
719.25 
718 .22 
727.63 

NA 
719.33 
720.55 
720.17 
719.57 
719.29 
718.80 
719.19 
719.79 
720.16 
720.29 
720.25 
720.60 
720.21 
720.20 
720.62 
720.44 
719.95 
719 .15 

9 1-tandczx® 



Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

• '.i<: ' \ • :· ·:;i'\\ i· -,TOC\;; DeP.th,toi ,Corrected Ground 
:;tWell i.t ,~-~-ug!1ii' ::. ,,e1ev. i:( ;?_,.yvkt~f~, ) wa1er {1ev~~g!1',t 
·:-Ntr'ti i;e'r· :\ Date . · ·c"'(feet) · ,:,· (feetH'. : ,.·i (feet)>' ·.>,, 
RW-3 8/29/95 733, 19 4.08 <1> 729, 11 

11/7/95 NR (2) NA 
4/12/96 13,07 720,12 
5/29/96 11 ,73 721-46 
6/4/96 12.68 720,51 
7/8/96 13.26 719,93 
8/1/96 13,10 720,09 

9/12/96 13AO 719,79 
10/17/96 12.78 720-41 
11/25/96 12.68 720,51 
12/11/96 12.51 720,68 

1/24/97 12.26 720,93 
2/21/97 12.20 720,99 
3/14/97 11 ,90 721.29 
4/11/97 12.23 720.96 

517197 12.23 720,96 
6/5/97 11 ,68 721 ,51 
7/3/97 12.00 721-19 
8/4/97 14.00 719,19 

9/29/97 14.20 718,99 
(1) Ground water elevation based on measurements from top 
of bubbler tip. 
(2) NR - Not Recorded 
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ATTACHMENT B 

Groundwater Recovery Summary 



1·· Date ; 
2!24/95 

3/3/95 
3!29/95 
4/ 14/95 

5/3/95 
5/14/95 
5/18/95 
5!23195 
5(26195 
6/19/95 
8/3195 
8/4/95 
8/9/95 

8/ 11 /95 
8/14/95 
8!29195 
10/6/95 
I ln/95 
12/8/95 
1/15/96 
4/1 2/96 
5!29196 
6/26/96 

7/8/96 
7/ 18/96 

8/ 1/96 
8/16/96 
8{27/96 

9/ 12/96 
9(24196 
10/ 1/96 

10/1 7/96 
I 1!2/96 

11/1 S/96 
11!25/96 
12/11/96 
12f27/96 

1/3/97 
1114/ 97 

1!24/97 
2/7/97 

2!21/97 
3/14/97 
3128/97 
4/ 11 /97 
4(25/97 
5/7/97 

5!22/97 
6/5/97 

6/20/97 
7/3/97 

7/17/97 
8/4/97 

8/ 15/97 
8/28/97 
9/12/97 
9/29/97 

~ 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 
Cumulative Ground Water Flow Readings 

Cumulative rum page (gallons) 

RW-1 RW-2 RW-3 
. . . 

20,984 31,644 80,228 
84,695 88,774 152,228 

136,654 133,675 224,228 
200,683 193,729 284,420 
237,115 228,577 319,268 
255,043 245,727 354,116 
255 ,043 245,727 354,116 
276,211 266,031 374,420 
445 ,555 428,463 536,852 
445,555 428,463 536,852 
448,963 431,997 543,600 
473,414 453,496 590,792 
482,414 461,556 609,202 
496,474 474,106 637,152 
561,302 533,550 768,644 
664 ,814 629,975 985,749 
665,305 763,804 1,159,950 
686,316 766,356 I ,253,348 
778,585 873,570 1,263,94 I 
778,585 1,170,564 1,651 ,617 
873,365 1,376,384 1,823,668 
915,555 1,414,873 1,884,622 
972,328 1,474,048 1,987,350 

1,006,046 1,516,919 2,060,742 
1,049,996 1,577,801 2,164,916 
1,091,112 1,638,683 2,246,037 
1,118,169 1,684,621 2,314,606 
1,146,432 I ,754,050 2,360,521 
1,159,035 1,796,140 2,409,496 
1,174,178 1,825,149 2,408,298 
1,253,727 1,855,632 2,411,539 
1,315,165 1,906,634 2,420,559 
1,365,973 1,908,623 2,502,342 
1,396,032 1,911 ,188 2,552,717 
1,430,595 1,935,775 2,611,374 
1,452,912 1,937 ,132 2,649,962 
1,456,304 1,939,518 2,655 ,775 
1,470,242 1,949,120 2,684 ,864 

1,470,505 1,949,124 2,702,272 
1,518,975 1,950,754 2,796,872 
1,571 ,273 1,952,209 2,835 ,673 
1,646,678 1,952,209 2,835,673 
1,692,834 2,039,01 I 2,835,673 
1,734,064 2,124,196 2,835,673 
1,773,261 2,182,646 2,842 ,124 
1,798,995 2,336,981 2,842,124 
1,825,676 2,393,705 2,905,414 
1,867,121 2,472,696 2,988,177 
1,912,764 2,540,269 3,061,814 
1,954,658 2,609,124 3,135,756 
1,975,303 2,680,948 3,199,801 
2,025,486 2,806,996 3,364,397 
2,052,962 2,958,721 3,461 ,264 
2,083,623 3,093,542 3.569,012 
2,083 ,684 3.119,818 3,692,072 
2.083 ,905 3,120,840 3,839,556 

- Data prior to 4/12/96 was collected by EMCON. 

Total 
. 

132,856 
325,697 
494,557 
678,832 
784,960 
854 ,886 
854,886 
916,662 

1,410,870 
1,410,870 
1,424,560 
1,517,702 
1,553,172 
1,607,732 
1,863,496 
2,280,538 
2,589,059 
2,706,020 
2,916,096 
3,600,766 
4,073,417 
4,2 15,050 
4.433 ,726 
4,583,707 
4,792,713 
4,975,832 
5,117,396 
5,261,003 
5,364,671 
5,407,625 
5,520,898 
5,642,358 
5,776,938 
5,859,937 
5,977,744 
6,040,006 
6,051,597 
6,104,226 

6, 121 ,901 
6,266,601 
6,359,155 
6,436,098 

6,588,745 

6,715,160 
6,819,258 
6,999,327 

7,146,022 
7,349,221 
7,536,074 
7,720,764 
7,877,279 
8,218,106 
8,494,174 
8.767,404 
8,916,801 
9,065,528 

- A new flow baseline (zero cumulative flow) was established on 
August 3, 1995, due 10 flow meter replacemenl. 

- Erroneous flow meter reading from RW-3 on 10/1/96. 
- Due to a flow meter malfunction, the totalizer for RW-2 showed a 

negative flow of 1,051 gallons on January 14 , 1997 . 
- Due to a flow meter maltianction, the totalizer for R W-3 showed a 

negative flowage of 1,538 gallons, 19,689 gallons, and 20, 197 
gallons on March 14, March 28, and May 7, 1997, respectively . 
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ATTACHMENT C 

Site Inspection Forms 

e liandC!X® 



Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure Time: 

ALARM RESPONSE VISIT: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

Flow Meter Readings: RW-1 II, 3812 9,? RW-2 2:42 90 > o Y,, o RW-3~ I I 5 ')<f~, V 

Bubbler Pressure: RW-1 _______ RW-2 ______ RW-3 _____ _ 

Air Stripper Pressure: 15 Inches of Water 

Effluent Flow Rate: _ _.? __ Gallons Per Minute 

Effluent Clarity: Cle~,<_ -----------------------------Bu ii ding Temperature: (o }L-- Degrees F 

Compressor Checked: ~ .(? t Condesate Released: !l-t-t/_o __ _ 
Compressor Oil Level Checked: y e ~ Oil Changed: 
System Operational Upon Arrival: ___ Yes v _N_o_, -(if_n_o_,-p-le_a_s_e_e_x-pl-a-in_be_lo_w_)--4 

r o L,,I .., ::r w J:::-t t ... t l- .. ~ e re 1.v - 2..- ,-+ "" ... ..s rs ttJG, 

l 

AirNJater Leaks: RW-1 RW-2 RW-3 (please circle appropriate controller(s)) 

Manholes No Yes Repaired 

Controllers No Yes Repaired 

Lines No v Yes No Repaired 

Stripper No Yes Repaired 

Compressor No Yes Repaired 

If yes, explain: \-t ~ s L ~ V\ e m L,\.. s. + B-e. 
J. -t>1C... +c..;> 

. 
Filter Cartridges Replaced: RW-1 RW-2 RW-3 

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

Recommendations for system optimization or general comments: 



Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure Time: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

'. cJO 

ALARM RESPONSE VISIT: 

.;-'li,.....c.....;::;.......;~::;.......;---- RW-2 2/e9 / 2 , 
Bubbler Pressure: RW-1 _____ RW-2 I -Z. - 2.. 'c.-
Air Stripper Pressure: 1 I): Inches of Water 

Effluent Flow Rate: I ? Gallons Per Minute 

RW-3 s.2.4> /2f")'i'.9 
RW-3 ? y'.- - jt.O 

Effluent Clarity: C.. ---==a...1..1,..:i...;.."'--------------------------1 
Building Temperature: ~ ~ Degrees F 

Condesate Released: 'fie,,. ic? Compressor Checked: y :e 5 
Compressor Oil Level Checked: v-e;. Oil Changed: _~_o ________ ---' 
System Operational Upon Arrival: yez Yes ___ No, (ifno, please explain below) 

AirM/ater Leaks: RW-1 RW-3 (please circle appropriate controller(s)) 

Manholes No Yes Repaired 

~ ecj , Controllers No v Yes °R(,J, I Repaired 

Lines No v Yes fw -2- Repaired 

Stripper No Yes Repaired 

Compressor No Yes Repaired 

If yes, explain: -e \~t l" c7\j_ l-~l\.i' +o.1\. ~:s c..~etf'2 t \-o -\- "'~ ~"';I j,,C,t 
P..o\N\ ~\).)-L- ()(I,\ rJ e. w f<-t. I).)-

• 
Filter Cartridges Replaced: 'I t i; 

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

RW-1 

I./ f <; 
v-ez Rw-2 

Recommendations for system optimization or general comments: 

ye z RW-3 



~ .' 

Air Stripper Cleaned: 

Recovery Wells Sampled: 

Air Stripper Effluent Sampled: 

Pumps Checked/Cleaned 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

fH-RWb 
lit=Rf~I 

RW-2 

RW-2 

RW-3 

RW-3 

Filter elements on S-2 controllers inspected and replaced as necessary: C. 1-e • 11 -,,c( ,=; 1-f e,t j. 

Air compressor inspection and overhaul as necessary: c / ec I( o"'" 1 ,.. ,,.d /Jee/ ;(Jo 

~ .,, cv-f>it/~"1.(.1 c.. t "th~s <\--.'..,e 

Break down air stripper blower and check for lubrication and bearing integrity 

per manufacturers specifications. 

Break down S-2 controllers and check and replace where necessary filters, valves, v" 
springs, and cylinder bores. 

Pull pumps and clean well screens. / 

Recommendations for system optimization or general comments: 
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September 9, 1997 

Mr. Sam Waldo 
Director, Environmental Affairs 
AMPHENOL CORPORATION 
World Headquarters . 
358 Hall Avenue 
Wallingford, CT 06492 

'W 

Re: OPERATION AND MAINTENANCE OF THE INTERIM CORRECTIVE MEASURE 
Former Amphenol Facility 
980 Hurricane Road 
Franklin, Indiana 

Dear Mr. Waldo: 

Enclosed, please find a summary of the operation and maintenance (O&M) and gauging activities 
completed by Handex Environmental, Inc. (Handex) at the above-referenced site. This report summarizes 
the activities completed during the July 17 to August 28, 1997 reporting period. Handex personnel 
inspected the site on a biweekly basis to monitor system operations and ground water recovery and 
treatment. 

Groundwater Level Measurements 
On August 4, 1997, Handex personnel gauged the monitoring well network at the site using an electronic 
oil/water interface probe to determine the depth to water and the presence or absence of liquid-phase 
hydrocarbons. Depth to water beneath the site ranged from 8.44 feet below grade in MW-9 to 16.86 feet 
below grade in MW-22. Liquid-phase hydrocarbons were not detected within the monitoring and recovery 
well network at the site. All of the submersible pumps were pumping while well gauging activities were 
performed. Figure 1 is a site plan illustrating pertinent site features and well locations. The groundwater 
elevation data is summarized in Attachment A, and a groundwater contour map has been included as Figure 
2. 

Groundwater Treatment System 
During this reporting period, approximately 890,J 25 gallons of groundwater were treated and discharged 
from recovery wells RW-1, RW-2, and RW- . Based on data provided by EMCON and Handex field data 
sheets, the total volume of groundwater recovered to date is approximately 8,767,404 gallons. Attachment 
B includes a table and a graph illustrating the recovery rates to date, and Attachment C contains copies of 
Field Data Sheets completed by Handex personnel. 

On August 4, 1997, Handex personnel noticed that within the manhole for RW-2, the influent groundwater 
supply line had a hole approximately 1/4-inch in diameter. Handex personnel shut off the pump and 
repaired the line. After the repairs, recovery well RW-2 was restarted and no further leaks have been 
detected. 

The system was not operational when ~the site on August 28, 1997. Hand ex personnel 
inspected the system and determined that the air supply line for RW-1 had become disconnected from the 

8583 Zionsville Road, Indianapolis, IN 46268 • (317) 228-6240 • Fax: (317) 228-6243 
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Mr. Sam Waldo 
September 9, 1997 
Page2 

main air supply line. The disconnected air line allowed air to be discharged directly to the atmosphere and 
not to the recovery wells pneumatic pumps. The line was reconnected and the system was restarted. 

After the restart, Handex noticed that recovery well RW-1 was not pumping. Handex determined that the 
pressure regulator for RW-1 was not operating properly. The pressure regulator was removed from the line 
and cleaned. Additionally, a new filter was ordered for the pressure regulator. Recovery well RW-1 was 
left off until the new filter could be obtained. Currently, two of the three recovery wells are operational 
(RW-2 and RW-3). 

Groundwater Sampling and Analysis 
On August 4, 1997, Handex personnel collected influent groundwater samples from recovery wells RW-1, 
RW-2, and RW-3, and one effluent sample from the air stripper unit. The recovery well influent 
groundwater samples were collected from sample ports located within the equipment enclosure prior to 
treatment through the air stripper. The air stripper effluent sample was collected from the discharge pipe 
prior to entering the sewer. The samples were placed into laboratory prepared 40 milliliter (ml) glass 
sample vials and placed into a cooler on ice. The samples were submitted under chain of custody control to 
National Environmental Testing, Inc. (NET) located in Indianapolis, Indiana. The samples were analyzed 
for volatile organic compounds (VOCs) using EPA Method 8240. 

Laboratory analytical results indicate the presence of 1,1 - dichloroethane, tetrachloroethene, 1,1,1 
trichoroethane, and trichoroethene in the samples collected from RW-1, RW-2, and RW-3. VOCs were not 
detected above the laboratory method detection limits from the air stripper effluent sample. Laboratory 
analytical results are summarized in Table 1, and the laboratory analytical reports are included in 
Attachment D. 

Schedule of Activities 
Biweekly and monthly site inspections and O&M activities will continue. Site visits are scheduled for the 
weeks ending September 13 and September 27, 1997. Additionally, annual O&M activities will be 
performed the week ending September 27, 1997. The information from these site inspections will be 
summarized in the September 1997 progress report. 

Should you have any questions regarding this site or information summarized within this report, please do 
not hesitate to contact this office at (317) 228-6240. Handex appreciates the opportunity to provide 
environmental services to Amphenol Corporation. 

Sincerely, 
IIANDEX ENVIRONMENTAL, INC. 

~t'-~ 
Bradley E. Gen~ ~ Ja(bz:::~ 
Hydrogeologist Project Manager 

Attachments 
cc: Mr. Jim Keith, Earth Tech, Bloomington, IN 

Mr. John Kneebone, Marine Corporation of America 



.. 
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e 

RW-2 

RW-3 

Notes: 

8/3/95 
11/7/95 
4/12/96 

7/8/96 
10/17/96 

2/7/97 
5/7/97 
8/4/97 
5/3/95 
8/3/95 

11/7/95 
4/12/96 

7/8/96 
10/17/96 

2/7/97 
5/7/97 
8/4/97 
5/3/95 
8/3/95 

11/7/95 
4/12/96 

7/8/96 
10/17/96 

2/7/97 
517197 
8/4/97 

31 
30 
NS c2> 
14 
15 
18 
9.9 
9.8 
47 
48 
58 
ND 
31 
33 
27 
24 
18 
28 
53 
48 
ND 
39 
34 
28 
24 
17 

Results in micrograms per liter (ug/1). 

TABLE 1 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Laboratory Analytical Results 

\;?-Analytes '.f~ ;if};~\\;;;'':t · ·· 
. ":1'1 :~·Dichloro- .-· t cis:1 2';: Dichloro:".f,,1:":cTetrachfo 
:,f~~,I(;t~eneJi!J~::-:, · ':c;,,:,t~lt·t& et11Ein'J,}1:r';~~<:0 \j;L~1~tt'i;n; 

ND<1> ND 100 
ND ND 170 
ND ND ND 
NS NS NS 
ND 
ND 
ND 
ND 
ND 
8.1 
ND 
9.1 
ND 
7.3 
ND 
ND 
ND 
ND 
ND 
ND 
6.9 
ND 
6.5 
ND 
ND 
ND 
ND 

ND 
ND 
ND 
ND 
ND 
3.9 
ND 
5.3 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 

31 
29 
ND 
20 
35 

1,500 
1,500 
2,100 
980 

2,100 
2,600 

37 
880 
400 
160 
16 

1,400 
93 
45 

2,600 
37 

1,000 
110 

(1) ND - Not Detected - analyte not detected above laboratory method detection limit. 
(2) NS - Not Sampled, RW-1 not in operation during April 1996 sampling event. 
(3) NA - Not Applicable. 

" 

NS 
120 
150 
140 
91 
160 
960 

1,100 
1,300 
530 

1,200 
680 
400 
340 
310 
540 
560 
950 
450 
820 
720 
410 
400 
330 

350 
1,800 
260 
250 
210 

4,300 
3,000 
2,200 
1,500 
2,100 
2,900 
410 
860 
560 

2,900 
870 

1,700 
1,200 
1,100 
2,900 
410 
990 
490 

e 

0 (3) 

515 
1994 
278 

370.9 
414.8 
6819 
5648 

5672.4 
3010 

5438.3 
6213 
874 

2104 
1288 
3628 
1499 

4104.9 
1743 

2010.5 
6254 
885 

2414 
947 

-
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ATTACHMENT A 

Groundwater Level Measurements 
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IT-3 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

732.25 12.36 719.89 
13.07 719.18 

4/12/96 13.45 718.80 
5/29/96 10.82 721.43 

6/4/96 11 .08 721 .17 
7/8/96 11 .84 720.41 
8/1/96 12.04 720.21 

9/12/96 12.58 719.67 
10/17/96 12.37 719.88 
11/25/96 12.26 719.99 
12/11/96 12.02 720.23 
1/24/97 11 .71 720.54 
2/21/97 11 .85 720.40 
3/14/97 11.48 720.77 
4/11/97 11 .94 720.31 

5/7/97 11 .98 720.27 
6/5/97 11.37 720.88 
7/3/97 11 .73 720.52 
8/4/97 12.25 720.00 

8/29/95 728.71 9.52 719.19 
11/7/95 11.14 717.57 
4/12/96 12.09 716.62 
5/29/96 9.41 719.30 

6/4/96 10.11 718.60 
7/8/96 10.44 718.27 
8/1/96 10.63 718.08 

9/12/96 10.85 717.86 
10/17/96 10.97 717.74 
11/25/96 10.82 717.89 
12/11/96 10.79 717.92 

1/24/97 10.55 718.16 
2/21/97 10.80 717.91 
3/14/97 10.51 718.20 
4/11/97 10.76 717.95 

5/7/97 10.79 717.92 
6/5/97 10.18 718.53 
7/3/97 10.49 718.22 
8/4/97 10.78 717.93 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

MW-3 8/29/95 736.44 15.23 721 .21 

MW-9 

11/7/95 
4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 
5/12/97 

6/5/97 
7/3/97 
8/4/97 

8/29/95 
11/7/95 
4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 
5/12/97 

6/5/97 
7/3/97 
8/4/97 

16.40 720.04 
14.91 721 .53 
13.16 723.28 
13.15 723.29 
14.03 722.41 
14.53 721 .91 
15.33 721 .11 
15.33 721.11 
15.29 721 .15 
14.95 721.49 
14.50 721.94 
14.50 721.94 
14.06 722.38 
14.42 722.02 
14.59 721.85 
13.53 722.91 
14.09 722.35 
14.90 721 .54 

733.04 9.70 723.34 
11 .47 721.57 
9.46 723.58 
3.94 729.10 
5.81 727.23 
6.90 726.14 
7.65 725.39 
9.23 723.81 
9.64 723.40 
9.53 723.51 
9.18 723.86 
7.66 725.38 
7.70 725.34 
6.68 726.36 
7.54 725.50 
7.97 725.07 
5.63 727.41 
7.13 725.91 
8.44 724.60 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

'"y~~:l1 it ~:~f~~~~i J)/[~~,~r f :;:J1 ,~;;:;;:tt~!ii;~~: 
Number j. Date // ;',"(feet) { ,, (feet) ;'·· , Y \i . ' (feet)·t ); 

MW-12 8/29/95 736.38 16.43 719.95 
11/7/95 17.18 719.20 
4/12/96 16.21 720.17 
5/29/96 15.07 721.31 

6/4/96 15.31 721 .07 
7/8/96 15.88 720.50 
8/1/96 16.16 720.22 

9/12/96 16.59 719.79 
10/17/96 16.47 719.91 
11/25/96 16.32 720.06 
12/11/96 16.12 720.26 

1/24/97 15.89 720.49 
2/21/97 15.96 720.42 
3/14/97 15.66 720.72 
4/11/97 16.07 720.31 

5/7/97 16.09 720.29 
6/5/97 15.85 720.53 
7/3/97 15.64 720.74 
8/4/97 16.36 720.02 

MW-20 8/29/95 734.03 10.35 723.68 
11/7/95 12.16 721 .87 
4/12/96 9.70 724.33 
5/29/96 6.30 727.73 
6/4/96 7.63 726.40 
7/8/96 8.58 725.45 
8/1/96 8.93 725.10 

9/12/96 10.39 723.64 
10/17/96 10.56 723.47 
11/25/96 9.82 724.21 
12/11/96 9.64 724.39 

1/24/97 8.57 725.46 
2/21/97 8.86 725.17 
3/14/97 8.00 726.03 
4/11/97 8.87 725.16 
5/12/97 9.13 724.90 

6/5/97 7.55 726.48 
7/3/97 8.70 725.33 
8/4/97 9.70 724.33 

e 1-fandC!X® -
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

MW-21 8/29/95 16.81 721 .10 

MW-22 

11/7/95 
4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 
5/12/97 

6/5/97 
7/3/97 
8/4/97 

8/29/95 
11/7/95 
4/12/96 
5/29/96 

6/4/96 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 

5/7/97 
6/5/97 
7/3/97 
8/4/97 

737.64 

17.92 719.99 
16.48 721.43 
14.82 723.09 
14.82 723.09 
15.67 722.24 
16.16 721 .75 
16.89 721 .02 
16.89 721.02 
16.85 721 .06 
16.53 721 .38 
16.10 721 .81 
16.11 721.80 
15.64 722.27 
16.05 721 .86 
16.20 721 .71 
15.18 722.73 
15.72 722.19 
16.48 721.43 
17.05 720.59 
17.90 719.74 
16.74 720.90 
15.52 722.12 
15.63 722.01 
16.22 721.42 
16.58 721 .06 
17.15 720.49 
17.04 720.60 
16.99 720.65 
16.76 720.88 
16.46 721.18 
16.50 721 .14 
16.15 721.49 
16.47 721 .17 
17.55 720.09 
15.88 721 .76 
16.34 721 .30 
16.86 720.78 

9 1-tandax® .._.. 
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MW-26 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

··• Toe:,,· 
,., TEie/ "·· 

· Depth to Corrected Ground 
::-: waHfrJt " Water Elevati~nt 

. (feet) · 
1 ·~ " ,:, -~~ '-, .... 

(feet):tr, / (feet) : ·t;' 
736.02 15.59 720.43 

11/7/95 16.41 719.61 
4/12/96 15.29 720.73 
5/29/96 13.77 722.25 
6/4/96 13.80 722.22 
7/8/96 14.54 721.48 
8/1/96 15.01 721 .01 

9/12/96 15.61 720.41 
10/17/96 15.66 720.36 
11/25/96 15.61 720.41 
12/11/96 15.33 720.69 

1/24/97 14.96 721 .06 
2/21/97 15.24 720.78 
3/14/97 14.62 721.40 
4/11/97 14.96 721 .06 

5/7/97 15.04 720.98 
6/5/97 14.20 721 .82 
7/3/97 14.62 721.40 
8/4/97 15.30 720.72 

8/29/95 736.39 13.46 722.93 
11/7/95 15.02 721 .37 
4/12/96 13.17 723.22 
5/29/96 9.53 726.86 

6/4/96 10.47 725.92 
7/8/96 11 .62 724.77 
8/1/96 12.16 724.23 

9/12/96 13.48 722.91 
10/17/96 13.60 722.79 
11/25/96 13.42 722.97 
12/11/96 13.08 723.31 

1/24/97 12.14 724.25 
2/21/97 12.25 724.14 
3/14/97 11.48 724.91 
4/11/97 12.18 724.21 
5/12/97 12.41 723.98 
6/5/97 10.45 725.94 
7/3/97 11 .78 724.61 
8/4/97 12.78 723.61 
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MW-28 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

Depth ,t<> · Corrected Ground 

>:. :;~/''<·. ~ 
:0:Wat~l ( Water·>et{vation' : 

f • .. : .·'Ii·'. 't < -'.},, •• 

(t;'et)<,.,,r:: ' ·;> (feet)<'' •· .. (feet)f'. 
736.63 15.37 721 .26 

11/7/95 16.66 719.97 
4/12/96 15.01 721 .62 
5/29/96 13.23 723.40 
6/4/96 13.44 723.19 
7/8/96 14.38 722.25 
8/1/96 14.79 721 .84 

9/12/96 15.62 721 .01 
10/17/96 15.56 721 .07 
11/25/96 15.45 721 .18 
12/11/96 15.11 721 .52 

1/24/97 14.63 722.00 
2/21/97 14.75 721 .88 
3/14/97 14.28 722.35 
4/11/97 14.71 721 .92 
5/12/97 14.88 721 .75 

6/5/97 13.78 722.85 
7/3/97 14.40 722.23 
8/4/97 15.12 721.51 

8/29/95 738.04 17.03 721 .01 
11/7/95 18.19 719.85 
4/12/96 16.72 721 .32 
5/29/96 15.21 722.83 
6/4/96 15.32 722.72 
7/8/96 16.12 721 .92 
8/1/96 16.54 721 .50 

9/12/96 17.25 720.79 
10/17/96 17.20 720.84 
11/25/96 17.10 720.94 
12/11/96 16.81 721 .23 

1/24/97 16.39 721 .65 
2/21/97 16.49 721.55 
3/14/97 16.05 721 .99 
4/11/97 16.41 721 .63 
5/12/97 16.57 721.47 
6/5/97 15.66 722.38 
7/3/97 16.17 721 .87 
8/4/97 16.84 721 .20 



• I 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

MW-29 8/29/95 737.61 16.83 720.78 
11/7/95 17.99 719.62 
4/12/96 16.46 721 .15 
5/29/96 15.01 722.60 

6/4/96 15.19 722.42 
7/8/96 16.04 721 .57 
8/1/96 16.40 721.21 

9/12/96 17.15 720.46 
10/17/96 17.02 720.59 
11/25/96 16.93 720.68 
12/11/96 16.61 721 .00 

1/24/97 16.24 721 .37 
2/21/97 16.31 721 .30 
3/14/97 15.91 721.70 
4/11/97 16.30 721 .31 
5/12/97 16.41 721.20 

6/5/97 15.57 722.04 
7/3/97 16.06 721.55 
8/4/97 16.70 720.91 

MW-30 8/29/95 734.84 15.54 719.30 
11/7/95 15.93 718.91 
4/12/96 14.95 719.89 
5/29/96 14.10 720.74 

6/4/96 14.38 720.46 
7/8/96 14.84 720.00 
8/1/96 15.06 719.78 

9/12/96 15.28 719.56 
10/17/96 15.58 719.26 
11/25/96 15.13 719.71 
12/11/96 14.98 719.86 

1/24/97 14.71 720.13 
2/21/97 14.95 719.89 
3/14/97 14.70 720.14 
4/11/97 14.92 719.92 

5/7/97 14.93 719.91 
6/5/97 14.37 720.47 
7/3/97 14.75 720.09 
8/4/97 15.28 719.56 

91-tandczx® -
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Number 
RW-1 

RW-2 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

~a~t~ih'~: ; 1TOC,; · Dept!}Jg Coi:r~c!~~ ~rc:>und , '.:)_ .. , . r-~T> 
1:;'.~ Water"[? Water Elevation : ,,, Elev. , 

"t<:·oate,,;L ~)/A /:S Ii{.; (feet) , > .. , , '.h (feetHo.:, (fe~t);f 
8/29/95 730.97 2.58 (1) 728.39 
11/7/95 NR (2) NA 
4/12/96 11 .02 719.95 
5/29/96 10.84 720.13 
6/4/96 11 .1 2 719.85 
7/8/96 11 .28 719.69 
8/1/96 NR (2) NA 

9/12/96 11 .55 719.42 
10/17/96 12.50 718.47 
11/25/96 11 .23 719.74 
12/11/96 11 .06 719.91 

1/24/97 10.90 720.07 
2/21/97 11 .06 719.91 
3/14/97 10.73 720.24 
4/11/97 10.98 719.99 

517197 11.02 719.95 
6/5/97 10.48 720.49 
7/3/97 10.86 720.11 
8/4/97 11.72 719.25 

8/29/95 732.05 4.42 (1) 727.63 
11/7/95 NR (2) NA 
4/12/96 12.72 719.33 
5/29/96 11 .50 720.55 

6/4/96 11 .88 720.17 
7/8/96 12.48 719.57 
8/1/96 12.76 719.29 

9/12/96 13.25 718.80 
10/17/96 12.86 719.19 
11/25/96 12.26 719.79 
12/11/96 11 .89 720.16 

1/24/97 11 .76 720.29 
2/21/97 11 .80 720.25 
3/14/97 11.45 720.60 
4/11/97 11.84 720.21 

5/7/97 11 .85 720.20 
6/5/97 11.43 720.62 
7/3/97 11 .61 720.44 
8/4/97 12.10 719.95 

9 1-tandax® 



Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

:),t\ </t JJ,~i:r'81/\ ;.: l"pC~\ J:>ep~~:tg,, .,pe>,rrected,9ro~n:d, 
": .. Welh:c. Gauging , \ Elev/ ,, './WaterJ ' Water. Elevation, 
, N~mbef: . ·· oate-,,, , <teet) :: , J<ie;t,~i" "' l (teetH.i'l·c'· 
RW-3 8/29/95 733.19 4.08 (1l 729. 11 

11/7/95 NR (2l NA 
4/12/96 13.07 720.12 
5/29/96 11 . 73 721.46 
6/4/96 12.68 720.51 
7/8/96 
8/1/96 

9/12/96 
10/17/96 
11/25/96 
12/11/96 

1/24/97 
2/21/97 
3/14/97 
4/11/97 

5/7/97 
6/5/97 
7/3/97 
8/4/97 

13.26 
13.10 
13.40 
12.78 
12.68 
12.51 
12.26 
12.20 
11 .90 
12.23 
12.23 
11 .68 
12.00 
14.00 

719.93 
720.09 
719.79 
720.41 
720.51 
720.68 
720.93 
720.99 
721 .29 
720.96 
720.96 
721 .51 
721 .19 
719.19 

(1) Ground water elevation based on measurements from top 
of bubbler tip. 
(2) NR - Not Recorded 

e 1-fandC!X® -



ATTACHMENT B 

Groundwater Recovery Summary 



-

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 
Cumulative Ground Water Flow Readines 

I If~{ii~,ill! ''.''. ~,,i{,,t . , · Cumulative .PumDae:e (ullons) ,.,tJ;:;.w,.::-,;-
IV .RW~l 'rJ :I:'>; RW-2,.:c; :' >RW-J<.:·:, ;.'Total v:,· 

2/24/95 . . . . 
3/3/95 20,984 31 ,644 80,228 132,856 

3/29/95 84,695 88,774 152,228 325,697 

4/14/95 136,654 133,675 224,228 494,557 

5/3195 200,683 193,729 284,420 678,832 

5/14/95 237,115 228,577 319,268 784,960 

5/18/95 255,043 245,727 354,116 854,886 

5/23/95 255,043 245,727 354,116 854,886 

5126195 276,211 266,031 374,420 916,662 

6/19/95 445,555 428,463 536,852 1,410,870 

8/3/95 445,555 428,463 536,852 1,410,870 

8/4/95 448,963 431,997 543,600 1,424,560 

8/9/95 473,414 453,496 590,792 1,517,702 

8/11/95 482,414 461,556 609,202 1,553,172 

8/14/95 496,474 474,106 637,152 1,607,732 

8/29/95 561 ,302 533,550 768,644 1,863,496 

I0/6/95 664,814 629,975 985,749 2,280,538 

I ln/95 665,305 763,804 1,159,950 2,589,059 

12/8/95 686,316 766,356 1,253,348 2,706,020 

1/15/96 778,585 873,570 1,263,941 2,916,096 

4/12/96 778,585 1,170,564 1,651 ,617 3,600,766 

5/29/96 873,365 1,376,384 1,823,668 4,073,417 

6/26/96 915,555 1,414,873 1,884,622 4,215,050 

7/8/96 972,328 1,474,048 1,987,350 4,433,726 

7/18/96 1,006,046 1,516,919 2,060,742 4,583,707 

8/1/96 1,049,996 1,577,801 2,164,916 4,792,713 

8/16/96 1,091 ,112 1,638,683 2,246,037 4,975,832 

8/27/96 1,118,169 1,684,621 2,314,606 5,117,396 

9/12/96 1,146,432 1,754,050 2,360,521 5,261 ,003 

9/24/96 1,159,035 1,796,140 2,409,496 5,364,671 

10/1/96 1,174,178 1,825,149 2,408,298 5,407,625 

10/17/96 1,253,727 1,855,632 2,411,539 5,520,898 

11/2/96 1,315,165 1,906,634 2,420,559 5,642,358 

11/15/96 1,365,973 1,908,623 2,502,342 5,776,938 

11/25/96 1,396,032 1,911 ,188 2,552,717 5,859,937 

12/11/96 1,430,595 1,935,775 2,611 ,374 5,977,744 

12/27/96 1,452,912 1,937,132 2,649,962 6,040,006 

1/3/97 1,456,304 1,939,518 2,655,775 6,051 ,597 

1/14/97 1,470,242 1,949,120 2,684,864 6,104 ,226 

1/24/97 1,470,505 1,949, 124 2,702,272 6,121 ,901 

2/7/97 1,518,975 1,950,754 2,796,872 6,266,601 

2/21/97 1,571,273 1,952,209 2,835,673 6,359,155 

J/14/97 1,646,678 1,952,209 2,835,673 6,436,098 

J/28197 1,692,834 2,039,01 I 2,835,673 6,588,745 

4/11/97 1,734,064 2,124,196 2,835,673 6,715,160 

4/25/97 1,773,261 2,182,646 2,842,124 6,819,258 

517/97 1,798,995 2,336,981 2,842,124 6,999,327 

5/22/97 1,825,676 2,393,705 2,905,414 7, 146,022 

6/5/97 1,867,121 2,472,696 2,988,177 7,349,221 

6/20/97 1,912,764 2,540,269 3,061 ,814 7,536,074 

7/3/97 1,954,658 2,609,124 3,135,756 7,720,764 

7/17/97 1,975,303 2,680,948 3,199,801 7,877,279 

8/4/97 2,025,486 2,806,996 3,364,397 8,218,106 

8/15/97 2,052,962 2,958,721 3,461 ,264 8,494 ,174 

8/28/97 2,083,623 3,093,542 3,569,012 8,767,404 

~ 
- Data prior to 4/12/96 was collected by EMCON. 
· Anew flow baseline (zero cumulative flow) was established on 

August 3, 1995, due to flow meter replacement. 
- Erroneous flow meter reading from RW-3 on 10/1/96. 
- Due to a flow meter malfunction, the totalizer for RW-2 showed a 

negative flow of 1,051 gallons on January 14, 1997. 
- Due to a flow meter malfunction, the totalizer for RW-3 showed a 

negative flowage of 1,538 gallons, 19,689 gallons, and 20,197 
gallons on March 14, March 28, and May 7, 1997, respectively. 
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ATIACHMENT C 

Site Inspection Forms 



FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

Site Inspection Date: ___.&.....,_)_2--=r-.../_'f,-I.1---------------------
Handex Personnel: .-P::;;__• -"'G"-=-oa<L..L,..tx...,tl,__ __________________ _ 

Arrival Time: _.._f_~.:;.S-_.S~re"""m"-'-'--------------------
Departure Time: I.a\/ ---'--'-+-'-'~---,:>,,-----------------A LA RM RESPONSE VISIT: 

"-·· ---- . ~----- ·-··. .-,--:-J]l)!"l€f~f~ ~Zf9.i'~~=-· :::==:::=;:~~-~!!!!!!!__!!!!! __ _ 

ow Meter Readin · RW-1 L'3B ci}8. I RW-3 :i..99 D-1:-3 c.. ... 'I 
Bubbler Pressure: RW-1 ______ RW-2 2 o - 3z, '' w<-RW-3 1/o -r:v ,., W 

Air Stripper Pressure: / 5 11 Inches of Water ~ 
Effluent Flow Rate: ,_ / /, .r Gallons Per Minute a ¼;I.,.+ 
Effluent Clarity: --=C::;..L;w:;;.;. _ __,, _____________________ ~ 
Building Temperature: Degrees F 

Compressor Checked: Condesate Released: ----
Compressor Oil Level Checked: Oil Ch~xed: 
System Operational Upon Arrival: Yes No, (if no, please explain below) 

bea d-u ,. 

AirNvater Leak RW-2 RW-3 (please circle appropriate controller(s)) 

t No Yes Repaired 

Controllers No Yes Repaired 

~ No X: Yes {LS: Repaired 

s No Yes Repaired 

Compressor No Yes Repaired' 

..,;,Ce,, ~S>e>/ 

• 
Filter Cartridges Replaced: RW-1 RW-2 RW-3 . 

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: --... 

Monitoring/Recovery Wells Gauged: 

Recommendations for system optimization or general comments: 

@-t+ ,.,._w ~r='?Y ~' l Q ~~fo ,r r i~d:;- /?.A.v ~ I \.f+ 
8 f-f. c,± brl--41 o 0 iv.i ~1- ~ t-v.i - · f4 :)64 ~ 

I • 



' 

Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure Time: 

ALARM RESPONSE VISIT: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

Bubbler Pressure: RW-1 __ -_____ -~---- RW-3 3: g: -
Air Stripper Pressure: Jtf lnchesofWater Pft-ei,1. c\e."'"'~u':J \2-"+'Lo 

Effluent Flow Rate: J 3 Gallons Per Minute 

Effluent Clarity: (, I ~ £,( (L 

Building Temperature: Cl 'b 
Compressor Checked: '{-e 7 
Compressor Oil Level Checked: 

Degrees F 

Condesate Released: v-e y 4(1\,fD 
'4 e 7 Oil Changed: _,_.....___ _______ -1 

System Operational Upon Arrival: 1f t 7 Yes No, (if no, please explain below) 

AirNvater Leaks: RW-1 RW-2 RW-3 (please circle appropriate controller(s)) 

Manholes No oZv-L Yes Repaired 

Controllers v No Yes Repaired ---
Lines 

Stripper v 
No (cv-> 2 Yes y-e5 
No Yes 

Repaired ---
Repaired 

Compressor v7 No Yes 
---

Repaired ---

w "-> 
,c:_,Q 

· ··.·-- ·---- ···------ ---·· - ·-·· ·· · -r~l~i.~r::1i,·1ir!,ici~ - - - -·. ···· ··--_-- -· ·- ·--·.· .. ·-· · -

Filter Cartridges Replaced: ve 5 
Stripper Trays and Tubes Checked: 

y-e z RW-2 1/f f RW-3 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

,f .I. J, I //Recommendations for system ';lllimization or general comments 

~( f · · I rile ,,J t '1r'I -e u. f ~ (w-2- Cb NI ,' 11 J ,·"- 18:i r=:7; 



.. 

.. 

Air Stripper Cleaned: 

Recovery Wells Sampled: 

Air Stripper Effluent Sampled: 

Pumps Checked/Cleaned 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

y'r!$ RW-1 !L-ez RW-2 
t 

¥-e z 
yie5 RW-1 ll'l" ~ RW-2 

I 

Filter elements on S-2 controllers inspected and replaced as necessary: 

Air compressor inspection and overhaul as necessary: 

y .... c;; RW-3 

v-e f RW-3 

--.---.-----, ---~-:Sl'\i--X-/-:.",;-;-,;-~'!'!",-(t---. -. -. --.-.. -.--. - .--, _- _, 
. . , . . . - . . : i!~ml1H',111 t£}';..\Jrl.!.\ .· . . .. . . . . . ------------~-~~-----------~--------------------------------------
Break down air stripper blower and check for lubrication and bearing integrity 

per manufacturers specifications. 

Break down S-2 controllers and check and replace where necessary filters, valves, 

springs, and cylinder bores. 

Pull pumps and clean well screens. 

Recommendations for system optimization or general comments: 

.-



e 

T,1 

Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure Time: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

ALARM RESPONSE VISIT: 

Bubbler Pressure: 

Air Stripper Pressure: 

Effluent Flow Rate: 

2.s-Z~ z.e, ]:. o RW-3 2. 88 2 ~ g}'. 3 

-~---- RW-2 ll.f-i.,S-' '¼J,o RW-3 ~-</z't#zD 
Inches of Water ----
Gallons Per Minute ----

Effluent Clarity: C> ( _..-,.......,"""'-'--------------------------~ 
Building Temperat re: l:r..f De rees F 

Compressor Checked: tJ o Condesate Released: _A..d-.A<.J. ,· ( 
Compressor Oil Level Checked: ,r)O Oil Changed: o __.., __________ _. 

'>( Yes ___ No, (if no, please explain below) System Operational Upon Arrival : 

AirMJater Leaks: RW-1 RW-2 RW-3 (please circle appropriate controller(s)) 

Manholes X: No 
I 

Controllers I,. No 

Lines ~ No , 
Stripper X No 

Of r, "') ~"':/. Compressor ''I- No 
" IZ.vi•~'i "l'SSpr,\ 

If yes, explain: 

Filter Cartridges Replaced: RW-1 

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

Recommendations for system optimization or general comments: 

&,~gcR CDBw -1- t,,.vw+ c,,,,c 

Yes 

Yes 

Yes 

Yes 

Yes 

RW-2 

Repaired 

Repaired 

Repaired 

Repaired 

Repaired 

RW-3 
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ATTACHMENT D 

Groundwater Analytical Results 

9 1-landax® 



Mr. Jay Simonds 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

HANDEX OF INDIANA 
8583 Zionsville Rd. 
Indianapolis, IN 46268 

08/08/1997 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

NET Job Number: 97.04658 

Enclosed are the Analytical Results for the following samples 
submitted to NET, Inc. Indianapolis Division for analysis: 

Project Description: 111291-03 / AMPHENOL FACILITY/ FRANKLIN 

Sample Date Date 
Number Sample Description Taken Received 

179034 RW-1-INFLUENT 08/04/1997 08/04/1997 
179035 RW-2-INFLUENT 08/04/1997 08/04/1997 
179036 RW-3-INFLUENT 08/04/1997 08/04/1997 
179037 EFFLUENT 08/04/1997 08/04/1997 

National Environmental Testing, Inc. certifies that the analytical 
results contained herein apply . only to the specific samples 
analyzed. 

Reproduction of this analytical report is permitted only.-in its 
entirety. 
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Mr. Jay Simonds 

HANDEX OF INDIANA 

8583 Zionsville Rd . 

Indianapolis , IN 46268 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

08/08/1997 

Sample No .: 179034 

Job No . : 97 . 04658 

P . O. NO . : 

Page 2 

Sample Description : RW-1-INFLUENT 

Job Description : 111291-03 I AMPHENOL FACILITY/ FRANKLIN 

Date Taken : 08/04/1997 Date Received: 08/04/1997 

Analyst/ 

Parameter Result Flag Units Date of Analysis 

VOLATILE - 8240 (AQ) 

Acetone <50 . ug/L bds I 08/06/1997 

Acrolein <250 ug/L bds I 08/06/1997 

Acrylonitrile <250 ug/L bds I 08/06/1997 

Benzene <5.0 ug/L bds I 08/06/1997 

Bromodichloromethane <5 . 0 ug/L bds I 08/06/1997 

Bromoform <5.0 ug/L bds I 08/06/1997 
Bromomethane <10. ug/L bds I 08/06/1997 

2-Butanone (MEK) <50. ug/L bds I 08/06/1997 

Carbon disulfide <50. ug/L bds I 08/06/1997 

Carbon tetrachloride <5.0 ug/L bds I 08/06/1997 

Chlorobenzene <5 . 0 ug/L bds I 08/06/1997 

Chloroethane <10. ug/L bds I 08/06/1997 

2-Chloroethyl vinyl ether <50. ug/L bds I 08/06/1997 

Chloroform <5.0 ug/L bds I 08/06/1997 

Chloromethane <10 . ug/L bds I 08/06/1997 

Dibromomethane <10. ug/L bds I 08/06/1997 

Dibromochloromethane <5 . 0 ug/L bds I 08/06/1997 

1,2-Dibromo- 3-chloropropane <10 . ug/L bds I 08/06/1997 
1,2-Dibromoethane (EDB) <5 . 0 ug/L bds I 08/06/1997 

Dichlorodifluoromethane <10 . ug/L bds I 08/06/1997 

1,1-Dichloroethane 9.8 ug/L bds I 08/06/1997 

1,2-Dichloroethane <5 . 0 ug/L bds I 08/06/1997 
1 , 1-Dichloroethene <5.0 ug/L bds I 08/06/1997 

trans-1,2 - Dichloroethene <5.0 ug/L bds I 08/06/1997 
cis-1,2-Dichloroethene <5.0 ug/L bds I 08/06/1997 

1,2-Dichloropropane <5.0 ug/L bds I 08/06/1997 

cis-1,3-Dichloropropene <5.0 ug/L bds I 08/06/1997 
trans-1,3-Dichloropropene <5.0 ug/L bds I 08/06/1997 

Ethyl ether <5.0 ug/L bds I 08/06/1997 
Ethyl acetate <10. ug/L bds I 08/06/1997 
Ethylbenzene <5.0 ug/L bds I 08/06/1997 
Ethyl methacrylate <10. ug/L bds I 08/06/1997 

2 -Hexanone <50. ug/L bds I 08/06/1997 

Methyl-tert-butyl-ether (MTBE <10 . ug/L bds I 08/06/1997 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

Number Limit 

s - 8240 <50 . 

s - 8240 <250 

s - 8240 <250 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <50. 

s - 8240 <50 . 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <50. 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <10. 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 824.0 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 - <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s 8240 <5.0 

s - 8240 <10. 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <50 . 

s - 8240 <10 . 
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NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

Mr . Jay Simonds 

HANDEX OF INDIANA 

8583 Zionsville Rd. 

Indianapolis, IN 46268 

Sample Description: RW-1-INFLUENT 

Job Description: 111291-03 / AMPHENOL FACILITY/ FRANKLIN 

Date Taken : 08/04/1997 Date Received: 08/04/1997 

Parameter 

VOLATILE-8240 (AQ) 

Iodomethane 

Methylene chloride 

4-Methyl-2-pentanone (MIBK) 

Styrene 

1,1,2,2-Tetrachloroethane 

Tetrachloroethene 

Toluene 

1,2,3-Trichloropropane 

1,1,1-Trichloroethane 

1,1,2-Trichloroethane 

Trichloroethene 

<10. 

<10.0 

<25. 

<5.0 

<5.0 

35 

<5 . 0 

<10. 

160 

<5.0 

210 

Trichlorofluoromethane <5.0 

Vinyl acetate <10. 

Vinyl chloride <2 . 0 

Xylenes, (Total) <5.0 

SURR: l,2-Dichloroethane-d4 92 

SURR: Toluene-de 98 

SURR : 4-Bromofluorobenzene 102 

Units 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

dlxlO ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

76-114\ 

88-110\ 

86-115\: 

08/08/1997 

Sample No.: 179034 

Job No.: 97.04658 

P.O. NO. : 

Page 3 

Analyst/ 

Date of Analysis 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/07/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

~ Limit 

s - 8240 <10 . 

s - 8240 <10 . 0 

s - 8240 <25 . 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <50. 

s - 8240 <5 . 0 

s - 8240 <10. 

s - 8240 <2.0 

s - 8240 <5.0 

s - 8240 

s - 8240 

s - 8240 
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Mr. Jay Simonds 

HANDEX OF INDIANA 

8583 Zionsville Rd. 

Indianapolis, IN 46268 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

08/08/1997 

Sample No. : 179035 

Job No.: 97 . 04658 

P . O. NO .: 

Page 4 

Sample Description: RW-2-INFLUENT 

Job Description: 111291-03 I AMPHENOL FACILITY/ FRANKLIN 

Date Taken: 08/04/1997 Date Received: 08/04/1997 

Analyst/ 

Parameter Result Flag Units Date of Analysis 

VOLATILE-8240 (AQ) 

Acetone <50. ug/L bds I 08/06/1997 

Acrolein <250 ug/L bds I 08/06/1997 

Acrylonitrile <250 ug/L bds I 08/06/1997 

Benzene <5.0 ug/L bds I 08/06/1997 

Bromodichloromethane <5.0 ug/L bds I 08/06/1997 

Bromoform <5.0 ug/L bds I 08/06/1997 

Bromomethane <10 . ug/L bds I 08/06/1997 

2-Butanone (MEK) <50. ug/L bds I 08/06/1997 

Carbon disulfide <50. ug/L bds I 08/06/1997 

Carbon tetrachloride <5 . 0 ug/L bds I 08/06/1997 

Chlorobenzene <5.0 ug/L bds I 08/06/1997 

Chloroethane <10 . ug/L bds I 08/06/1997 

2-Chloroethyl vinyl ether <50. ug/L bds I 08/06/1997 

Chloroform <5.0 ug/L bds I 08/06/1997 

Chloromethane <10. ug/L bds I 08/06/1997 

Dibromomethane <10. ug/L bds I 08/06/1997 

Dibromochloromethane <5 . 0 ug/L bds I 08/06/1997 

1,2-Dibromo-3-chloropropane <10. ug/L bds I 08/06/1997 

1,2-Dibromoethane (EDB) <5.0 ug/L bds I 08/06/1997 

Dichlorodifluoromethane <10. ug/L bds I 08/06/1997 

1,1-Dichloroethane 18 ug/L bds I 08/06/1997 

1,2-Dichloroethane <5.0 ug/L bds I 08/06/1997 

1,1-Dichloroethene <5 . 0 ug/L bds I 08/06/1997 

trans-1,2-Dichloroethene <5 . 0 ug/L bds I 08/06/1997 

cis-1,2-Dichloroethene <5.0 ug/L bds I 08/06/1997 

1,2-Dichloropropane <5 . 0 ug/L bds I 08/06/1997 

cis-1,3-Dichloropropene <5 . 0 ug/L bds I 08/06/1997 

trans-1,3-Dichloropropene <5.0 ug/L bds I 08/06/1997 

Ethyl ether <5.0 ug/L bds I 08/06/1997 

Ethyl acetate <10. ug/L bds I 08/06/1997 

Ethylbenzene <5.0 ug/L bds I 08/06/1997 

Ethyl methacrylate <10. ug/L bds I 08/06/1997 

2-Hexanone <50. ug/L bds I 08/06/1997 

Methyl-tert-butyl-ether (MTBE <10 . ug/L bds I 08/06/1997 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

Number Limit 

s - 8240 <50. 

s - 8240 <250 

s - 8240 <250 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <50. 

s - 8240 <50. 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <50. 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <10. 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5.0 

s 8240 - <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <50 . 

s - 8240 <10. 
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NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

Mr . Jay Simonds 

HANDEX OF INDIANA 

8583 Zionsville Rd. 

Indianapolis, IN 46268 

Sample Description: RW-2-INFLUENT 

Job Description : 111291-03 / AMPHENOL FACILITY/ FRANKLIN 

Date Taken: 08/04/1997 Date Received : 08/04/1997 

Parameter 

VOLATILE-8240 (AQ) 

Iodomethane 

Mechylene chloride 

4-Methyl-2-pentanone (MIBK) 

Styrene 

1,1,2,2-Tetrachloroethane 

Tetrachloroethene 

Toluene 

1,2,3-Trichloropropane 

1,1,l-Trichloroethane 

1,1,2-Trichloroethane 

Trichloroethene 

<10. 

<10.0 

<25. 

<5 . 0 

<5.0 

400 . 

<5.0 

<10. 

310 . 

<5.0 

560. 

Trichlorofluoromethane <5.0 

Vinyl acetate <10. 

Vinyl chloride <2.0 

Xylenes, (Total) <5. 0 

SURR : l,2-Dichloroethane-d4 94 

SURR : Toluene-dB 99 

SURR: 4-Bromofluorobenzene 101 

Units 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

dlxlO ug/L 

ug/L 

ug/L 

dlxlO ug/L 

ug/L 

dlxlO ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

76-114\ 

88-110\ 

86-115\ 

08/08/1997 

Sample No . : 179035 

Job No.: 97.04658 

P.O . NO. : 

Page 5 

Analyst/ 

Date of Analysis 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/07/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/07/1997 

bds I 08/06/1997 

bds I 08/07/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

Number Limit 

s - 8240 <10. 

s - 8240 <10 . 0 

s - 8240 <25 . 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <50 . 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <50 . 

s - 8240 <5.0 

s - 8240 <50 . 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <2 . 0 

s - 8240 <5 . 0 

s - 8240 

s - 8240 

s - 8240 



. . 
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Mr . Jay Simonds 

HANDEX OF INDIANA 

8583 Zionsville Rd. 

Indianapolis, IN 46268 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

08/08/1997 

Sample No.: 179036 

Job No . : 97 . 04658 

P.O . NO . : 

Page 6 

Sample Description: RW-3-INFLUENT 

Job Description: 111291 - 03 I AMPHENOL FACILITY/ FRANKLIN 

Date Taken: 08/04/1997 Date Received: 08/04/1997 

Analyst/ 

Parameter ~ Flag Units Date of Analysis 

VOLATILE-8240 (AQ) 

Acetone <50 , ug/L bds I 08/06/1997 

Acrolein <250 ug/L bds I 08/06/1997 

Acrylonitrile <250 ug/L bds I 08/06/1997 

Benzene <5.0 ug/L bds I 08/06/1997 

Br0modichloromethane <5 . 0 ug/L bds I 08/06/1997 

Bro moform <5.0 ug/L bds I 08/06/1997 

Br-,momethane <10. ug/L bds I 08/06/1997 

2-Bucanone (MEK) <50 , ug/L bds I 08/06/1997 

Carbon disulfide <50. ug/L bds I 08/06/1997 

Carbon tetrachloride <5. 0 ug/L bds I 08/06/1997 

Chlorobenzene <5 . 0 ug/L bds I 08/06/1997 

Chloroethane <10 . ug/L bds I 08/06/1997 

2 - Chloroethyl vinyl ether <50. ug/L bds I 08/06/1997 

Chloroform <5.0 ug/L bds I 08/06/1997 

Chloromethane <10 . ug/L bds I 08/06/1997 

Dibromomethane <10. ug/L bds I 08/06/1997 

Dibromochloromethane <5 . 0 ug/L bds I 08/06/1997 

l,2-Dibromo-3-chloropropane <10. ug/L bds I 08/06/1997 

1,2-Dibromoethane (EDB) <5.0 ug/L bds I 08/06/1997 

Dichlorodifluoromethane <10. ug/L bds I 08/06/1997 

1,1-Dichloroethane 17 ug/L bds I 08/06/1997 

1,2-Dichloroethane <5 . 0 ug/L bds I 08/06/1997 

l,l-Dichloroethene <5 . 0 ug/L bds I 08/06/1997 

trans-1 , 2-Dichloroethene <5 . 0 ug/L bds I 08/06/1997 

cis - 1,2-Dichloroethene <5.0 ug/L bds I 08/06/1997 

1 , 2-Dichloropropane <5 . 0 ug/L bds I 08/06/1997 

cis-1 , 3-Dichloropropene <5 . 0 ug/L bds I 08/06/1997 

trans-1,3-Dichloropropene <5.0 ug/L bds I 08/06/1997 

Ethyl ether <5 . 0 ug/L bds I 08/06/1997 

Etnyl acetate <10. ug/L bds I 08/06/1997 

Ethylbenzene <5.0 ug/L bds I 08/06/1997 

Ethyl methacrylate <10. ug/L bds I 08/06/1997 

2-Hexanone <50 . ug/L bds I 08/06/1997 

Mechyl-tert-butyl-ether (MTBE <10 . ug/L bds I 08/06/1997 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

Number Limit 

s - 8240 <50. 

s - 8240 <250 

s - 8240 <250 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <50 . 

s - 8240 <50 . 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <50 . 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <10 . 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <5. 0 

s - 8240 <10. 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5. 0 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <10. 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <50 . 

s - 8240 <10. 



I ' • 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

Mr. Jay Simonds 

HANDEX OF INDIANA 

8583 Zionsville Rd . 

Indianapolis, IN 46268 

Sample Description: RW-3-INFLUENT 

Job Description: 111291-03 / AMPHENOL FACILITY/ FRANKLIN 

Date Taken: 08/04/1997 Date Received : 08/04/1997 

e 

Parameter 

VOLATILE-8240 (AQ) 

Iodomethane 

Methylene chloride 

4 -Methyl-2-pentanone (MIBK) 

Styrene 

1,1,2,2-Tetrachloroethane 

Tetrachloroethene 

Toluene 

1,2,3-Trichloropropane 

1,1,1-Trichloroethane 

1,1,2-Trichloroethane 

Trichloroethene 

<10. 

<10 . 0 

<25. 

<5 . 0 

<5.0 

110 

<5.0 

<10 . 

330. 

<5.0 

490. 

Trichlorofluoromethane <5.0 

Vinyl acetate <10. 

Vinyl chloride <2.0 

Xylenes, (Total) <5.0 

SURR : l,2-Dichloroethane-d4 95 

SURR : Toluene-de 100 

SURR : 4-Bromofluorobenzene 99 

!!!!ill 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

dlxlO ug/L 

ug/L 

dlxlO ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

76-114\ 

88-110\ 

86-115\ 

08/08/1997 

Sample No .: 179036 

Job No .: 97.04658 

P.O . NO .: 

Page 7 

Analyst/ 

Date of Analysis 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/07/1997 

bds I 08/06/1997 

bds I 08/07/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

bds I 08/06/1997 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

Number Limit 

s - 8240 <10. 

s - 8240 <10 . 0 

s - 8240 <25 . 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 -<5. 0 

s - 8240 <10 . 

s - 8240 <50 . 

s - 8240 <5.0 

s - 8240 <50. 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <2 . 0 

s - 8240 <5.0 

s - 8240 

s - 8240 

s - 8240 



Mr . Jay Simonds 

HANDEX OF INDIANA 

8583 Zionsville Rd . 

Indianapolis, IN 46268 

Sample Description: EFFLUENT 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

08/08/1997 

Sample No .: 179037 

Job No. : 97 . 04658 

P.O. NO.: 

Page 8 

Job Description: 111291-03 I AMPHENOL FACILITY/ FRANKLIN 

Date Taken: 08/04/1997 Date Received: 08/04/1997 

Analyst/ 

Parameter Result Flag Units Date of Analysis 

VOLATILE-8240 (AQ) 

Acetone <50 . ug/L bds I 08/06/1997 

Acrolein <250 ug/L bds I 08/06/1997 

Acrylonitrile <250 ug/L bds I 08/06/1997 

Benzene <5.0 ug/L bds I 08/06/1997 

Bromodichloromethane <5.0 ug/L bds I 08/06/1997 

e Bromoform <5 . 0 ug/L bds I 08/06/1997 

Bromomethane <10. ug/L bds I 08/06/1997 

2-Butanone (MEK) <50 . ug/L bds I 08/06/1997 

Carbon disulfide <50 . ug/L bds I 08/06/1997 

Carbon tetrachloride <5.0 ug/L bds I 08/06/1997 

Chlorobenzene <5.0 ug/L bds I 08/06/1997 

Chloroethane <10. ug/L bds I 08/06/1997 

2-Chloroethyl vinyl ether <50. ug/L bds I 08/06/1997 

Chloroform <5.0 ug/L bds I 08/06/1997 

Chloromethane <10. ug/L bds I 08/06/1997 

Dibromomethane <10. ug/L bds I 08/06/1997 

Dibromochloromethane <5.0 ug/L bds I 08/06/1997 

1,2-Dibromo-3-chloropropane <10. ug/L bds I 08/06/1997 

1,2-Dibromoethane (EDB) <5 . 0 ug/L bds I 08/06/1997 

Dichlorodifluoromethane <10. ug/L bds I 08/06/1997 

1,1-Dichloroethane <5 . 0 ug/L bds I 08/06/1997 

1,2 - Dichloroethane <5.0 ug/L bds I 08/06/1997 

1,1-Dichloroethene <5.0 ug/L bds I 08/06/1997 

trans-1,2-Dichloroethene <5.0 ug/L bds I 08/06/1997 

cis-1,2-Dichloroethene <5.0 ug/L bds I 08/06/1997 

1,2-Dichloropropane <5.0 ug/L bds I 08/06/1997 

cis-1,3-Dichloropropene <5 . 0 ug/L bds I 08/06/1997 

trans-1,3-Dichloropropene <5 . 0 ug/L bds I 08/06/1997 

Ethyl ether <5.0 ug/L bds I 08/06/1997 

Ethyl acetate <10. ug/L bds I 08/06/1997 

Ethylbenzene <5.0 ug/L bds I 08/06/1997 

Ethyl methacrylate <10. ug/L bds I 08/06/1997 

2-Hexanone <50 . ug/L bds I 08/06/1997 

Methyl-tert-butyl - ether (MTBE <10. ug/L bds I 08/06/1997 

e 

s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

Number Limit 

- 8240 <50 . 

- 8240 <250 

- 8240 <250 

- 8240 <5.0 

- 8240 <5 . 0 

- 8240 <5.0 

- 8240 <10 . 

- 8240 <50. 

- 8240 <50. 

- 8240 <5 . 0 

- 8240 <5.0 

- 8240 <10. 

- 8240 <50. 

- 8240 <5.0 

- 8240 <10. 

- 8240 <10 . 

- 8240 <5.0 

- 8240 <10. 

- 8240 <5.0 

- 8240 <10 . 

- 8240 <5 . 0 

- 8240 <5 . 0 

- 8240 <5.0 

- 8240 <5 . 0 

- 8240 <5.0 

- 8240 ~ <5.0 

- 8240 <5.0 

- 8240 <5 . 0 

- 8240 <5.0 

- 8240 clO . 

- 8240 <5.0 

- 8240 <10 . 

- 8240 <50. 

- 8240 <10. 
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Mr. Jay Simonds 

HANDEX OF INDIANA 

8583 Zionsville Rd. 

Indianapolis, IN 46268 

Sample Description : EFFLUENT 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

08/08/1997 

Sample No . : 179037 

Job No.: 97 . 04658 

P.O. NO . : 

Page 9 

Job Description : 111291-03 / AMPHENOL FACILITY/ FRANKLIN 

Date Taken : 08/04/1997 Date Received: 08/04/1997 

Analyst/ 

Parameter Result Flag Units Date of Analysis 

VOLATILE - 824 0 (AQ) 

Iodomethane <10 . ug/L bds I 08/06/1997 

Methylene chloride <10.0 ug/L bds I 08/06/1997 

4-Methyl-2-pentanone (MIBK) <25. ug/L bds I 08/06/1997 

Styrene <5 . 0 ug/L bds I 08/06/1997 

1,1,2,2-Tetrachloroethane <5.0 ug/L bds I 08/06/1997 

Tetrachloroethene <5 . 0 ug/L bds I 08/06/1997 

Toluene <5 . 0 ug/L bds I 08/06/1997 

1,2,3-Trichloropropane <10. ug/L bds I 08/06/1997 

1,1,1-Trichloroethane <5.0 ug/L bds I 08/06/1997 

1,1,2-Trichloroethane <5 . 0 ug/L bds I 08/06/1997 

Trichloroethene <5.0 ug/L bds I 08/06/1997 

Trichlorofluoromethane <5.0 ug/L bds I 08/06/1997 

Vinyl acetate <10. ug/L bds I 08/06/1997 

Vinyl chlor i de <2 . 0 ug/L bds I 08/06/1997 

Xy lenes , (Total) <5.0 ug/L bds I 08/06/1997 

SURR : l,2-Dichloroethane-d4 95 76-114\- bds I 08/06/1997 

SURR : Toluene-de 101 88-110\- bds I 08/06/1997 

SURR: 4-Bromofluorobenzene 102 86-115\- bds I 08/06/1997 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

Number Limit 

s - 8240 <10. 

s - 8240 <10 . 0 

s - 8240 <25 . 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <2 . 0 

s - 8240 <5 . 0 

s - 8240 

s - 8240 

s - 8240 
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Dry Weight 

NET NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 
KEY TO ABBREVIATIONS 

\ 

\ Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Less than; when appearing in the results column indicates the analyte was not detected 
at or above the reported value. 

Concentration in units of milligrams of analyte per Liter of sample. Measurement used 
for aqueous samples. Can also be expressed as parts per million (ppm). _ 

Concentration in units of micrograms of analyte per Liter of ~ample. Measurement used 
for aqueous samples. Can also be expressed as parts per billion (ppb) . 

Concentration in units of milligrams of analyte per kilogram of sample. Measurement 
used for non-aqueous samples. Can also be expressed as parts per million (ppm). 

Concentration in units of micrograms of analyte per kilogram of sample. Measurement 
used for non-aqueous samples. Can also be expressed as parts per billion (ppb). 

Practical Quantitation Limit; the lowest level that can be reliably achieved 
within specified limits of precision and accuracy under routine conditions. 

Indicates the sample concentration was quantitated using a diesel fuel standard. 

Indicates the analyte of interest was also found in the method blank. 

Samples resembles unknown Hydrocarbon . 

Indicates the sample was diluted due to high analyte concentration . 

Indicates the sample was diluted due to matrix interference and that the POL may be elevated. 

Indicates the reported concentration is estimated. 

Indicates the sample· concentration was quantitated using a fuel oil standard. 

Indicates the sample concentration was quantitated using a gasoline standard. 

Indicates the sample was analyzed past holding time. 

Indicates the sample spike concentration was insufficient, due to high analyte concentration in the sample . 

Indicates the reported concentration is below the POL . 

Indicates the sample concentration was quantitated using a kerosene standard. 

Indicates an MS/MSD was not analyzed due to insufficient sample. An LCS duplicate has been provided . 

Indicates the sample concentration was quantitated using a mineral spirits standard. 

Indicates the sample concentration was quantitated using a motor oil standard. 

Indicates the sample was post spiked due to sample matrix. 

Indicates MS/MSD exceeded control limits. All other OCis were in control. 

Indicates the sample was received past holding time. 

Indicates the sample concentration was quantitated using a stoddard solvent standard. 

Indicates the sample was received improperly preserved and/or contained. 

Indicates the result is under the reporting limit and considered an estimated concentration. 

Indicates the Toxicity Characteristic Leaching Procedure was performed for this analysis. · 

Indicates the analysis was performed using Inductively Coupled Plasma Spect;oscopy. 

Indicates the analysis was performed using Graphite Furnace Atomic Absorption Spectroscopy. 

Percent; To convert ppm tot, divide the result by 10,000. 
To convert t to ppm, multiply the result by 10,000. 

Rep~rting limits are elevated due to insufficient sample submitted by client • 

When indicated, the results are reported on a dry weight basis. The contribution of the 
1110isture content in the sample is subtracted when calculating the concentration of the analvte . 
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June 23, 1997 

Mr. Sam Waldo 
Director, Environmental Affairs 
AMPHENOL CORPORATION 
World Headquarters 
358 Hall Avenue 
Wallingford, CT 06492 

Re: OPERATION AND MAINTENANCE OF THE INTERIM CORRECTIVE MEASURE 
Former Amphenol Facility 
980 Hurricane Road 
Franklin, Indiana 

Dear Mr. Waldo: 

Enclosed, please find a summary of the operation and maintenance (O&M) and gauging activities completed by 
Handex Environmental, Inc. (Handex) at the above-referenced site. This report summarizes the activities completed 
during the May 22 to June 20, 1997 reporting period. Handex personnel inspected the site on a biweekly basis to 
monitor system operations and ground water recovery and treatment. 

Groundwater Level Measurements 
On June 5, 1997, Handex personnel gauged the monitoring well network at the site using an electronic oil/water 
interface probe to determine the depth to water and the presence or absence of liquid-phase hydrocarbons. The 
monitoring well network was gauged on two separate days because of an equipment malfunction. Depth to water 
beneath the site ranged from 5.63 feet below grade in MW-9 to 15.88 feet below grade in MW-22. Liquid-phase 
hydrocarbons were not detected within the monitoring and recovery well network at the site. All of the submersible 
pumps were pumping while well gauging activities were performed. Figure l is a site plan illustrating pertinent site 
features and well locations. The groundwater elevation data is summarized in Attachment A, and a groundwater 
contour map has been included as Figure 2. 

Groundwater Treatment System 
During this reporting period, approximately 390,052 gallons of groundwater were treated and discharged from 
recovery wells RW-1, RW-2, and RW-3. Based on data provided by EMCON and Handex field data sheets, the total 
volume of groundwater recovered to date is approximately 7,536,074 gallons. Attachment B includes a table and a 
graph illustrating the recovery rates to date, and Attachment C contains copies of Field Data Sheets completed by 
Handex personnel. 

The groundwater treatment system was not operational upon arrival on June 20, 1997. The system shut down because 
the circuit breaker on the air stripping unit had tripped. Handex personnel examined the air stripper blower, air 
compressor, and air stripper for deficiencies and no deficiencies were found . The system was then restarted and has 
remained operational to date. 

Groundwater Sampling and Analysis 
No groundwater treatment system samples were collected during this reporting period. The next sampling event is 
scheduled for the week ending August 2, 1997. 

8583 Zionsville Road, Indianapolis, IN 46268 • (317) 228-6240 • Fax: (317) 228-6243 
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Schedule of Activities 
Biweekly and monthly site inspections and O&M activities will continue. Site visits are scheduled for the weeks 
ending July 5 and July 19, 1997. The information from these site inspections will be summarized in the July 1997 

progress report. 

Should you have any questions regarding this site or information summarized within this report, please do not hesitate 
to contact this office at (317) 228-6240. Handex appreciates the opportunity to provide environmental services to 
Amphenol Corporation. 

Sincerely, 
HANDEX ENVIRONMENTAL, INC. 

~,~ 
Hydrogeologist 

Project Manager 

Attachments 
cc: Mr. Jim Keith, Earth Tech, Bloomington, IN 

Mr. John Kneebone, Marine Corporation of America 

e1-1andax~ 
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ATTACHMENT A - Groundwater Level Measurements 
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:; wen 
Number · 

IT-2 

IT-3 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

;~·:: ,, Toe ; Depth _to . Corrected Ground 
Gauging Elev. /' ·twater,".' 

; , 

. Water Elevation 
.Date · '(feet) · ·: (feetYL\ · (feet) 
8/29/95 732.25 12.36 719.89 
1117/95 13.07 719.18 
4/12/96 13.45 718.80 
5/29/96 10.82 721.43 
6/4/96 11 .08 721.17 
7/8/96 11 .84 720.41 
8/1/96 12.04 720.21 

9/12/96 12.58 719.67 
10/17/96 12.37 719.88 
11/25/96 12.26 719.99 
12/11/96 12.02 720.23 

1/24/97 11 .71 720.54 
2/21/97 11 .85 720.40 
3/14/97 11.48 720.77 
4/11/97 11 .94 720.31 

5/7/97 11 .98 720.27 
6/5/97 11 .37 720.88 

8/29/95 728.71 9.52 719.19 
1117/95 11 .14 717.57 
4/12/96 12.09 .716.62 
5/29/96 9.41 719.30 

6/4/96 10.11 718.60 
7/8/96 10.44 718.27 
8/1/96 10.63 718.08 

9/12/96 10.85 717.86 
10/17/96 10.97 717.74 
11/25/96 10.82 717.89 
12/11/96 10.79 717.92 

1/24/97 10.55 718.16 
2/21/97 10.80 717.91 
3/14/97 10.51 718.20 
4/11/97 10.76 717.95 

5/7/97 10.79 717.92 
6/5/97 10.18 718.53 
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hWell {S 
· Number 
MW-3 

MW-9 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

G . "( :·;;~~~:'J tDepthto Corrected Ground 
,.:.C.y,, '-T'':' : ".}J .... ... '. ; 

. augmg ,->Water ,, <'.Water Elevation 
<oate C. ··t (ieet>··· :: -;,: :' ,: ·,. , __ '·<<~,;, 

· ·+ .. ;;')(feet) ·. . < t<(feet) \t 
8/29/95 736.44 15.23 721 .21 
11/7/95 16.40 720.04 
4/12/96 14.91 721 .53 
5/29/96 13.16 723.28 

6/4/96 13.15 723.29 
7/8/96 14.03 722.41 
8/1/96 14.53 721 .91 

9/12/96 15.33 721 .11 
10/17/96 15.33 721 .11 
11/25/96 15.29 721.15 
12/11/96 14.95 721 .49 

1/24/97 14.50 721 .94 
2/21/97 14.50 721 .94 
3/14/97 14.06 722.38 
4/11/97 14.42 722.02 
5/12/97 14.59 721.85 

6/5/97 13.53 722.91 
8/29/95 733.04 9.70 723.34 
11/7/95 11 .47 721.57 
4/12/96 9.46 723.58 
5/29/96 3.94 729.10 

6/4/96 5.81 727.23 
7/8/96 6.90 726.14 
8/1/96 7.65 725.39 

9/12/96 9.23 723.81 
10/17/96 9.64 723.40 
11/25/96 9.53 723.51 
12/11/96 9.18 723.86 

1/24/97 7.66 725.38 
2/21/97 7.70 725.34 
3/14/97 6.68 726.36 
4/11/97 7.54 725.50 
5/12/97 7.97 725.07 

6/5/97 5.63 727.41 
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Well ·, 
·Number 
MW-12 

MW-20 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

tTOC . . Depth to Corrected Ground 
' ... ~~· 

Gauging .·Elev. ( Water "" +· Water Elevation 
.Date (feet) ·· ... . '(feetff: (feet) 
8/29/95 736.38 16.43 719.95 
11/7/95 17.18 719.20 
4/12/96 16.21 720.17 
5/29/96 15.07 721.31 
6/4/96 15.31 721.07 
7/8/96 15.88 720.50 
8/1/96 16.16 720.22 

9/12/96 16.59 719.79 
10/17/96 16.47 719.91 
11/25/96 16.32 720.06 
12/11/96 16.12 720.26 

1/24/97 15.89 720.49 
2/21/97 15.96 720.42 
3/14/97 15.66 720.72 
4/11/97 16.07 720.31 

5/7/97 16.09 720.29 
6/5/97 15.85 720.53 

8/29/95 734.03 10.35 723.68 
11/7/95 12.16 721 .87 
4/12/96 9.70 724.33 
5/29/96 6.30 727.73 
6/4/96 7.63 726.40 
7/8/96 8.58 725.45 
8/1/96 8.93 725.10 

9/12/96 10.39 723.64 
10/17/96 10.56 723.47 
11/25/96 9.82 724.21 
12/11/96 9.64 724.39 

1/24/97 8.57 725.46 
2/21/97 8.86 725.17 
3/14/97 8.00 726.03 
4/11/97 8.87 725.16 
5/12/97 9.13 724.90 
6/5/97 7.55 726.48 



Well 
Number 

MW-21 

MW-22 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

.. 
TOC. • ·o~pthto , C:::orrected Ground 

Gauging Elev. . Water Water Elevation 
Date (feet) (feet) / ··, (feet) 
8/29/95 737.91 16.81 721 .10 
11/7/95 17.92 719.99 
4/12/96 16.48 721.43 
5/29/96 14.82 723.09 
6/4/96 14.82 723.09 
7/8/96 15.67 722.24 
8/1/96 16.16 721 .75 

9/12/96 16.89 721.02 
10/17/96 16.89 721 .02 
11/25/96 16.85 721 .06 
12/11/96 16.53 721 .38 

1/24/97 16.10 721 .81 
2/21/97 16.11 721 .80 
3/14/97 15.64 722.27 
4/11/97 16.05 721 .86 
5/12/97 16.20 721 .71 
6/5/97 15.18 722.73 

8/29/95 737.64 17.05 720.59 
11/7/95 17.90 719.74 
4/12/96 16.74 720.90 
5/29/96 15.52 722.12 

6/4/96 15.63 722.01 
7/8/96 16.22 721.42 
8/1/96 16.58 721 .06 

9/12/96 17.15 720.49 
10/17/96 17.04 720.60 
11/25/96 16.99 720.65 
12/11/96 16.76 720.88 

1/24/97 16.46 721 .18 
2/21/97 16.50 721.14 
3/14/97 16.15 721.49 
4/11/97 16.47 721 .17 

5/7/97 17.55 720.09 
6/5/97 15.88 721 .76 

e1-1andczx~ 
~ 
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Well 
Number 

MW-24 

MW-26 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

. TOC , Depth to_ Corrected Ground , . . 

· Gauging · Elev. :. 
' ,.,, 

Water .. Elevation Water.,· 
-,.: ~-

Date · ·(feet) '. ·· :(feet) ' . (feet) 
8/29/95 736.02 15.59 720.43 
1117/95 16.41 719.61 
4/12/96 15.29 720.73 
5/29/96 13.77 722.25 
6/4/96 13.80 722.22 
7/8/96 14.54 721.48 
8/1/96 15.01 721 .01 

9/12/96 15.61 720.41 
10/17/96 15.66 720.36 
11/25/96 15.61 720.41 
12/11/96 15.33 720.69 

1/24/97 14.96 721 .06 
2/21/97 15.24 720.78 
3/14/97 14.62 721.40 
4/11/97 14.96 721 .06 

5/7/97 15.04 720.98 
6/5/97 14.20 721 .82 

8/29/95 736.39 13.46 722.93 
11/7/95 15.02 721 .37 
4/12/96 13.17 723.22 
5/29/96 9.53 726.86 

6/4/96 10.47 725.92 
7/8/96 11.62 724.77 
8/1/96 12.16 724.23 

9/12/96 13.48 722.91 
10/17/96 13.60 722.79 
11/25/96 13.42 722.97 
12/11/96 13.08 723.31 

1/24/97 12.14 724.25 
2/21/97 12.25 724.14 
3/14/97 11.48 724.91 
4/11/97 12.18 724.21 
5/12/97 12.41 723.98 
6/5/97 10.45 725.94 
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'/,Well 
~> 

Number 
MW-27 

e 
MW-28 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

>.:;:roe· l)ept~to Corrected Ground 
Gaug.ing .· ile:1e~:L«f, .:, .. ·'" J 

;' Water,Elev~'tion · · ,Wat~r ,,i, 
.····· oate , (feet) '" ·;}(feet) ;,., •· >' (feetf \ 

8/29/95 736.63 15.37 721 .26 
11/7/95 16.66 719.97 
4/12/96 15.01 721.62 
5/29/96 13.23 723.40 
6/4/96 13.44 723.19 
7/8/96 14.38 722.25 
8/1/96 14.79 721 .84 

9/12/96 15.62 721 .01 
10/17/96 15.56 721 .07 
11/25/96 15.45 721 .18 
12/11/96 15.11 721 .52 

1/24/97 14.63 722.00 
2/21/97 14.75 721 .88 
3/14/97 14.28 722.35 
4/11/97 14.71 721 .92 
5/12/97 14.88 721.75 

6/5/97 13.78 722.85 
8/29/95 738.04 17.03 721 .01 
11/7/95 18.19 719.85 
4/12/96 16.72 721 .32 
5/29/96 15.21 722.83 
6/4/96 15.32 722.72 
7/8/96 16.12 721 .92 
8/1/96 16.54 721 .50 

9/12/96 17.25 720.79 
10/17/96 17.20 720.84 
11/25/96 17.10 720.94 
12/11/96 16.81 721 .23 

1/24/97 16.39 721 .65 
2/21/97 16.49 721 .55 
3/14/97 16.05 721 .99 
4/11/97 16.41 721.63 
5/12/97 16.57 721.47 

6/5/97 15.66 722.38 
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>Well 
Number 

MW-29 

MW-30 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

Toe .::: rDepthto. Corrected Gr,pund 
0 Gauging · .Elev~Jt , .,.,Water\: . .•. Water,Ele\'ation , 

Date (feetf ;, (feet)<' ,< · (f~et( 
8/29/95 737,61 16,83 720.78 
1117/95 17.99 719.62 
4/12/96 16.46 721 .15 
5/29/96 15.01 722.60 
6/4/96 15.19 722.42 
7/8/96 16.04 721 .57 
8/1/96 16.40 721 .21 

9/12/96 17.15 720.46 
10/17/96 17.02 720.59 
11/25/96 16.93 720.68 
12/11/96 16.61 721 .00 
1/24/97 16.24 721 .37 
2/21/97 16.31 721 .30 
3/14/97 15.91 721 .70 
4/11/97 16.30 721 .31 
5/12/97 16.41 721 .20 

6/5/97 15.57 722.04 
8/29/95 734.84 15.54 719,30 
11/7/95 15.93 718.91 
4/12/96 14.95 -719.89 
5/29/96 14.10 720.74 

6/4/96 14.38 720.46 
7/8/96 14.84 720.00 
8/1/96 15.06 719.78 

9/12/96 15.28 719.56 
10/17/96 15.58 719.26 
11/25/96 15.13 719.71 
12/11/96 14.98 719.86 

1/24/97 14.71 720,13 
2/21/97 14.95 719.89 
3/14/97 14.70 720.14 
4/11/97 14.92 719.92 

517197 14.93 719.91 
6/5/97 I 14.37 720.47 
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, 
.. Well 

. ' 

Number 
RW-1 

RW-2 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

"/. . ..... .· TOC .Depth to Corrected Ground 
Gaug_ing Elev. : .. i;·Water?{ Water Elevation 

'"(fe~t) '} 
.. 

Date (feet) ·· · ... ·· (feet) 

8/29/95 730.97 2.58 (1) 728.39 
11/7/95 NR (2) NA 
4/12/96 11 .02 719.95 
5/29/96 10.84 720.13 

6/4/96 11.12 719.85 
7/8/96 11 .28 719.69 
8/1/96 NR (2) NA 

9/12/96 11 .55 719.42 
10/17/96 12.50 718.47 
11/25/96 11 .23 719.74 
12/11/96 11 .06 719.91 

1/24/97 10.90 720.07 
2/21/97 11.06 719.91 
3/14/97 10.73 720.24 
4/11/97 10.98 719.99 

5/7/97 11 .02 719.95 
6/5/97 10.48 720.49 

8/29/95 732.05 4.42 (1) 727.63 
11/7/95 NR (2) NA 
4/12/96 12.72 719.33 
5/29/96 11 .50 720.55 

6/4/96 11 .88 720.17 
7/8/96 12.48 719.57 
8/1/96 12.76 719.29 

9/12/96 13.25 718.80 
10/17/96 12.86 719.19 
11/25/96 12.26 719.79 
12/11/96 11 .89 720.16 

1/24/97 11 .76 720.29 
2/21/97 11 .80 720.25 
3/14/97 11 .45 720.60 
4/11/97 11.84 720.21 

517197 11.85 720.20 
6/5/97 11 .43 720.62 
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Well 
Number 

RW-3 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

'TOC Depth to. Corrected. Ground 
. Gauging i 'Elev . ·Water ; Water Elevation 

Date (feet) , .. ]feet) / (feet) 
8/29/95 733.19 4.08 (1) 729.11 
11/7/95 NR (2) NA 
4/12/96 13.07 720.12 
5/29/96 11 .73 721.46 
6/4/96 12.68 720.51 
7/8/96 13.26 719.93 
8/1/96 13.10 720.09 

9/12/96 13.40 719.79 
10/17/96 12.78 720.41 
11/25/96 12.68 720.51 
12/11/96 12.51 720.68 

1/24/97 12.26 720.93 
2/21/97 12.20 720.99 
3/14/97 11 .90 721.29 
4/11/97 12.23 720.96 

517197 12.23 720.96 
6/5/97 11.68 721 .51 

(1) Ground water elevation based on measurements from top 
of bubbler tip. 
(2) NR - Not Recorded 
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' Date . 
2/24/95 

3/3/95 
3/29/95 
4/14/95 

5/3195 
5/14/95 
5/18/95 
5/23/95 
5126/95 
6/19/95 
8/3/95 
8/4/95 
8/9/95 

8/11/95 
8/14/95 
8/29/95 
I 0/6/95 
11/7/95 
12/8/95 
1/15/96 
4/12/96 
5129/96 
6/26/96 

7/8/96 
7/18/96 

8/1/96 
8/16/96 
8/27/96 
9/12/96 
9/24/96 
I0/1 /96 

10/17/96 
11/2/96 

11 / 15/96 
11/25/96 
12/ 11 /96 
12/27/96 

1/3/97 
J/U/97 

1/24/97 
2/7/97 

2/21/97 
3/U/97 

3128/97 

4/11/97 
4/25/97 
517/97 

5/22/97 
6/5/97 

6/20/97 

N!!fil:. 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 
Cumulative Ground Water Flow Readings 

' "c Cumulative Pumpa2e (2allons) 

> RW-1 .•· -·•. RW-2 ,,,Rw:3 . ,, 

- - -
20,984 31 ,644 80,228 
84,695 88,774 152,228 

136,654 133,675 224,228 
200,683 193,729 284,420 
237,115 228,577 319,268 
255,043 245,727 354,116 
255,043 245,727 354,116 
276,211 266,031 374,420 
445,555 428,463 536,852 
445,555 428,463 536,852 

448,963 431 ,997 543,600 
473,414 453,496 590,792 
482,414 461 ,556 609,202 
496,474 474,106 637,152 
561,302 533,550 768,644 
664,814 629,975 985,749 
665,305 763,804 1,159,950 
686,316 766,356 1,253,348 
778,585 873,570 1,263,941 
778,585 1,170,564 1,651 ,617 
873,365 1,376,384 1,823,668 
915,555 1,414,873 1,884,622 
972,328 1,474,048 1,987,350 

1,006,046 1,516,919 2,060,742 
1,049,996 1,577,801 2,164,916 
1,091 ,112 1,638,683 2,246,037 
1,118,169 1,684,621 2,314,606 
1,146,432 1,754,050 2,360,521 
I , 159,035 1,796,140 2,409,496 
1,174,178 1,825,149 2,408,298 
1,253,727 1,855,632 2,411 ,539 
1,315,165 1,906,634 2,420,559 
1,365,973 1,908,623 2,502,342 
1,396,032 1,911 ,188 2,552,717 
1,430,595 1,935,775 2,611,374 
1,452,912 1,937,132 2,649,962 
1,456,304 1,939,518 2,655,775 
1,470,242 J,9"9,120 2,684,864 

1,470,505 1,949,124 2,702,272 
1,518,975 1,950,754 2,796,872 
1,571,273 1,952,209 2,835,673 
1,646,678 1,952,209 2,835,673 
1,692,834 2,039,011 2,835,673 

1,734,064 2,124,196 2,835,673 
1,773,261 2,182,646 2,842,124 
1,798,995 2,336,981 2,842,124 

1,825,676 2,393,705 2,905,414 
1,867,121 2,472,696 2,988,177 
1,912,764 2,540,269 3,061 ,814 

- Data prior to 4/12/96 was collected by EMCON. 

~ :~. ~~ 

Total 

-
132,856 
325,697 
494,557 
678,832 
784,960 
854,886 
854,886 
916,662 

1,410,870 
1,410,870 

1,424,560 
1,517,702 
1,553,172 
1,607,732 
1,863,496 
2,280,538 
2,589,059 
2,706,020 
2,916,096 
3,600,766 
4,073,417 
4,215,050 
4,433,726 
4,583,707 
4,792,713 
4,975,832 
5,117,396 
5,261,003 
5,364,671 
5,407,625 
5,520,898 
5,642,358 
5,776,938 
5,859,937 
5,977,744 
6,040,006 
6,051,597 
6,104,226 

6,121 ,901 
6,266,601 
6,359,155 
6,436,098 

6,588,745 

6,715,160 
6,819,258 
6,999,327 

7,146,022 
7,349,221 
7,536,074 

- A new flow baseline (zero cumulative flow) was established on 
August 3, 1995, due to flow meter replacement 

- Erroneous flow meter reading from RW-3 on I0/1/96. 
- Due to a flow meter malfunction, the totalizer for RW-2 showed a 

negative flow of 1,05 I gallons on January 14, 1997. 
- Due to a flow meter malfunction, the totalizer for RW-3 showed a 

negative flowage of 1,538 gallons, 19,689 gallons, and 20,197 
gallons on March 14, March 28, and May 7, 1997, respectively. 

: 
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ATTACHMENT C 

Site Inspection Forms 



.... . . .. • 

Site Inspection Date: 

Handex Personnel: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

r¼.-S-9 () 
Arrival Time: IO : c o -------------------------0 e pa rt u re Time: If (s 0 ----------,,....-=~----------------A LA RM RESPONSE VISIT: 

J 2.- I> k (p. I RW-2 2!> Y. 3 t'l'I, 5' 
Bubbler Pressure: RW-1 RW-2 3 {p-9--d ------
Air Stripper Pressure: I 3 Inches of Water 

Effluent Flow Rate: __ /_/ _____ Gallons Per Minute 

Effluent Clarity: C.Iett;Z_ ----------------------------Bu ii ding Temperature: _g-p ___ Degrees F 

Compressor Checked: .l,:::'.'.£ L Condesate Released: /l,v_n_~ __ _ 
Compressor Oil Level cfecked: V ..e 5 Oil Changed: ................ ________ __ 

System Operational Upon Arrival: v Yes No, (if no, please explain below) ---

Air/Water Leaks: RW-1 RW-2 RW-3 (please circle appropriate controller(s)) 

Manholes ex_ No Yes Repaired 

Controllers :x No Yes Repaired 

Lines X No Yes Repaired 

Stripper x No · Yes Repaired 

Compressor X: No Yes Repaired 

If yes, explain: 

Filter Cartridges Replaced: V RW-1 V-RW-2 ~RW-3 

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 
, 
I/~ C. 

Recommendations for system optimization or general comments: 



.... ,., .. . , 

Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure Time: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

f.R - 2 0-c.;1 

ALARM RESPONSE VISIT: 

............ "---"---- RW-22/ lO~S$, 4-
Bubbler Pressure: RW-1 _____ RW-2 3>0- 5 I;, 
Air Stripper Pressure: g Inches of Water 

Effluent Flow Rate: / 'Z...- Gallons Per Minute 

Effluent Clarity: C, ( e (l. ___ .........,_._ ______________________ _ 
Building Temperature: ~ g' Degrees F 

Compressor Checked: 'I/ lf 7 
Compressor Oil Level Checked: 

Condesate Released: /)IA, fo 

11 'f $ Oil Changed: · __ JJ_D ________ _ 
1 ,A t-.

0 System Operational Upon Arrival: ___ Yes _r_v ____ No, (if no, please explain below) 

AirNvater Leaks: RW-1 RW-2 RW-3 (please circle appropriate controller(s)) 

Manholes ~ No ___ Yes ___ Repaired 

Controllers 1/ No ___ Yes ___ Repaired 

. ~-·., 

If yes, ~xplain: 

lines 

Stripper 

Compressor 

1/ No 

1/ No 

V No 

Yes Repaired --- ---
Yes Repaired --- ---
Yes Repaired ---

---------------------------------

Filter Cartridges Replaced: RW-1 RW-2 RW-3 

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 
, . 

.. ...:. . 

Recommendations for system optimization or general comments: 
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May 2, 1997 

Mr. Sam Waldo 

C\ liandczx ® r=-

0 
~lB@~~~0w-U;{ :; 

MAY - 5 1997 !· i ! i 
; I j 1 

Director, Environmental Affairs 
AMPHENOL CORPORATION 
World Headquarters 
358 Hall Avenue 
Wallingford, CT 06492 

-------.....J~ 

Re: OPERATION AND MAINTENANCE OF THE INTERIM CORRECTIVE MEASURE 
Fonner Amphenol Facility 
980 Hurricane Road 
Franklin, Indiana 

Dear Mr. Waldo: 

Enclosed, please find a summary of the operation and maintenance (O&M) and gauging activities completed by 
Handex Environmental, Inc. (Handex) at the above-referenced site. This report summarizes the activities 
completed during the March 28 to April 25, 1997 reporting period. Handex personnel inspected the site on a 
biweekly basis to monitor system operations and ground water recovery and treatment. 

Groundwater Level Measurements 
On April 11, 1997, Handex personnel gauged the monitoring well network at the site using an electronic oil/water 
interface probe to detennine the depth to water and the presence or absence of liquid-phase hydrocarbons. Depth 
to water beneath the site ranged from 7.54 feet below grade in MW-9 to 16.47 feet below grade in MW-22. 
Liquid-phase hydrocarbons were not detected within the monitoring and recovery well network at the site. 
Handex personnel reinstalled the manufacturer repaired S-2 controller for recovery well RW-3 on April 11, 1997, 
prior to gauging the existing well network. The S-2 controller for recovery well RW-3 had been non-operational 
since March 28, 1997. All of the submersible pumps were pumping while well gauging activities were perfonned. 
Figure 1 is a site plan illustrating pertinent site features and well locations. The groundwater elevation data is 
summarized in Attachment A, and a groundwater contour map has been included as Figure 2. 

Groundwater Treatment System 
During this reporting period, approximately 230,513 gallons of groundwater were treated and discharged from 
recovery wells RW-1, RW-2, and RW-3. Based on data provided by EMCON and Handex field data sheets, the 
total volume of groundwater recovered to date is approximately 6,819,258 gallons. The documented total volume 
of groundwater recovered in the March 1997 Operation & Maintenance of the Interim Corrective Action Measure 
report was not accurate. The volume listed (6,567,518 gallons) was actually 21,227 gallons less than the true 
volume of groundwater recovered by the remediation system. This total (6,567,518 gallons) did not account for 
the negative totalizer reading (21,227 gallons) for RW-3. The accurate volume of groundwater recovered by the 
remediation system as of March 25, 1997 was 6,588,745 gallons. Attachment B includes a table and a graph 
illustrating the recovery rates to date, and Attachment C contains copies of Field Data Sheets completed by 
Handex personnel. 

Groundwater Sampling and Analysis 
Groundwater samples will be collected from the influent and effluent lines of the groundwater recovery system in 
May 1997. 

8583 Zionsville Road, Indianapolis, IN 46268 • (317) 228-6240 • Fax: (317) 228-6243 
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Mr. Sam Waldo 
May 2, 1997 
Page2 

Schedule of Activities 
Biweekly and monthly site inspections and O&M activities will continue. Site visits are scheduled for the weeks 
of May 10 and May 24, 1997. Quarterly O&M activities will also be performed during the May 10, 1997 visit 
The information from these site inspections will be summarized in the May 1997 progress report. 

Should you have any questions regarding this site or information summarized within this report, please do not 
hesitate to contact this office at (317) 228-6240. Handex appreciates the opportunity to provide environmental 
services to Amphenol Corporation. 

Sincerely, 

IIANDEX ENVIRONMENTAL, INC • 

.&<t,,k,, ~../~ 
Bradley~try ~ J 
Hydrogeologist --~' // /,~ 
J y Simonds 
Senior Hydrogeologist 

Attachments 
cc: Mr. Jim Keith, Earth Tech, Bloomington, IN 

Mr. John Kneebone, Marine Corporation of America 

9 1-1andC?x~ 
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ATTACHMENT A 

Groundwater Level Measurements 
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Former Amphenol Facility 

980 Hurricane Road 
Franklin, Indiana 

Ground Water Level Measurements 

· · :f .. · . : :i.. ·:..~!!<•: f !l'r,1 it, ~; l :., •1•;,r;'J,t!~ iif <'~ ,H!\ 
·.r~r:fif,•t @itiriJlmi:i:-{:@; · ·' -,;ifml'.Di· ·r·,•·rtH:1?(:fQ.~'i ·: l -.1 ...... 1 • .,. . 1 . • f ; . } J - . ' '·,,~ 

~l:!~'tttt t ~1[,,_ J. /fG'm! !t · (ft.r,n) . _ii' \f&.:11) . ·:- '. 
IT-2 8/29/95 732.25 12.36 719.89 

11/7/95 13.07 719.18 
4/12/96 13.45 718.80 
5/29/96 10.82 721.43 
fj/4/96 11 .08 721 .17 
7/8/96 11.84 720.41 
8/1/96 12.04 720.21 

9/12/96 12.58 719.67 
10/17/96 12.37 719.88 
11125/96 12.26 719.99 
12/11/96 12.02 720.23 

1/24/97 11.71 720.54 
2/21/97 11.85 720.40 
3/14/97 11.48 720.77 
4/11/97 11.94 720.31 

IT-3 8/29/95 728.71 9.52 719.19 
11/7/95 11.14 717.57 
4/12/96 12.09 716.62 
5/29/96 9.41 719.30 
6/4/96 10.11 718.60 
7/8/96 10.44 718.27 
8/1/96 10.63 718.08 

9/12/96 10.85 717.86 
10/17/96 10.97 717.74 
11/25/96 10.82 717.89 
12/11/96 10.79 717.92 

1/24/97 10.55 718.16 
2/21/97 10.80 717.91 
3/14/97 10.51 718.20 
4/11/97 10.76 717.95 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

..... 't .. ·. -·· ·,! .Ri.E •
1 
.• ~,,, ,. ['.f·)-,.,,., . ., §1llf.!im ; , . , ~ ·:,:-·~•-:· '"!! , . :i. j .- , { ,._, J, 1. H..' :;,.~J ••. • 

mJlk ~:! ·{~(®.~ ,f3b,•1 :.·: 1 ·:\)&~r ! rlf.1t:r.'i3~!!ftr l 
·.~nJt,1:tl? :t .J.~Q __ .j :r~::.-11 _ 'f@JlL : '" !lr-0·_0· ·=·:j 

MW-3 8/29/95 736.44 15.23 721.21 
11/7/95 16.40 720.04 
4/12/96 14.91 721 .53 
5/29/96 13.16 723.28 
6/4/96 13.15 723.29 
7/8/96 14.03 722.41 
8/1/96 14.53 721 .91 

9/12/96 15.33 721.11 
10/17/96 15.33 721 .11 
11/25/96 15.29 721 .15 
12/11/96 14.95 721.49 
1/24/97 14.50 721 .94 
2/21/97 14.50 721 .94 
3/14/97 14.06 722.38 
4/11!97 14.42 722.02 

MW-9 8/29/95 733.04 9.70 723.34 
11/7/95 11.47 721.57 
4/12/96 9.46 723.58 
5/29/96 3.94 729.10 
6/4/96 5.81 727.23 
7/8/96 6.90 726.14 
8/1/96 7.65 725.39 

9/12/96 9.23 723.81 
10/17/96 9.64 723.40 
11/25/96 9.53 723.51 
12/11/96 9.18 723.86 

1/24/97 7.66 725.38 
2/21/97 7.70 725.34 
3/14/97 6.68 726.36 
4/11/97 7.54 725.50 

• 



e 
Former Amphenol Facility 

980 Hurricane Road 
Franklin, Indiana 

Ground Water Level Measurements 

.: · : .. 'f . . ;it ,m)J. lTuJ:J]l/ 0 :~Kl,l~Uii{,l!lilil 
~~~~'-.~~ ~~l~ :J~_t :.j ,..\yt:,m J Qo/113tJ·EUmti_; 

-~ttm~ t --~!:! .:~ ;JfiitLJ (fn,1i; _ '. -'{t£?1t ··.:; 
MW-12 8/29/95 736.38 16.43 719.95 

11/7/95 17.18 719.20 
4/12/96 16.21 720.17 
5/29/96 15.07 721.31 
6/4/96 15.31 721.07 
7/8/96 15.88 720.50 
8/1/96 16.16 720.22 

9/12/96 16.59 719.79 
10/17/96 16.47 719.91 
11/25/96 16.32 720.06 
12/11/96 16.12 720.26 
1/24/97 15.89 720.49 
2/21/97 15.96 720.42 
3/14/97 15.66 720.72 
4/11/97 16.07 720.31 

MW-20 8/29/95 734.03 10.35 723.68 
11/7/95 12.16 721 .87 
4/12/96 9.70 724.33 
5/29/96 6.30 727.73 
6/4/96 7.63 726.40 
7/8/96 8.58 725.45 
8/1/96 8.93 725.10 

9/12/96 10.39 723.64 
10/17/96 10.56 723.47 
11/25/96 9.82 724.21 
12/11/96 9.64 724.39 

1/24/97 8.57 725.46 
2/21/97 8.86 725.17 
3/14/97 8.00 726.03 
4/11/97 8.87 725.16 

9 1-tandC!x~ 
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Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

. . : . i: r: : . t filE. : ;!ijlJr;iJl, (;; f ~ili-l.£-.i J il~!!Jl\): 
·1r,~0U :.) ~ f§H}'°f, ~~, 1)1eim ; ',\'J~ljl1il1.?H)·al~i1 1 

. _:~~!!.I;;J~Jl•.} ':\!.tJ!) ~ L f{tntjf : ffOO)} : · __ · · ·lt1~~~ · ·. ·. • 
MW-21 8/29/95 737.91 16.81 721 .10 

11/7/95 17.92 719.99 
4/12/96 16.48 721.43 
5/29/96 14.82 723.09 
6/4/96 14.82 723.09 
7/8/96 15.67 722.24 
8/1/96 16.16 721 .75 

9/12/96 16.89 721 .02 
10/17/96 16.89 721.02 
11/25/96 16.85 721 .06 
12/11/96 16.53 721 .38 

1/24/97 16.10 721.81 
2/21/97 16.11 721 .80 
3/14/97 15.64 722.27 
4/11/97 16.05 721 .86 

MW-22 8/29/95 737.64 17.05 720.59 
11/7/95 17.90 719.74 
4/12/96 16.74 720.90 
5/29/96 15.52 722.12 
6/4/96 15.63 722.01 
7/8/96 16.22 721 .42 
8/1/96 16.58 721 .06 

9/12/96 17.15 720.49 
10/17/96 17.04 720.60 
11/25/96 16.99 720.65 
12/11/96 16.76 720.88 

1/24/97 16.46 721 .18 
2/21/97 16.50 721.14 
3/14/97 16.15 721 .49 
4/11/97 16.47 721 .17 



e 
Former Amphenol Facility 

980 Hurricane Road 
Franklin, Indiana 

Ground Water Level Measurements 

· · ,. 'I · · ·c · l i:©5· 'T!t'1:llll :t,1''~Gmii·m-J!lilfl ~ • ... ~ • ~ · •: ~I ,.J,.1 .. "' ~ ,.. ~ !J . .n - ;f!j . - <, = " '"' ,- l _;~ ' . '"{: -~~<~ ~t®~ :!- ·'· l -~ -1~~lfir:1i·
1Jrndll~:·:i 

'~~ 1 · -~ Tt::r:m · ~ · · tftp~, · · - · · . '-~ I] ,. . :..........1 .:.. • ~ . ;_ _J .,; ., _i ·- :! 
MW-24 8/29/95 736.02 15.59 720.43 

11/7/95 16.41 719.61 
4/12/96 15.29 720.73 
5/29/96 13.77 722.25 
6/4/96 13.80 722.22 
7/8/96 14.54 721 .48 
8/1/96 15.01 721.01 

9/12/96 15.61 720.41 
10/17/96 15.66 720.36 
11/25/96 15.61 720.41 
12/11/96 15.33 720.69 

1/24/97 14.96 721 .06 
2/21/97 15.24 720.78 
3/14/97 14.62 721.40 
4/11/97 14.96 721 .06 

MW-26 8/29/95 736.39 13.46 722.93 
11/7/95 15.02 721 .37 
4/12/96 13.17 723.22 
5/29/96 9.53 726.86 
6/4/96 10.47 725.92 
7/8/96 11 .62 724.77 
8/1/96 12.16 724.23 

9/12/96 13.48 722.91 
10/17/96 13.60 722.79 
11/25/96 13.42 722.97 
12/11/96 13.08 723.31 

1/24/97 12.14 724.25 
2/21/97 12.25 724.14 
3/14/97 11.48 724.91 
4/11/97 12.18 724.21 
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e 
Former Amphenol Facility 

980 Hurricane Road 
Franklin, Indiana 

Ground Water Level Measurements 

" : :·:-:, . : .. :.;[ c,im; rTull11li'(,i;r 1,tr~la.;J,'i,li'ii1ll9: 
~ ·1 ~ ···1. @ti'k( ··ng , i "~Jl:t .'ll! . . ·... .r}~ .. ,· ffij)~ / ... ·. (Ar_ m = .. .. -~ .. t~1.) 
~~, -~ . ' . '~) i fi_tf:1)) . .. i[{fQ)) . ' q 

.;, ... ~ • (,l ... 1 .;,. ~ ' • ~ • .. 

MW-27 8/29/95 736.63 15.37 721 .26 
11/7/95 16.66 719.97 
4/12/96 15.01 721 .62 
5/29/96 13.23 723.40 
6/4/96 13.44 723.19 
7/8/96 14.38 722.25 
8/1/96 14.79 721 .84 

9/12/96 15.62 721 .01 
10/17/96 15.56 721 .07 
11/25/96 15.45 721 .18 
12/11/96 15.11 721 .52 

1/24/97 14.63 722.00 
2/21/97 14.75 721 .88 
3/14/97 14.28 722.35 
4/11/97 14.71 721 .92 

MW-28 8/29/95 738.04 17.03 721.01 
11/7/95 18.19 719.85 
4/12/96 16.72 721.32 
5/29/96 15.21 722.83 
6/4/96 15.32 722.72 
7/8/96 16.12 721.92 
8/1/96 16.54 721 .50 

9/12/96 17.25 720.79 
10/17/96 17.20 720.84 
11/25/96 17.10 720.94 
12/11/96 16.81 721 .23 

1/24/97 16.39 721 .65 
2/21/97 16.49 721 .55 
3/14/97 16.05 721 .99 
4/11/97 16.41 721 .63 

9 1-1andC!x·· 
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Former Amphenol Facility 

980 Hurricane Road 
Franklin, Indiana 

Ground Water Level Measurements 

. i~-ir~r=··li=·,Jr·ttri:~1

1 
.&:ltiUtf -~.-~ .J . ([@1J) Jt JUJ:1.fl J - m~,1~: ,. j 

MW-29 8/29/95 737.61 16.83 720.78 
11/7/95 17.99 719.62 
4/12/96 16.46 721 .15 
5/29/96 15.01 722.60 
6/4/96 15.19 722.42 
7/8/96 16.04 721 .57 
8/1/96 16.40 721 .21 

9/12/96 17.15 720.46 
10/17/96 17.02 720.59 
11/25/96 16.93 720.68 
12/11/96 16.61 721.00 

1/24/97 16.24 721 .37 
2/21/97 16.31 721 .30 
3/14/97 15.91 721 .70 
4/11/97 16.30 721 .31 

MW-30 8/29/95 734.84 15.54 719.30 
11/7/95 15.93 718.91 
4/12/96 14.95 719.89 
5/29/96 14.10 720.74 
6/4/96 14.38 720.46 
7/8/96 14.84 720.00 
8/1/96 15.06 719.78 

9/12/96 15.28 719.56 
10/17/96 15.58 719.26 
11/25/96 15.13 719.71 
12/11/96 14.98 719.86 

1/24/97 14.71 720.13 
2/21/97 14.95 719.89 
3/14/97 14.70 720.14 
4/11/97 14.92 719.92 

9 1-tandax~ 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

. :· · .:·/( .... -~-J -~ ; l[i~Ji){tt iFa!)-~,}~,~fiQJ :!~U::J~il®t ·.~ ~-:l! ··\".Wm.· f '-'.tW!11il.tc\'t;IJ0i} · fil.!rr• ·: n .-~, _--:; ::~ · ··=m )' . 1 .,. · • :r t:rH' ' ", .:,.' t .-w ... _ .. . ! .J£Et.(c .. __ .. J:G1m . i. -LL . [ __ .: .. .f _._ ; __ . 
RW-1 8/29/95 730.97 2.58 (1) 728.39 

11/7/95 NR (2) NA 
4/12/96 11.02 719.95 
5/29/96 10.84 720.13 
6/4/96 11 .12 719.85 
7/8/96 11 .28 719.69 . 
8/1/96 NR (2) NA 

9/12/96 11 .55 719.42 
10/17/96 12.50 718.47 
11/25/96 11.23 719.74 
12/11/96 11 .06 719.91 

1/24/97 10.90 720.07 
2/21/97 11 .06 719.91 
3/14/97 10.73 720.24 
4/11/97 10.98 719.99 

RW-2 8/29/95 732.05 4.42 (1) 727.63 
11/7/95 NR (2) NA 
4/12/96 12.72 719.33 
5/29/96 11.50 720.55 
6/4/96 11 .88 720.H 
7/8/96 12.48 719.57 
8/1/96 12.76 719.29 

9/12/96 13.25 718.80 
10/17/96 12.86 719.19 
11/25/96 12.26 719.79 
12/11/96 11 .89 720.16 

1/24/97 11 .76 720.29 
2/21/97 11.80 720.25 
3/14/97 11.45 720.60 
4/11/97 11.84 720.21 



e 
Former Amphenol Facility 

980 Hurricane Road 
Franklin, Indiana 

Ground Water Level Measurements 

. < .. ,~, ,.~ T !BJilh},tTulilill1Mi~~ 
J. ,LJ • S ( • 1 . ~,rt • , l Y,· y' j ' • :1 • ., 1'ltjn._;-~ . l . Jan.1, ~ r ··.,.w:w.,. .. 1 :~mmi3b'11)m.1.,Y 

. m,m}),Jt: JI _ ,c·~~: ::1Rtll1 · \ . ""_ r.mm1. 1 ~~-. · (ft:J:JJ1 .:_ : ·:: 
RW-3 8/29/95 733.19 4.08 (1) 729.11 

11/7/95 NR (2) NA 
4/12/96 13.07 720.12 
5/29/96 11 .73 721.46 
6/4/96 12.68 720.51 
7/8/96 13.26 719.93 
8/1/96 13.10 720.09 

9/12/96 13.40 719.79 
10/17/96 12.78 720.41 
11/25/96 12.68 720.51 
12/11/96 12.51 720.68 

1/24/97 12.26 720.93 
2/21/97 12.20 720.99 
3/14/97 11 .90 721.29 
4/11/97 12.23 720.96 

( 1) Ground water elevation based on measurements from top 
of bubbler tip. 
(2) NR - Not Recorded 



ATTACHMENT B 

Groundwater Recovery Summary 
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Former Ampbenol Facility 
980 Hurricane Road 

Franklin, Indiana 
Cumulative Ground Water Flow Readings 

• ,- _,T ~- . ~c:::: ·. -~lu:L'lf:.uJ.i\D~r~i-· · _____ ..] 
~·"" " I -~ I ~ -.~ '.l"'¾ --~-:I:J.mE ~"~"[~ :, -·- ~--

2/24/95 - - - -
3/3/95 20,984 31,644 80,228 132,856 

3129195 84,695 88,774 152,228 325,697 
4/14195 136,654 131,675 224,228 494,557 

513195 200,683 193,729 284,420 678,832 
5114195 237,115 228,577 319,268 784,960 
5/,8195 255,043 245,727 354,116 854,886 
5123195 255,043 245,727 354,116 854,886 
5126195 276,211 266,031 374,420 916,662 

6/19195 445,555 428,463 536,852 1,410,870 
8/J/95 "5,555 428,463 536,852 1,410,870 

8/4/95 448,963 431 ,997 543,600 1,424,560 

8/9195 473,414 453,496 590,792 1,517,702 

8/11/95 482,414 461 ,~S6 609,202 1,553,172 

8/14/95 496,474 474,106 637,152 1,607,732 

8129195 561,302 533,550 768,644 1,863,496 

1016195 664,814 629,975 985,149 2,280,538 

11n195 665,305 763,804 1,159,950 2,589,059 

12/8/95 686,316 766,356 1,253,348 2,706,020 

1/15/96 778,585 873,570 1,263,941 2,916,096 

4/12/96 778,585 1,170,564 1,651 ,617 3,600,766 

5129196 873,365 1,376,384 1,823,668 4,073,417 

6/26/96 915 ,555 1,414,873 1,884,622 4,215,050 

7/8/96 972,328 1,474,048 1,987,350 4,433,726 

7/18/96 1,006,046 1,516,919 2,060,742 4,583,707 
8/1/96 1,049,996 1,577,801 2,164,916 4,792,713 

8/16/96 1,091,!12 1,638,683 2,246,037 4,975,832 

8/27/96 1,118,169 1,684,621 2,314,606 5,117,396 

9/12/96 1,146,432 1,754,050 2,360,521 5,261 ,003 

9/24/96 1,159,035 1,796,140 2,409,496 5,364,671 

10/1/96 1,174,178 1.825,149 2,408,298 5,407,625 

10/17/96 1,253,727 1,855,632 2,411 ,539 5,520,898 

1112/96 1,315,165 1,906,634 2,420,559 5,642,358 

11/15/96 1,365,973 l,90&,623 2,502,342 5,776,938 

11/25/96 1,396,032 1,911 ,188 2,5~2.717 5,859,937 

12/11/96 1,430,595 1,935,775 2,611,374 5,977,744 

12127/96 1,452,912 1,937,132 2,649,962 6,040,006 

1/3/97 1,456,304 1,939,518 2,655,775 6,051 ,597 

J/U/97 1,470,242 1,949,120 2,684,864 6,104,226 

1/24/97 1,470,505 1,949,124 2,702,272 6,121 ,901 

2n/97 1,518,975 1,950,754 2,796,872 6,266,601 

2121/97 1,571 ,273 !,952,209 2,835,673 6,359,155 

JIU/97 1,646,678 1,952,:!09 2,835,673 6,436,098 

J/18197 1,692,834 2,039,011 2,835,673 6,588,745 

4/11/97 1,734,064 2,124,196 2,835,673 6,715,160 

4/25/97 1,773,261 2,182,646 2,842,124 6,819,258 

IS.!lru; 
- Data prior to 4/12/96 was collected by EMCON. 
- A new flow baseline (zero cumulative flow) was established on 

August 3, 1995, due to flow meter replacement. 
- Erroneous flow meter reading from RW-3 on 10/1/96. 
- Due to a flow meter malfunction, the totalizer for RW-2 showed a 

negative flow of 1,051 gallons on January 14, 1997. 
- Due to a flow meter malfunction, the totalizer for RW-3 showed a 

negative flowage of 1,538 gallons and 19,689 gallons on March 14, 
and March 28, 1997, respectively. 

9 1-tandax~ 
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ATTACHMENT C 

Site Inspection Forms 
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FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

Site Inspection Date: 'f-11-'l? 
Handex Personnel: 

Arrival Time: :3 D 
Departure Time: 

ALARM RESPONSE VISIT: 

Bubbler Pressure: RW-1 ------
Air Stripper Pressure: q, S Inches of Water 

Effluent Flow Rate: / / Gallons Per Minute 

Effluent Clarity: C I e '<. ,e 
Building Temperature: ') <J Degrees F 

2-222 SW, o 
. _ ___._ __ RW-3 00-u ¥:: 

Compressor Checked: '{ ,e 5 Condesate Released: V e > 
Compressor Oil level Checked: .. y .... e .... f __ Oil Changed: ___ t,l_~---------t 
System Operational Upon Arrival: I/ e 5 Yes ___ No, (if no, please explain below) 

· ?v ,· f' w ;·fl, New 

AirNJater leaks: RW-1 RW-2 RW-3 (please circle appropriate controller(s)) 

Manholes 

Controllers 

lines 

Stripper 

Compressor 

/ No 

v No 
v No 

V No 

V No 

Yes Repaired 

Yes Repaired 

Yes Repaired 

Yes Repaired 

Yes Repaired 

If yes, explain: ---------------------------

Filter Cartridges Replaced: 

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring!Recovery Wells Gauged: . 

Recommendations for system optimization or general comments: 



, l . .. 
• iol t) .. 

e 
Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure Time: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

--, 
) ..... t-' ,.~·', 11,1, ·r:,? 

; 

C 

ALARM RESPONSE VISIT: 

Flow Meter Readings: RW-1 13 d 0 ')Ob. 2. RW-2 / '? 5 3 i3 /. q 
Bubbler Pressure: RW-1 ______ RW-2 2 'J ~ c.'> 

Air Stripper Pressure: I 2 Inches of Water 

Effluent Flow Rate: / 3 OJ Gallons Per Minute 

RW-3 2 2 8'¥-o CJ; S".J 
RW-3 1v u (: 't 

Effluent Clarity: _ __..........., ............... ______________________ --I 

Building Temperature: G 2.. Degrees F 

Condesate Released: Compressor Checked: l/< ~ 
Compressor Oil Level Ch~ed: ~r f" ~ 

I 
Oil Changed: ,,; :> .....:.....;....;a...----------1 

System Operational Upon Arrival: V Yes ---No, (if no, please explain below) 

AirNJater Leaks: RW-1 RW-2 RW-3 (please circle appropriate controller(s)) 

Manholes 1.,./"'" No Yes Repaired ---
Controllers -----V No Yes Repaired 

Lines -----V No Yes Repaired 
Stripper __ _ 

Compressor ---
/ No Yes Repaired 

d No ( .,< Yes v Repaired 

t.-V<'l 5 Le . ., k,,.._ , 

(c-J\;,-..- •I' 't -[' ,;\:; ·.\ . - . - . . . 
. 'IJ - .. _. I .. I!. . _,_ , I - - . . 

Filter Cartridges Replaced: RW-1 RW-2 RW-3 

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

Recommendations for system optimization or general comments: 
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e April 9, 1997 

Mr. Sam Waldo 

e 

e 

Director, Environmental Affairs 
AMPHENOL CORPORATION 
World Headquarters 
358 Hall Avenue 
Wallingford, CT 06492 

Re: OPERATION AND MAINTENANCE OF THE INTERIM CORRECTIVE MEASURE 
Former Amphenol Facility 
980 Hurricane Road 
Franklin, Indiana 

Dear Mr. Waldo: 

Enclosed, please find a summary of the operation and maintenance (O&M) and gauging activities completed by 
Handex Environmental, Inc. (Handex) at the above-referenced site. This report summarizes the activities 
completed during the February 21 to March 28, 1997 reporting period. Handex personnel inspected the site on a 
biweekly basis to monitor system operations and ground water recovery and treatment. 

Groundwater Level Measurements 
On March 14, 1997, Handex personnel gauged the monitoring well network at the site using an electronic oil/water 
interface probe to determine the depth to water and the presence or absence of liquid-phase hydrocarbons. Depth 
to water beneath the site ranged from 6.68 feet below grade in MW-9 to 16.15 feet below grade in MW-22. 
Liquid-phase hydrocarbons were not detected within the monitoring and recovery well network at the site. The 
submersible pumps within recovery wells RW-2 and RW-3 were not operating upon arrival to the site on,-M.a.r£b 
141and the submersible pump for recovery well RW-3 was not operating upon arrival to the site on March 28, 
1997. The pumps were not operational due to faulty S-2 air controllers. Handex personnel attempted to repair the 
S-2 controller for recovery well RW-3 during the March 14, 1997 biweekly visit. Additionally, Handex personnel 
reinstalled the manufacturer repaired S-2 controller for recovery well RW-2 on March 14, 1997. The S-2 controller 
for recovery well RW-3 was then taken off-line during the March 28, 1997 biweekly visit and sent into the 
manufacturer for repairs. The pumps for recovery wells RW-1 and RW-2 were pumping while well gauging 
activities were performed. Figure 1 is a site plan illustrating pertinent site features and well locations. The 
groundwater elevation data is summarized in Attachment A, and a groundwater contour map has been included as 
Figure 2. 

Groundwater Treatment System 
During this reporting period, approximately 208,363 gallons of groundwater were treated and discharged from 
recovery wells RW-1, RW-2, and RW-3. Based on data provided by EMCON and Handex field data sheets, the 
total volume of groundwater recovered to date is approximately 6,567,518 gallons. Attachment B includes a table 
and a graph illustrating the recovery rates to date, and Attachment C contains copies of Field Data Sheets 
completed by Handex personnel. 

Groundwater Sampling and Analysis 
Groundwater samples will be collected from the influent and effluent lines of the groundwater recovery system in 
May 1997. 
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Schedule of Activities 
Biweekly and monthly site inspections and O&M activities will continue. Site visits are scheduled for the weeks 
of April 12 and April 26, 1997. The information from these site inspections will be summarized in the April 1997 
progress report. 

Should you have any questions regarding this site or information summarized within this report, please do not 
hesitate to contact this office at (317) 228-6240. Handex appreciates the opportunity to provide environmental 
services to Amphenol Corporation. 

Sincerely, 
HANDEX ENVIRONMENTAL, INC. 

?-~~ 
~r~ 
Hydrogeologist 

&i[f~ 
e Senior Hydrogeologist 

Attachments 
cc: Mr. Jim Keith, Earth Tech, Bloomington, IN 

Mr. John Kneebone, Marine Corporation of America 

Ql-fandax~ 
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FORMER AMPHENOL FACILITY 
GROUNDWATER TABLE CONTOUR MAP 
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ATTACHMENT A 

Groundwater Level Measurements 



Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

; :•lE~l~ltB ,.1~,. -~-- .Jrwlr 
IT-2 8/29/95 732.25 12.36 719.89 

11/7/95 13.07 719.18 
4/12/96 13.45 718.80 
5/29/96 10.82 721.43 
6/4/96 11.08 721.17 
7/8/96 11 .84 720.41 
8/1/96 12.04 720.21 

9/12/96 12.58 719.67 
10/17/96 12.37 719.88 
11/25/96 12.26 719.99 
12/11/96 12.02 720.23 
1/24/97 11 .71 720.54 
2/21/97 11 .85 720.40 
3/14/97 11.48 720.77 

IT-3 8/29/95 728.71 9.52 719.19 
11/7/95 11 .14 717.57 
4/12/96 12.09 716.62 
5/29/96 9.41 719.30 
6/4/96 10.11 718.60 
7/8/96 10.44 718.27 
8/1/96 10.63 718.08 

9/12/96 10.85 717.86 
10/17/96 10.97 717.74 
11/25/96 10.82 717.89 
12/11/96 10.79 7.17.92 

1/24/97 10.55 718.16 
2/21/97 10.80 717.91 
3/14/97 10.51 718.20 
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MW-3 

MW-9 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 736.44 15.23 
11/7/95 16.40 
4/12/96 14.91 
5/29/96 13.16 
6/4/96 13.15 
7/8/96 14.03 
8/1/96 14.53 

9/12/96 15.33 
10/17/96 15.33 
11/25/96 15.29 
12/11/96 14.95 

1/24/97 14.50 
2/21/97 14.50 
3/14/97 14.06 
8/29/95 733.04 9.70 
11/7/95 11 .47 
4/12/96 9.46 
5/29/96 3.94 
6/4/96 5.81 
7/8/96 6.90 
8/1/96 7.65 

9/12/96 9.23 
10/17/96 9.64 
11/25/96 9.53 
12/11/96 9.18 

1/24/97 7.66 
2/21/97 7.70 
3/14/97 6.68 

721 .21 
720.04 
721 .53 
723.28 
723.29 
722.41 
721 .91 
721 .11 
721 .11 
721 .15 
721 .49 
721 .94 
721 .84 
722.38 
723.34 
721 .57 
723.58 
729.10 
727.23 
726.14 
725.39 
723.81 
723.40 
723.51 
723.86 
725.38 
725.34 
726.36 



MW-12 

MW-20 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 736.38 16.43 
11/7/95 17.18 
4/12/96 16.21 
5/29/96 15.07 
6/4/96 15.31 
7/8/96 15.88 
8/1/96 16.16 

9/12/96 16.59 
10/17/96 16.47 
11/25/96 16.32 
12/11/96 16.12 
1/24/97 15.89 
2/21/97 15.96 
3/14/97 15.66 
8/29/95 734.03 10.35 
11/7/95 12.16 
4/12/96 9.70 
5/29/96 6.30 
6/4/96 7.63 
7/8/96 8.58 
8/1/96 8.93 

9/12/96 10.39 
10/17/96 10.56 
11/25/96 9.82 
12/11/96 9.64 
1/24/97 8.57 
2/21/97 8.86 
3/14/97 8.00 

719.95 
719.20 
720.17 
721.31 
721 .07 
720.50 
720.22 
719.79 
719.91 
720.06 
720.26 
720.49 
720.42 
720.72 
723.68 
721 .87 
724.33 . 
727.73 
726.40 
725.45 
725.10 
723.64 
723.47 
724.21 
724.39 
725.46 
725.17 
726.03 



MW-21 

MW-22 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 737.91 16.81 
11/7/95 17.92 
4/12/96 16.48 
5/29/96 14.82 
6/4/96 14.82 
7/8/96 15.67 
8/1/96 16.16 

9/12/96 16.89 
10/17/96 16.89 
11/25/96 16.85 
12/11/96 16.53 

1/24/97 16.10 
2/21/97 16.11 
3/14/97 15.64 
8/29/95 737.64 17.05 
11/7/95 17.90 
4/12/96 16.74 
5/29/96 15.52 
6/4/96 15.63 
7/8/96 16.22 
8/1/96 16.58 

9/12/96 17.15 
10/17/96 17.04 
11/25/96 16.99 
12/11/96 16.76 

1/24/97 16.46 
2/21/97 16.50 
3/14/97 16.15 

721.10 
719.99 
721.43 
723.09 
723.09 
722.24 
721.75 
721 .02 
721.02 
721.06 
721.38 
721 .81 
721.80 
722.27 
720.59 
719.74 

! 

720.90 
722.12 
722 . .IJ1 
721.42 
721 .06 
720.49 
720.60 
720.65 
720.88 
721 .18 
721 .14 
721.49 



MW-24 

e MW-26 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 736.02 15.59 
11/7/95 16.41 
4/12/96 15.29 
5/29/96 13.77 
6/4/96 13.80 
7/8/96 14.54 
8/1/96 15.01 

9/12/96 15.61 
10/17/96 15.66 
11/25/96 15.61 
12/11/96 15.33 

1/24/97 14.96 
2/21/97 15.24 
3/14/97 14.62 
8/29/95 736.39 13.46 
11/7/95 15.02 
4/12/96 13.17 
5/29/96 9.53 
6/4/96 10.47 
7/8/96 11 .62 
8/1/96 12.16 

9/12/96 13.48 
10/17/96 13.60 
11/25/96 13.42 
12/11/96 13.08 

1/24/97 12.14 
2/21/97 12.25 
3/14/97 11.48 

720.43 
719.61 
720.73 
722.25 
722.22 
721.48 
721 .01 
720.41 
720.36 
720.41 
720.69 
721 .06 
720.78 
721.40 
722.93 
721 .37 
723.22 
726.86 
725.92 
724.77 
724.23 
722.91 
722.79 
722.97 
723.31 
724.25 
724.14 
724.91 
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Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

r ;~~il~i'l;ljCal&I ~ .. ,~ -~ 
: I~ ' ,""' ", \;'"' ,::; 

~- ~ • _j ~"'~L.il -
MW-27 8/29/95 736.63 15.37 721 .26 

11/7/95 16.66 719.97 
4/12/96 15.01 721 .62 
5/29/96 13.23 723.40 
6/4/96 13.44 723.19 
7/8/96 14.38 722.25 
8/1/96 14.79 721 .84 

9/12/96 15.62 721 .01 
10/17/96 15.56 721 .07 
11/25/96 15.45 721 .18 
12/11/96 15.11 721 .52 

1/24/97 14.63 722.00 
2/21/97 14.75 721 .88 
3/14/97 14.28 722.35 

MW-28 8/29/95 738.04 17.03 721 01 
11/7/95 18.19 719.85 
4/12/96 16.72 721.32 
5/29/96 15.21 722.83 
6/4/96 15.32 722.72 
7/8/96 16.12 721 .92 
8/1/96 16.54 721 .50 

9/12/96 17.25 720.79 
10/17/96 17.20 720.84 
11/25/96 17.10 720.94 
12/11/96 16.81 721.23 

1/24/97 16.39 721.65 
2/21/97 16.49 721 .55 
3/14/97 16.05 721 .99 



MW-29 

MW-30 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 737.61 16.83 
11/7i95 17.99 
4/12/96 16.46 
5/29/96 15.01 
6/4/96 15.19 
7/8/96 16.04 
8/1/96 16.40 

9/12/96 17.15 
10/17/96 17.02 
11/25/96 16.93 
12/11/96 16.61 

1/24/97 16.24 
2/21/97 16.31 
3/14/97 15.91 
8/29/95 734.84 15.54 
11/7/95 15.93 
4/12/96 14.95 
5/29/96 14.10 
6/4/96 14.38 
7/8/96 14.84 
8/1/96 15.06 

9/12/96 15.28 
10/17/96 15.58 
11/25/96 15.13 
12/11/96 14.98 

1/24/97 14.71 
2/21/97 14.95 
3/14/97 14.70 

720., 8 
719.62 
721.15 
722.60 
722.42 
721 .57 
721 21 
720.46 
720.59 
720.68 
721 .00 
721 .37 
721 .30 
721 .70 
719.30 
718.91 
719.89 
720.74 
720.46 
720.00 
719.78 
719.56 
719.26 
719.71 
719.86 
720.13 
719.89 
720.14 

Q 1-1andC?X'' 



RW-1 

RW-2 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 730.97 2.58 (1) 

11/7/95 NR (2) 

4/12/96 11.02 
5/29/96 10.84 
6/4/96 11 .12 
7/8/96 11 .28 
8/1/96 NR (2) 

9/12/96 11 .55 
10/17/96 12.50 
11/25/96 11.23 
1?./11/96 11.06 

1/24/97 10.90 
2/21/97 11 .06 
3/14/97 10.73 
8/29/95 732.05 4.42 (1) 

11/7/95 NR (2) 

4/12/96 12.72 
5/29/96 11 .50 
6/4/96 11 .88 
7/8/96 12.48 
8/1/96 12.76 

9/12/96 13.25 
10/17/96 12.86 
11/25/96 12.26 
12/11/96 11 .89 

1/24/97 11 .76 
2/21/97 11.80 
3/14/97 11 .45 

728.39 
NA 

719.95 
720.13 
719.85 
719.69 

NA 
719.42 
718.47 
719.74 
719.91 
720.07 
719.91 
720.24 
727.63 

NA 
719.33 
720.55 
720.17 
719.57 
719.29 
718.80 
719.19 
719.79 
720.16 
720.29 
720.25 
720.60 



RW-3 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 733.19 4.08 (1) 

11/7/95 NR (2) 

4/12/96 13.07 
5/29/96 11 .73 
6/4/96 12.68 

7/8/96 13.26 
8/1/96 13.10 

9/12/96 13.40 

10/17/96 12.78 
11/25/96 12.68 
12/11/96 12.51 

1/24/97 12.26 
2/21/S7 ·12.20 
3/14/97 11 .90 

729.11 
NA 

720.12 
721.46 
720.51 
719.93 
720.09 
719.79 
720.41 
720.51 
720.68 
720.93 
720.99 
721 .29 

(1) Ground water elevation based on measurements from top 
of bubbler tip. 
(2) NR - Not Recorded 



ATTACHMENT B 

Groundwater Recovery Summary 
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Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 
Cum,dative Cround Wllter Flow Readings 

---~ ,, ~~;.i]f~.: .. ;i~ii1JlitilWJiill.hitfil~~ 
. UW: L~EJ~""JE~~F .~rd!i!'"f~ 

2124195 . . . . 
3/3/95 20,984 31 ,644 80,228 132,856 

3/29/95 84,695 88,774 152,228 325,697 
4/14/95 136,654 133,675 224,228 494,557 

5/3/95 200,683 i93,729 284,420 678,832 
5/14/95 237, ll5 228,577 319,268 784,960 

5118195 255,043 245,727 354, l 16 854,886 
5/23/95 255,043 245,727 354,116 854,886 
~/26/95 276,2il 266,031 374,420 916,662 

6/19/95 445,555 421S,463 536,852 1,410,870 

8/3195 445,555 428,463 536,852 1,410,870 

8i .. '95 4 }8,.:)63 431,997 543,600 1,424,560 

819195 473,414 453,496 590,792 1,517,702 

8/11/95 482,414 461 ,556 609,202 1,553,172 

8/14/95 496,474 474,106 637,152 1,607,732 

8/29/95 561,302 533,550 768,644 1,863,496 

10/6/95 664,814 629,97'j 985,749 2,280,538 

lln/95 665,305 763,804 1,159,950 2,589,059 

12/8/95 686,316 766,356 . !,253,348 2,706,020 

1/15/96 778,585 873,570 i,263,94 I 2,916,096 

4/12/96 778,585 1,170,5fA 1,651 ,617 3,600,766 

5/29/96 873,365 1,376,384 1,823,668 4,073 ,417 

6/26/96 915,555 1,414,873 1,884,622 4,215,050 

7/8/96 9T2,328 1,474,048 1,987,350 4,433,726 

7/18/96 ! ,006,046 1,516,919 2,060,742 4,583,707 

8/1/96 1,049,996 1,577,801 2,164,916 4,792,713 

8/16/% 1,091 ,1 12 1,638,683 2,246,037 4,975,832 

8/27/961 l ,118,16Q . 1,684.521 2,314,606 5,117,396 

9/12/96 1,146,432 1,754,050 2,360,521 5,261 ,003 

9/24/96 1,159,035 1,796,140 2,409,496 5,364,671 

10/ 1/96 1,174,178 1,825,149 2,4b 8,298 5,407,625 

10/ 17/96 1,253,727 1,855,632 2,411 ,539 5,520,898 

11/2/96 1,315,165 1,906,634 2,420,559 5,642,358 

11 / 15/96 1,365,973 1,908,623 2,502,342 5,776,938 

11 /25/96 1,396,032 1,911 ,188 2,552,717 5,859,937 

12/ 11/96 1,430,595 1,935,775 2,611 ,374 5,977,744 

12/27/96 1,452,912 1,937,132 2,649,962 6,040,006 

1/3/97 1,456,304 1,939,518 2,655,775 6,051,597 
1/14197 1,470,242 1,949,120 2,684,864 6,104,226 

1/24/97 1,470,505 1,949,124 2,702,272 6,121 ,901 

2n/97 1,518,975 1,950,754 2,796,872 6,266,601 

2/21/97 1,571,273 1,952,209 2,835,673 6,359,155 

3114197 1,646,678 1,952,209 2,834,135 6,434,560 

3128/97 1,692,834 2,039,01 I 2,814,446 6,567,518 

IS.mi; 
- Data prior to 4/12/96 was collected by EMCON. 
- A new flow baseline (zero cumulative flow) was established on 

August 3, 1995, due to flow meter replacement. 
- Erroneous flow meter reading from RW-3 on 10/1/96. 
- Due to a flow meter malfimction, the totalizer for RW-2 showed a 

negative flow of 1,05 I gallons on January 14, 1997. 
• Due to a flow meter malfunction, the totalizer for RW-3 showed a 

negative flowage of 1,538 gallons and 19,689 gallons on March 14, 
and March 28, 1997, respectively. 

S?liandax~ 
' 
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ATTACHMENT C 

Site Inspection Forms 



. . . 

e 
Site Inspection Date: 

Handex Personnel: 

Arrival nme: 

Departure nme: 

ALARM RESPONSE VISIT: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

-==a====-===,=,;-=~=:=c-c~~ .. c. . .,,, __ ,..,_=':_'::' ___ :='_~=-l'°'j;,-;:-:..:\= .. =-~=.{=-:=;,=·;,=;-=.:=;,=-=_aaa_===~==,c=a========--=-=-:-:'-~~=='~.,,....-,= 
=-=.=:..;;:.;·=~·----- ·-·-- - -·-----. - -~·- ----- ---- ... __ ., __ ;~'- : -·~ __ , .. ""'-.:· -·- ·-----· - -----·------ ·-:;:·-=-=;..· ·a:.·;;;.-•:;;· : ·a:.· ;..··;.;·;;;··= 

Flow Meter Readings: 

Bubbler Pressure: 

RW-1 4')..0 l/ ~.'"( 
RW-1 Lf o - Y: V 

---------t"----~ RW-3 2;, 2 CJ ·/ ~ 2., 5 
______ RW-3 fo.o. ·· fe ·z. 

Air Stripper Pressure: 9 Inches of Water 

Effluent Flow Rate: I I Gallons Per Minute 
I 

Effluent Clarity: --......l:l!'-'--~~:i...:v2.~---------------------1 
Building Temperature: Degrees F 

--"'-...;..._-

Compressor Checked: '1:-f s Condesate Released: 

Compressor Oil level Checked: 1/-e 7 Oil Changed: __________ ---:i 

System Operational Upon Arrival: I./..(! S Yes No, (if no, please explain below} 

N/,1-

AirNJater Leaks: RW-1 RW-2 RW-3 (please circle appropriate controller(s}) 

Manholes ./ No Yes Repaired 

Controllers v No Yes Repaired 

Lines 
/ 

No Yes Repaired V 

Stripper t/ No Yes Repaired 

Compressor 1/ No Yes Repaired 

If yes, explain: 

Filter Cartridges Replaced: 

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

Recommendations for system optimization or general comments: 

C:>KJp,V' £:\}e,(~ c..0ol 0-3o0 r?,' £4.H'le • 



. \.. . 

Site Inspection Date: 

Handex Personnel: 

Arrival nme: ~-
~ / t, 

Departure Time: 

ALARM RESPONSE VISIT: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

Bubbler Pressure: RW-1 ______ RW-2. ______ RW-3 _____ _ 

Air Stripper Pressure: Cf, S Inches of Water 

Effluent Flow Rate: ? , 5 Gallons Per Minute 

Effluent Clarity: (:I€'< 1Z.. 

Degrees F 

Condesate Released: ,v Jq 

Building Temperature: / O 2 
Compressor Checked: ~I-<' 5 
Compressor Oil level Checked: Oil Changed: /l/ ~ -'------------~ 
System Operational Upon Arrival: Yes No, (if no, please explain below} ---

AirNvater Leaks: RW-1 RW-2 RW-3 (please circle appropriate controller(s}) 

Manholes )( No Yes Repaired 

Controllers No X. Yes Repaired 

lines ~ No Yes Repaired 

Stripper )( No Yes Repaired 

Compressor >< No Yes Repaired 

If yes, explain: \K' Lu -s. e~~11: 

~ \' s ·,! • 
g~ (::°.'A 

---------------------------------. · · · - :1•;c§1~fr~u. '1 ,£>!\:: !\ · . · · 

• 
Filter Cartridges Replaced: RW-1 RW-2 --- RW-3 ---
Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

Recommendations for system optimization or general comments: 
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e March 3, 1997 

Mr. Sam Waldo 

e 

e 

Director, Environmental Affairs 
AMPHENOL CORPORATION 
World Headquarters 
358 Hall Avenue 
Wallingford, CT 06492 

Re: OPERATION AND MAINTENANCE OF THE INTERIM CORRECTIVE MEASURE 
Former Amphenol Facility 
980 Hurricane Road 
Franklin, Indiana 

Dear Mr. Waldo: 

Enclosed, please find a summary of the operation and maintenance (O&M) and gauging activities completed by 
Handex Environmental, Inc. (Handex) at the above-referenced site. This report summarizes the activities 
completed during the January 24 to February 21, 1997 reporting period. Handex personnel inspected the site on a 
biweekly basis to monitor system operations and ground water recovery and treatment. Due to inclement weather 
conditions, the quarterly site inspection was performed in February and not January. 

Groundwater Level Measurements 
On February 21, 1997, Handex personnel gauged the monitoring well network at this site using an electronic 
oil/water interface probe to determine the depth to water and the presence or absence of liquid-phase 
hydrocarbons. Depth to water beneath this site ranged from 7.7-feet below grade in MW-9 to 16.5-feet below 
grade in MW-22. Liquid-phase hydrocarbons were not detected within the monitoring and recovery well network 
at the site. The submersible pumps within recovery wells RW-1, RW-2, and RW-3 were not operating upon arrival 
to the site on February 7, 192], apparently due to a lime blockage in the discharge piping from the equipment shed 
to the POTW outfall. The blockage was cleared and two (recovery wells RW-1 and RW-3) of the pumps were 
restarted. Thtypumps for recovery wells RW-1 and ~ were pumping while well gauging activities were 
performed. Figure I is a site plan illustrating pertinent site features and well locations. The groundwater elevation 
data is summarized in Attachment A, and a groundwater contour map has been included as Figure 2. 

Groundwater Treatment SJ,stem 
During this reporting period, approximately 237,534 gallons of groundwater were treated and discharged from 
recovery wells RW-1, RW-2, and RW-3. Based on data provided by EMCON and Handex field data sheets, the 
total volume of groundwater recovered to date is approximately 6,359,155 gallons. Attachment B includes a table 
and a graph illustrating the recovery rates to date, and Attachment C contains copies of Field Data Sheets 
completed by Handex personnel. During one (February 7, 1997) of the two February visits, the groundwater pump 
and treat system was not operating upon arrival to the site apparently due to a lime blockage in the discharge 
piping from the equipment shed to the POTW outfall. The blockage was removed and the system was restarted. 

After the systein was restarted on February 7, 1997, Handex personnel discovered that the S-2 controller for 
recovery well RW-2 was leaking air from several different areas; consequently, recovery well RW-2 was not 
operating properly. Handex attempted to repair the S-2 controller while in the field but determined that the S-2 
controller needed to be sent to Ejector Control Systems for repairs. After the repairs have been performed, the S-2 
controller will be placed back in line and recovery well RW-2 will be restarted. Currently, only recovery wells 

---------
8583 Zionsville Road, Indianapolis, IN 46268 • (317) 228-6240 • Fax: (317) 228-6243 
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Mr. Sam Waldo 
March 3, 1997 
Page2 

RW-1 and RW-3 are operating. 

During the February 7, 1997 visit to the site, Handex perfonned quarterly. O&M activities and also replaced part of 
the effluent discharge piping. Handex personnel removed the "P" trap, which acts as a vapor barrier between the 
remedial system shed and the POTW outfall. After inspecting the "P" trap, it was detennined that the scale 
buildup had reduced the 4-inch diameter discharge pipe to approximately 2-inches in diameter. Additionally, 
Handex cleaned the 4-inch diameter discharge piping left in place (between the remediation building and the 
POTW outfall) and placed a new "P" trap within the remediation building. This "P" trap t:an be removed on a 
monthly basis and cleaned. 

Groundwater Sampling and Analysis 
On February 7, 1997, Handex personnel collected ground water samples from recovery wells RW-1 , RW-2, and 
RW-3, and one effluent sample from the air stripper unit. The recovery well effluent samples were collected from 
sample ports located within the equipment enclosure prior to treatment through the air stripper. The air stripper 
effluent sample was collected from the discharge pipe prior to entering the sewer. The samples were placed into 
laboratory prepared 40 milliliter (ml) glass sample vials and placed into a cooler on ice. The samples were 
submitted under chain of custody control to National Environmental Testing, Inc. (NET) located in Indianapolis, 
Indiana. The samples were analyzed for volatile organic compounds (VOCs) using EPA Method 8240. 

Laboratory analytical results indicate the presence of 1, 1 - dichloroethane, tetrachloroethene, 1, 1, 1 trichoroethane, 
and trichoroethene in the samples collected from RW-1, RW-2, and RW-3. VOCs were not detected above the 
laboratory method detection limits from the air stripper effluent sample. Laboratory analytical results are 
summarized in Table 1, and the laboratory analytical reports are included in Attachment D. 

Schedule of Activities 
Biweekly and monthly site inspections and O&M activities will continue. Site visits are scheduled for the weeks 
of March 10 and March 24, 1997. The infonnation from these site inspections will be summarized in the March 
1997 progress report. 

Should you have any questions regarding this site or infonnation summarized within this report, please do not 
hesitate to contact this office at (317) 228-6240. Handex appreciates the opportunity to provide environmental 
services to Amphenol Corporation. 

Sincerely, 
IIANDEX ENVIRONMENT AL, INC. 

/.-:>~-~ ~P._~ 
B~try "-.__) 
Hydrogeologist 

Attachments 
cc: Mr. Jim Keith, Earth Tech, Bloomington, IN 

Mr. John Kneebone, Marine Corporation of America 

~¼ 
Jay T. Simonds 
Senior Hydrogeologist 
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NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

Mr. Greg Scarpone 
HANDEX OF INDIANA 
8583 Zionsville Rd. 
Indianapolis, IN 46268 

ANALYTICAL REPORT 

02/13/1997 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

NET Job Number: 97.00632 

Enclosed are the Analytical Results for the following samples 
submitted to NET, Inc. Indianapolis Division for analysis: 

Project Description: AMPHENOL 

Sample 
Number 

164105 
164106 
164107 
164108 

Sample Description 

RW-1 INFLUENT 
RW-2 INFLUENT 
RW-3 INFLUENT 
EFFLUENT 

Date 
Taken 

02/07/1997 
02/07/1997 
02/07/1997 
02/07/1997 

Date 
Received 

02/07/1997 
02/07/1997 
02/07/1997 
02/07/1997 

National Environmental Testing, Inc. certifies that the analytical 
results contained herein apply only to the specific samples 
analyzed. 

Reproduction of this analytical report is permitted only in its 
entirety. 



e 

4/12/96 NS <2> 
7/8/96 14 

10/17/96 15 
2/7/97 18 

RW-2 I 5/3/95 47 
8/3/95 48 

11/7/95 58 
4/12/96 ND 

7/8/96 31 
10/17/96 33 

2/7/97 27 
RW-3 I 5/3/95 28 

8/3/95 53 
11/7/95 48 
4/12/96 ND 

7/8/96 39 
10/17/96 34 

2/7/97 28 
Notes: 
Results in micrograms per liter (ug/1). 

ND 
NS 
ND 
ND 
ND 
8.1 
ND 
9.1 
ND 
7.3 
ND 
ND 
ND 
ND 
6.9 
ND 
6.5 
ND 
ND 

e 
TABLE 1 

Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Laboratory Analytical Results 

ND 
ND 
NS 
ND 
ND 
ND 
3.9 
ND 
5.3 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 

(1) ND - Not Detected - analyte not detected above laboratory method detection limit. 
(2) NS - Not Sample, RW-1 not in operation during April sampling event. 
(3) NA - Not Applicable. 

e 

170 180 
ND 190 
NS NS NS NAC3l 
31 120 350 515 
29 150 1,800 1,994 
ND 140 260 418 

1500 960 4300 6819 
1500 1100 3000 5648 
2100 1300 2200 5672.4 
980 530 1500 3010 
2100 1200 2100 5438.3 
2600 680 2900 6213 

37 400 410 874 
160 540 2900 3628 
16 560 870 1499 

1400 950 1700 4104.9 
93 450 1200 1743 
45 820 1100 2010.5 

2600 720 2900 6254 
37 410 410 885 

9 liandC!X® -



NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 
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e 

e 

Mr . Greg Scarpone 

HANDEX OF INDIANA 

8583 Zi onsville Rd. 

Indianapolis, IN 46268 

Sample Description : RW-1 INFLUENT 

Job Description: AMPHENOL 

Date Taken : 02/07/1997 

Parameter 

VOLATILE-8240 (AQ) 

Acetone 

Acrolein 

Acrylonitrile 

Benzene 

Bromodichloromethane 

Bromofonn 

Bromomethane 

2-Butanone (MEK) 

<50 . 

<50 . 

<50. 

<5 . 0 

<5.0 

<5 . 0 

<10 . 

<50. 

Carbon disulfide <50 . 

Carbon tetrachloride <5.0 

Chlorobenzene <5.0 

Chloroethane <10 . 

2-Chloroethyl vinyl ether <10. 

Chlorofonn <5 . 0 

Chloromethane <10 . 

Dibromomethane <10 . 

Dibromochloromethane <5.0 

l,2-Dibromo-3-chloropropane <10 . 

l,2-Dibromoethane (EDB) <5.0 

Dichlorodifluoromethane clO. 

1 , 1-Dichloroethane 18 . 

1,2-Dichloroethane <5 . 0 

1,1-Dichloroethene <5.0 

trans-1,2-Dichloroethene <5.0 

cis-1,2 - Dichloroethene <5.0 

l,2-Dichloropropane <5 . 0 

cis-1,3 -Dichloropropene <5 . 0 

trans-1,3-Dichloropropene <5.0 

Ethyl ether <5.0 

Ethyl acetate <10 . 

Ethylbenzene <5 . 0 

Ethyl methacrylate <10. 

2-Hexanone <50. 

Methyl-tert-butyl-ether (Ml'BE <10 . 

ANALYTICAL REPORT 

Date Received: 02/07/1997 

Flag Units 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

02/13/1997 

Sample No. : 164105 

Job No .: 97 . 00632 

P.O . NO .: 

Page 2 

Analyst/ 
Date of Analysis 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

Number Limit 

s - 8240 <50 . 

s - 8240 <50 . 

s - 8240 <50 . 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <50 . 

s - 8240 <50 . 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <10 . 

s - 8240 <5 . 0 

s 8240 <10. 

s - 8240 <10 . 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <50. 

s - 8240 <10 . 
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NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

Mr . Greg Scarpone 

HANDEX OF INDIANA 

8583 Zionsville Rd . 

Indianapolis , IN 46268 

Sample Description : RW-1 INFLUENT 

Job Description : AMPHENOL 

Date Taken : 02/07/1997 Date Received : 02/07/1997 

Parameter 

VOLATILE - 8240 (AQ) 

Iodomethane 

Methylene chloride 

4-Methyl - 2 - pentanone (MIBK) 

Styrene 

1,1,2 ,2-Tetrachloroethane 

Tetrac hloroethene 

Toluene 

1 ,2 ,3 -Trichloropropane 

1,1,1 -Trichloroethane 

1 , 1 , 2-Trichloroethane 

Trichloroethene 

<10 . 

<10.0 

<25 . 

<5 . 0 

<5.0 

<5 . 0 

<5 . 0 

<10 . 

140 . 

<5 . 0 

260 

Trichlorofluoromethane <5 . 0 

Vinyl acetate <10. 

Vinyl chloride <2 . 0 

Xylenes, (Total) <5 . 0 

SURR : l,2-Dichloroethane-d4 107 

SURR : Toluene-dB 101 

SURR : 4-Bromofluorobenzene 99 

!lfilll 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

dlx5 ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

76 - 110 

88-110\ 

86-115\ 

02/13/1997 

Sample No .: 164105 

Job No . : 97 . 00632 

P.O . NO . : 

Page 3 

Analyst/ 

Date of Analysis 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10 / 1997 

xia I 02/10/1997 

xia I 02 / 10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/11/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02 /10/1997 

xia I 02/10/1997 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

~ Limit 

s - 8240 <10 . 

s . 8240 <10 . 0 

s - 8240 <25 . 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <10. 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s . 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <2 . 0 

s - 8240 <5 . 0 

s - 8240 

s - 8240 

s - 8240 
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. NATIONAL Indianapolis Division 
6964 Hillsdale Ct. 

ENVIRONMENTAL Indianapolis, IN 46250 

® TESTING, INC. Tel: (317) 842-4261 
Fax: (317) 842-4286 

e 
ANALYTICAL REPORT 

Mr . Greg Scarpone 02/13/1997 

HANDEX OF INDIANA 

8583 Zionsville Rd. Sample No .: 164106 

Indianapolis , IN 46268 Job No.: 97.00632 

P .O. NO. : 

Page 4 

Sample Description : RW-2 INFLUENT 

Job Descri ption : AMPHENOL 

Date Taken : 02/07/1997 Date Received : 02/07/1997 

Analyst/ Method Reporting 

Parameter lli!:!.ll. Flag Units Date of Analysis Number Limit 

VOLATILE-8240 (AO) 

Acetone <50 . ug/L xia I 02/10/1997 s - 8240 <50 . 

Acrolein <50 . ug/L xia I 02/10/1997 s - 8240 <50 . 

Acrylonitrile <50 . ug/L xia I 02/10/1997 s - 8240 <50 . 

Benzene <5 . 0 ug/L xia I 02/10/1997 s - 8240 <5 . 0 

Bromodichloromethane <5 . 0 ug/L xia I 02/10/1997 s - 8240 <5 . 0 

Bromoform <5 . 0 ug/L xia I 02/10/1997 s - 8240 <5 . 0 

e Bromomethane <10 . ug/L xia I 02/10/1997 s - 8240 <10 . 

2-Butanone (MEK) <50. ug/L xia I 02/10/1997 s - 8240 <50 . 

Carbon disulfide <50. ug/L xia I 02/10/1997 s - 8240 <50 . 

Carbon tetrachloride <5.0 ug/L xia I 02/10/1997 s - 8240 <5 . 0 

Chlorobenzene <5.0 ug/L xia I 02/10/1997 s - 8240 <5 . 0 

Chloroethane <10 . ug/L xia I 02/10/1997 s - 8240 <10 . 

2-Chloroethyl vinyl ether <10 . ug/L xia I 02/10/1997 s - 8240 <10 . 

Chloroform <5 . 0 ug/L xia I 02/10/1997 s - 8240 <5 . 0 

Chloromethane <10 . ug/L xia I 02/10/1997 s - 8240 <10 . 

Dibromomethane <10 . ug/L xia I 02/10/1997 s - 8240 <10. 

Dibromochloromethane <5.0 ug/L xia I 02/10/1997 s - 8240 <5 . 0 

1,2-Dibromo-3-chloropropane <10. ug/L xia I 02/10/1997 s - 8240 <10 . 

1,2-Dibromoethane (EDB) <5.0 ug/L xia I 02/10/1997 s - 8240 <5 . 0 

Dichlorodifluoromethane <10. ug/L xia I 02/10/1997 s - 8240 <10 . 

1,1-Dichloroethane 27 . ug/L xia I 02/10/1997 s - 8240 <5.0 

1,2-Dichloroethane <5.0 ug/L xia I 02/10/1997 s - 8240 <5 . 0 

1,1-Dichloroethene <5 . 0 ug/L xia I 02/10/1997 s - 8240 <5 . 0 

trans-1,2-Dichloroethene <5 . 0 ug/L xia I 02/10/1997 s - 8240 <5 . 0 

cis-1,2-Dichloroethene <5 . 0 ug/L xia I 02/10/1997 s - 8240 <5 . 0 

1,2-Dichloropropane <5 . 0 ug/L xia I 02/10/1997 s - 8240 <5 . 0 

cis-1,3-Dichloropropene <5.0 ug/L xia I 02/10/1997 s - 8240 <5 . 0 

trans-1,3-Dichloropropene <5 . 0 ug/L xia I 02/10/1997 s - 8240 <5.0 

Ethyl ether <5.0 ug/L xia I 02/10/1997 s - 8240 <5 . 0 

Ethyl acetate <10. ug/L xia I 02/10/1997 s - 8240 <10 . 

Ethylbenzene <5 . 0 ug/L xia I 02/10/1997 s - 8240 <5 . 0 

Ethyl methacrylate <10 . ug/L xia I 02/10/1997 s - 8240 <10 . 

2 - Hexanone <50. ug/L xia I 02/10/1997 s - 8240 <50 . 

Methyl-tert-butyl-ether (MTBE <10. ug/L xia I 02/10/1997 s - 8240 <10 . 

e 



NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 
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ANALYTICAL REPORT 

Mr . Greg Scarpone 

HANDEX OF INDIANA 

8583 Zionsville Rd . 

Indianapolis, IN 46268 

Sample Description : RW-2 INFLUENT 

Job Description : AMPHENOL 

Date Taken : 02/07/1997 Date Received : 02/07/1997 

Parameter 

VOLATILE-8240 (AQ) 

Iodomethane 

Methylene chloride 

4-Methyl-2-pentanone (MIBK) 

Styrene 

1,1 , 2 , 2-Tetrachloroethane 

Tetrachloroethene 

Toluene 

1,2,3-Trichloropropane 

1,1 , 1-Trichloroethane 

1,1 , 2 -Trichloroethane 

Trichloroethene 

<10 . 

<10 . 0 

<25 . 

<5 . 0 

<5.0 

37 . 

<5 . 0 

<10 . 

400 

<5 . 0 

410 

Trichlorofluoromethane <5 . 0 

Vinyl acetate <10 . 

Vinyl chloride <2 . 0 

Xylenes , (Total) <5 . 0 

SURR : l , 2-Dichloroethane - d4 103 

SURR : Toluene-dB 103 

SURR: 4 - Bromofluorobenzene 98 

Units 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

dlxlO ug/L 

ug/L 

dlxlO ug/L 

ug/L 

ug/L 

ug/L 

ug/L 

76-114\ 

88-110\ 

86-115\ 

02/13/1997 

Sample No . : 164106 

Job No .: 97 . 00632 

P . O. NO . : 

Page 5 

Analyst/ 

Date of Analysis 

xia I 02/10/1997 

·xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/12/1997 

xia I 02/10/1997 

xia I 02/12/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

Number Limit 

s - 8240 <10 . 

s - 8240 <10 . 0 

s - 8240 <25 . 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <2 . 0 

s - 8240 <5 . 0 

s - 8240 

s - 8240 

s - 8240 



e . 
Mr. Greg Scarpone 

HANDEX OF INDIANA 

8583 Zionsville Rd. 

Indianapolis, IN 46268 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

02/13/1997 

Sample No. : 164107 

Job No .: 97 . 00632 

P.O. NO .: 

Page 6 

Sample Description: RW-3 INFLUENT 

Job Description: AMPHENOL 

Date Taken: 02/07/1997 Date Received: 02/07/1997 

Analyst/ 

Parameter Result Flag Units Date of Analysis 

VOLATILE-8240 {AQ) 

Acetone <50 . ug/L xia I 02/10/1997 

Acrolein <50 . ug/L xia I 02/10/1997 

Acrylonitrile <50. ug/L xia I 02/10/1997 

Benzene <5 . 0 ug/L xia I 02/10/1997 

Bromodichloromethane <5 . 0 ug/L xia I 02/10/1997 

Bromoform <5.0 ug/L xia I 02/10/1997 

e Bromomethane <10. ug/L xia I 02/10/1997 

2 -Butanone {MEK) <50 . ug/L xia I 02/10/1997 

Carbon disulfide <50. ug/L xia I 02/10/1997 

Carbon tetrachloride <5.0 ug/L xia I 02/10/1997 

Chlorobenzene <5 . 0 ug/L xia I 02/10/1997 

Chloroethane <10. ug/L xia I 02/10/1997 

2-Chloroethyl vinyl ether <10 . ug/L xia I 02/10/1997 

Chloroform <5 . 0 ug/L xia I 02/10/1997 

Chloromethane <10. ug/L xia I 02/10/1997 

Dibromomethane <10. ug/L xia I 02/10/1997 

Dibromochloromethane <5 . 0 ug/L xia I 02/10/1997 

1,2-Dibromo-3 - chloropropane <10. ug/L xia I 02/10/1997 

1,2-Dibromoethane {EDB) <5 . 0 ug/L xia I 02/10/1997 

Dichlorodifluoromethane <10 . ug/L xia I 02/10/1997 

1,1-Dichloroethane 28. ug/L xia I 02/10/1997 

1,2-Dichloroethane <5.0 ug/L xia I 02/10/1997 

1,1-Dichloroethene <5.0 ug/L xia I 02/10/1997 

trans-1,2-Dichloroethene <5.0 ug/L xia I 02/10/1997 

cis-1,2-Dichloroethene <5.0 ug/L xia I 02/10/1997 

1,2-Dichloropropane <5.0 ug/L xia I 02/10/1997 

cis - 1,3-Dichloropropene <5.0 ug/L xia I 02/10/1997 

trans-1,3-Dichloropropene <5.0 ug/L xia I 02/10/1997 

Ethyl ether <5.0 ug/L xia I 02/10/1997 

Ethyl acetate <10 . ug/L xia I 02/10/1997 

Ethylbenzene <5.0 ug/L xia I 02/10/1997 

Ethyl methacrylate <10 . ug/L xia I 02/10/1997 

2-Hexanone <50. ug/L xia I 02/10/1997 

Methyl-tert-butyl-ether {m'BE <10. ug/L xia I 02/10/1997 

e 

s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 
s 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842·4261 
Fax: (317) 842-4286 

Method Reporting 

Number Limit 

- 8240 <50. 

- 8240 <50 . 

- 8240 <50. 
. 8240 <5 . 0 

- 8240 <5.0 

- 8240 <5 . 0 

- 8240 <10. 

- 8240 <50 . 
. 8240 <50 . 
. 8240 <5 . 0 

- 8240 c5 . 0 

- 8240 <10 . 

- 8240 <10 . 

- 8240 <5 . 0 

- 8240 <10. 

- 8240 <10 . 

- 8240 <5 . 0 
. 8240 <10 . 

- 8240 <5 . 0 

- 8240 <10. 

- 8240 <5 . 0 

- 8240 <5 . 0 

- 8240 <5.0 

- 8240 <5.0 

- 8240 <5 . 0 

- 8240 <5 . 0 

- 8240 <5.0 

- 8240 <5 . 0 

- 8240 <5.0 

- 8240 <10. 

- 8240 <5.0 

- 8240 <10 . 

- 8240 <50 . 

- 8240 <10. 



e 

e 

NET NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

Mr . Greg Scarpone 

HANDEX OF INDIANA 

8583 Zionsville Rd. 

Indianapolis , IN 46268 

Sample Description: RW-3 INFLUENT 

Job Description : AMPHENOL 

ANALYTICAL REPORT 

02/13/1997 

Sample No.: 164107 

Job No . : 97 . 00632 

P.O. NO.: 

Page 7 

Date Taken : 02/07/1997 Date Received : 02/07/1997 

Parameter 

VOLATILE-8240 (AQ) 

Iodomethane 

Methylene chloride 

4-Methyl-2-pentanone (MIBK) 

Styrene 

1 , 1,2,2-Tetrachloroethane 

Tetrachloroethene 

Toluene 

1,2,3-Trichloropropane 

1 , 1,1-Trichloroethane 

1,1 , 2-Trichloroethane 

Trichloroethene 

<10. 

<10.0 

<25. 

<5.0 

<5 . 0 

37 . 

<5.0 

<10 . 

410 

<5 . 0 

410 

Trichlorofluoromethane <5 . 0 

Vinyl acetate <10. 

Vinyl chloride <2 . 0 

Xylenes, (Total) <5.0 

SURR : l,2-Dichloroethane-d4 104 

SURR: Toluene-dB 101 

SURR: 4-Bromofluorobenzene 100 

dlxlO 

dlxlO 

Analyst/ 

Y!l!ll Date of Analysis 

ug/L xia I 02/10/1997 

ug/L xia I 02/10/1997 

ug/L xia I 02/10/1997 

ug/L xia I 02/10/1997 

ug/L xia I 02/10/1997 

ug/L xia I 02/10/1997 

ug/L xia I 02/10/1997 

ug/L xia I 02/10/1997 

ug/L xia I 02/11/1997 

ug/L xia I 02/10/1997 

ug/L xia I 02/11/1997 

ug/L xia I 02/10/1997 

ug/L xia I 02/10/1997 

ug/L xia I 02/10/1997 

ug/L xia I 02/10/1997 

76-114\ xia I 02/10/1997 

88-110\ xia I 02/10/1997 

86-115\ xia I 02/10/1997 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

Number Limit 

s - 8240 <10. 

s - 8240 <10 . 0 

s - 8240 <25. 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <2.0 

s - 8240 <5.0 

s - 8240 

s - 8240 

s - 8240 



-

e 

e 

Mr. Greg Scarpone 

HANDEX OF INDIANA 

8583 Zionsville Rd . 

Indianapolis, IN 46268 

Sample Description : EFFLUENT 

Job Description : AMPHENOL 

Date Taken: 02/07/1997 

Parameter 

VOLATILE-8240 (AQ) 

Acetone 

Acrolein 

Acrylonitrile 

Benzene 

Bromodichloromethane 

Bromoform 

Bromomethane 

2-Butanone (MEK) 

Carbon disulfide 

Carbon tetrachloride 

Chlorobenzene 

Chloroethane 

2-Chloroethyl vinyl ether 

Chloroform 

Chloromethane 

Dibromomethane 

Dibromochloromethane 

l,2-Dibromo-3-chloropropane 

1,2-Dibromoethane (EDB) 

Dichlorodifluoromethane 

1,1-Dichloroethane 

1,2-Dichloroethane 

1,1-Dichloroethene 
trans-1,2-Dichloroethene 

cis-1,2-Dichloroethene 

1,2-Dichloropropane 

cis-1,3-Dichloropropene 

trans-1,3-Dichloropropene 

Ethyl ether 

Ethyl acetate 

Ethylbenzene 

Ethyl methacrylate 

2-Hexanone 

Methyl-tert-butyl-ether (MTBE 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

Date Received: 02/07/1997 

Result Flag Units 

<50 . ug/L 

<50. ug/L 

<50 . ug/L 

<5 . 0 ug/L 

<5 . 0 ug/L 

<5 . 0 ug/L 

<10 . ug/L 

<50 . ug/L 

<50 . ug/L 

<5 . 0 ug/L 

<5 . 0 ug/L 

<10 . ug/L 

<10 . ug/L 

<5 . 0 ug/L 

<10. ug/L 

<10. ug/L 

<5 . 0 ug/L 

<10 . ug/L 

<5 . 0 ug/L 

<10. ug/L 

<5 . 0 ug/L 

<5 . 0 ug/L 

<5 . 0 ug/L 
<5 . 0 ug/L 

<5 . 0 ug/L 

<5.0 ug/L 

<5 . 0 ug/L 

<5 . 0 ug/L 

<5 . 0 ug/L 

<10. ug/L 

<5 . 0 ug/L 

<10. ug/L 

<50. ug/L 

<10 . ug/L 

02/13/1997 

Sample No. : 164108 

Job No.: 97.00632 

P.O. NO.: 

Page 8 

Analyst/ 

Date of Analysis 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 
xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

~ Limit 

s - 8240 <50 . 

s - 8240 <50 . 

s - 8240 <50. 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <50 . 

s - 8240 <50. 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <10 . 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <10. 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <5.0 

s - 8240 <10. 

s - 8240 <50. 

s - 8240 <10. 



e 

e 

Mr . Greg Scarpone 

HANDEX OF INDIANA 

8583 Zionsville Rd . 

Indianapolis, IN 46268 

Sample Description : EFFLUENT 

Job Description: AMPHENOL 

Date Taken : 02/07/1997 

Parameter 

VOLATILE-8240 (AQ) 

Iodomethane 

Methylene chloride 

4-Hethyl-2-pentanone (HIBK) 

Styrene 

l,l,2,2-Tetrachloroethane 

Tetrachloroethene 

Toluene 

l,2,3-Trichloropropane 

1,1,1-Trichloroethane 

1,1,2-Trichloroethane 

Trichloroethene 

Trichlorofluoromethane 

Vinyl acetate 
Vinyl chloride 

Xylenes, (Total) 

SURR: l , 2-Dichloroethane-d4 

SURR: Toluene-dB 

SURR: 4-Bromofluorobenzene 

NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

ANALYTICAL REPORT 

Date Received: 02/07/1997 

~ Flag Y!l!ll 

<lO . ug/L 

<lO.O ug/L 

<25 . ug/L 

<5.0 ug/L 

<5 . 0 ug/L 

<5 . 0 ug/L 

<5.0 ug/L 

<10 . ug/L 

<5 . 0 ug/L 

<5.0 ug/L 

<5 . 0 ug/L 

<5 . 0 ug/L 
<10 . ug/L 

<2.0 ug/L 

<5.0 ug/L 

102 76-114\ 

100 88-llO\ 

100 86-115\ 

02/13/1997 

Sample No . : 164108 

Job No .: 97 . 00632 

P . O. NO. : 

Page 9 

Analyst/ 

Date of Analysis 

xia I 02/l0/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

xia I 02/10/1997 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Method Reporting 

~ Limit 

s - 8240 <lO . 

s - 8240 <lO.O 

s - 8240 <25. 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <5 . 0 

s - 8240 <10 . 

s - 8240 <5.0 

s - 8240 <5.0 

s - 8240 <5 . 0 

s - 8240 <5.0 

s - 8240 <10 . 

s - 8240 <2 . 0 

s - 8240 <5 . 0 

s - 8240 

s - 8240 

s - 8240 
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ug/L 
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NATIONAL 
ENVIRONMENTAL 

® TESTING, -INC~ 
KEY TO ABBREVIATIONS 

Indianapolis Division 
6964 Hillsdale Ct. 
Indianapolis, IN 46250 

Tel: (317) 842-4261 
Fax: (317) 842-4286 

Less than; "hen appearing in the ruults COlUCI."\ inuJ.C&~es the &nalyce WAS noC d"etected · 
ac or above th_e reporced value. 

Concentration in W\its of milligr&llLS of ana.lyte per Liter of aa:nple. Measurement used 
for aqueous samples. Can also be e,g,ressed as parts per mill,l.on (ppm). 

Concentration in W\its of lllicrograa,.s of analyte per Liter of sam;,le. Measurement used 
for aqueous samples. Can also be ex,,~essed as parts per billion (ppb). 

Concentration in W\its of milligra:u ..,(. ana.lyte per kilogram of sample. Measurement 
used for non-aqueous samples. can also be expressed as parts per lllillion (ppm). 

Concentration in W\its of aicrogra:u of analyte per kilogram of sample. Measurement 
used for non-aqueous samples. Can also be expressed as parts per billion (ppb) _ 

Practical Quantitation Limit; the lowest level that can be reliably achleved 
within specified limit, of precision a~d accuracy under routine conditions. 

Indicates the •ample concentration was quantitated using a diesel fuel •tandard. 

Indicates the analyte of interest was also fou."\d in the 111ethod blank. 

Sample resec:,bles W\known Hydrocarbon. 

Indicates the sample was.diluted due to high a."\.llyte concentration. 

Indicates the sample was diluted due to matrix interference. 

Ir.dicates the reported concentration is estic::ated. 

Indicates the sample concentration "as quantitated using a fuel oil standard. 

Indicates the sample concentration was quantita:ed using a gasoline standard. 

Indicates the sample was analyzed past holding time. 

Indicates the sample spike cor.centration was insufficient, due to high analyte concentration in the sample. 

Indicates the reported concentration is below the PQt.. 

Indicates the sample concentration was quantitated using a kerosene sta.ndard. 

Indicates an H.$/KSD was not &.."\.llyzed due to insufficient sample. M LCS duplicate has been provided. 

Indicates the s&1:1ple concentration was quantitated using a mineral spirits standard. 

Indic~tes the sample concentration vas quantitated using a 1110tor oil standard. 

Indicates the ~ample was post spiked due to sample in.trix. 

Indicates MS/MSD exceeded control limits due-·i:.o •ample matrix. All other QCis were in control. · 

Indicates the sample vas received past holdini time. 

Indicates the •ample concentration vas quantitated using a stoddard solvent standard • 

Indicates the sample was received ic;,roperly preserved a..'14/or contained. 

Indicates the result is under the reporting limit and considered an estimated concentration. 

Indicates the Toxicity Characteristic teaching Procedure was performed for this analysis. 

Indicates the analysis was performed using Ipductively Coupled Plasma Spectroscopy. 

Indicates the analysis vas perfor111ed using cra;,hlte F\l.rn.ace '-tOClic Absorption Spectro_scopy. 

Percent; To convert ppm to I, divide the result by 10,000. 
To convert I to ppm, 111.1ltiply the result by 10,000 • 

Reporting limits are elevated due to insufficient sample submitted by client. 

When indicated, the results are reported on a cL.-y "eight basis. The contribution of the 
moisture content in_ the __ a ample is aubtracted w~en calculating the concentration of the analyte. 



NATIONAL 
ENVIRONMENTAL 

® TESTING, INC. 

s~t}~BY Mi8\-

~~) ~(11\f 
(PRINT NAME) 

DATE TIME SAMPLE ID/OESCRIPTION 

CHAIN OF CUSTOteRECORD 
COMPANY t:\A~X - /~OANA 
ADDRESS S;.~3 L\c.r-.:>~..J 11....U!;; @ \1'.P!f½'AA:)4s I"' '4b"°U:)~ 
PHONE 3/7.Z.."2.$",lc,'2Y<:::i FAX 317,U.~.6t.,~3 
PROJECT NAME/LOCATION __._AM.l!..._!.,._P..1..ctlc.::E::.....f'->O..::..=...'--=-----------
PROJECT NUMBER _____ -=,--------------
PROJECT MANAGER C:?)(1.% ':x:-A1,f()N'c. 

ANALYSES 

* oil 

l 
# and TyP8 of 

C Containers 

~ )( a, 0.. M • cc cc J: 0 UJ 

~ 
< :::!' 13 0 0 rJ) J: "' cc 0 J: ., z "' ..... 

~ :I: Cl u z J: J: 0 

X 

~ 

~ 

. e . 
REPORT TO: (~6) Yf\~'.&1-Jt 

INVOICE TO:_S°i,_,{.'!(--\,..__,,E;.._· ______ _ 

P.O. NO. 

NET QUOTE NO. 

To assist us in selecting the proper method 

Is this wot!< being conducted lor regulalory 
compliance monitoring? Yes __ No __ 

Is this wot!< being conducted lor regulatory 
enforcement action? Yes __ No __ 

Which regulations apply: RCRA __ NPDES Wastewater __ 
UST __ Drinking Waler __ 
Other __ None __ 

COMMENTS 

·1r-J 

CONDITION OF SAMPLE: BOTILES INTACT? YES/ NO COC SEALS PRESENT AND INTACT? YES/ NO TEMPERATURE UPON RECEIPT: 
FIELD FILTERED? YES/ NO VOLATILES FREE OF HEADSPACE? YES/ NO Bottles supplied by NET? YES / NO 

SPOSAL: RETURN SAMPLE REMAINDER TO CLIENT VIA 
I REQUEST NET TO DISPOSE OF ALL SAMPLE REMAINDERS DATE 

DATE TIME RECEIVED BY: RELINQUISHED BY: DATE TIME RECEIVED FOR NET BY: 

21 Of)- /1'.crb 
REMARKS: 

PT t • ORIGINAL · WHITE PT 2 · NET PROJECT MANAGER · YELLOW PT 3 • CUSTOMER COPY · PINK 
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FORMER AMPHENOL FACILITY 
GROUNDWATER TABLE CONTOUR MAP 

FEBRUARY 14, 1997 
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Easting (feet) 

Figure 2 
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ATTACHMENT A 

Groundwater Level Measurements 



e 

IT:-2 

IT-3 

MW-3 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 732.25 12.36 
11/7/95 13.07 
4/12/96 13.45 
5/29/96 10.82 
6/4/96 11.08 
7/8/96 11 .84 
8/1/96 12.04 

9/12/96 12.58 
10/17/96 12.37 
11/25/96 12.26 
12/11/96 12.02 
1/24/97 11 .71 
2/21/97 11.85 
8/29/95 728.71 9.52 
11/7/95 11 .14 
4/12/96 12.09 
5/29/96 9.41 

6/4/96 10.11 
7/8/96 10.44 
8/1/96 10.63 

9/12/96 10.85 
10/17/96 10.97 
11/25/96 10.82 
12/11/96 10.79 

1/24/97 10.55 
2/21/97 10.80 
8/29/95 736.44 15.23 
11/7/95 16.40 
4/12/96 14.91 
5/29/96 13.16 
6/4/96 13.15 
7/8/96 14.03 
8/1/96 ·14.53 

9/12/96 15.33 
10/17/96 15.33 
11/25/96 15.29 
12/11/96 14.95 

1/24/97 14.50 
2/21/97 14.50 

719.89 
719.18 
718.80 
721 .43 
721 .17 
720.41 
720.21 
719.67 
719.88 
719.99 
720.23 
720.54 
720.40 
719.19 
717.57 
716.62 
719.30 
718.60 
718.27 
718.08 
717.86 
717.74 
717.89 
717.92 
718.16 
717.91 
721 .21 
720.04 
721 .53 
723.28 
723.29 
722.41 
721.91 
721 .11 
721 .11 
721 .15 
721.49 
721 .94 
721 .94 

9 1-tandczx~ -



e 
Former Amphenol Facility 

980 Hurricane Road 
Franklin, Indiana 

Ground Water Level Measurements 

~~ ] @ ~-- ,. *C'" 
;:.s;;;c;,JBI ... ffl . if 8~iJf,)1,i;.,,W 

' - ;,1 ~ ;t,,,. } ' '• 31:~··t ~ 
'\- •T •g ' ' c " t • f I '.h:; 

--~ ,. ~~- 1 _jtfnJ .... ,,10 .. ·· ··--· tjj, ,. --- ' - -
1 "j_ ~ • ,I ". ~ • l (!ti1JY~r~4 ":li)' ~ .L~~!i 

MW-9 8/29/95 733,04 9,70 723,34 
11/7/95 11.47 721,57 
4/12/96 9.46 723,58 
5/29/96 3,94 729.10 
6/4/96 5.81 727.23 
7/8/96 6.90 726.14 
8/1/96 7.65 725.39 

9/12/96 9.23 723.81 
10/17/96 9.64 723.40 
11/25/96 9.53 723.51 
12/11/96 9.18 723.86 

1/24/97 7.66 725.38 
2/21/97 7.70 725.34 

MW-12 8/29/95 736.38 16.43 719.95 
11/7/95 17.18 719.20 
4/12/96 16.21 720.17 
5/29/96 15.07 721 .31 
6/4/96 15.31 721 .07 
7/8/96 15.88 720.50 
8/1/96 16.16 720.22 

9/12/96 16.59 719.79 
10/17/96 16.47 719.91 
11/25/96 16.32 720.06 
12/11/96 16.12 720.26 

1/24/97 15.89 720.49 
2/21/97 15.96 720.42 

MW-20 8/29/95 734.03 10.35 723.68 
11/7/95 12.16 721 .87 
4/12/96 9.70 724.33 
5/29/96 6.30 727.73 
6/4/96 7.63 726.40 
7/8/96 8.58 725.45 
8/1/96 8.93 725.10 

9/12/96 10.39 723.64 
10/17/96 10.56 723.47 
11/25/96 9.82 724.21 
12/11/96 9.64 724.39 
1/24/97 8.57 725.46 
2/21/97 8.86 725.17 



e 

MW-21 

MW-22 

e 

MW-24 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 737.91 16.81 
11/7/95 17.92 
4/12/96 16.48 
5/29/96 14.82 
6/4/96 14.82 
7/8/96 15.67 
8/1/96 16.16 

9/12/96 16.89 
10/17/96 16.89 
11/25/96 16.85 
12/11/96 16.53 

1/24/97 16.10 
2/21/97 16.11 
8/29/95 737.64 17.05 
1117/95 17.90 
4/12/96 16.74 
5/29/96 15.52 
6/4/96 15.63 
7/8/96 16.22 
8/1/96 16.58 

9/12/96 17.15 
10/17/96 17.04 
11/25/96 16.99 
12/11/96 16.76 

1/24/97 16.46 
2/21/97 16.50 
8/29/95 736.02 15.59 
11/7/95 16.41 
4/12/96 15.29 
5/29/96 13.77 
6/4/96 13.80 
7/8/96 14.54 
8/1/96 15.01 

9/12/96 15.61 
10/17/96 15.66 
11/25/96 15.61 
12/11/96 15.33 

1/24/97 14.96 
2/21/97 15.24 

721 .10 
719.99 
721.43 
723.09 
723.09 
722.24 
721 .75 
721.02 
721 .02 
721 .06 
721.::S8 
721 .81 
721.80 
720.59 
719.74 
720.90 
722.12 
722.01 
721.42 
721 .06 
720.49 
720.60 
720.65 
720.88 
721.18 
721 .14 
720.43 
719.61 
720.73 
722.25 
722.22 
721.48 
721 .01 
720.41 
720.36 
720.41 
720.69 
721 .06 
720.78 
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Former Amphenol Facility 

980 Hurricane Road 
Franklin, Indiana 

Ground Water Level Measurements 

-- - -1 & , __ ··1 i \,;;,,: '!' '.·,,,t<-/ ,' -~ ) • , 'V 1 ~ '-1\~t,,, ~., !t] ~~~~ ? :ti 
/-J. /I . ! ! 'tl~ 9?,k~ f0 

I ~ Ii ~ ;_ ~ > ~ ~•"."' fif",~ 

' ('' •'il l . : ·~ "' • ,! t 1 . ~" .-,, ..,., .. ~Li .~ .,~., 
MW-26 8/29/95 736.39 13.46 722.93 

11/7/95 15.02 721 .37 
4/12/96 13.17 723.22 
5/29/96 9.53 726.86 
6/4/96 10.47 725.92 
7/8/96 11 .62 724.77 
8/1/96 12.16 724.23 

9/12/96 13.48 722.91 
10/17/96 13.60 722.79 
11/25/96 13.42 722.97 
12/11/96 13.08 723.31 

1i24/97 12.14 724.25 
2/21/97 12.25 724.14 

MW-27 8/29/95 736.63 15.37 721 .26 
11/7/95 16.66 719.97 
4/12/96 15.01 721 .62 
5/29/96 13.23 723.40 
6/4/96 13.44 723.19 
7/8/96 14.38 722.25 
8/1/96 14.79 721.84 

9/12/96 15.62 721 .01 
10/17/96 15.56 721.07 
11/25/96 15.45 721.18 
12/11/96 15.11 721 .52 

1/24/97 14.63 722.00 
2/21/97 14.75 721.88 

MW-28 8/29/95 738.04 17.03 721.01 
11/7/95 18.19 719.85 
4/12/96 16.72 721 .32 
5/29/96 15.21 722.83 
6/4/96 15.32 722.72 
7/8/96 16.12 721.92 
8/1/96 16.54 721.50 

9/12/96 17.25 720.79 
10/17/96 17.20 720.84 
11/25/96 17.10 720.94 
12/11/96 16.81 721.23 

1/24/97 16.39 721.65 
2/21/97 ' 16.49 721.55 -, .. 



e 
Former Amphenol Facility 

980 Hurricane Road 
Franklin, Indiana 

Ground Water Level Measurements 

-·-ri~r~~rg •• <{ ~ ~ lf.j,! ~:-4WJ!it[,~ ~ 
· :,.-., 'c:m',1·;.l!'t"·lf",:"'' ·- "'·"- •,? 
I ~· "- .,-,._, "" ~ '~· t \· ~ .. mJ-j 

' . ., !....:.; " __ IL -· ltfi ... H .. .:-$:,. ,:.ill 
MW-29 8/29/95 737.61 16.83 720.78 

11n195 17.99 719.62 
4/12/96 16.46 721 .15 
5/29/96 15.01 722.60 
6/4/96 15.19 722.42 
7/8/96 16.04 721 .57 
8/1/96 16.40 721.21 

9/12/96 17.15 720.46 
10/17/96 17.02 720.59 
11/25/96 16.93 720.68 
12/11/96 16.61 721.00 

1/24/97 16.24 721 .37 
2/21/97 16.31 721.30 

MW-30 8/29/95 734.84 15.54 719.30 
1 ·,n195 15.93 718.91 
4/12/96 14.95 719.89 
5/2!:l/96 14.10 720.74 
6/4/96 14.38 720.46 
7/8/96 14.84 720.00 
8/1/96 15.06 719.78 

9/12/96 15.28 719.56 
10/17/96 15.58 719.26 
11/25/96 15.13 719.71 
12/11/96 14.98 719.86 

1/24/97 14.71 720.13 
2/21/97 14.95 719.89 

RW-1 8/29/95 730.97 2.58 (1) 728.39 
11n195 NR (2) NA 
4/12/96 11 .02 719.95 
5/29/96 10.84 720.13 
6/4/96 11.12 719.85 
7/8/96 11.28 719.69 
8/1/96 NR (2) NA 

9/12/96 11.55 719.42 
10/17/96 12.50 718.47 
11/25/96 11.23 719.74 
12/11/96 11 .06 719.91 

1/24/97 10.90 720.07 
2/21/97 11.06 719.91 
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RW-3 

Fonner Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/951 732.05 4.42 (1) 

11/7/95 NR (2) 

4/12/96 12.72 
5/29i96 11 .50 
6/4/96 11 .88 
7/8/96 12.48 
8/1/96 12.76 

9/12/96 13.25 
10/17/96 12.86 
11/25/96 12.26 
12/11/96 11.89 

1/24/97 11 .76 
2/21/97 11 .80 
8129/95 733.19 4.08 (1) 

11/7/95 NR (2) 

4/12/96 13.07 
5/29/96 11 .73 
6/4/96 12.68 
7/8/96 13.26 
8/1/96 13.10 

9/12/96 13.40 
10/17/96 12.78 
11/25/96 12.68 
12/11/96 12.51 

1/24/97 12.26 
2/21/97 12.20 

727.63 
NA 

719.33 
720.55 
720.17 
719.57 
719.29 
718.80 
719.19 
719.79 
720.16 
720.29 
720.25 
729.11 

NA 
720.12 
721.46 
720.51 
719.93 
720.09 
719.79 
720.41 
720.51 
720.68 
720.93 
720.99 

(1) Ground water elevation based on measurements from top 
of bubbler tip. 
(2) NR - Not Recorded 
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ATTACHMENT B 

Groundwater Recovery Summary 



-
Former Amphenol Facility 

980 Hurricane Road 
Franklin, Indiana 

Cumulative Ground Water Flow Readings 

>:' . , ~~~ ' ; "1" .., °' . . . . 'r. , .._~ 
.~.Im\bL;.,JE:~[~!TJJ[:~~~-':P"~~1'.rU~ 

2/24/95 - - - -
3/3/95 2~.984 31,644 80,228 132,856 

3/29/95 84,695 88,774 152,228 325,697 

4/14/95 136,654 133,675 224,228 494,557 

513195 21J0,683 193,729 284,420 678,832 

5/14/9~ 237,115 228,577 319,268 784,960 

5/18/95 255,043 245,727 354,116 854,886 
5/23/95 255,043 245,727 354,116 854,886 

5/26/951 276,211 266,031 374,420 916,662 

6/19/95 445,555 I 428,463 536,852 1,410,870 
8/31'}5 445,355 428,463 536,852 1,410,870 

8/4/95 448,963 431,997 543,600 1,424,560 

8/9/95 473,414 453,496 590,792 1,517,702 

8/11/95 482,414 461 ,556 609,202 1,553,172 

8/14195 4"6,474 474,106 637,152 1,607,732 

8/29/95 5fl,302 533,550 768,644 1,863,496 

10/6/95 664,814 629,975 985,749 2,280,538 

!. ln/95 565,lO'i 763,804 1,159,950 2,589,059 
12/81:)5 686,316 ')66,356 1,253,348 2,706,020 

1/15/96 178,585 873,570 1,263,941 2,916,096 

4/12/96 778 ,585 1,J.70,564 1,651,617 3,600,766 

5/29/96 873,365 1,376,384 1,823,668 ~,073,417 

b/26/96 915,555 1,414,873 1,884,622 4,215,050 

7/8./96 9i2,3:?8 1,474,048 1,987,350 4,433,726 

7/18/% 1,006,046 1,516,919 2,060,742 4,583,707 

8/1/96 1.049,996 1,577,801 2,164,91S 4,792,713 

8/16/96 L(l91,II2 1,638,683 2,246,037 4,975,832 

8/27/96 1,118 169 1,684,621 2,314,606 5,117,396 

9/12/96 1,146,432 1,754,050 2,360,521 5,261,003 

9/24/96 1,159,035 1,796,140 2,409,496 5,364,671 

10/1/9€ 1,:74,178 I 1,825,149 2,408,298 5,407,625 

10/17/96 1,253,727 1,855,632 2,411,539 5,520,898 

11/2/96 1,315,165 1,906,634 2,420,559 5,642,358 

11/15/96 1,365,973 1,908,623 2,502,342 5,776,938 

11/25/96 1,396,032 1,911 ,188 2,552,717 5,859,937 

12/11/96 1,430,595 1,935,775 2,611,374 5,977,744 

12/27/96- 1,452,912 1,937,132 2,649,962 6,040,006 

1/3/97 1,456,304 1,939,518 2,655,775 6,051,597 

I/U/97 1,470,242 1,949,120 2,684,864 6,104,226 

1/24/97 1,470,505 1,949,124 2,702,272 6,121,901 
2/7/97 l,5!8,975 1,950,754 2,796,872 6,266,601 

2/21/C:7 1,571,273 1,952,209 2,835,673 6,359,155 

Nm& 
- Data prior to 4/12/96 was collected by EMCON. 
- A new flow baseline (zero cumulative flow) was established on 

August 3, 1995, due to flow meter replacement. 
- Erroneous flow meter reading from RW-3 on 10/1/96. 
- Due to a flow meter malfunction, the totalizer for RW-2 showed a 

negative flow of 1,051 gallons on January 14, 1997. 
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ATTACHMENT C 

Site Inspection Forms 



e 
Site Inspection Date: 

Handex Personnel: 

Arrival nme: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

Departure nme: : o O -"'--------..,..._ _______________ _ 
ALARM RESPONSE VISIT: 

_._.._____,,____,_,_ RW-3 2. 2. 4, 0 0 Z. . D 

Bubbler Pressure: ----- RW-2 ________ RW-3 S:/':·-fe D 
Air Stripper Pressure: Inches of Water _ ___._ __ 
Effluent Flow Rate: Gallons Per Minute _......_ __ 
Effluent Clarity: __ .......,. ................ ......,..__ ____________________ __. 
Building Temperature: _J....,..(l ____ Degrees F 

Compressor Checked: v Condesate Released: #/ /4 

Compressor Oil Level Checked: y e $ Oil Changed: -"""'A)"--o-------~ 
System Operational Upon Arrival: Yes 

f, · ~t 

AirM/ater Leaks: RW-1 RW-2 RW-3 (please circle appropriate controller(s)) 

Manholes 

~ -2-- Controllers 

Lines 

Stripper 

Compressor 

V No 

-111€ No 

/No 

/No 

t/"' No ---

Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring!Recovery Wells Gauged: 

../ 

Recommendations for system optimization or general comments: 

Yes 

Yes 

Yes 

Yes 

Yes 

Repaired 

Repaired 

Repaired 

Repaired 

Repaired 



• 

e 

e 

.2/~/97-
/?..M,,y.o. 

I 

Air Stripper Cleaned: 

Recovery Wells Sampled: 

Air Stripper Effluent Sampled: 

Pumps Checked/Cleaned 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

~,s. RW-1 ct..<e> RW-2 

!t:'.'.t'S 

f- RW-1 RW-2 

Filter elements on S-2 controllers inspected and replaced as necessary: 

Air compressor inspection and overhaul as necessary: 

Break down air stripper blower and check for lubrication and bearing integrity 

per manufacturers specifications. 

1st'. e > 

Break down S-2 controllers and check and replace where necessary filters, valves, 

springs, and cylinder bores. 

Pull pumps and clean well screens. 

Recommendations for system optimization or general comments: 

RW-3 

RW-3 



.. 

e Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure Time: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

2 -,21-9? 

10:0 c> 
. ~ 

ALARM RESPONSE VISIT: ID - ···""··=""'-C:._..,,_.,._e-.. -:',:_=.a; __ ;:_;:_:::_::: __ ::;_;;;_ ':,_:::_::;_;;;_ =: .. ::: •• :=.:.::;.;:_;::;: __ ;:: __ :::_::;:_:;::_=_ :::,_;::_=.==-==.=.=== ,,...,...,....,..,.....,..-,:='=======....,,...,.....,.,,.....,..------- :-::==,_.,,.,,. ..... === 
-- -·-···--· __ . ··. ~w1~;!1BF;~;\'i;i:i:.~·"f,J -·---·----~-- ... ...... .. - -- · -. e'e'"""~'e"'"=================..a. ------ ·· ..... · .. · - ·.,.· --------- .. 
Flow Meter Readings: RW-1 I( 2, ~QI'}, S RW-2___:...;;__;~:.....;;;..a......_ RW-3 2 2? 8' '$ Z () ,S 

Bubbler Pressure: RW-1 lf0-11-'r RW-2 --- RW-3 (:/'' 4?2 
Air Stripper Pressure: IQ Inches of Water 

Effluent Flow Rate: 9 Gallons Per Minute 

Effluent Clarity: --""'-"'"""-''----------------------------1 
Building Temperature: _9 ... lf:: __ Degrees F 

Compressor Checked: J/ Condesate Released: 

Compressor Oil Level Checked: Ve S Oil Changed: _/V __ o _______ ~ 
System Operational Upon Arrival: V ez Yes No, (if no, please explain below) 

AirMJater Leaks: RW-1 RW-2 RW-3 (please circle appropriate controller(s)} 

Manholes v No Yes Repaired 

Controllers V No Yes Repaired 

Lines V No Yes Repaired 

Stripper v No Yes Repaired 

Compressor t/ No Yes Repaired 

If yes, explain: 

---.-. -. -------. ---,-,.-.-'.\-;j-•• -.-,.-- -·. -;;-.~---.. -... -. - - --:------. - ~- --. ---: 
• • •' '.1,(fh_, I R.U: C ,_£1:.\., .~ • • . , 

Filter Cartridges Replaced: ye( 
Stripper Trays and Tubes Checked: 

RW-1 ye2 RW-2 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

Recommendations for system optimization or general comments: 

(leq RW-3 
I > 
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ATTACHMENT D 

Groundwater Analytical Results 



January 21, 1997 

Mr. Sam Waldo 

C') 1-landczx ® 

Director, Environmental Affairs 
AMPHENOL CORPORATION 
World Headquarters 
358 Hall Avenue 
Wallingford, CT 06492 

Re: OPERATION AND MAINTENANCE OF THE INTERIM CORRECTIVE MEASURE 
Former Amphenol Facility 
980 Hurricane Road 
Franklin, Indiana 

Dear Mr. Waldo: 

Enclosed, please find a summary of the operation and maintenance (O&M) and gauging act1v1t1es 
completed by Handex Environmental, Inc. (Handex) at the above-referenced site. This report summarizes 
the activities completed during the November 26 through December 27, 1996 reporting period. Handex 
personnel inspected this site on a biweekly basis to monitor system operations and ground water recovery 
and treatment. 

Groundwater Level Measurements 
On December 11, 1996, Handex personnel gauged the monitoring well network at this site using an 
electronic oil/water interface probe to determine the depth to water and the presence or absence of liquid­
phase hydrocarbons. Depth to water beneath this site ranged from 9.18-feet below grade in MW-9 to 16.81-
feet below grade in MW-28. Liquid-phase hydrocarbons were not detected within the monitoring and 
recovery well network at the site. The submersible pumps within recovery wells RW-1 , RW-2, and RW-3 
were not operating upon arrival to the site on December 11, 1996, apparently due to a to lime blockage m 
the discharge piping from the equipment shed to the POTW outfall. The blockage was cleared and the 
pumps restarted prior to well gauging. Figure I is a site plan illustrating pertinent site features and well 
locations. The groundwater elevation data is summarized in Attachment A, and a groundwater contour map 
has been included as Figure 2. 

Groundwater Treatment System 
During this reporting period, approximately 180,069 gallons of groundwater were treated and discharged 
from recovery wells RW-1, RW-2, and RW-3. Based on data provided by EMCON and Handex field data 
sheets, the total volume of groundwater recovered to date is approximately 6,040,006 gallons. Attachment 
B includes a table and a graph illustrating the recovery rates to date, and Attachment C contains copies of 
Field Data Sheets completed by Handex personnel. During both December visits, the groundwater pump 
and treat system was not operating upon arrival to the site apparently due to a lime blockage 1rithe 
discharge piping from the equipment shed to the POTW outfall. The blockage was removed and the system 
was restarted during the site visits. Handex responded to an alarm at the site on December 30, 1996 
apparently due to a blockage in the discharge line. The line was repaired and the system wasrestarted. 
Subcontractor quotes are currently being solicited to either replace the effluent line or '1et-rod" it out. A bid 
evaluation and request to perform this work will follow under a separate letter. 

8583 Zionsville Road, Indianapolis, IN 46268 • (317) 228-6240 • Fax: (317) 228-6243 



Mr. Sam Waldo 
January 21, 1997 
Page 2 

Schedule of Activities 
Biweekly site inspections and O&M activities will continue. Site visits are scheduled for the weeks of 
January 2, January 16, and January 30, 1997. The infonnation from these site inspection will be 
summarized in the January 1997 progress report. 

Should you have any questions regarding this site or infonnation summarized within this report, please do 
not hesitate to contact this office at (317) 228-6240. Handex appreciates the opportunity to provide 
environmental services to Amphenol Corporation. 

Sincerely, 

HANDEX ENVIRONMENTAL, INC. 

41-~~ 
Jay T. Simonds 
Senior Hydrogeologist 

Attachments 

cc: Mr. Jim Keith, Earth Tech, Bloomington, IN 
Mr. John Kneebone, Marine Corporation of America 
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ATTACHMENT A 

Groundwater Level Measurements 



• 

IT-3 

e 

MW-3 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

4/12/96 
5/29/96 

6/4/96 11 .08 
7/8/96 11.84 
8/1/96 12.04 

9/12/96 12.58 
10/17/96 12.37 
11/25/96 12.26 
12/11/96 12.02 
8/29/95 728.71 9.52 
11/7/95 11 .14 
4/12/96 12.09 
5/29/96 9.41 
6/4/96 10.11 
7/8/96 10.44 
8/1/96 10.63 

9/12/96 10.85 
10/17/96 10.97 
11/25/96 10.82 
12/11/96 10.79 
8/29/95 736.44 15.23 
11/7/95 16.40 
4/12/96 14.91 
5/29/96 13.16 

6/4/96 13.15 
7/8/96 14.03 
8/1/96 14.53 

9/12/96· 15.33 
10/17/96 15.33 
11/25/96 15.29 
12/11/96 14.95 

721 .17 
720.41 
720.21 
719.67 
719.88 
719.99 
720.23 
719.19 
717.57 
716.62 
719.30 
718.60 
718.27 
718.08 
717.86 
717.74 
717.89 
717.92 
721 .21 
720.04 
721 .53 
723.28 
723.29 
722.41 
721 .91 
721 .11 
721 .11 
721.15 
721.49 



MW-12 

MW-20 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

11 .47 
9.46 
3.94 
5.81 

7/8/96 6.90 
8/1/96 7.65 

9/12/96 9.23 
10/17/96 9.64 
11/25/96 9.53 
12/11/96 9.18 
8/29/95 736.38 16.43 
11/7/95 17.18 
4/12/96 16.21 
5/29/96 15.07 

6/4/96 15.31 
7/8/96 15.88 
8/1/96 16.16 

9/12/96 16.59 
10/17/96 16.47 
11/25/96 16.32 
12/11/96 16.12 
8/29/95 734.03 10.35 
11/7/95 12.16 
4/12/96 9.70 
5/29/96 6.30 
6/4/96 7.63 
7/8/96 8.58 
8/1/96 8.93 

9/12/96 10.39 
10/17/96 10.56 
11/25/96 9.82 
12/11/96 9.64 

721 .57 
723.58 
729.10 
727.23 
726.14 
725.39 
723.81 
723.40 
723.51 
723.86 
719.95 
719.20 
720.17 
721 .31 
721.07 
720.50 
720.22 
719.79 
719.91 
720.06 
720.26 
723.68 
721 .87 
724.33 
727.73 
726.40 
725.45 
725.10 
723.64 
723.47 
724.21 
724.39 



MW-21 

MW-22 

MW-24 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 737.91 16.81 
1117/95 17.92 
4/12/96 16.48 
5/29/96 14.82 
6/4/96 14.82 
7/8/96 15.67 
8/1/96 16.16 

9/12/96 16.89 
10/17/96 16.89 
11/25/96 16.85 
12/11/96 16.53 
8/29/95 737.64 17.05 
11/7/95 17.90 
4/12/96 16.74 
5/29/96 15.52 
6/4/96 15.63 
7/8/96 16.22 
8/1/96 16.58 

9/12/96 17.15 
10/17/96 17.04 
11/25/96 16.99 
12/11/96 16.76 
8/29/95 736.02 15.59 
11/7/95 16.41 
4/12/96 15.29 
5/29/96 13.77 
6/4/96 13.80 
7/8/96 14.54 
8/1/96 15.01 

9/12/96 15.61 
10/17/96 15.66 
11/25/96 15.61 
12/11/96 15.33 

721 .10 
719.99 
721.43 
723.09 
723.09 
722.24 
721 .75 
721 .02 
721 .02 
721 .06 
721 .38 
720.59 
719.74 
720.90 
722.12 
722.01 
721.42 
721.06 
720.49 
720.60 
720.65 
720.88 
720.43 
719.61 
720.73 
722.25 
722.22 
721.48 
721 .01 
720.41 
720.36 
720.41 
720.69 



e 

MW-27 

MW-28 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

4/12/96 
5/29/96 
6/4/96 
7/8/96 11 .62 
8/1/96 12.16 

9/12/96 13.48 
10/17/96 13.60 
11/25/96 13.42 
12/11/96 13.08 
8/29/95 736.63 15.37 
11/7/95 16.66 
4/12/96 15.01 
5/29/96 13.23 
6/4/96 13.44 
7/8/96 14.38 
8/1/96 14.79 

9/12/96 15.62 
10/17/96 15.56 
11/25/96 15.45 
12/11/96 15.11 
8/29/95 738.04 17.03 
1117/95 18.19 
4/12/96 16.72 
5/29/96 15.21 
6/4/96 15.32 
7/8/96 16.12 
8/1/96 16.54 

9/12/96 17.25 
10/17/96 17.20 
11/25/96 17.10 
12/11/96 16.81 

724.77 
724.23 
722.91 
722.79 
722.97 
723.31 
721.26 
719.97 
721 .62 
723.40 
723.19 
722.25 
721 .84 
721 .01 
721 .07 
721 .18 
721 .52 
721 .01 
719.85 
721.32 
722.83 
722.72 
721 .92 
721 .50 
720.79 
720.84 
720.94 
721 .23 



e 

MW-30 

e 

RW-1 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

11n/95 
4/12/96 
5/29/96 
6/4/96 15.19 
7/8/96 16.04 
8/1/96 16.40 

9/12/96 17.15 
10/17/96 17.02 
11/25/96 16.93 

16.61 
8/29/95 734.84 15.54 
11/7/95 15.93 
4/12/96 14.95 
5/29/96 14.10 
6/4/96 14.38 
7/8/96 14.84 
8/1/96 15.06 

9/12/96 15.28 
10/17/96 15.58 
11/25/96 15.13 
12/11/96 14.98 
8/29/95 730.97 2.58 (1) 

11/7/95 NR (2) 

4/12/96 11 .02 
5/29/96 10.84 
6/4/96 11 .12 
7/8/96 11.28 
8/1/96 NR (2) 

9/12/96 11 .55 
10/17/96 12.50 
11/25/96 11 .23 
12/11/96 11.06 

719.62 
721 .15 
722.60 
722.42 
721 .57 
721 .21 
720.46 
720.59 
720.68 
721.00 
719.30 
718.91 
719.89 
720.74 
720.46 
720.00 
719.78 
719.56 
719.26 
719.71 
719.86 
728.39 

NA 
719.95 
720.13 
719.85 
719.69 

NA 
719.42 
718.47 
719.74 
719.91 



RW-2 

RW-3 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 

Ground Water Level Measurements 

8/29/95 4.42 (1) 

11/7/95 NR (2) 

4/12/96 12.72 
5/29/96 11 .50 
6/4/96 11 .88 
7/8/96 12.48 
8/1/96 12.76 

9/12/96 13.25 
10/17/96 12.86 
11/25/96 12.26 
12/11/96 11 .89 
8/29/95 733.19 4.08 (1 ) 

11/7/95 NR (2) 

4/12/96 13.07 
5/29/96 11.73 
6/4/96 12.68 
7/8/96 13.26 
8/1/96 13.10 

9/12/96 13.40 
10/17/96 12.78 
11/25/96 12.68 
12/11/96 12.51 

727.63 
NA 

719.33 
720.55 
720.17 
719.57 
719.29 
718.80 
719.19 
719.79 
720.16 
729.11 

NA 
720.12 
721.46 
720.51 
719.93 
720.09 
719.79 
720.41 
720.51 
720.68 

(1) Ground water elevation based on measurements from top 
of bubbler tip. 
(2) NR - Not Recorded 



ATTACHMENT B 

Groundwater Recovery Summary 



3/29/95 
4/14/95 

5/3/95 
5/14/95 
5/18/95 
5/23/95 
5/26/95 
6/19/95 
813195 
8/4/95 
8/9/95 

8/11/95 
8/14/95 
8/29/95 
10/6/95 
11/7/95 
12/8/95 
1/15/96 
4/12/96 
5/29/96 
6/26/96 

7/8/96 
7/18/96 

8/1/96 
8/16/96 
8/27/96 
9/1 2/96 
9/24/96 
10/1/96 

10/17/96 
11/2/96 

11/15/96 
11/25/96 
12/11/96 
12/27/96 

N.Qru..;_ 

Former Amphenol Facility 
980 Hurricane Road 

Franklin, Indiana 
Cumulative Ground Water Flow Readings 

20,984 31,644 80,228 
84,695 88,774 152,228 

136,654 133,675 224,228 
200,683 193,729 284,420 
237,115 228,577 319,268 
255,043 245,727 354,116 
255,043 245,727 354,116 
276,211 266,031 374,420 
445,555 428,463 536,852 
445,555 428,463 536,852 

448,963 431,997 543,600 
473,414 453,496 590,792 
482,414 461,556 609,202 
496,474 474,106 637,152 
561,302 533,550 768,644 
664,814 629,975 985,749 
665,305 763,804 1,159,950 
686,316 766,356 1,253,348 
778,585 873,570 1,263,941 
778,585 1,170,564 1,651 ,617 
873,365 1,376,384 1,823,668 
915,555 1,414,873 1,884,622 
972,328 1,474,048 1,987,350 

1,006,046 1,516,919 2,060,742 
1,049,996 1,577,801 2,164,916 
1,091 ,112 1,638,683 2,246,037 
1,118,169 1,684,621 2,314,606 
1,146,432 1,754,050 2,360,521 
1,159,035 1,796,140 2,409,496 
1,174,178 1,825,149 2,408,298 
1,253,727 1,855,632 2,411 ,539 
1,315,165 1,906,634 2,420,559 

1,365,973 1,908,623 2,502,342 
1,396,032 1,911 ,188 2,552,717 
1,430,595 1,935,775 2,611 ,374 
1,452,912 1,937,132 2,649,962 

- Data prior to 4/12/96 was collected by EMCON. 

132,856 
325,697 
494,557 
678,832 
784,960 
854,886 
854,886 
916,662 

1,410,870 
1,410,870 

1,424,560 
1,517,702 
1,553,172 
1,607,732 
1,863,496 
2,280,538 
2,589,059 
2,706,020 
2,916,096 
3,600,766 
4,073,417 
4,215 ,050 
4,433 ,726 
4,583 ,707 
4,792,71 3 
4,975 ,83 2 
5,117,396 
5,261,003 
5,364,671 
5,407,625 
5,520,898 
5,642,358 
5,776,938 
5,859,937 
5,977,744 
6,040,006 

- A new flow baseline (zero cumulative flow) was established on 
August 3, 1995, due to flow meter replacement. 

- Erroneous flow meter reading from RW-3 on 10/1/96. 

91-tandczx® -
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ATTACHMENTC 

Site Inspection Forms 



e 

Site Inspection Date: 

Handex Personnel: 

Arrival nme: 

Departure Time: 

ALARM RESPONSE VISIT: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

YES am:, 
Flow Meter Readings: RW-1 28"5o$l-v, I RW-2 /SO ?312.. I 

Bubbler Pressure: RW-2 Jt--o - /I fL ------
Air Stripper Pressure: 

Effluent Flow Rate: 

RW-3 2 o? lfSz.z ,o 
RW-3 >6 -4>0 

Effluent Clarity: 
-----'~ ............. ---------------------~ 

Building Temperature: 7 2 ~1 

Compressor Checked: ye$ 
Compressor Oil Level Checked: 

AirNJater Leaks: RW-1 RW-2 

Manholes 

Controllers 

Lines 

Stripper 

Compressor 

If yes, explain: 

Degrees F 

Condesate Released: 

,Ve$ Oil Chang~:-----------1 
___ Yes _V __ No, (ifno, please explain below) 

1,·1. a 

RW-3 (please circle appropriate controller(s)) 

-;(... No Yes Repaired 

X No Yes Repaired 

-;<.. No Yes Repaired 
)(. No Yes Repaired 

:x No Yes Repaired 

---------------------------------
- ------------- -- __________ :;~;1f1~~t~tt'1j1!,·!!\ ___________ ------- --- -- ___ : _ 

Filter Cartridges Replaced: ~.., 7 
Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

RW-1 

\./Y"'' 

I /..P' 

I 

RW-2 1/(:( 
( 

RW-3 

e Recommendations for system optimization or general comments: 



Site Inspection Date: 

Handex Personnel: 

Arrival Time: 

Departure Time: 

FORMER AMPHENOL FACILITY 
980 HURRICANE ROAD 

FRANKLIN, INDIANA 

ALARM RESPONSE VISIT: 

Bubbler Pressure: 

-.,-=--:....i,,,,:-""-'IC=•~3 RW-2 /SD 8' .(; 6 .<{ RW-3 2,) I 3 / I O 19-
RW-1 _____ RW-2 ' to~'l-2- RW-3 s~-feZ-

PJr Stripper Pressure: l/lJ, Inches of Water 

Effluent Flow Rate: J 3 Gallons Per Minute 

Effluent Clarity: __ ...;;....""',oc~---------------------~ 
Building Temperature: Degrees F ----
Compressor Checked: Condesate Released: IV /j~ 
Compressor Oil Level Checked: ~t/t' J, Oil Changed: pl~ 
System Operational Upon Arrival: Yes V _N_o_, (-if-n-o,-p-lea-se-exp-la-in_be_low-)-1 

:;/:.. _ -f' A / / 0 o..."t ; h t l, e s+~ ; 'f'1t IA.,) 0. +-(' v( l--e (./ { 
fo h ,· W O \A J._ S. k U f O f f- ~ -e \ ,' id~ 

I\JrfWater Leaks: RW-1 RW-3 

Manholes v 
(please circle appropriate controller(s)) 

---
Controllers <Gf 

Lines t/' 
Stripper v 

Compressor V 

No 

No 

No 

No 

No 

Yes Repaired 

7'Yes i..,,./" Repaired 

Yes Repaired 

Yes Repaired 

Yes Repaired 

--------------------------------
- - __________ · ___ :_,'1_C~_1~_!fr_~_~_'1_.t_1:._·,:_r !_\ ___ .. ________ ____ · _ 

Filter Cartridges Replaced: RW-1 RW-2 --- RW-3 ---
Stripper Trays and Tubes Checked: 

Stripper Trays and Tubes Cleaned: 

Monitoring/Recovery Wells Gauged: 

- Recommendations for system optimization or general comments: 

,erK,~ ( 




